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THE STEEL COMPANY OF CANADA, LIMITED 
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THE STEEL COMPANY OF CANADA. LIMITED 


PRODUCTS 


PIG IRON 
COKE 

STEEL CASTINGS 
A ■ o. FORGINGS 

Wi n ^ WIRE PRODUCTS 

Gates and Wire Hoops 
RAILWAY FASTENINGS 

Angle Bars, Track Bolts, Tie Plates, Spikes, Tie Rods, etc. 

Pole Ster.« r A hardware 

"aTdG^l^nSd"’"' 

LEAD PRODUCTS 
Lead Pipe, White Lead, Shot and Putty 

D ll D IRON AND STEEL 

SULPHATE OF AMMONIA 

AA u- 1- • bolts, nuts and washers 

VpS'nI£?;. 1S^^ “■•"f-i 

HORSE SHOES 
WROUGHT PIPE 

Black and Galvanized, Nipples and Couplings 

w <- D nails, spikes, rivets, etc 

and Copper Staples ’ 

SCREWS 

Wood and Machine, Steel, Brass and Bronze 


THE STEEL COMPANY OF CANADA, LIMITED 


CATALOGUES 


of Tho catalogue, which contains descriptions of all the products 

Limited, with the exceptions of Carriage and 
Automobile Forgings, the following catalogues are issued. These are available to 
those interested and will be mailed upon application. available to 


CATALOGUE "A” 
Wrought Pipe and Plumbers’ Supplies 


CATALOGUE "B” 
Blacksmiths’ and Horse Shoers’ Supplies 


CATALOGUE “C” 
Screws and Bright Wire Goods 


CATALOGUE “D” 

Carriage and Automobile Forgings 

CATALOGUE “E” 

Wire Products 

FIELD FENCE DEPARTMENT 

“Invincible” Fencing (English Edition) 
“Invincible” Fencing (French Edition) 

Also a synopsis of the general catalogue printed in French. 
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THE STEEL COMPANY OF CANADA, LIMITED 


GENERAL CONDITIONS OF SALE 

All quotations and sales are made, and all orders accepted by The Steel Company 
of Canada, Limited, subject to the following conditions; 

1. The sellers accept no responsibility for the arrival of goods at destination, 
nor for loss or damage in transit, except in the case of goods sold delivered. The 
purchaser assumes all risks of transportation, except such as are covered by the legal 
responsibilities of the carriers. The tender to the purchasers of shipping documents 
consisting of proper bills of lading certifying that the goods are in apparent good 
order, constitutes a full and final delivery on the part of the sellers, and entitles 
them to payment in full for the goods shipped, in accordance with the terms of sale. 

2. The sellers accept no responsibility for delays due to fires, strikes, disputes 
with workmen, war, civil commotion, epidemics, floods, interruptions or congestion 
of transportation, accidents or other causes beyond their control; and delays so 
caused shall not release the purchaser from his obligation to' take delivery and pay 
for the goods in accordance with the terms of sale. Provided, however, that in the 
event of such unavoidable delay the purchaser may, subject to previously obtaining 
the consent of the sellers, cancel the purchase of such portion of the goods as is not 
manufactured, nor in process of manufacture at the time his request to cancel 
reaches the works. 

3. The seller gives the purchaser the privilege of cancelling any one month’s 
delivery if such delivery is delayed more than thirty days beyond the expiration 
of the month in question, provided the purchaser notifies the seller within ten days 
after the expiration of the said thirty days, of their desire to cancel. If not cancelled 
within that time, it is understood that shipment will be made as soon as reasonably 
possible after the cause of delay has been removed. All specifications are to be in 
the possession of the sellers at least fifteen days before the time fixed for shipment. 

4 In the event of the purchaser failing to furnish complete specifications and 
instructions in time to permit of shipment within the time specified in the contract, 
the sellers shall be entitled, at their option, to cancel such portion of the contract 
as may remain unexecuted, or to make shipment in accordance with the specifica- 
tions and instructions which the purchaser may have furnished for previous ship- 
ments on account of the same contract. 

5. Material or goods made to specifications where the buyer is to inspect 
must be inspected and accepted before shipment is made. Inspection and acceptance 
at the sellers’ works shall be final. Facilities will be afforded to authorized inspec- 
tors, representing the purchaser, to inspect material and to apply, previous to ship- 
ment from the works, tests to which the .sellers have previously agreed. Material 
or goods supplied under inspection and passed by the inspector shall not afterwards 
be returnable. 
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THE STEEL COMPANY OF CANADA, LIMITED 


GENERAL CONDITIONS OF SALE— Continued 

Defective goods and material will be replaced, but claims for damage, freight, 
labor, etc., will not be allowed. 

6. Claims will be considered by the sellers only when made within ten days 
after receipt of the goods, and due opportunity has been given for investigation 
by the sellers’ own representatives. No claims for consequential damages will 
be recognized. 

7. No goods will be insured unless instructions are given us to that effect 
by the purchaser. 

8. All quotations are made for immediate acceptance, unless otherwise agreed 
upon, and are subject to change without notice. 

The majority of the prices shown in this catalogue are list prices and are sub- 
ject to a discount which will be quoted on application. The base prices, the extras 
for which are shown, will also be quoted on application. All list prices and extras 
are subject to change without notice. 

The weights given in this catalogue are approximately correct, and are not 
guaranteed. 

In the case of bars of steel or iron or other goods.ordered by count but sold by ‘ 
weight, the sellers will guarantee the weight but not the count. 

9. All goods are sold F.O.B. sellers’ mills unless otherwise agreed upon. Where 
a freight allowance is quoted it is understood that it will not apply to quantities 
less than three hundred pounds. 

10. The sellers’ accounts are rendered promptly and should be settled for by 
cash in accordance with the terms agreed upon. When goods are sold with a freight ” 
allowance, cash discount is allowed only on the net amount of the invoice after the 
freight is deducted. 

'the sellers reserve the ’right to draw at sight for all accounts overdue, with 
exchange, without notice. 

Default in payment for any delivery will entitle the seller to cancel the contract. 

If after entering into a contract the purchaser fails to execute any of his obligations 
thereunder, the sellers have the right to terminate the contract, without prejudice 
to any claim for damages they may make. The sellers reserve the right, even after 
partial shipment on account of a contract, to require from the purchaser satisfactory 
security for the due performance of his obligations, and failure to furnish such satis- 
factory security will entitle the sellers, at their option, to suspend shipments or to 
cancel the contract or so much of it as may remain unexecuted. 

11. All contracts are subject to the approval of the General Sales Department 
of The Steel Company of Canada, Limited. 
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/ the steel company of CANADA, LIMITED 


FREIGHT CLASSIFICATION OF PRODUCTS 

MANUFACTURED BY 

THE STEEL COMPANY 

OF CANADA, LIMITED 

The classification of products is shown as per Canadian Classification No. 16, 

effective March 1st, 1913, or re-issues, of the Canadian Freight Association, applying 

on carload, and less than carload shipments, subject to minimum carload weight 

provided. 


The. list of products is arranged according to classes and also alphabetically. 

^ ARRANGED ACCORDING TO CLASSES 

L.C.L., 4th Class; 

C.L. 10th Class 

Coke Pig Iron 

L.C.L., 4th Class; C.L., 7th Class 

Axles, Railroad 

Plates, Fish 

Bars, Splice 

Plates, Tie 

Bolts, Railroad Track 

Spikes, Railroad 

Fillers, Frog 


L.C.L., 4th Class; C.L., 5th Class 

Bars, Extension 

Rods, Ties 

Bars, Iron and Steel 

Rods, Wire (not drawn through a die) 

Bars, Cold Twisted Steel 

Horse Shoes 

Billets 

Spikes, in kegs or boxes 

Blooms 

Spikes, Drift, in kegs or boxes 

Bolts, Bridge or Barge, 12 inches long and over 

Sheets, Black Open Hearth Steel 

Forgings, 100 pounds each or over 

Steel, Band 

Hinges, Heavy, for gates, barn doors, etc. 

Steel, Hoop 

Hoops, Wire 

Steel and Iron, bars or bundles 

Iron and Steel, bars or bundles 

Steel, Spring 

Nails, Cut, in kegs or boxes 

Tacks, in bulk in boxes, kegs or barrels 

Nails, Horse Shoe 

Wire, Annealed 

Nails, Shoe, Iron or Steel 

Wire, Barbed 

Nails, Wire, in kegs or boxes 

Wire, Bright 

Pins, Escutcheon, Iron or Steel 

Wire, Coppered 

Pipe, Wrought 

Wire, Fence, in coils 

Rivets, Shoe (Nails), Iron or Steel 

Wire, Galvanized 

Rods, Bed 

Wire, Telegraph 

Rods, Homo Steel 

Wire, Tinned 

Rods, Threaded 


L.C.L., 

4th Class 

Reels, Wire, Empty, Returned 

L.C.L., 3rd Class; C.L., 5th Class 

Angles 

Pins, Caster 

Bolts, Cross Arm 

Pins, Insulator 

Bolts, N.O.S. 

Pipe, Lead 

Braces, Cross Arm 

Plates, Felloe 

Buttons, Tufting (Carriage Hardware) 

Points, Zinc, glaziers’ 

Calks, Boots 

Posts, Fence 
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THE STEEL COMPANY OF CANADA, LIMITED 


FREIGHT CLASSIFICATION— Conf. 


L.C.L., 3rd Class; C.L., 5th Class 

Chain, Jack, Steel 

Rings, Clinch 

Clips, Spring, Carriage or Wagon 

Rivets, Iron or Steel 

Cotters, Spring, in boxes 

Rods, Chair 

Couplings, Pipe 

Rods, Guy 

Eyes, Screw, Iron 

Rods, Pump 

Eyes and Hooks, Gate 

Rods, Stove 

Fasteners, Corrugated 

Scrapers, Stove 

Fence, “Invincible” Field 

S<jrews, Drive 

Fence, Woven Wire Field 

Screws, Hanger 

Forgings, Automobile 

Screws, Iron or Steel, in boxes 

Forgings, Carriage 

Shot, in small bags or packets, enclosed in 

Gates, Fence 

gunnies, O.R. Lkg. 

Guards or Stays, Fence 

In boxes or kegs. 

Hardware, Carriage 

Sockets, Carriage Bow 

Hardware, Pole Line 

Staples 

Hinges, Screw and Strap 

Stays or Guards, Fence 

Hooks and Eyes, Gate 

Steps, Pole 

Hooks, Floor (Bolts) 

Strand, Galvanized Steel Wire, in coils or on 

Hooks, Screw, Iron 

reels. 

Lead, White, in tins, packed in wood, in casks. 

Stretchers, Fence 

drums, irons or kegs 

Sulphate of Ammonia 

Line, Wire Clothes 

Tacks, in paper or wood fibre packages boxed 

Nipples, Pipe 

Teeth, Threshing Machine 

Nuts 

Tools, Fencing 

Posts, Fence 

Washers, Cast 

Putty, in tons or bladders, boxed 

Washers, Wrought 

In irons (loose), iron drums, kegs or barrels 


L.C.L., 3rd Class 

Plow Beams 

L.C.L., 2nd Class; C.L., 5th Class 

Forgings, under 100 pounds each 

Spikes, in bags 

Hooks, Coat and Hat 

T urnbuckles 

Nails, Cut, in bags 

Wheels, Fifth, in packages 

Nails, Wire, in bags . 


L.C.L., 2nd Class 

; C.L., 4th Class 

Cable, Copper, in coils or on reels 

Putty, in tins, loose 

Lead, White, in tins, loose 

Rivets, Brass 

Nails, Copper 

Tools, Boot Calk (Hardware) 

Pulls, Wire Door 

Wire, Brass or Copper 

L.C.L., 2nd Class 

Pins, Piano I 

Taps, Machine Screw 

Tacks, N.O.S. | 


L.C.L., 1st Class 

; C.L., 5th Class 

Shot, in bags ^ | 

Wheels, Fifth, in bundles 

L.C.L., 1st Class; C.L., 4th Class 

Chain, Jack, Brass 

Pins, Escutcheon, Brass 

Eyes, Screw, Brass 

Rivets, Copper 

Hooks, Screw, Brass 

Screws, Brass 

Nails, Shoe, Brass 


L.C.L., 1st Class 

Tacks, Copper 
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THE STEEL COMPANY OF CANADA, LIMITED 


COKE 

We have recently installed By-Product Coke Ovens of the latest and most ap- 
proved design and we are in a position to furnish Coke especially adapted for foundry 
and metallurgical purposes. It is carefully screened, strong in structure, low in sul- 
phur and will in every way be found a most satisfactory product. 

Price on request. 


“GROMORE” 



SULPHATE OF AMMONIA 

Our modern By-Product Coke Plant recently installed at Hamilton is producing 
a superior quality of Ammonia. 

Commercial Sulphate of Ammonia is white or grayish in color. It is a valuable 
plant food and an important chemical containing over 25% Ammonia and more 
than 20J^% Nitrogen. It is therefore the richest of commercial nitrogenous ma- 
terials. 

The analysis of our product is highly recommended owing to the free acid 
and moisture running very low. 

Sulphate of Ammonia can be used alone, but more often reaches the farmer in 
the form of mixed fertilizers. There are several reasons for this. In the first place 
the manufacturer appreciates the economy to him in the high nitrogen test, as it 
saves money in freight and in handling. The high test also enables him to utilize 
lower grade nitrogenous materials that are useful as conditioners, and at the same 
time maintain his regular formulas. 

Sulphate of Ammonia mixes well with all other fertilizer ingredients commonly 
in use, such as Acid Phosphate, the'Potash Salts, Cotton Seed Meal, Tankage and 
Fish-scrap, on account of not being subject to loss by chemical action when so mixed. 
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THE STEEL COMPANY OF CANADA, LIMITED 



“HAMILTON’^ PIG IRON 

In the production of “Hamilton” Pig Iron, particular care is exercised in the 
selection of the highest grades of Lake Superior ores, which, combined with the best 
quality of By-Product Coke, produced in our own Ovens, has established for this 
Iron an enviable reputation with all Foundrymen. 

We wish to call special attention to the Sulphur content of “Hamilton” Iron. 
As Sulphur is regarded as the most deleterious element in Pig Iron and is mainly 
responsible for brittleness and blow holes in castings, the low content of “Hamilton” 
Iron is regarded as a standard by Foundrymen. 

“Hamilton” brand of Iron is particularly well balanced and uniform in Phos- 
phorus and Manganese and especially adapted to mix with other brands, the result- 
ant effect of which is to reduce shrinkage, increase the strength and to improve 
generally the quality of the castings. We invariably find that when a customer 
once uses “Hamilton” Iron, the results are so satisfactory, that he determines to 
keep it permanently in his mixture. 

“Hamilton” Iron is sold exclusively on an analysis basis, regardless of fracture. 
An advice card, showing the analysis of each Car, is mailed the consignee upon 
date of shipment. 
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THE STEEL COMPANY OF CANADA, LIMITED 


“HAMILTON” PIG IRON 

Our furnaces produce the following grades of Iron, — No. 1 Soft, No. 1 Foundry, 
No. 2 Foundry, and Malleable Bessemer. 


No. 1 SOFT 



2 50 tn ? 

Sulphur 

.04% and under 
.55 to .80% 

.55 to .80% 

Phosphorus 

Manganese 



This iron is a softener and a good scrap carrier, and is especially adapted for 
stove plates, locks, pulleys and thin castings generally. 


No. 1 FOUNDRY 


Silicon 

Sulphur. . . . 
Phosphorus 
Manganese. 


2.00 to 2.50% 
.04% and under 
.55 to .80% 

.55 to .80% 


This is a fluid Iron and is especially adapted for agricultural implements, ma- 
chinery, radiation and all classes of work requiring toughness, softness and density, 
and will carry a considerable quantity of scrap. 

No. 2 FOUNDRY 


Silicon 

Sulphur. . . . 
Phosphprus, 
Manganese. 


1.75 to 2.00% 
.05% and under 
.50 to .70% 

.50 to .70% 


This is a very strong Iron and is especially adapted for general foundry castings. 
The shrinkage is light and the Iron possesses the strength necessary for heavy work, 
as well as for general castings and will mix, with good results, with other brands 
containing higher Silicon. 


MALLEABLE BESSEMER 


Silicon 

Sulphur. . . . 
Phosphorus. 
Manganese. 


1.00 to 2.00% 
.05% and under 
.20% and under 
.50 to .80% 


Adapted for general Malleable Castings. 

Other grades varying from the above analysis can be supplied in limited quan- 
tities, as and when produced by the furnaces. 
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the steel company of CANADA, LIMITED 


Price 
Per Ton 


$ 1.00 

2.00 

3.00 

4.00 

5.00 

6.00 

7.00 

8.00 

9.00 

10.00 

11.00 

12.00 

13.00 

14.00 

15.00 

16.00 

17.00 

18.00 

19.00 

20.00 

21.00 

22.00 

23.00 

24.00 

25.00 

26.00 

27.00 

28.00 

29.00 

30.00 

31.00 

32.00 

33.00 

34.00 

35.00 

36.00 

37.00 

38.00 

39.00 

40.00 

41.00 

42.00 

43.00 

44.00 

45.00 

46.00 

47.00 

48.00 

49.00 

50.00 


NET AND GROSS TONS 

Comparative Price Equivalent per 100 Pounds 


Net 

Per 100 
lbs. 

Gross 

Per 100 
lbs. 

Price 

Per Ton 

Net 

Per 100 
lbs. 

Gross 
Per 100 
lbs. 

$0.05 

$0.0446 

$51.00 

$2.55 

$2.2768 

.10 

.0893 

52.00 

2.60 

2.3214 

. 15 

.1339 

53.00 

2.65 

2.3661 

.20 

.1786 

54.00 

2.70 

2.4107 

.25 

.2232 

55.00 

2.75 

2.4554 

.30 

.2678 

56.00 

2.80 

2.5000 

.35 

.3125 

57.00 

2.85 

2.5446 

.40 

.3671 

58.00 

2.90 

2.5893 

. 45 

.4018 

59.00 

2.95 

2.6339 

.50 

.4464 

60.00 

3.00 

2.6786 

.55 

.4911 

61.00 

3.05 

2.7232 

.60 

.5357 

62.00 

3.10 

2.7679 

.65 

.5804 

63.00 

3.15 

2.8125 

.70 

.6250 

64.00 

3.20 

2.8571 

.75 

.6696 

65.00 

3.25 

2.9901 

.80 

.7143 

66.00 

3.30 

2.9464 

.85 

.7589 

67.00 

3.35 

2.9911 

.90 

.8036 

68.00 

3.40 

3.0357 

• d5 

.8482 

69.00 

3.45 

3.0804 

1.00 

.8929 

70.00 

3.50 

3.1250 

1.05 

.9375 

71.00 

3.55 

3.1969 

1.10 

.9821 

72.00 

3.60 

3.2143 

1 . 15 

1.0268 

73.00 

3.65 

3.2589 

1.20 

1.0714 

74.00 

3.70 

3.3036 

1 .25 

1.1161 

75.00 

3.75 

3.3482 

1.30 

1.1607 

76.00 

3.80 

3.3929 

1.35 

1.2054 

77.00 

3.85 

3.4375 

1.40 

1.2500 

78.00 

3.90 

3.4821 

1.45 

1.2946 

79.00 

3.95 

3.5268 

1.50 

1.3393 

80.00 

4.00 

3.5714 

1.55 

1.3839 

81.00 

4.05 

3.6161 

1.60 

1.4286 

82.00 

4.10 

3 . 6607 

1.65 

1.4732 

83.00 

4.15 

■ 3.7054 

1.70 

1.5179 

84.00 

4.20 

3.7500 

1.75 

1.5625 

85.00 

4.25 

3.7946 

1.80 

1.6071 

86.00 

4.30 

3.8393 

1.85 

1.6518 

87.00 

4.35 

3 . 8839 

1.90 

1.6964 

88.00 

4,40 

3.9286 

1.95 

1.7411 

89.00 

4. '45 

3 . 9732 

2.00 

1.7856 

90.00 

4.50 

4.0179 

2.05 

1.8304 

91.00 

4.55 

4.0625 

2.10 

1.8750 

92.00 

4.60 

4.1071 

2 . 15 

1.9220 

93.00 

4.65 

4.1518 

2.20 

1.9643 

94.00 

4.70 

4 . 1964 

2.25 

2.0089 

95.00 

4.75 

4.2411 

2.30 

2.0536 

96.00 

4.80 

4.2857 

2 . 35 

2.0982 

97.00 

4.85 

4.3304 

2.40 

2.1429 

98.00 

4.90 

4.3750 

2.45 

2.1875 

99.00 

4.95 

4.4196 

2 . 50 1 

2.2321 

100.00 

5.00 

4.4643 


Note. When price per ton is in dollars and cents move 
dollars per ton two places to give result in cents per ton. 
Example 


$28.33 per G.T. 


decimal point on above table of 

. $28. 00= $1.25 per 100 lbs. 
.33= .01472 per 100 lbs. 

= $1.26472 per 100 lbs. 
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THE STEEL COMPANY OF CANADA, LIMITED 


STEEL FORGED AXLES 
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We are prepared to furnish all kinds of forged steel axles for cars, freight, 
passenger and electric, and for locomotives, including drivers, engine trucks or tender 
trucks. 

These will be made in accordance with the specifications of the American 
Society for Testing Materials, or others mutually agreed upon. Facilities will be 
afforded to authorized inspectors, representing the purchaser, to inspect material 
and to apply, prior to shipment from the works, tests to which we have previously 
agreed. Inspection and acceptance at our works shall be final. 

The sizes of axles generally used in Canada for freight and passenger cars are 
as follows, — 


Class 


A 

B 

C 

D 

E 


Size 

Journal, 

Inches 


3^ X 7 
4X X 8 
5x9 
5K X 10 

6 X 11 


Diameter 
at Centre, 
Inches 


Approximate 
Weight Rough 
Turned, 
Pounds 


4K 

4K 

5Vs 

SVs 

6A 


402 

504 

669 

801 

973 


Weight 
not to 
Exceed 
Pounds 


414 

519 

689 

825 

1002 


For Car 
Capacity, 
Pounds 


40.000 

60.000 
80,000 

100,000 
Over 100,000 


Load on 
E^ch 
Journal, 
Pounds 


7,500 

11,000 

15,500 

19.000 

25.000 


Load on 
Each 
Axle, 
Pounds 


15.000 

22.000 

31.000 

38.000 

50.000 


Other sizes and shapes of axles can be made when the quantity warrants. 

Requests for quotations should be accompanied with full particulars of the re- 
quirements to be met. If not standard dimensions, drawings should be furnished 
showing all measurements and indicating the finish required. 

We have an axle testing machine built in accordance with the specifications 
of The Master Car Builders’ Association which is sufficiently large to test all sizes 
of axles. 
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THE STEEL COMPANY OF CANADA, LIMITED 


SPECIAL STEEL FORGINGS 



STERN FRAME FORGING FOR A BOAT 


We have facilities for the production of heavy or light steel forgings of all kinds. 
A few of the heavier forgings are listed. 


Connecting Rods 
Crank Shafts 

Eccentric or Cam Forgings 
Marine Engine Forgings 
Piston Heads 
Piston Rods 
Rounds 


Rudder Frames 
Shafting 
Side Rods 
Squares 

Steam Engine Forgings 
Stem Frames 
Stem Frame 


Enquiries should be accompanied with full particulars as to the requirements 
to be met with regard to physical and chemical tests, and drawings showing the 
measurements and finish wanted. 
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THE STEEL COMPANY OF CANADA, LIMITED 


1 


OPEN HEARTH STEEL SHEETS 



the 


STEEL COMPANY 
CANADA 

CIMITED. 


The production of Open Hearth Steel Sheets has given to the Sheet Metal 
Industry material of superior working quality. Sheet Steel, produced by this pro- 
cess, is the result of years of laboratory research, tending to the production of material 
at the lowest cost with the greatest adaptability for manufactured products. 
Open Hearth quality to-day receives the preference of Sheet Metal Industry because 
of the unlimited possibilities the process presents in controlling the chemical and 
physical properties during production and thereby obtaining the desired product 
required for different purposes. 

The increased demand for Sheet Steel for building and manufacturing require- 
ments has compelled the adoption of Open Hearth Steel. In Canada the Industry 
is in its infancy, the volume of tonnage produced being small compared to the 
demand; but the quality produced by this Company compares favorably with the 
best. Operating as we do our own Coke Ovens, Blast Furnaces, Open Hearth 
Steel Plant, Sheet Bar Mills and Sheet Steel Rolling Mills places us in position to 
produce Steel Sheets of superior quality, and as such we offer “Stelco” Open Hearth 
Steel Sheets. 
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THE STEEL COMPANY OF CANADA, LIMITED 


OPEN HEARTH STEEL SHEETS 

soiiSiJsffpiiarz'n«“irsS?r s “<* " 

We are now producing all standard gauges, widths and sizes of,— 

One Pass Cold Rolled and Box Annealed Black Steel Sheets. 

Blue Annealed— in gauges not lighter than 16, in lengths up to 120". 

Unannealed Sheets— all sizes. 

Re-Annealed Sheets — all sizes. 

Cold Rolled after Annealing— One, Two or Three Passes. 

Blue Stove Pipe Stock, Tack Plate, Bow Socket Stock. 

Sheets for Deep Stamping and Drawing. 

Shovel Stock, 25/ 40 Carbon Steel, carload quantities only, 
are low froduSg^'"® diflferent gauges in the widths and maximum lengths we 



Gauge 

Width 

Maximum Length 

10 Gauge 

4^^ At\H 

50^ 

11 Gauge 

to 4U 

OAV 4^^ Af\ff 

12 Gauge 

to 40 

58^ 

13 Gauge 

20^ to 40^ 

•)f\V Af\ff 

68^ 

14 Gauge 

ZU to 4U 

Ar\tt 

80 

15 Gauge 

ZU to 40 

96 

15 Gauge 

ZU to oo 

108» 

16 and 17 Gauees. 

Oo to 40 

96^ 

16 and 17 Gauges . 

ZU to Oo 

9R*' f/-. At\^ 

120"^ 

18 to 28 inclusive 

«30 to 40 

9fl*' Q#;*' 

96 

18 to 28 inclusive 

ZU to OO 

120" 

18 to 28 inclusive 

OD to Oo 

98** Af\ft 

120" 

29 and 30 Gauges 

Oo to 40 

90*' ’inv 

96" 

29 and 30 Gauges. . 

ZU to 00 

120" 


ou to 00 

96" 


above. 


MILD STEEL PLATE 

STEEL PLANISHED 

For Washers, Cut Nails, Shovels, Strap, Tee and Butt Hinges. 


Width, Inches 


8 to 12 


Thickness, B.W.G. 


6 to 15 Gauge 
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i 


STEEL SHEET STANDARD GAUGES AND WEIGHTS 


Number 

Actual 

Approximate 

Approximate 

Weight Per 

of 

Thickness 

Thickness in 

Thickness in 

Square Foot, 

Gauge, 

in Decimal 

Fractions 

Decimal Parts 

in Lbs. 

U. S. G. 

of Inch 

of an Inch 

of an Inch 

Avoirdupois 

1 

.2757 


.28125 

11.25 

2 

.2604 

u 

.265625 

10.625 

3 

.2451 

H 

.25 

10. 

4 

.2298 


.234375 

9.375 

5 

.2145 


.21875 

8.75 

6 

.1991 

H 

.203125 

8.125 

7 

.1838 

.1875 

7.5 

8 

.1685 

H 

.171875 

6.875 

9 

.1532 

if 

.15625 

6.25 

10 

.1379 

s 

.140625 

5.625 

11 

.1225 

H 

.125 

5. 

12 

.1072 


.109375 

4.375 

13 

.0919 


.09375 

3.75 

14 

.0766 

A 

.078125 

3.125 

15 

.0689 

rh 

.0703125 

2.8125 

16 

.0613 

is 

.0625 

2.5 

17 

.0551 

jh 

.05625 

2.25 

18 

.0490 

% 

.05 

2. 

19 

.0429 

.04375 

1.75 

20 

.0368 


.0375 

1.50 

21 

.0337 


.034375 

1.375 

22 

.0306 

.03125 

1.25 

23 

.0276 


.028125 

1.125 

24 

.0245 

its 

.025 

1. 

25 

.0214 

7 

5a5 

.021875 

.875 

26 

.0184 


.01875 

.75 

27 

.0168 

5V5 

.0171875 

.6875 

28 

.0153 

A 

.015625 

.625 

29 

.0138 

sh 

.0140625 

.5625 

30 

.0123 

is 

.0125 

.5 

31 

.0107 

srJo 

.0109375 

.4375 

32 

.0100 


.01015625 

.40625 

33 

34 

.0092 

.0084 


.009375 

.00859375 

.375 

.34375 

35 

.0077 


.0078125 

.3125 

36 

.0069 

T&5 

.00703125 

.28125 

37 

.0065 

also 

.006640625 

.265625 

38 

.0061 

tJo 

.00625 

.25 

39 

.0057 


.005859375 

.234375 

40 

.0054 

liss 

.00546875 

.21875 


The Steel Sheet Standard Gauge is a weight gauge, having been based upon 
the weights per square foot in ounces, and the thicknesses established as approxi- 
mate equivalents, based upon the weight for wrought iron of .2778 pound per 
cubic inch, or 480 pounds per cubic foot. Since this gauge was established, wrought 
iron has almost entirely been superseded by steel, for sheets; and hot rolled steel 
has been determined to weigh .2833 pound per cubic inch, or 489.6 pounds per 
cubic foot. 
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the steel company of CANADA. LIMITED 


BILLETS 

BLOOMS 

SLABS 

FOR RE-ROLLING AND FORGING PURPOSES 
ARE PRODUCED AT OUR 
HAMILTON WORKS 

BY THE 

BASIC OPEN HEART H PROCESS 
IN SIZES WITHIN OUR ROLLING CAPACITY 
AND QUALITIES TO MEET THE DIFFERENT 
REQUIREMENTS OF THE MARKET, BOTH 
AS TO STANDARD AND SPECIAL SPECIFI- 
CATIONS. KINDLY SUBMIT ENQUIRIES 
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THE STEEL COMPANY OF CANADA, LIMITED 


DOMINION SCHEDULE OF EXTRAS 

ON 

STEEL AND IRON BARS 
Adopted July 2nd, 1917 


Applies to all steel and iron bars with the following exceptions: Spring Steel. 
Reeled Machinery Steel, Toe Calk Steel. 

Extras in dollars and cents to be added to base price 


ROUNDS 

HALF OVALS 

Size, Inches 

Per 

100 

Lbs. 

Size, Inches 

Per 

100 

Lbs. 

1 to4 

M to R 

y 

$0.40 

.65 

.80 

1.25 

Hto3 

Base 

$0.10 

.15 

.25 

.35 

.40 

.45 

.55 

.65 

.90 

1.25 

1.50 

.30 

.30 

.40 

.50 

.60 

.65 

.65 

.65 

.85 


Hand « 

H and A 



HALF ROUNDS 


H 

Size, Inches 

Per 

100 

Lbs. 

A....:::;::::::::::::;::;: 

A 

h ■ ; 


A 

1 to 2 

$0.35 

.50 

.70 

1.15 

1.50 

A 

y. and lA. 

3H 

Vn and R 

3H 

}A and A 

3H 

Vn. and A 

3H 


4 

OVALS 

4M 

4^ 


4 A 

Size, Inches 

Per 

100 

Lbs. 

5 A 


SQUARES 

Hto IK 

y 

$0.30 

.45 

.65 

.90 

.90 

^ 



H *. .. 


Size, Inches 

Per 

100 

Lbs. 

FLATS 

Size, Inches 

Per 

100 

Lbs. 

Hto3 

^and R 

M and A 

Base 

$0.10 

.15 

.25 

.35 

.45 

.65 

1.50 

.30 

.30 

.40 

.60 

1 to 6 X H to 1 

1 to 6 X K to A 

ffto Rx Hto M 

A to Hx y to K 

A to Hx ^ to A 

X Hto A 

into 6 xlAtolA 

lHto6 xl^tolK 

IM to 6 X 15 ^ to 2 

Base 

$0.15 

.30 

.35 

.35 

.50 

.70 

.80 

.10 

.15 

.20 

H 

A 

M. in coils 

A. in coils 

3H 

3H ■ ■ 

3y8 ■ 

4 

=; — 

Jt^lats A in. and thinner see “Bands.’ * 


For intermediate sizes, the next higher extra to be charged in all cases. 
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the steel company of CANADA, LIMITED 


EXTRAS ON IRON AND STEEL BARS— Con(. 


LARGE BANDS AND FLATS 



Per 100 Lbs. 

Width 

7 " 

8^ 









10^ 


12'' 

M in 

$0.60 

.50 

.40 

.25 

.40 

$0 70 

ftn 

$0.80 

$ 1.10 

$1.10 

A in 

*60 

IpU . oU 

K and in 

*50 

. /O 

.70 

An 

1 .00 

1 .00 
.90 

H to 1 in 

*40 

.OU 

.OU 

CCA 

.90 

to 2 in 

[50 

. OU 

60 

• oU 

AA 

.80 

.80 




• OU 

.90 

.90 


BANDS AND LIGHT FLATS 

Birmingham Wire Gauge 



Per 100 
Lbs. 

IK to 6 in. X Nos. 7, 8, 9 and A in 

$0.30 

.40 

.35 

.45 

.45 

.50 

.70 

.80 

.90 

1.30 

1.15 

2.00 

Nos. 10 and K in 

1 to 1 K in. X Nos. 7, 8, 9 and A in . . . 

Nos. 10 and K in 

K in. X Nos. 7, 8, 9 and A in 

Nos. 10 and K in 

K in. X Nos. 7, 8, 9 and in 

Nos. 10 and K in 

K in. X Nos. 7, 8, 9 and A in 

^Jaq 10 stTirl m ' 

i.^v.19. lyj diiu lu 

K in. X Nos. 7, 8, 9 and A in 

Nos. 10 and K in 


CUTTING TO SPECIFIED LENGTHS 


Per 100 
Lbs. 

Cutting to lengths of 5 ft. to 30 ft 

No 

Charge 

$0.05 

.10 

.20 

.30 

.10 

Cutting to lengths over 48 in. to 59 in. inclusive 

Cutting to lengths over 24 in. to 48 in. inclusive 

Cutting to lengths over 12 in. to 24 in. inclusive . 

Cutting to lengths of 12 in. and less 

Cutting to lengths over 30 ft., extra will be furnished on application, but will not be less 
than 


For intermediate sizes, the next higher extra to be charged in all cases. 
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THE STEEL COMPANY OF CANADA, LIMITED 


EXTRAS ON IRON AND STEEL BARS— Con/. 


ANGLES— FILLET 


Per 100 
Lbs. 


Base 

$0.20 

.20 

.25 

.20 

.30 

.25 


Unequal Leg Angles are subject to special prices, which will be furnished on 
application. 


2^^*^x A. and iV in. . 

IK and IK X fi m 

IK^ and x A and K in 

I"" and IK' X Kin 

1' and IK' X A, K and A in. . . . 


MACHINE CUTTING— ROUNDS AND SQUARES 

In. and Larger to Specified Lengths 


Per 100 
Lbs. 

Machine cutting to lengths over 48 in . . 

$0.15 

.25 

.35 

.45 

Machine cutting to lengths over 24 in. to 48 in. inclusive 

Machine cutting to lengths over 12 in. to 24 in. inclusive 

""wafncfbe Cttef f**™*'’®'* application; bui 



The above extras apply only to .50 carbon and under. 

Extras for Machine Cutting over .50 carbon will be furnished on application. 
Extras for Machine Cutting Rounds and Squares under 13 ^ inches, flats, etc. 
will be furnished on application. 




Per 100 
Lbs. 

Machine straightening 

$0.10 




CARBON 




Per 100 
Lbs. 

.30 to .50 

$0.10 


.20 

- 


For intermediate sizes, the next higher extra to be charged in all cases. 


24 



THE STEEL COMPANY OF CANADA, LIMITED 


STANDARD SCHEDULE OF EXTRAS FOR GALVANIZING 
STEEL AND IRON BARS, HOT PROCESS 
Base Sizes 


Regular base sizes of the Dominion Schedule of Extras as follows: — 


Rounds and Sauares 



^4 ULI O lIXUXiCO 

1 to 6 inches x X to 1 inch 




Base extra quoted on application. 


ADDITIONAL EXTRAS FOR SIZE OVER BASE EXTRA 

Small Rounds and Squares 


Size, inch 

H ! * 
$0.05 $0,05 

$ol5 

A 

Vs 

$0.30 

JL 


Per 100 lbs 

$0.15 

T« 

$0.40 




oo 


Small Flats 


Per 100 
Lbs. 


1 to 6 inch x % and A inch 
% inch X ^ to H inch .... 
H inch X K to ^ inch .... 
^ inch X K to inch .... 
K inch X K to A inch 


$0.70 

.85 

.95 

1.15 

1.35 


Ovals 


3^ to IX inches 

X inch 

H inch 

X inch 


Per 100 
Lbs. 



Half Ovals and Half Rounds 


Per 100 
Lbs. 


X to 2 inches 

X inch 

X inch 

X inch 

H inch 


Band Steel, B.G. No. 10 ^nd Bars ^ Inch Thick 


Size, inch 

IX inch and wider 

IX 

1 

X 

X 

X 

X 

Per 100 lbs 

$0.80 

$1.00 

$1.00 

$1.10 

$1.25 

$1.50 

$2.00 


$0.90 

1.35 

1.80 

2.25 

2.50 


Angles and Tees 

We are able to galvanize Angles, Tees and other large sections and heavy articles. 
Prices quoted on application. 
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:\ 


STEEL AND IRON BARS— Cow/. 

Bundles (of 50 or 100 pounds) of Steel or Iron: — The bars are cut to lengths 
of 12 feet, the exact weight being made up with the addition of one, or two short 
pieces. 

Loose Bars are in lengths of 15 to 17 feet. 

Any Length of Bar can be rolled; but orders for longer lengths than the 
length of a car (30 feet) should comprise two carloads, otherwise the freight will 
be excessive, as two flat cars are required for long lengths. 


SIZES OF STEEL BARS BUNDLED 
, With the Approximate Number of Bars in 100 Pounds 

Rounds and Squares Ovals and Half Ovals 


Size, Inch 



Rounds 

Squares 

Size, Inch 

Ovals 

Half Ovals 

90 

70 

H 

49 

86 

50 

39 

tA 

35 

76 

32 

25 

Vi 

28 

50 

22 

17 

H 

18 

32 

16 

13 

M 

12 

22 

12 

10 

K 

9 

16 

10 

8 

1 

7 

12 

8 

6 



5 

10 





4 

8 


Half Rounds 


45 

33 

25 

16 

11 

8 

6 

5 

4 


Flats 


Width 

Thickness, Inch 

A 

K 

A 

H 

A 




26 

20 

16 

13 

11 



21 

16 

12 

10 

9 

8 


17 

13 

10 

9 

7 

6 

K 

15 

11 

9 

7 

6 

6 


13 

10 

8 

7 

6 

5 

IM 

12 

9 

7 

6 

5 

4 
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THE STEEL COMPANY OF CANADA, LIMITED 


STEEL AND IRON BARS— Con<. 


Sizes Rolled 


ROUND 


o 




to 1^^ inclusive, advancing by 64ths. 
to 2^ inclusive, advancing by 16ths. 
to 2^^ inclusive, advancing by 8ths. 


to 4^4" inclusive, advancing by 34 inch. 


4}^", 4 to 534^ inclusive, advancing by 3i inch. 


SQUARES 



to inclusive, advancing by 16ths. 

to inclusive, advancing by 32nds. 

34'*' to 134*' inclusive, advancing by 16ths. 
134*' to 134*' inclusive, advancing by Ibths. 
134*' to 234*' inclusive, advancing by 8ths. 
234*' to 334*' inclusive, advancing by 4ths. 


Intermediate sizes will be considered if ordered in sufficient tonnage. 


For Table of Weights, See Pages 58 and 59 
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THE STEEL COMPANY OF CANADA. LIMITED 


STEEL AND IRON BARS— Con/. 


Sizes Rolled 


SQUARE EDGE FLATS 


5^' to 2^^ wide, advancing by 
2 ^ to 23 ^ wide, advancing by 

2^^^ to 4^ wide, advancing by 

to 6^ wide, advancing by 

1" to 12^ wide, advancing by 


X any thickness A up to width. 
Ts. any thickness A to 2'*' wide. 
M'' X any thickness A to 2" wide. 

X any thickness A to 2^^ wide. 

" X any thickness A to 2' wide. 


NUT FLATS 

All sizes of Nut Steel. Flats within the range of square Edge Flats can be fur- 
nished. Some of the smaller sizes can be furnished in coils. 

Sizes not listed will be considered. 


BAND STEEL 


C 


Furnished in No. 10 Birmingham Wire Gauge 


^4" to wide, advancing by 3^^. 

to 2" wide, advancing by 
2}^'' to 2^^ wide, advancing by 
3" to 6*' wide, advancing by 
T' to 12'' wide, advancing by 1". 


Band Steel }^*inch to 2 inches wide is put up in catch weight scroll bundles>f 
50 to 60 pounds. to 12 inches wide in catch weight bundles of 50 to 60 and'sO 
to 100 pounds. 


For Table of Weights, See Pages 60 to 64 



THE STEEL COMPANY OF CANADA, LIMITED 


STEEL AND IRON BARS— Cow/. 

Sizes Rolled 

ROUND EDGE FLATS, INCLUDING ROUND EDGE TIRE 


( 3 

Measured on Flat or Face 


Width, Inches 

Thicknes 
Advancing by 

From 

s, Inches 
’ 16th Inches 

To 

M 

A 


H 

A 

A 

K 

A 

k 

1 

A 

H 

IH 

A 

H 

IH 

A 

H 

m 

A 

H 

IH 

A 

H 



A 

H 

IH 

A 


2 

A 

1 

2H 

A 

1 

2H 

A 

1 

2H 

A 

1. 

2H 

A 

1 

3 

A 

1 

3H 

A 

1 

3K 

A 

1 

4 

H 



Unless otherwise specified face measure will be furnished. 

Above sizes can be furnished to either face measure or over all measure . 

Sizes not listed will be considered. 

Round Edge Tire Steel is regularly supplied in sets of four pieces of the 
length required for single wheels. It is stocked also in bars 16 feet long. 

For Western Territory a set of four consists of, — 2 pieces each 11 a*nd 
123^ feet long, in sizes l'^ x and smaller, or 2 pieces each 12 and 14 feet long, in 
sizes I'' X 34^ and larger. 

For Eastern Territory a set of four consists of, — 2 pieces each 12 and 13 
feet long, in sizes inches wide and narrower, or 123 ^ and 133^ feet long, in sizes 
wider than 1 % inches. 
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THE STEEL COMPANY OF CANADA, LIMITED 


STEEL AND IRON BARS— Con/. 

Sizes Rolled 


SLEIGH SHOE STEEL 

H to inches wide x ^ to % inches, width and thickness advance by 16ths. 

l/tto 2 inches wide X A to 1 inch, width and thickness advance by 16ths 

2M to 4 inches wide x ^ to I inch, width and thickness advance by IGths. 

. h Shoe Sted will always be supplied with Square Edge in any of the above 

sizes, unless Round Edge is specified. ^ 

For Round Edge Sleigh Shoe Steel, see Round Edge Flats, page 29 


PREMIER SLEIGH SHOE STEEL 


Furnished Round Edge Steel in 
Rolled from 70 to 80 Carbon Steel. 


same size as Round Edge Flats, see page 29. 
Extra on application. 


HALF OVAL SLEIGH SHOE STEEL 
Furnished in same size as Half Oval Steel, see page 33. 


SPRING STEEL 


, ^„We produce special steel for Spring purposes. Grades for vehicle, agricultural 
automobile, machinery, railway and rods, etc. agricultural, 

• 1 J* If necesMry that enquiries contain the information whether or not the steel 
IS later to be given Special or Heat treatment. The requirements of the RaifwaS 
etc., as well as the usual specifications are met by our product. ^ ’ 
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THE STEEL COMPANY OF CANADA, LIMITED 


STEEL AND IRON BARS— Cow/. 

Sizes Rolled 


SPECIAL HALF OVALS 



Size, Inches 


Weight per Foot, Pounds 



2.021 

2.596 

2.842 

3.573 

4.016 

7.555 

10.005 

11.110 


For sizes not shown on above lis*t, enquiry may be submitted for consideration. 


HALF ROUNDS 



Diameter 


Diameter to inclusive, advancing by 16ths inches. 

Diameter 1 to 2 ^ inclusive, advancing by 8ths inches. 


Weights of half rounds are approximately half the weight of rounds of corres- 
ponding diameter. See pages 58 and 59 for weight of round bars. 

Sizes not listed will be considered. 
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STEEL AND IRON BARS— Cowf. 


Sizes Rolled 


ANGLES WITH UNEQUAL LEGS 



Size, Inches 

Thickness, Inches 

Weight - per Foot, Pounds 

2 X IK 

A 

2.1 

2 X IK 

2 X IK 

i 

2.8 

3.1 

2 X IK 

A 

3.4 

2K X IK 


4.5 

2K X 2 

A 

2.8 

2K X 2 

K 

3.7 

2K X 2 

A 

4.5 

2K X 2 


5.3 

3 X 2 

A 

3.1 

3 X 2 

Va 

4.1 

3 X 2 

A 

5.0 

3 X 2 

K 

5.9 

3 X 2K 

A 

3.4 

3 X 2K 

3 X 2K 

K 

4.5 

5.6 

3 X 2K 

% 

6.6 

3K X 3 

Va 

5.4 

3K X 3 

A 

6.6 

3K X 3 

% 

7.9 
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STEEL AND IRON BARS— Co«L 

Sizes Rolled 
TOE CALK STEEL 


Square Edge 



CYLINDER AND REACH BARS 

h'" ^ 

Furnished only by special arrangement 


HOOP STEEL 


Gauge B.W.G. 




Width. 

Inches 




20 


% 


Vk 





19 

1 








16 

IM 


IM 

2 

2M 

2M 

2M 

3 
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EXTRAS FOR MISCELLANEOUS SECTIONS ROLLED 

Extra Per 100 Pounds Over Mild Steel Base Price 


BOX EDGE BEVELLED 

M X 12 ge. or $0.75 

M X A 65 

g* * 65 

40 

} ^ A 50 

} 25 

^25 

HALF ROUND BEVEL EDGE 

$0.75 

4* ft 40 

H 30 

ixj;:::::;:;:;:;:;:;;;:;:;;;: ;i 

}H* * 25 

BEVELED EDGE FLATS 

IHx Ax Ax M $0.50 

DASH CHANNELS 

IHx Ax A $0.25 

lAx Ax A 25 

PIANO BARS 
PLOW BEAMS 



CHANNEL SHOE STEEL 

ftx A $0.15 

15 

IMx 


\ X 


.15 

.15 


$0.25 

.25 

.25 


PLOW REINFORCEMENT 

2H X $0.10 

DOUBLE HARROW CHANNEL 

1 A X fj X ^ $0.15 

BEADED TIRE 

3 X Hx M $0.10 

RIBBED STEEL TIRE 

$ 0.20 

GROOVED TIRE 

4 X M $ 0.10 

WEB REINFORCE 

60 and 80 lb. rail $0.15 

65 and 85 lb. rail 15 

SINGLE HARROW CHANNEL 

lx A X M 

1 X Ax A 

Ixff X H 

ROUND BACK CHANNEL 

2 X A $0.30 

DIAMONDS 

H X Sharp $0.10 

A X Blunt 10 

HEXAGONS . 

Short Dia $0.15 

SQUARE, BEVELED CORNERS 

H $ 0.10 

GUARD RAIL FILLERS 

fOg $0.25 

80 G 25 

85 G 25 

REINFORCE RAIL FILLERS 

85 F $0.20 

ANGLE BARS 

Special Arrangement. 

TIE PLATES 

special Arrangement. 

FURNACE BAND STEEL 
I R X A $0.05 

FIRE BARS 

Special Arrangement. 

FROG FILLERS 

80-lb. 1 ^^ groove $0.25 

2 '*' groove 25 
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MISCELLANEOUS SECTIONS— Con/. 

Rolled in Steel 
BOX EDGING BEVELED 




// 





4 1 

Width, Inches 

Thickness, Inches 


B.W.G. No. 12, H 

B.W.G. No. 12, H 


See page 37. Box Edge Beveled for Extra over Base Price. 
BOX EDGING ROUND 


3" 

4 


Width, Inches 

Thickness, Inches 


B.W.G. No. 12, H 

Vi 

B.W.G. No. 12, 


See page 37. Box Edging Round for Extra over Base Price. 

bevel; EDGE AND BEVEL SHAFT 



Width, Inches 

Thickness, Inches 

^ 

Is 

A 

■X 

% 

X 

T# 

H 

A- 


1. 


IH 

A 

Tf 



See page 37. Bevel Edge and Bevel Shaft for Extra 
over Base Price. ^ 

HALF-ROUND BEVEL EDGE 
For Carriage Work 


Width, Inches 



Thickness, Inches 


H 

A 

A 

K 

A 

H 

A 

A 

H 

A 


$ 

Vs 

1 


A 


See page 37. Half Round Bevel Edge for Extra over Base Price. 

BEVEL EDGE FLAT 






-VA!'- > 



Size, Inches 
X A 3C A X 

See page 37. Bevel Edge Flat for Extra 
over Base Price. 
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MISCELLANEOUS SECTIONS— Cowf. 


Rolled in Steel 

DASH CHANNELS 



Size, Inches 

Weight per Foot, Pounds 

W X A 

.73 

lA X A 

.77 


PIANO BARS 



Size, Inches 

[ Weight per Foot, Pounds 

H X M 

.27 

^ X ^ 

.59 


CHANNEL SLEIGH SHOE STEEL 



Size, Inch 

Weight per Foot, 
Pounds 

Size, Inch 

Weight per Foot, 
Pounds 

X 3^ X ^ X M 

1.3 

IH X M X H X A 

.86 
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MISCELLANEOUS SECTIONS— Cont. 

Rolled in Steel 

PLOW BEAMS 






■ 'll 


I 


V 


- 5 Ifz IT"* “ 

21 


Section 

No. 

Depth, 

Inches 

Width, 

Inches 

Web Thickness, 
Inches 

Weight per Foot, 
Pounds 

P2 


1% 

fV 

7.80 



1% 

A 

8.86 


2K 

2 

H 

10.98 

P3 

2H 


Vs 

8.11 


2^ 


H 

9.28 



2 

H 

11.62 


2H 

2* 

H 


P 4 

2H 

% 

A 

3.28 


2H 

¥■ 

A 

4.23 


2H 

Vs 

A 

5.19 

P5 

2H 



4.95 


2H 

1 


6.01 


2H 


H 

7.07 


2H 


H 

8.13 


See page 37 for list of Extras over Base Price. 
Sizes not listed will be considered. 
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MISCELLANEOUS SECTIONS— Con/. 

Rolled in Steel 

PLOW BEAMS 


T=’e. T=P 7 



Section 

No. 

Depth, 

Inches 

Width, 

Inches 

Web Thickness, 
Inches 

Weight per Foot, 
Pounds 

P 6 

2H 

% 

H 

3.90 





4.96 


2y2 

% 

H 

6.02 

P 7 

2H 



5.34 


2H 

% 

6.51 



1 


7.68 


2% 

IH 

il 

8.85 

P8 

3 



7.35 ' 


3 



8.62 


3 

1% 

H 

9.90 


3 


% 

11.18 


3 

1% 

1 

12.45 


3 



13.73 


3 

2 

IK 

16.28 


3 

2* 

lA 



See page 37 for list of Extras over Base Price. 
Sizes not listed will be considered. 

% 
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MISCELLANEOUS SECTIONS— Con<. 

Rolled in Steel 

DOUBLE HARROW CHANNEL 

rv 




J 




-AT 

AjI 


Size, Inch 

Weight per Foot, Pounds 

lA X H X 

1.58 


BEADED TIRE 



Size, Inches 


Sx HxH 


Weight per Foot, Pounds 


3.1 


RIBBED TIRE 



Size, Inches 

1 Ribs, Centres, 

Inch 

Weight per Foot, Pounds 

IHxH 

1 3H 

1 

1 1.50 


GROOVED 

TIRE 




See page 37 for list of Extras over Base Price, 
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MISCELLANEOUS SECTIONS— Con/. 

Rolled in Steel 

ROUND BACK CHANNELS 



Depth, 

Inches 

Flange Width, 
Inches 

Web Thickness, 
Inches 

Weight per Foot, 
Pounds 

2 


A 

1.67 


HEXAGON 



— r — ■ 


Size, Short Diameter, Inch 

Weight per Foot, Pounds 


2.2544 


BEVELED CORNER SQUARE 

/ — ^ 


\ 

— H"— 


Size, Inch 

Bevels, Wide, Inch 

Weight per Foot, Pounds 

R X H 

A 

2.910 


See page 37 for list of Extras over Base Price. 
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MISCELLANEOUS SECTIONS— Con<. 

Rolled in Steel 
THRESHER CYLINDER BAR 



Approximate weight per Lineal Foot, 5.10 Lbs. 
Price on application. 


SPECIAL CONCAVE BAR FOR THRESHERS 



Approximate weight per Lineal Foot, 9.25 Lbs. 
Price on application. 


i 

i 
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MISCELLANEOUS SECTIONS— Coni. 


Rolled in Steel 
FURNACE BAND 


^ 

n 




, j 

, ,1 

1 

1% •] 


Width, 

Flange, Thickness 

Approximate Weight per Foot, 

Inches 

Inches 

Ounces 

IR 

A 

12 


FIRE OR SCREEN BAR 






21". 


r 


Sizes, 

Inches 

Approximate Weight per Foot, 

Pounds 

X Vs 

6.59 

3H X ^ X M 

4.41 

3 X 1 X H 

7.55 

2H X Hx H 

3.46 

2^ X H X A 

3.86 


FROG FILLERS 



See page 37 for list of Extras over Base Price. 
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MISCELLANEOUS SECTIONS— Cowf. 

Rolled in Steel 

WEB REINFORCE 


-IS -r 


r^] 

'=¥ 

tc 


r '32 j 






For 12 Ib. Rail 


For 60 lb. Rail 




For 80 lb. Rail 


-3’’- 


n 

' : 1 

colco 



L- _ 

19-1 

132 

16 

132^ 


For 80 lb. Rail 





Sir 


For 86 lb. Rail 


Rail Section, 

Pounds 


12 

56 and 60 
65 

8(>-(2H) 
80— (3) 
8^(3M) 

85 


Approximate Weight per Foot, 
Pounds 


1.04 

4.1 
5.09 

6.2 
3.7 

10.4 

6.5 


See page 37 for list of Extras over Base Price. 
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MISCELLANEOUS SECTIONS— Con/. 

Rolled in Steel 

GUARD RAIL FILLERS 
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MISCELLANEOUS SECTIONS— Cow/. 

Rolled in Steel 

REINFORCE RAIL FILLERS 


Drawings One-Half Size 
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MISCELLANEOUS SECTIONS— Cow/. 

Rolled in Steel 

ANGLE SPLICE BARS 
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MISCELLANEOUS SECTIONS— Con/. 

Rolled in Steel 

ANGLE SPLICE BARS 
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MISCELLANEOUS SECTIONS— Cow/. 

Rolled in Steel 


TIE PLATES 



Bottom View 

THE “ SELLERS ” PLATE 


Weight of Rail, Pounds 

60 

85 

100 

Length 

8 ^ 

8 ^ 

9K 

Width 

6 

6 

6 

Weight, Pounds 

7.19 

7.19 

7.625 


See page 37 for list of extras over Base price. 
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MISCELLANEOUS SECTIONS— Con/. 

Rolled in Steel 


TIE PLATES 



THE “LUNDIE” PLATE 


Weight of Rail, Pounds 

60 

85 

100 

Length 

8H 

8H 

lOH 

Width 

6^ 

6H 

7 

Weight 

7.5 

7.5 

11.4 


See page 37 for list of extras over Base price. 
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CONCRETE RODS 

Wire Rods in coils for reinforcing concrete columns. The weight of a coil is 
about 150 pounds. 

{ Ml A. A inch diameter in coils of 30 inches inside diameter. 

Ml A* Ml A inch in special diameter coils of 26 inches inside diameter. 

Ml A. M inch in special diameter coils of 22 inches inside diameter. 

Prices on application. 

Wire Rods cut and straightened for reinforcing concrete. 

Open Hearth Steel Wire Rods cut to exact lengths and straightened to suit 
the requirements of the work. 

Sizes, Inch— A M H A H H M A H 


AMERICAN SOCIETY FOR TESTING MATERIALS 

STANDARD SPECIFICATIONS 

FOR 

BILLET-STEEL CONCRETE REINFORCEMENT BARS 


Serial Designation: A 15-14 

The specifications for this material are issued under the fixed designation 
A 15; the final number indicating the year of original issue, or in the case of revision, 
the year of last revision. 

Adopted, 1911; Revised, 1912, 1913, 1914. 

1. (a) These specifications cover three classes of billet-steel concrete rein- 
forcement bars, namely: plain, deformed and cold twisted. 

(b) Plain and deformed bars are of three grades, namely: structural steel, 
intermediate and hard. 

2. (a) The structural steel grade shall be used unless otherwise specified. 

(b) If desired, cold-twisted bars may be purchased on the basis of tests of the 
hot rolled bars before twisting, in which case such tests shall govern and shall con- 
form to the requirements specified for plain bars of structural steel grade. 

L MANUFACTURE 

3. (a) The steel may be made by the Bessemer or the open-hearth process. 

(b) The bars shall be rolled from new billets. No rerolled material will be ac- 
cepted. 

4. Cold-twisted bars shall be twisted cold with one complete twist in a length 
not over 12 times the thickness of the bar. 


11. CHEMICAL PROPERTIES AND TESTS 


5. The steel shall conform to the following requirements as to chemical com- 
position: 


, /Bessemer 

Phosphorus(open-hearth . 


not over 0.10 per cent 
not over 0.05 per cent 


6. An analysis to determine the percentages of carbon, manganese phos- 
phorus and sulphur shall be made by the manufacturer from a test ingot taken 
during the pouring of each melt, a copy of which shall be given to the purchaser or 
his representative. This analysis shall conform to the requirements specified in 
Section 5. 


7. Analysis may be made by the purchaser from finished bars representing 
each melt of open-hearth steel and each melt, or lot of ten tons, of Bessemer steel, 
in which case an excess of 25 percent, above the requirements specified in Section 
5, shall be allowed. 
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III. PHYSICAL PROPERTIES AND TESTS 


8. (a) The bars shall conform to the following requirements as to tensile 

properties: — 



Tensile Properties 


Properties 

PLAIN BARS 

DEFORMED BARS 

Cold 

Twisted 

Considered 

Structural 

Steel 

Grade 

Inter- 

mediate 

Grade 

Hard 

Grade 

Structural 

Steel 

Grade 

Inter- 

mediate 

Grade 

Hard 

Grade 

Bars 

Tensile Strength 
lb. per sq. in. 

55.000 
to 

70.000 

70.000 
to 

85.000 

80,000 

min. 

55.000 
to 

70.000 

70.000 
to 

85.000 

80,000 

min. 

Re- 

corded 

only 

Yield point min. 
lb. per SQ. in. 

33,000 

40,000 

50.000 

33,000 

40,000 

50,000 

55,000 

Elongation in 8 

1.400.000a 

1,300,000a 

1.200,000a 

1.250.000a 

1,125,000a 

1,000,000a 

5 

in., min., per cent. 

Ten. Str. 

Ten. Str. 

Ten. Str. 

Ten. Str. 

Ten. Str. 

Ten. Str. 



a See Section 9. 


(b) The yield point shall be determined by the drop of the beam of the testing 
machine. 

9. (a) For plain and formed bars over % in. in thickness or diameter, a de- 
duction of 1 from the percentages of elongation specified in Section 8 (a) shall be 
made for each increase of K in. in thickness or diameter above % in. 

(b) For plain and deformed bars under ^ in. in thickness or diameter a deduc- 
tion of 1 from the percentages of elongation specified in Section 8 (a) shall be made 
for each decrease in. in thickness or diameter below A in. 

10. The test specimen shall bend cold around a pin without cracking on the 
outside of the bent portion as follows: 


BEND-TEST REQUIREMENTS 


Thickness or 
Diameter of Bar 

PLAIN BARS 

DEFORMED BARS 

Cold 

Twisted 

Bars 

Structural 

Steel 

Grade 

Inter- 

mediate 

Grade 

Hard 

Grade 

Structural 

Steel 

Grade 

Inter- 

mediate 

Grade 

Hard 

Grade 

TJnd**^ in 

180 deg. 
d=t 

180 deg. 
d=t 

180 deg. 
d=2t 

90 deg. 
d=2t 

180 deg. 
d=3t 

90 deg. 
d=3t 

180 deg. 
d=t 

180 deg. 
d=2t 

180 deg. 
d=3t 

90 deg. 
d=3t 

180 deg. 
d=4t 

90 deg. 
d=4t 

180 deg. • 
d=2t 

180 deg. 
d=3t 

% in. or over 


Explanatory Note: — 

d=the diameter of pin about which the specimen is bent. 
t=the thickness or diameter of the specimen. 
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11. (a) Tension and bend test specimens for plain and deformed bars shall 

be taken from the finished bars, and shall be of the full thickness or diameter of 
I j bars as rolled; except that the specimens for deformed bars may be machined for 
i a length of at least 9 in., if deemed necessary by the manufacturer to obtain uniform 
cross-section. 

(b) Tension and bend test specimens for cold-twisted bars shall be taken from 
^ the finished bars, without further treatment, except as specified in Section 2 (b). 

^ 12. (a) One tension and one bend test shall be made from each melt of open 

hearth steel, and from each melt, or lot of ten tons, of Bessemer steel; except that 
if material from one melt differs in. or more in thickness or diameter, one tension 
and one bend test shall be made from both the thickest and the thinnest material 
rolled. 

(b) If any test specimen shows defective machining or develops flaws, it may 
be discarded and another specimen substituted. 

percentage of elongation of any tension test specimen is less than that 
specified in Section 8 (a) and any part of the fracture is outside the middle third 
of the gauge length, as indicated by scribe scratches marked on the specimen before 
testing, a retest shall be allowed. 


IV. PERMISSIBLE VARIATIONS IN WEIGHT 


13. The weight of any lot of bars shall not vary more than 5 per cent, from 
the theoretical weight of that lot. 


V. FINISH 


14. The finished bars shall be free from injurious defects and shall have a 
workmanlike finish. 


VI. INSPECTION AND REJECTION 


15. The inspector representing the purchaser shall have free entry, at all 
times while work on the contract of the purchaser is being performed, to all parts 
of the manufacturer’s works which concern the manufacture of the bars ordered 
The manufacturer shall afford the inspector, free of cost, all reasonable facilities 
to satisfy him that the bars are being furnished in accordance with these specifica- 
tmns. All tests (except check analysis) and inspection shall be made at the place 
of manufacture prior to shipment, unless otherwise specified, and shall be so con- 
ducted as not to interfere unnecessarily with the operation of the works. 

16. (a) Unless otherwise specified, any rejection based on tests made in ac- 

cordance with Section 7 shall be reported within five working days from the receipt 
of samples. ^ 

(b) Bars which show injurious defects subsequent to their acceptance at the 
manufacturer’s works will be rejected, and the manufacturer shall be notified. 

17. Samples tested in accordance with Section 7, which represent rejected 
bars, shall be preserved for two weeks from the date of the test report. In case 
of dissatisfaction with the results of the tests, the manufacturer may make claim 
for a rehearing within that time. 
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COLD TWISTED STEEL BARS 

FOR CONCRETE REINFORCEMENT 



Much study and attention has been given to the subject of Reinforcing Steel 
for Concrete Construction. 

Steel for this purpose should possess a high elastic limit as well as sufficient 
elongation to assure its freedom from brittleness. The bars must be of such shape 
as to give them great adhesiveness when imbedded in concrete. 

Our Cold Twisted Steel Bars combine these features to a high degree. Their 
elastic limit tests 60 to 100 per cent higher than that of ordinary bars. They have 
a minimum elastic limit of 55,000 pounds per square inch. 

Their increased Tensile Strength is produced by twisting, which is in itself 
a severe test on each and every bar. This operation of twisting frees the bar of 
scale and leaves it clean, proves its quality, as it shows up and allows the rejection 
of any defective steel. 

Cold Twisted Steel Bars retain their ductility and will bend around a diameter 
equal to three times their own thickness and meet fully the requirements of the 
Standard Specification established by the American Society for Testing Materials. 

Our Reinforcing Steel Bars are produced from New Billets rolled from Basic- 
Open Hearth Steel. ' 


Size, 

Inches 

Area, 

Sq. Inches 

Weight 
Per Foot, 
Pounds 

Number 
of Turns 
Per Foot 

Size, 

Inches 

Area, 

Sq. Inches 

Weight 
Per Foot, 
Pounds 

Number 
of Turns 
Per Foot 

H 

* .0625 

.213 

3 

% 

.5625 

1.913 

13^ 

'h 

.0977 

.332 

3 

% 

.7656 

2.603 


% 

.1406 

.478 

3 

1 

1.0 

3.400 

1 


.1914 

.651 

3 

m 

1.2656 

4.303 

1 

¥ 

.2500 

.850 


IM 

1.5625 

5.313 

1 

A 

.3164 

1.076 

23^ 


1.8906 

6.428 

1 

% 

.3906 

1.328 

2 


2.2500 

7.650 

1 

H 

.4727 

1.607 

2 






PLAIN REINFORCING CONCRETE BARS 
Open Hearth Quality 

Our Open Hearth Steel Bars are rolled from new billets only, and meet fully 
the specifications established by the American Society for Testing Materials. 

SIZES 

^ Round and Square Plain Reinforcing Bars are furnished in same sizes as Cold 
Twisted Bars. 
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SQUARE AND ROUND BARS 

WEIGHTS AND AREAS 


1 Weight, Lbs., 

Area, 

Square 


Weight, Lbs., 

Area. 

Sauare 

Size, 

Per 

Foot 

Inches 


Per Foot 

Inches 





Size, 





Ins. 

□ 

O 

□ 

O 

Ins. 

□ 

O 

□ 

O 

0 





3 

30.60 

24.03 

9.000 

7.069 

A 

.013 

.010 

.0039 

.0031 

iV 

31.89 

25.05 

9.379 

7 366 


.053 

.042 

.0156 

.0123 

H 

33.20 

26.08 

9.766 

7.670 

A 

.120 

.094 

.0352 

.0276 

A 

34.54 

27.13 

10.160 

7.980 

K 

.213 

.167 

.0625 

.0491 

H 

35.91 

28.21 

10.563 

8.296 

fs 

.332 

.261 

.0977 

.0767 

A 

37.31 

29.30 

10.973 

8.618 

% 

.478 

.376 

.1406 

.1105 

H 

38.73 

30.42 

11.391 

8.946 

A 

.651 

.511 

.1914 

.1503 


40.18 

31.55 

11.816 

9.281 


.850 

.668 

.2500 

.1963 

H 

41.65 

32.71 

12.250 

9.621 

A 

1.076 

.845 

.3164 

.2485 

W 

43.15 

33.89 

12.691 

9.968 

Vs 

1.328 

1.043 

.3906 

.3068 

Vs 

44.68 

35.09 

13.141 

10.321 

H 

1.607 

1.262 

.4727 

.3712 

H 

46.23 

36.31 

13.598 

10.680 


1.913 

1.502 

.5625 

.4418 

H 

47.81 

37.55 

14.063 

11.045 

tt 

2.245 

1.763 

.6602 

.5185 


49.42 

38.81 

14.535 

11.416 

K 

2.603 

2.044 

.7656 

.6013 

Vs 

51.05 

40.10 

15.016 

11.793 

H 

2.988 

2.347 

.8789 

.6903 


52.71 

41.40 

15.504 

12.177 

1 

3.400 

2.670 

1.0000 

.7854 

4 

54.40 

42.73 

16.000 

• 12.566 


3.838 

3.015 

1 . 1289 

.8866 

A 

56.11 

44.07 

16.504 

12.962 


4.303 

3.380 

1.2656 

.9940 

Vs 

57.85 

45.44 

17.016 

13.364 

A 

4.795 

3.766 

1.4102 

1.1075 

A 

59.62 

46.83 

17.535 

13.772 

M 

5.313 

4.172 

1.5625 

1.2272 

H 

61.41 

48.23 

18.063 

14.186 

A 

5.857 

4.600 

1.7227 

1.3530 


63.23 

49.66 

18.598 

14.607 


6.428 

5.049 

1.8906 

1.4849 

H 

65.08 

51.11 

19.141 

15.033 

A 

7.026 

5.518 

2.0664 

1.6230 

tV 

66.95 

52.58 

19.691 

15.466 


7.650 

6.008 

2.2500 

1.7671 

H 

68.85 

54.07 

20.250 

15.904 

A 

8.301 

6.519 

2.4414 

1.9175 


70.78 

55.59 

20.816 

16.349 


8.978 

7.051 

2.6406 

2.0739 

H 

72.73 

57.12 

21.391 

16.800 

H 

9.682 

7.604 

2.8477 

2.2365 


74.71 

58.67 

21.973 

17.257 

M 

10.413 

8.178 

3.0625 

2.4053 

H 

76.71 

60.25 

22.563 

17.721 


11.170 

8.773 

3.2852 

2.5802 

H 

78.74 

61.85 

23.160 

18.190 


11.953 

9.388 

3.5156 

2.7612 

Vs 

80.80 

63.46 

23.766 

18.665 

il 

12.763 

10.024 

3.7539 

2.9483 


82.89 

65.10 

24.379 

19.147 

2 

13.600 

10.681 

4.0000 

3.1416 

5 

85.00 

66.76 

25.000 

19.635 

A 

14.463 

11.359 

4.2539 

3.3410 

A 

87.14 

68.44 

25.629 

20.129 


15.353 

12.058 

4.5156 

3.5466 

Vs 

89.30 

70.14 

26.266 

20.629 


16.270 

12.778 

4.7852 

3.7583 

A 

91.49 

71.86 

26.910 

21.135 


17.213 

13.519 

5.0625 

3.9761 

H 

93.71 

73.60 

27.563 

21.648 

A 

18.182 

14.280 

5.3477 

4.2000 

A 

95.96 

75.36 

28.223 

22.166 

Vs 

19.178 

15.062 

5.6406 

4.4301 

Vs 

98.23 

77.15 

28.891 

22.691 

A 

20.201 

15.866 

5.9414 

4.6664 

A 

100.53 

78.95 

29.566 

23.221 

K 

21.250 

16.690 

6.2500 

4.9087 


102.85 

80.78 

30.250. 

23.758 


22.326 

17.534 

6.5664 

5.1572 

A 

105.20 

82.62 

30.941 

24.301 


23.428 

18.400 

6.8906 

5.4119 

Vs 

107.58 

84.49 

31.641 

24.850 


24.557 

19.287 

7.2227 

5.6727 

H 

109.98 

86.38 

32.348 

25.406 

H 

25.713 

20.195 

7.5625 

5.9396 

H 

112.41 

88.29 

33.063 

25.967 


26.895 

21 . 123 

7.9102 

6.2126 

H 

114.87 

90.22 

33.785 

26.535 

Vs 

28.103 

^2.072 

8.2656 

6.4918 

Vs 

117.35 

92.17 

34.516 

27.109 

H 

29.338 

23.042 

8.6289 

6.7771 


119.86 

94.14 

35.254 

27.688 

3 

30.600 

24.033 1 

9.0000 

7.0686 

6 

122.40 

96.13 1 

36.000 

28.274 
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SQUARE AND ROUND BARS-Co«/. 


WEIGHTS AND AREAS 


Size, 

Ins. 

Weight, Lbs., 
Per Foot 

Area, Square 
Inches 

Size, 

Ins. 

Weight, Lbs., 

Per Foot 

Area, Square 
Inches 

□ 

O 

□ 

O 

□ 

O 

□ 

O 

6 

122.40 

96.13 

36.000 

28.274 

9 

275.40 

216.30 

81.000 

63.617 


124.96 

98.15 

36.754 

28.866 

A 

279.24 

219.31 

82.129 

64.504 

Vs 

127.55 

100.18 

37.516 

29.465 

Vs 

283.10 

222.35 

83.266 

65.397 


130.17 

102.23 

38.285 

30.069 

A 

286.99 

225.41 

84.410 

66.296 

M 

132.81 

104.31 

39.063 

30.680 

i 

290.91 

228.48 

85.563 

67.201 

ft 

135.48 

106.41 

39.848 

31.296 

294.86 

231.58 

86.723 

68.112 

H 

138.18 

108.53 

40.641 

31.919 

H 

298.83 

234.70 

87.891 

69.029 

iV 

140.90 

110.66 

41.441 

32.548 

A 

302.83 

237.84 

89.066 

69.953 


143.65 

112.82 

42.250 

33.183 


306.85 

241.00 

90.250 

70.882 

A 

146.43 

115.00 

. 43.066 

33.824 

A 

310.90 

244.18 

91.441 

71.818 


149.23 

117.20 

43.891 

34.472 

Vs 

314.98 

247.38 

92.641 

72.760 


152.06 

119.43 

44.723 

35.125 

it 

31^.08 

250.61 

93.848 

73.708 

H 

ft 

154.91 

157.79 

121.67 

123.93 

45.563 

46.410 

35.785 

36.450 


323.21 

327.37 

253.85 

257.12 

95.063 

96.285 

74.662 

75.622 


160.70 

126.22 

47.266 

37.122 

Vs 

331.55 

260.40 

97.516 

76.589 

163.64 

128.52 

48.129 

37.800 

if 

335.76 

263.71 

98.754 

77.561 

7 

166.60 

130.85 

49.000 

38.485 

10 

340.00 

267.04 

100.000 

78.540 

A 

169.59 

133.19 

49.879 

39.175 

A 

344.26 

270.38 

101.254 

79.525 


172.60 

135.56 

50.766 

39.871 

Vs 

348.55 

273.75 

102.516 

80.516 

A 

175.64 

137.95 

51.660 

40.574 

A 

352.87 

277.14 

103.785 

81.513 

H 

178.71 

140.36 

52.563 

41 .282 

H 

A 

357.21 

280.55 

105.063 

82.516 

A 

181.81 

142.79 

53.473 

41.997 

361.58 

283.99 

106.348 

83.525 


184.93 

145.24 

54.391 

42.718 

Vb 

365.98 

287.44 

107.641 

84.541 

A 

188.07 

147.71 

55.316 

43.445 

A 

370.40 

290.91 

108.941 

85.563 


191.25 

150.21 

56.250 

44.179 


374.85 

294.41 

110.2^ 

86.590 

A 

194.45 

152.72 

57.191 

44.918 

A 

379.33 

297.92 

111.566 

87.624 

5^ 

197.68 

155.26 

58.141 

45.664 


383.83 

301.46 

112.891 

88.664 

H 

200.93 

157.81 

59.098 

46.415 

it 

388.36 

305.02 

114.223 

89.710 

1 

204.21 

207.52 

160.39 

162.99 

60.063 

61.035 

47.173 

47.937 

H 

392.91 

397.49 

308.59 

312.19 

115.563 

116.910 

90.763 

91.821 

if 

210.85 

165.60 

62.016 

48.707 

Vb 

402.10 

315.81 

118.266 

92.886 

214.21 

168.24 

63.004 

49.483 

if 

406.74 

319.45 

119.629 

93.957 

8 

217.60 

170.90 

64.000 

50.265 

11 

411.40 

323.11 

121.000 

95.033 

A 

221.01 

173.58 

65.004 

51.054 

A 

416.09 

326.80 

122.379 

96.116 

¥ 

224.45 

176.29 

66.016 

51.849 

Vb 

420.80 

330.50 

123.766 

97.205 

A 

227.92 

179.01 

67.035 

52.649 

A 

425.54 

334.22 

125.160 

98.301 

H 

231.41 

181.75 

68.063 

53.456 

H 

430.31 

337.97 

126.563 

99.402 

A 

234.93 

184.52 

69.098 

54.269 

A 

435.11 

341.73 

127.973 

100.510 


238.48 

187.30 

70.141 

55.088 

Vb 

439.93 

345.52 

129.391 

101.623 

A 

242.05 

190.11 

71.191 

55.914 

A 

44.478 

349.33 

130.816 

102.743 


245.65 

192.93 

72.250 

56.745 


449.65 

353.16 

132.250 

103.869 

A 

249.28 

195.78 

73.316 

57.583 

A 

454.55 

357.00 

133.691 

105.001 


252.93 

198.65 

74.391 

58.426 

Vb 

459.48 

360.87 

135.141 

106.139 

it 

256.61 

201.54 

75.473 

59.276 

it 

464.43 

364.76 

136.598 

107.284 


260.31 

204.45 

76.563 

60.132 

if 

469.41 

368.68 

138.063 

108.434 

if 

264.04 

207.38 

77.660 

60.994 

474.42 

372.61 

139.535 

109.591 

ti 

267.80 

210.33 

78.766 

61.863 

Vb 

479.45 

376.56 

141.016 

110.754 

if 

271.59 

213.31 

79.879 

62.737 

if 

484.51 

380.54 

142.504 

111.923 

9 

275.40 

216.30 

81.000 

63.617 

12 

489.60 

384.53 1 

144.000 

113.098 
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THE STEEL COMPANY OF CANADA. LIMITED 


WEIGHTS OF FLAT ROLLED STEEL BARS 

PER LINEAL FOOT 


For thicknesses from ^ inch to 2 inches, and widths from 
One cubic foot of steel weighs 489.6 pounds. 


1 inch to 12^ inches. 


Thick- 

ness 

in 

Inches 

1 

Inch 

IVs 

Inches 

IH 

Inches 

IVb 

Inches 

IH 

Inches 

IH 

Inches 

2 

Inches 

2H 

Inches 

2H 

Inches 

2H 

Inches 

12 

Inches 

H 

5 

.213 

.425 

.638 

.850 

.239 

.478 

.717 

.956 

.265 

.531 

.797 

1.06 

.292 

.584 

.877 

1.169 

.319 

.637 

.957 

1.28 

.372 

.743 

1.11 

1.49 

.425 

.849 

1.28 

1.70 

.478 

.956 

1.44 

1.91 

1 .531 

1.06 
1.59 
2.12 

.584 

1.17 

1 75 
2.34 

2.55 

5.10 

7.65 

10.20 

1 

1.06 

1.28 

1.49 

1.70 

1.195 

1.434 

1.673 

1.91 

1.33 

1.59 

1.86 

2.12 

1 :461 
1.753 
2.045 
2.338 

1.59 

1.92 

2.23 

2.55 

1.86 

2.23 

2.60 

2.98 

2.12 

2.55 

2.98 

3.40 

2.39 

2.87 

3 35 
3.83 

2.65 

3.19 

3.72 

4.25 

2.92 

3 51 
4.09 
4.67 

12.75 
15 30 
17.85 
20.40 

Ps 

s 

1.91 

2.13 

2.34 

2.55 

2.15 

2 39 

2.639 

2.869 

2.39 

2.65 

2.92 

3.19 

2.630 

2.922 

3.214 

3.506 

2.87 

3.19 

3.51 

3.83 

3.35 

3.72 

4.09 

4.47 

3.83 

4.25 

4.67 

5.10 

4.30 

4 78 
5.26 
5.75 

4.78 

5.31 

5.84 

6.38 

5.26 

5.84 

6.43 

7.02 

22.95 

25.50 

28.05 

30.60 

n 

2 76 

2 98 
3.19 
3.40 

3.108 
3.347 
3 585 
3.825 

3.45 

3.72 

3.99 

4.25 

3.798 

4.091 

4.383 

4.675 

4.14 

4.47 

4.78 

5.10 

4.84 

5.20 

5.58 

5.95 

5.53 

5.95 

6.38 

6.80 

6.21 

6.69 

7.18 

7.65 

6.90 

7.44 

7.97 

8.50 

7.60 

8.18 

8.77 

9.35 

33.15 

35.70 

38.25 

40.80 

1* 

IH 

lA 

3.61 

3 83 

4 04 
4.25 

4.064 

4.303 

4.544 

4.781 

4.52 

4.78 

5.05 

5.31 

4.967 

5.259 

5.552 

5.844 

5.42 

5.74 

6.06 

6.38 

6.32 

6.70 

7.07 

7.44 

7.22 

7.65 

8.08 

8.50 

8.13 

8.61 

9 09 
9.57 

9.03 

9.57 

10.10 

10.63 

9.93 
10 52 
11.11 
11.69 

43 35 

45 90 
48.45 
51.00 

lA 

IVs 

lA 

4.46 

4.67 

4 89 
5.10 

5.020 
5 259 
5 498 
5.737 

5.58 

5 84 

6 11 
6.38 

6.136 

6.428 

6.720 

7.013 

6.69 

7.02 

7.34 

7.65 

7.81 

8.18 

8.56 

8.93 

8.93 

9.35 

9.78 

10.20 

10.04 

10.52 

11.00 

11.48 

11.16 

11.69 

12.22 

12.75 

12.27 

12.85 

13.44 

14.03 

53.55 

56.10 

58.65 

61.20 

lA 

IVs 

IH 

IH 

5 32 

5 52 

5 74 
5.95 

5 977 
6.215 
6.454 
6.694 

6.64 

6.90 

7.17 

7.44 

7.305 

7.597 

7.889 

8.181 

7.97 

8 29 
8.61 
8.93 

9.30 

9 67 
10.04 
10.42 

10.63 

11.05 

11.47 

11.90 

11.95 
12 43 
12.91 
13.40 

13.28 

13.81 

14.34 

14.88 

14.61 

15.19 

15.78 

16.37 

63 75 

66 30 
68.85 
71.40 

in 

6.16 

6 38 

6 59 
6.80 

6.932 

7.172 

7.411 

7.650 

7.70 

7.97 

8.24 

8.50 

8.473 

8.766 

9.0581 

9.350| 

9.24 

9.57 

9.88 

10.20 

10.79 

11.15 

11.53 

11.90 

12.33 

12.75 

13.18 

13.60 

13.86 

14.34 

14.83 

15.30 

15.40 

15.94 

16.47 

17.00 

16.95 

17.53 

18.12 

18.70 

73.95 

76 50 

79 05 
81.60 


f weights of iron bars deduct 2 per cent, from the weights of steel bars 

01 the same sizes, iron weighing 480 pounds per cubic foot. 

* 1 , The weights for 12 inches wide are repeated on each page to facilitate making 
the additions n^esM^ to obtain the weights of bars wider than 12 inches. Thus 

W weights to be found in the same line 

for 2H X K and 12 X = 7.44 plus 35.70 = 43.14 pounds. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WEIGHTS OF FLAT ROLLED STEEL BARS 


PER LINEAL FOOT 


For thicknesses from ^ inch to 2 inches, and widths from 1 inch to 12^ inches. 
One cubic foot of steel weighs 489.6 pounds. 


Thick- 

ness 

in 

Inches 

3 

Inches 

3M 

Inches 

3H 

Inches 

3M 

Inches 

4 

Inches 

4M 

Inches 

Inches 

4M 

Inches 

5 

Inches 

5M 

Inches 

12 

Inches 

* 

.637 

.690 

.743 

.797 

.849 

.902 

.956 

1.01 

1.06 

1.11 

2.55 

Vs 

1.28 

1.38 

1.49 

1.59 

1.70 

1.81 

1.92 

2.02 

2.12 

2.23 

5.10 

A 

1.91 

2.07 

2.23 

2.39 

2.55 

2.71 

2.87 

3.03 

3.19 

3.35 

7.65 

H 

2 .bb 

2.76 

2.98 

3.19 

3.40 

3.61 

3.83 

4.04 

4.25 

4.46 

10.20 


3.19 

3.45 

3.72 

3.99 

4.25 

4.52 

4.78 

5.05 

5.31 

5.58 

12.75 


3.83 

4.15 

4.47 

4.78 

5.10 

5.42 

5.74 

6.06 

6.38 

6.69 

15.30 

A 

4.46 

4.83 

5.20 

5.58 

5.95 

6.32 

6.70 

7.07 

7.44 

7.81 

17.85 


5.10 

5.53 

5.95 

6.38 

6.80 

7.22 

7.65 

8.08 

8.50 

8.93 

20.40 

ft 

5.74 

6.22 

6.70 

7.17 

7.65 

8.13 

8.61 

9.09 

9.57 

10.04 

22.95 

Vs 

H 

6.38 

6.91 

7.44 

7.97 

8.50 

9.03 

9.57 

10.10 

10.63 

11.16 

25.50 

7.02 

7.60 

8.18 

8.76 

9.35 

9.93 

10.52 

11.11 

11.69 

12.27 

28.05 

H 

7.65 

8.29 

8.93 

9.57 

10.20 

10.84 

11.48 

12.12 

12.75 

13.39 

30.60 

n 

8.29 

8.98 

9.67 

10.36 

11.05 

11.74 

12.43 

13.12 

13.81 

14.50 

33.15 

8.93 

9.67 

10.41 

11.16 

11.90 

12.65 

13.39 

14.13 

14.87 

15.62 

35.70 


9.57 

10.36 

11.16 

11.95 

12.75 

13.55 

14.34 

15.14 

15.94 

16.74 

38.25 

1 

10.20 

11.05 

11.90 

12.75 

13.60 

14.45 

15.30 

16.15 

17.00 

17.85 

40.80 

1* 

10.84 

11.74 

12.65 

13.55 

14.45 

15.35 

16.26 

17.16 

18.06 

18.96 

43.35 


11.48 

12.43 

13.39 

14.34 

15.30 

16.26 

17.22 

18.17 

19.13 

20.08 

45.90 

1 A 

12.12 

13.12 

14.13 

15.14 

16.15 

17.16 

18.17 

19.18 

20.19 

‘21.20 

48.45 

IM 

12.75 

13.81 

14.87 

15.94 

17.00 

18.06 

19.13 

20.19 

21.25 

22.32 

51.00 

Ift 

13.39 

14.50 

15.62 

16.74 

17.85 

18.96 

20.08 

21.20 

22.32 

23.43 

53.55 

ih 

14.03 

15.20 

16.36 

17.53 

18.70 

19.87 

21.04 

22.21 

23.38 

24.54 

56.10 

1 fir 

14.66 

15.88 

17.10 

18.33 

19.55 

20.77 

21.99 

23.22 

24.44 

25.66 

58.65 

13^ 

15.30 

16.58 

17.85 

19.13 

20.40 

21.68 

22.95 

24.23 

25.50 

26.78 

61.20 

Ifir 

15.94 

17.27 

18.60 

19.92 

21.25 

22.58 

23.91 

25.24 

26.57 

27.89 

63.75 

IH 

16.58 

17.96 

19.34 

20.72 

22.10 

23.48 

24.87 

26.25 

27.63 

29.01 

66.30 

itt 

17.22 

18.65 

20.08 

21.51 

22.95 

24.38 

25.82 

27.26 

28.69 

30.12 

68.85 

IH 

17.85 

19.34 

20.83 

22.32 

23.80 

25.29 

26.78 

28.27 

29.75 

31.24 

71.40 

Hf 

18.49 

20.03 

21.57 

23.11 

24.65 

26.19 

27.73 

29.27 

30.81 

32.35 

73.95 

IK 

19.13 

20.72 

22.31 

23.91 

25.50 

27.10 

28.69 

30.28 

31.87 

33.47 

76.50 


19.77 

21.41 

23.06 

24.70 

26.35 

28.00 

29.64 

31.29 

32.94 

34.59 

79.05 

2 

20.40 

22.10 

23.80 

25.50 

27.20 

28.90 

30.60 

32.30 

34.00 

35.70 

81.60 


For the weights of iron bars deduct 2 per cent, from the weights of steel bars 
of the same sizes, iron weighing 480 pounds per cubic foot. 

The weights for 12 inches wide are repeated on each page to facilitate making 
the additions necessary to obtain the weights of bars wider than 12 inches. Thus, 
to find the weight of IGJ^ x inches, add the weights to be found in the same line 
for 4}^ X inches and 12 x ^ = 13.39 plus 35.70 = 49.09 pounds. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WEIGHTS OF FLAT ROLLED STEEL BARS 

PER LINEAL FOOT 


For thicknesses from ^ inch to 2 inches, and widths from 1 inch to 12^4 inches. 
One cubic foot of steel weighs 489.6 pounds. 


Thick- 

ness 

in 

Inches 

5H 

Inches 

5H 

Inches 

6 

Inches 

6M 

Inches 

6H 

Inches 

6H 

Inches 

7 

Inches 

7H 

Inches 

7H 

Inches 

7H 

Inches 

12 

Inches 

A 

1.17 

1.22 

1.28 

1.33 

1.38 

1.43 

1.49 

1.54 

1.59 

1.65 

2.55 


2.34 

2.45 

2.55 

2.65 

2.76 

2.83 

2.98 

3.08 

3.18 

3.29 

5.10 

A 

3.51 

3.67 

3.83 

3.99 

4.14 

4.30 

4.46 

4.62 

4.78 

4.94 

7.65 

M 

4.67 

4.89 

5.10 

5.31 

5.53 

5.74 

5.95 

6.16 

6.36 

6.58 

10.20 

A 

5.84 

6.11 

6.38 

6.64 

6.90 

7.17 

7.44 

7.70 

7.97 

8.23 

12.75 

ys 

7.02 

7.34 

7.65 

7.97 

8.29 

8.61 

8.93 

9.25 

9.57 

9.88 

15.30 

A 

8.18 

8.56 

8.93 

9.29 

9.67 

10.04 

10.41 

10.78 

11.16 

11.53 

17.85 


9.35 

9.77 

10.20 

10.63 

11.05 

11.48 

11.90 

12.32 

12.75 

13.18 

20.40 

A 

10.52 

11.00 

11.48 

11.95 

12.43 

12.91 

13.39 

13.86 

14.34 

14.82 

22.95 

H 

H 

11.69 

12.22 

12.75 

13.28 

13.81 

14.34 

14.87 

15.40 

15.94 

16.47 

25.50 

12.85 

13.44 

14.03 

14.61 

15.20 

15.78 

16.36 

16.94 

17.53 

18.12 

28.05 

H 

14.03 

14.67 

15.30 

15.94 

16.58 

17.22 

17.85 

18.49 

19.13 

19.77 

30.60 


15.19 

15.88 

16.58 

17.27 

17.95 

18.65 

19.34 

20.03 

20.72 

21.41 

33.15 

k 

16.36 

17.10 

17.85 

18.60 

19.34 

20.08 

20.83 

21.57 

22.32 

23.05 

35.70 


17.53 

18.33 

19.13 

19.92 

20.72 

21.51 

22.32 

23.11 

23.91 

24.70 

38.25 

1 

18.70 

19.55 

20.40 

21.25 

22.10 

22.95 

23.80 

24.65 

25.50 

26.35 

40.80 

lA 

19.87 

20.77 

21.68 

22.58 

23.48 

24.39 

25.29 

26.19 

27.10 

28.00 

43.35 


21.04 

21.99 

22.95 

23.91 

24.87 

25.82 

26.78 

27.73 

28.68 

29.64 

45.90 

lA 

22.21 

23.22 

24.23 

25.23 

26.24 

27.25 

28.26 

29.27 

30.28 

31.29 

48.45 

IH 

23.38 

24.44 

25.50 

26.56 

27.62 

28.69 

29.75 

30.81 

31.88 

32.94 

51.00 


24.54 

25.66 

26.78 

27.90 

29.01 

30.12 

31.23 

32.35 

33.48 

34.59 

53.55 

ik 

25.71 

26.88 

28.05 

29.22 

30.39 

31.56 

32.72 

33.89 

35.06 

36.23 

56.10 


26.88 

28.10 

29.33 

30.55 

31.77 

32.99 

34.21 

35.44 

36.66 

37.88 

58.65 


28.05 

29.33 

30.60 

31.88 

33.15 

34.43 

35.70 

36.98 

38.26 

39.53 

61.20 

lA 

29.22 

30.55 

31.88 

33.20 

34.53 

35.86 

37.19 

38.51 

39.84 

41.17 

63.75 


30.39 

31.77 

33.15 

34.53 

35.91 

37.29 

38.67 

40.05 

41.44 

42.82 

66.30 

IH 

31.55 

32.99 

34.43 

35.86 

37.30 

38.73 

40.16 

41.59 

43.03 

44.47 

68.85 

IH 

32.73 

34.22 

35.70 

37.19 

38.68 

40.17 

41.65 

43.14 

44.63 

46.12 

71.40 


33.89 

35.43 

36.98 

38.52 

40.05 

41.60 

43.14 

44.68 

46.22 

47.76 

73.95 

ik 

35.06 

36.65 

38.25 

39.85 

41.44 

43.03 

44.63 

46.22 

47.82 

49.40 

76.50 


36.23 

37.88 

39.53 

41.17 

42.82 

44.46 

46.12 

47.76 

49.41 

51.05 

79.05 

2 

37.40 

39.10 

40.80 

42.50 

44.20 

45.90 

47.60 

49.30 

51.00 

52.70 

81.60 

% 




For the weights of iron bars, deduct 2 per cent from the weights of steel bars 
of the same sizes, iron weighing 480 pounds per cubic foot. 

The weights for 12 inches wide are repeated on each page to facilitate making 
the additions necessary to obtain the weights of bars wider than 12 inches. Thus 
to find the weight of 183^ x inches, add the weights to be found in the same line 
for 63^ X 3^ and 12 X 3^ = 19.34 plus 35.70 = 55.04 pounds. 
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WEIGHTS OF FLAT ROLLED STEEL BARS 

PER LINEAL FOOT 

For thicknesses from fs inch to 2 inches, and widths from 1 inch to 12^^ inches. 
One cubic foot of steel weighs 489.6 pounds. 


Thick- 

ness 

in 

Inches 

8 

Inches 

SH 

Inches 

8H 

Inches 

8H 

Inches 

9 

Inches 

9H 

Inches 

9H 

Inches 

9H 

Inches 

10 

Inches 

lOM 

Inches 

12 

Inches 

iV 

1.70 

1.75 

1.81 

1.86 

1.92 

1.97 

2.02 

2.07 

2.12 

2.18 

2.55 

H 

3.40 

3.50 

3.62 

3.72 

3.83 

3.92 

4.04 

4.14 

4.25 

4.36 

5.10 

A 

5.10 

5.26 

5.42 

5.58 

5.74 

5.90 

6.06 

6.22 

6.38 

6.54 

7.65 


6.80 

7.01 

7.22 

7.43 

7.65 

7.86 

8.08 

8.29 

8.50 

8.71 

10.20 

A 

8.50 

8.76 

9.03 

9.29 

9.56 

9.83 

10.10 

10.36 

10.62 

10.89 

12.75 

k 

10.20 

10.52 

10.84 

11.16 

11.48 

11.80 

12.12 

12.44 

12.75 

13.07 

15.30 

A 

11.90 

12.27 

12.64 

13.02 

13.40 

13.76 

14.14 

14.51 

14.88 

15.25 

17.85 

k 

13.60 

14.03 

14.44 

14.87 

15.30 

15.13 

16.16 

16.58 

17.00 

17.42 

20.40 

A 

15.30 

15.78 

16.26 

16.74 

17.22 

17.69 

18.18 

18.65 

19.14 

19.61 

22.95 

H 

17.00 

17.53 

18.06 

18.59 

19.13 

19.65 

20.19 

20.72 

21.25 

21.78 

25.50 

tt 

18.70 

19.28 

19.86 

20.45 

21.04 

21.62 

22.21 

22.79 

23.38 

23.96 

28.05 

H 

20.40 

21.04 

21.68 

22.32 

22.96 

23.59 

24.23 

24.86 

25.50 

26.14 

30.60 


22.10 

22.79 

23.48 

24.17 

24.86 

25.55 

26.24 

26.94 

27.62 

28.32 

33.15 

k 

23.80 

24.55 

25.30 

26.04 

26.78 

27.52 

28.26 

29.01 

29.75 

30.50 

35.70 


25.50 

26.30 

27.10 

27.89 

28.69 

29.49 

30.28 

31.08 

31.88 

32.67 

38.25 

1 

27.20 

28.05 

28.90 

29.75 

30.60 

31.45 

32.30 

33.15 

34.00 

34.85 

40.80 

lA 

28.90 

29.80 

30.70 

31.61 

32.52 

33.41 

34.32 

35.22 

36.12 

37.03 

43.35 

IVb 

30.60 

31.56 

32.52 

33.47 

34.43 

35.38 

36.34 

37.29 

38.25 

39.21 

45.90 

lA 

32.30 

33.31 

34.32 

35.33 

36.34 

37.35 

38.36 

39.37 

40.38 

41.39 

48.45 


34.00 

35.06 

36.12 

37.20 

38.26 

39.31 

40.37 

41.44 

42.50 

43.56 

51.00 


35.70 

36.81 

37.93 

39.05 

40.16 

41.28 

42.40 

43.52 

44.64 

45.75 

53.55 


37.40 

38.57 

39.74 

40.91 

42.08 

43.25 

44.41 

45.58 

46.75 

47.92 

56.10 

lA 

39.10 

40.32 

41.54 

42.77 

44.00 

45.22 

46.44 

47.66 

48.88 

50.10 

58.65 


40.80 

42.08 

43.35 

44.63 

45.90 

47.18 

48.45 

49.73 

51.00 

52.28 

61.20 

lA 

42.50* 

43.83 

45.16 

46.49 

47.82 

49.14 

50.48 

51.80 

53.14 

54.46 

63.75 

IH 

44.20 

45.58 

46.96 

48.34 

49.73 

51.10 

52.49 

53.87 

55.25 

56.63 

66.30 

IH 

45.90 

47.33 

48.76 

50.20 

51.64 

53.07 

54.51 

55.94 

57.38 

58.81 

68.85 

m 

47.60 

49.09 

50.58 

52.07 

53.56 

55.04 

56.53 

58.01 

59.50 

60.99 

71.40 


49.30 

50.84 

52.38 

53.92 

55.46 

57.00 

58.54 

60.09 

61.62 

63.17 

73.95 

ik 

51.00 

52.60 

54.20 

55.79 

57.38 

58.97 

60.56 

62.16 

63.75 

65.35 

76.50 

IH 

52.70 

54.35 

56.00 

57.64 

59.29 

60.94 

62.58 

64.23 

65.88 

67.52 

79.05 

2 

54.40 

56.10 

57.80 

59.50 

61.20 

62.90 

64.60 

66.30 

68.00 

69.70 

81.60 


For the weights of iron bars, deduct 2 per cent, from the weights of steel bars 
of the same sizes, iron weighing 480 pounds per cubic foot. 

The weights for 12 inches wide are repeated on each page to facilitate making 
the additions necessary to obtain the weights of bars wider than 12 inches. Thus 
to find the weight of 21 x inches, add the weights to be found in the same line for 
9 X K and 12 X ^=26.78 plus 35.70=62.48 pounds. 
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WEIGHTS OF FLAT ROLLED STEEL BARS 

PER LINEAL FOOT 


For thicknesses from ^ inch to 2 inches, and widths from 1 inch to 12% inches. 
One cubic foot of steel weighs 489.6 pounds. 


Thickness 
in Inches 

lOH 

Inches 

lOM 

Inches 

11 

Inches 

UH 

Inches 

llH 

Inches 

llH 

Inches 

12 

Inches 

12H 

Inches 

Inches 

12H 

Inches 

A 

2.23 

2.28 

2.34 

2.39 

2.45 

2.50 

2.55 

2.60 

2.65 

2.70 

¥ 

4.46 

4.56 

4.67 

4.79 

4.90 

5.00 

5.10 

5.20 

5.31 

5.41 

A 

6.70 

6.86 

7.02 

7.17 

7.32 

7.49 

7.65 

7.82 

7.98 

8.13 

H 

8.92 

9.14 

9.34 

9.57 

9.78 

10.00 

10.20 

10.42 

10.63 

10.84 

A 

11.16 

11.42 

11.68 

11.95 

12.22 

12.49 

12.75 

13.01 

13.28 

13.55 

H 

13.39 

13.71 

14.03 

14.35 

14.68 

14.99 

15.30 

15.62 

15.94 

16.26 

A 

15.62 

15.99 

16.36 

16.74 

17.12 

17.49 

17.85 

18.23 

18.60 

18.97 


17.85 

18.28 

18.70 

19.13 

19.55 

19.97 

20.40 

20.82 

21.25 

21.67 

A 

20.08 

20.56 

21.02 

21.51 

22.00 

22.48 

22.95 

23.43 

23.90 

24.39 

Vs 

22.32 

22.85 

23.38 

23.91 

24.44 

24.97 

25.50 

26.03 

26.56 

27.09 

H 

24.54 

25.13 

25.70 

26.30 

26.88 

27.47 

28.05 

28.64 

29.22 

29.80 

H 

26.78 

27.42 

28.05 

28.68 

29.33 

29.97 

30.60 

31.25 

31.88 

32.52 


29.00 

29.69 

30.40 

31.08 

31.76 

32.46 

33.15 

33.83 

34.53 

35.22 

H 

31.24 

31.98 

32.72 

33.47 

34.21 

34.95 

35.70 

36.44 

37.19 

37.93 


33.48 

34.28 

35.06 

35.86 

36.66 

37.46 

38.25 

39.05 

39.84 

40.64 

1 

35.70 

36.55 

37.40 

38.25 

39.10 

39.95 

40.80 

41.65 

42.50 

43.35 

lA 

37.92 

38.83 

39.74 

40.64 

41.54 

42.45 

43.35 

44.25 

45.16 

46.06 


40.17 

41.12 

42.08 

43.04 

44.00 

44.94 

45.90 

46.86 

47.82 

48.77 

1 A 

42.40 

43.40 

44.42 

45.42 

46.44 

47.45 

48.45 

49.46 

50.46 

51.48 

IH 

44.63 

45.69 

46.76 

47.82 

48.88 

49.94 

51.00 

52.06 

53.12 

54.19 


46.87 

47.97 

49.08 

50.20 

51.32 

52.44 

53.55 

54.67 

55.78 

56.90 

1% 

49.08 

50.25 

51.42 

52.59 

53.76 

54.93 

56.10 

57.27 

58.44 

59.60 

J A 

51.32 

52.54 

53.76 

54.99 

56.21 

57.43 

58.65 

59.87 

61.10 

62.32 


53.55 

54.83 

56.10 

57.37 

58.65 

59.93 

61.20 

62.48 

63.75 

65.03 

lA 

55.78 

57.11 

58.42 

59.76 

61.10 

62.43 

63.75 

65.08 

66.40 

67.74 


58.02 

59.40 

60.78 

62.16 

63.54 

64.92 

66.30 

67.68 

69.06 

70.44 

■ ifi 

60.24 

61.68 

63.10 

64.55 

65.98 

67.42 

68.85 

70.29 

71.72 

73.15 

IH 

62.48 

63.97 

65.45 

66.93 

68.43 

69.92 

71.40 

72.90 

74.38 

75.87 


64.70 

66.24 

67.80 

69.33 

70.86 

72.41 

73.95 

75.48 

77.03 

78.57 

lU 

66.94 

68.53 

70.12 

71.72 

73.31 

74.90 

76.50 

78.09 

79.69 

81.28 


69.18 

70.83 

72.46 

74.11 

75.76 

77.41 

79.05 

80.70 

82.34 

83.99 

2 

71.40 

73.10 

74.80 

76.50 

78.20 

79.90 

81.60 

83.30 

85.00 

86.70 


For the weights of iron bars, deduct 2 per cent from the weights of steel bars 
of the same sizes, iron weighing 480 pounds per cubic foot. 
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WROUGHT PIPE 



On the following pages we list: — 

Standard Wrought Pipe (Butt Welded) in sizes 3^ to 4 inches. 

Standard Wrought Pipe (Lap Welded) in sizes 43^ to 12 inches. 

Extra Heavy Pipe, in sizes H to 3 inches. 

c Pipe is Heavier than Standard; the outside diameter is the same 

as btandam Pipe, the extra thickness being on the inside, so both Extra Heavy and 
Standard Pipes use the same pipe fittings. 

Every piece of pipe is carefully tested, but as it is impossible to always detect 
imperiections, the onlj^ guarantee that is given is to replace such goods as prove 
detective. Under no circumstances are we responsible for any damages beyond the 
price of the goods. No charges for labor or expenses required to repair defective 
goc^s or occasioned by them will be allowed. If the goods are defective the measure 
of damages is the price of the defective material. 

Tests. All pipe is submitted to the following severe tests with the 

object of discovering imperfections. 

Standard Butt Welded Pipe is tested to withstand a pressure of 600 pounds 
per square inch. 

Extra Heavy Butt Welded Pipe is tested to withstand a pressure of 600 pounds 
per square inch. 

After pipe is galvanized each length is subjected to air pressure; leav- 

ing the inside of pipe with a smooth surface, preventing it becoming blocked with 
spelter. 

Customs. Standard Pipe is shipped in random lengths with threads 
and coupling, unless otherwise specified. 

Extra Heavy Pipe is always shipped plain ends without coupling; unless 
otherwise ordered. Coupled and Threaded Pipe subject to extra charge. 

Standard and Extra Heavy Pipe are considered to be 12 

to 20 feet. 

An extra charge is made for pipe cut to specified lengths. 

Standard Pipe ordered cut to specified lengths is always furnished with ends 
plai^ends without couplings. Extra Heavy Pipe cut to lengths is furnished 

1 j ordered cut to specified lengths with couplings is always measured to in- 
clude the coupling, i.e. over all, unless otherwise ordered. 

Pipe made to specification where the buyer is to inspect, must be inspected 
and accepted before shipment is made. After shipment is made our responsibility 
ceases. 

The permissible variation in weight is 5% above or below listed weights. 
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THE STEEL COMPANY OF CANADA, LIMITED 


PIPE — Coni. 


WROUGHT PIPE 

PRICE LIST 



STANDARD 




BLACK AND GALVANIZED STANDARD LIST 


Size 

Standard Pipe 

Butt Welded 

Size 

Standard Pipe 

Lap Welded 

Price 

Per Foot 

Nominal Weight 
Per Foot 

Price 

Per Foot 

Nominal Weight 
Per Foot 

y% 

On application 

.246 

4H 

$1.27 

12.642 


.06 

.426 

5 

1.48 

14.810 


.06 

.571 

6 

1.92 

19.185 


.08)^ 

.856 

7 

2.38 

23.769 

V4. 

■ IIH 

1.138 

8 

2.88 

28.809 

1 

.17 

1.688 

9 

3.45 

34.188 


.23 

2.300 

10 

4.12 

41.132 


.27H 

2.748 

11 

4.63 

46.247 

2 

.37 

3.716 

12 

5.07 

50.706 

2y 

.58K 

5.881 




3 

.76H 

7.675 





.92 

9.261 




4 

1.09 

10.980 






Size 

Price per Foot 

Nominal Weight per Foot 


$0.11 

1.087 

% 

.15 

1.473 

1 

.22 

2.171 

ly 

.30 

2.996 

m 

.36H 

3.631 

2 

.50H 

5.022 

2H 

.77 

7.661 

3 

1.03 

10.252 


For Galvanized or Asphalted Pipe an extra charge will be made above black. 
For Pipe Smoothed on the inside, known as reamed and drifted, an extra, charge 
will be made above Standard Pipe. 

For tables of dimensions see pages 67 to 69. 
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PIPE — Coni. 




EXTRA CHARGES FOR CUTTING TO LENGTH 
Price per 100 feet 




Size, 

Inches 

Lengths 6 ft. and under 

16 ft. 

Lengths 2 ft. and under 

6 ft. 

Lengths 1 ft. and under 

2 ft. 

Black 

Galvanized 

Black 

Galvanized 

Black 

Galvanized 


$0.60 

$ 0.90 

$ 0.80 

$ 1.20 

$ 1.00 

$ 1.50 


.60 

.90 

.80 

1.20 

1.00 

1.50 


.80 

1.00 

1.10 

1.30 

1.30 

1.70 


1.20 

1.30 

1.50 

1.70 

1.90 

2.10 

1 

1.40 

1.90 

2.00 

2.50 

2.40 

3.20 


2.00 

2.60 

2.60 

3.40 

3.30 

4.30 

2.40 

3.10 

3.20 

4.10 

3.90 

5.10 

2 

3.20 

4.10 

4.20 

5.50 

5.30 

6.90 

234 

5.10 

6.60 

6.80 

8.80 

8.50 

11.00 

3 

6.70 

8.60 

8.90 

11.50 

11.10 

14.40 

3H 

8.30 

10.60 

11.00 

14.20 

13.80 

17.70 

4 

9.80 

12.60 

13.10 

16.80 

16.30 

21.00 

4H 

11.50 

15.00 

15.50 

20.00 

19.50 

25.00 

5 

13.50 

17.50 

18.00 

23.50 

22.50 

29.50 

6 

17.50 

23.00 

23.50 

30.50 

29.00 

38.00 

7 

23.00 

29.50 

31.00 

39.50 

38.50 

49.50 

8 

28.00 

36.00 

37.00 

48.00 

47.00 

60.00 

9 

33.00 

43.00 

45.00 

58.00 

56.00 

72.00 

10 

39.00 

51.00 

54.00 

69.00 

67.00 

86.00 


Cut Lengths will be furnished threaded ends, no couplings, unless otherwise 

Pipe ordered cut to special lengths, with couplings, is measured to include 
the coupling, i.e., over all, unless otherwise designated. 

Pipe under one foot sold from the Nipple List. 

BUNDLES OF STANDARD WROUGHT PIPE 

Pipe inch and under shipped in bundles. In cases where a customer orders 
by measurement we ship whole bundles containing as nearly as possible the number 
of feet required. Each bundle of pipe is tagged with a round disk on which 

the trade mark Brand appears. 


Size, 

Inches 

No. of Lengths 
in Bundle 

Approximate Feet 
in Bundle 

Approximate Weight 
of Bundle, Pounds 

H 

40 

560 

135 


20 

300 

126 


15 

300 

178 


10 

200 

170 

H 

7 

140 

159 

1 

5 

100 

169 

l)i 

3 

60 

137 

IH 

3 

60 

164 
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PIPE— Co«/. 


RAILWAY SIGNAL PIPE 



GOOSE NECK 



i 


i 


BENT PIPE 
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PIPE-Con(. 


WROUGHT NIPPLES 



Short Nipple 


Wrought Nipples 

Net Extra Charge for Special Threading over Standard Lengths of Threads. 


Size, 

Inches 

Standard 
Length 
of Thread, 
Inches 

Net Extra for 
Each Additional 
yi Inch or 
Fractions of 
Thread per 

100 Nipples 

Size, 

Inches 

Standard 
Length 
of Thread, 
Inches 

Net Extra for 
Each Additional 
yi Inch or 
Fractions of 
Thread per 

100 Nipples 


A 

$0.15 



$0.40 

H 


.15 

2 

1 

.45 

H 

yi 

.20 

2H 


.50 

H 

H 

.25 

3 

IM 

.55 

1 


.30 

3H 

IH 

.60 

IH 

H 

.35 

4 

lil 

.65 


72 



THE STEEL COMPANY OF CANADA, LIMITED 


PIPE— Co«(. 

WROUGHT NIPPLES 

PLAIN RIGHT HAND 


REAMED AND CHAMFERED 


Size, Inches 

Length, Inches 

Prices 

Close 

Short 

Long 

Close 

or 

Short 

Long 




2 

2y 

3 

3H 

$0.04 

$0.06 


Vb 

IH 

2 

2H 

3 

3H 

.04 

.06 

d 

1 


2 

2H 

3 

3H 

.04 

.06 


IH 

IH 

2 

2H 

3 

3H 

.05 

.07 


1% 

2 

2H 

3 

3H 

4 

.06 

.09 

1 


2 

2}^ 

3 

3^ 

4 

.08 

.13 


IH 

2H 

3 

3H 

4 

4H 

.11 

.17 


IH 

2H 

3 

3y 

4 

4H 

.13 

.20 

2 

2 

2H 

3 

3H 

4 

4H 

.18 

.27 

2M 

2H 

3 

3H 

4 

4y 

5 

.39 

.59 

3 

2H 

3 

3H 

4 

4H 

5 

.48 

.72 

3H 

2H 

4 

4H 

5 

5H 

6 

.75 

1.05 

4 

3 

4 

4y2 

5 

5H 

6 

.85 

1.20 

4H 

3 

4 

4H 

5 

5H 

6 

1.25 

1.70 

5 

3H 


5 

5^ 

6 


1.55 

2.45 

6 

3H 

4H 

5 

sy 

6 

ey 

1.85 

2.90 

7 

4 

5 

6 




3.20 

3.60 

8 

4 

5 

6 




3.55 

4.05 


EXTRA LONG NIPPLES 


Size, 


Length, Inches 



4 

5 

6 

7 

8 

9 

10 

11 

12 


$0.07 

$0.08 

$0.10 

$0.12 

$0.14 

$0.15 

$0.17 

$0.18 

$0.19 

¥ 

.07 

.08 

.10 

.12 

.14 

.15 

.17 

.18 

.19 

H 

.07 

.08 

.10 

.12 

.14 

.15 

.17 

.18 

.19 

H 

.08 

.10 

.12 

.14 

.16 

.18 

.20 

.22 

.23 

H 


.11 

.13 

.17 

.18 

.20 

.22 

.24 

.26 

1 


.15 

.18 

.23 

.25 

.28 

.31 

.34 

.36 

IH 


.20 

.24 

,29 

.33 

.36 

.40 

.44 

.47 



.25 

.29 

.36 

.40 

.45 

.50 

.54 

.59 

2 


.32 

.38 

.50 

.54 

.59 

.65 

.72 

.77 

2H 



.68 

.90 

.97 

1.06 

1.17 

1.26 

1.35 

3 



.85 

1.08 

1.20 

1.33 

1.45 

1.58 

1.70 

3H 




1.30 

1.45 

1.60 

1.75 

1.90 

2.05 

4 




1.52 

1.69 

1.87 

2.05 

2.22 

2.40 

4H 




2.25 

2.50 

2.75 

2.95 

3.17 

3.40 

5 




2.58 

2.83 

3.10 

3.35 

3.60 

3.85 

6 




3.05 

3.35 

3.70 

4.00 

4.30 

4.65 

7 



3.60 

4.05 

4.45 

4.90 

5.30 

5.75 

6.15 

8 



4.05 

4.55 

5.05 

5.50 

6.00 

6.50 

7.00 


Nipples made to order from extra heavy pipe at double above list prices. When 
Assorted Long Nipples are ordered we will ship equal quantities of each of the four 
Long Lengths in the table above. 
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THE STEEL COMPANY OF CANADA, LIMITED 


PIPE-Con/. 

WROUGHT NIPPLES 

GALVANIZED RIGHT HAND 


REAMED AND CHAMFERED 


Size, Inches 


Length, 

Inches 




Prices 

Close 

Short 

Long 

Close 

or 

Short 

Long 

Vs 


IH 

2 

2H 

3 

3)4 

$0.06 

$0.11 

H 

% 


2 

2H 

3 

3)4 

.06 

.11 

Vs 

1 


2 

2)4 

3 

3)4 

.06 

.11 

• H 

m 


2 

2)4 

3 

3)4 

.06 

.11 

H 

lys 

2 

2H 

3 

3)4 

4 

.08 

.14 

1 


2 

2H 

3 

3)4 

4 

.11 

.19 

IH 

lya 

2M 

3 

3)4 

4 

4)4 

.17 

.29 


ih 

2H 

3 

3)4 

4 

4)4 

.21 

.35 

2 

2 

2H 

3 

3)4 

4 

4)4 

.27 

.47 



3 

3H 

4 

4)4 

5 

.56 

.86 

3 

2H 

3 

3^ 

4 

4^ 

5 

.70 

1.10 


2H 

4 


5 

5H 

6 

1.20 

1.70 

4 

3 

4 

4M 

5 

5)4 

6 

1.35 

1.87 


3 

4 

4H 

5 

5)4 

6 

1.85 

2.60 

5 

3H 

4H 

5 

5)4 

6 

6)4 

2.30 

3.15 

6 

3^ 

4H 

5 

5)4 

6 

6)4 

2.80 

4.25 

7 

4 

5 

6 




4.25 

4.95 

8 

4 

5 

6 




5.00 

5.80 


EXTRA LONG NIPPLES 


Size, 

Inches 

Length, Inches 

4 

5 

6 

7 

8 

9 

10 

11 

12 

H 

$0.12 

$0.15 

$0.17 

$0.21 

$0.24 

$0.26 

$0.29 

$0.31 

$0.34 


.12 

.15 

.17 

.21 

.24 

.26 

.29 

.31 

.34 

ys 

.12 

.15 

.17 

.21 

.24 

.26 

.29 

.31 

.34 

)4 

.13 

.16 

.18 

.23 

.26 

.28 

.31 

.33 

.36 

H 


.18 

.21 

.26 

.29 

.32 

.35 

.38 

.41 

1 


.24 

.28 

.34 

.38 

.42 

.47 

.51 

.55 

IM 


.32 

.38 

.45 

.51 

.57 

.63 

.69 

.75 

1)4 


.39 

.46 

.55 

.63 

.70 

.77 

.84 

.91 

2 


.52 

.61 

.74 

.83 

.93 

1.03 

1.13 

1.23 

2)4 



1.00 

1.26 

1.41 

1.56 

1.71 

1.86 

2.01 

3 



1.30 

1.60 

1.80 

2.00 

2.20 

2.40 

2.60 

3)4 




2.10 

2.35 

2.60 

2.85 

3.15 

3.40 

4 




2.30 

2.60 

2.90 

3.20 

3.50 

3.80 

4H 




3.30 

3.65 

4.05 

4.45 

4.85 

5.25 

5 




3.75 

4.20 

4.60 

5.00 

5.40 

5.85 

6 




4.50 

5.00 

5.55 

6.05 

6.60 

7.15 

7 



4.95 

5.65 

6.35 

7.05 

7.75 

8.45 

9.20 

8 



5.80 

6.65 

7.50 

8.35 

9.25 

10.10 

10.95 


^ For list on Right and Left Galvanized Nipples add 60% to Right and Left 
Plain Nipples. When assorted Long Nipples are ordered we will ship equal quanti- 
ties of each of the four Long lengths in the table above. 
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THE STEEL COMPANY OF CANADA, LIMITED 


PIPE— Con/. 

WROUGHT NIPPLES 

PLAIN RIGHT AND LEFT 


REAMED AND CHAMFERED 


Size, Inches 


Length, 

Inches 




Prices 

Close 

Short 

Long 

Close 

or 

Short 

Long 

H 

H 


2 

2y; 

3 

3H 

$0.05 

$0.08 

H 

% 


2 

2y 

3 

3y 

.05 

.08 

H 

• 1 

iy2 

2 

2H 

3 

3y2 

.05 

.08 


iy% 

IM 

2 

2y 

3 

3H 

.07 

.10 

H 


2 

2y 

3 

3y 

4 

.08 

.12 

1 

ly 

2 

2H 

3 

3H 

4 

.11 

.18 

IH 


2H 

3 

3H 

4 

4H 

.15 

.23 

IH 


2)^ 

3 

3y 

4 

4H 

.18 

.27 

2 

2 

2H 

3 

3y 

4 

41^ 

.24 

.36 

2H 


3 

3y 

4 

4H 

5 

.52 

.79 

3 

2)4 

3 

3H 

4 

4M 

5 

.65 

.96 

3H 

2% 

4 

4H 

5 

5H 

6 

1.00 

1 .40 

4 

3 

4 

4H 

5 

3H 

6 

1.15 

1 .60 


EXTRA LONG NIPPLES 


Length, Inches 


Inches 

4 

5 

6 

7 

8 

9 

10 

11 

12 

H 

$0.09 

$0.11 

$0.13 

$0.16 

$0.18 

$0.20 

$0.23 

$0.25 

$0.27 

H 

.09 

.11 

.13 ' 

.16 

.18 

.20 

.23 

.25 

.27 

H 

.09 

.11 

.13 

.16 

.18 

.20 

.23 

.25 

.27 

y 

.11 

.13 

.16 

.18 

.21 

.24 

.27 

.29 

.31 

H 


.15 

.17 

.23 

.25 

.27 

.29 

.32 

.35 

1 


.20 

.24 

.31 

.33 

.37 

.41 

.45 

.48 

ly 


.27 

.32 

.39 

.45 

.50 

.55 

.60 

.65 

iS 


.34 

.39 

.48 

.52 

.60 

.67 

.72 

.80 

2^ 


.43 

.51 

.67 

.72 

.80 

.87 

.96 

1.03 

2H 



.91 

1.20 

1.30 

1.40 

1.55 

1.68 

1.80 

3 



1.13 

1.44 

1.60 

1.77 

1.93 

2.10 

2.27 

3H 




1.75 

1.95 

2.15 

2.35 

2.55 

2.75 

4 




2.00 

2.25 

2.50 

2.75 

3.00 

3.25 


For prices of Right and Left Galvanized Nipples add 60% to above list. When 
assorted Long Nipples are ordered we will ship equal quantities of each of the 
long lengths in the table above. 
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THE STEEL COMPANY OF CANADA, LIMITED 


PIPE— Con/. 


STANDARD WROUGHT COUPLINGS 



Prices and Dimensions 


Size of 
Pipe, 
Inches 

Black, 

Price, 

Each 

Galv'd, 

Price, 

Each 

R. & L., 
Black, 
Each 

R. & L., 
Galv’d, 
Each 

Nominal 

Outside 

Dia- 

meter, 

Inches 

Length 

of 

Coup- 

lings, 

Inches 

Average 
Weight of 
Coup- 
lings, 
Pounds 

H 

$0.05 

$0.06 

$0.07 

$0.08 


H 

$0.03 

^ 

.05 

.06 

.07 

.08 

M 

1 

.07 

H 

.06 

.08 

.08 

.10 

H 

IH 

.11 

^ 

.07 

.10 

.11 

.14 

1 A 

1 A 

15 

% 

.10 

.13 

.15 

.18 

IH 

IH 

.25 

1 

.13 

.18 

.20 

.23 

IH 

IH 

.42 



.17 

.25 

.25 

.33 

2A 

2H 

.60 



.21 

.32 

.30 

.41 

2H 

2H 

.81 


.28 

.40 

.50 

.62 

2H 

2H 

1.18 



.40 

.55 

.85 

1.00 

3A 

3 

1.70 

3 

.60 

.80 

1.20 

1.40 


3H 

2.45 

3H 

.80 

1.05 

1.60 

1.90 

4H 

3H 

3.40 

4 

1.00 

1.40 

2.00 

2.40 

5A 

3H 

3.50 

4H 

1 ,50 

2.00 

8.20 

8.75 

5H 

3H 

4.70 

5 

1 .65 

2.25 

9.00 

9.65 

6K 

4H 

8.50 

6 

2.40 

3.25 

12.50 

13.35 

7* 

4H 

9.70 

7 

3.25 

4.20 

13.00 

13.95 

8* 

4H 

11.10 

8 

4.25 

5.50 

17.00 

18.25 

9M 

4H 

13.60 


Couplings heavier than standard double the above list. 


No. of 
Threads 
Per Inch 
of 

Screw 


27 

18 

18 

14 

14 

11 ^ 

IIH 

IIH 

8 

8 

8 

8 

8 

8 

8 

8 

8 
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THE STEEL COMPANY OF CANADA, LIMITED 


PIPE— Con<. 

PIPE ADJUSTABLE SUSPENSION STRAPS 


oocooooooocooooooooooooo 


Furnished in 10-foot lengths 


Packed in bundles of approximate 50 pounds 




List Price, 

Per Foot 

No. 1 — ^For Pipe 

3^ to 1^ inclusive 

$0.08 

.09 

No. 2 — For Pipe 

2 to 3 inclusive 

No. 3 — ^For Pipe 

3 }^ to 6 inclusive 

.10 

No. 4 — For Pipe 

7 to 8 inclusive 

20 

No. 5 — For Pipe 

9 to 12 inclusive 

.28 




PIPE WROUGHT IRON U HOOKS 



Lengths 

8*^ 

12^ 

14^ 

IS'^ 

18'^ 

24^ 

30'^ 

36^^ 

42^ 

in., Iron, for to 2 in. 

Pipe, price. . 

$0.05 

$0.06 

$0.07 

$0,073^ 

$0.08 

$0.09 

$0.11 

$0.13 

$0.15 

H in., Iron, for 2}4 to 3 in. 

Pipe, price. . 

.10 

.11 

.12 

.13 

.14 

.17 

.20 

.23 

.26 

liV in.. Iron, for 3^ to 4 in. 

Pipe, price. . 

.12 

.15 

.18 

.21 

.24 

.30 

.36 

.42 

.48 

A in.. Iron, for 5 in. 

Pipe, price. . 

.24 

.28 

.30 

.32 

.34 

.41 

.49 

.57 

.65 

^ in.. Iron, for 6 in. 

Pipe, price. . 

.29 

.35 

.38 

.41 

.44 

.48 

.58 

.68 

.78 

% in.. Iron, for 7 to 8 in. 

Pipe, price. . 

.45 

.50 

.55 

.60 

.65 

.80 

.95 

1.10 

1.25 
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THE STEEL COMPANY OF CANADA, LIMITED 


PIPE-Coni. 

VELOCITY OF FLOW OF WATER 

In feet per minute, through pipes of various sizes, for varying quantities of flow. 


Gallons 

Discharged 

Per 

Minute 


5 

10 

15 

20 

25 

30 

35 

40 

45 

50 

75 

100 

125 

150 

175 

200 


Inch 


218 

436 

653 

872 

1090 


1 

Inch 


122H 

245 

367}4 

490 

6123^ 

735 

857y2 

980 

no2y 


IH 

Inches 


7Sy 

157 

235y 

314 

3923^ 

451 

5493^ 

628 

70634 

785 

117734 


Inches 


54H 

109 

163H 

218 

272}i 

327 

3Siy 

436 

49034 

545 

81734 

1090 


2 

Inches 


30H 

91H 

122 

15234 

183 

21334 

244 

27434 

305 

45734 

610 

76234 

915 

106734 

1220 


234 

Inches 


38 

5834 

78 

9734 

117 

13634 

156 

17534 

195 

29234 

380 

48734 

585 

68234 

780 


3 

Inches 


1334 

27 

4034 

54 

6734 

81 

9434 

108 

12134 

135 

20234 

270 

33734 

405 

47234 

540 


LOSS IN PRESSURE 

Due to friction, in pounds per square inch, for pipe 100 feet long. 


4 

Inches 


734 

1534 

23 

3034 

3834 

46 

5334 

6134 

69 

7634 

115 

15334 

19134 

230 

26834 

30634 


Gallons 

Discharged 

Per 

Minute 

H 

Inch 

1 

Inch 

134 

Inches 

134 

Inches 

2 

Inches 

234 

Inches 

3 

Inches 

4 

Inches 

5 

3.3 

.84 

.31 

.12 





10 

13.0 

3.16 

1.05 

.47 

.12 




15 

28.7 

6.98 

2.38 

.97 




20 

50.4 

12.3 

4.07 

1.66 

.42 




25 

78.0 

19.0 

6.40 

2.62 

.21 

.10 


30 


27.5 

9.15 

3.75 

.91 




35 


37.0 

12.4 

5.05 




40 


48.0 

16.1 

6.52 

1.60 




45 



20.2 

8.15 




50 



24.9 

10.0 

2.44 

.81 

.35 

.09 

75 



56.1 

22.4 

5.32 

1.80 

.74 


100 




3.90 

9.46 

3.20 

1.31 

.33 

125 





14.9 

4.89 

1.99 


150 

175 

200 





21.2 

7.0 

2.85 

.69 





28.1 

9.46 

3.85 





37.5 

12.47 

5.02 

1.22 
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THE STEEL COMPANY OF CANADA, LIMITED 


DECIMAL EQUIVALENTS 

Exact Decimal Equivalents of the Fraction of an Inch 


Fractions 

Decimals 

Fractions 

Decimals 





.015625 

e 




.515625 





.03125 




.53125 

A 




.046875 

M 



.546875 





.0625 


A 


.5625 





.078125 

H 




.578125 


A 



.09375 




.59375 

A 




. 109375 

f! 



.609375 





.125 




.625 





. 140625 

n 



.640625 


* 



. 15625 




.65625 





.171875 




.671875 


A 


.1875 


H 


.6875 





.203125 




.703125 

A 



.21875 




.71875 

H 




.234375 




.734375 




.25 




.75 




.265625 




.765625 

A 



.28125 




.78125 

H 




.296875 




.796875 


A 


.3125 


H 


.8125 





.328125 

M 



.828125 

H 



.34375 




.84375 

H 



.359375 

e 



‘ .859375 




.375 



K 

.875 

H 



.390625 




.890625 

H 



.40625 




.90625 

H 



421875 

if 



.921875 


A 


.4375 




.9375 

H 




.453125 




.953125 




.46875 




.96875 




.484375 




.984375 




.5 



1 

1.00 
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THE STEEL COMPANY OF CANADA, LIMITED 


IMPERIAL STANDARD WIRE GAUGE 

COMPARISON OF DIMENSIONS— Expressed in Fractions and Decimals of Inch and Millimetres. 



Actual 


Nearest Equivalent 

ize of Wire 

S.W.G. 

No. 

Decimals 
of Inch 

M/M 

Fractions 
of Inch 

Decimals 
of Inch 


00 

.348 

8.839 

H 

.34375 


0 

.324 

8.229 

ii 

.328 

ss 

1 

.300 

7.620 

H 

.2968 


2 

,276 

7.010 

A 

.28125 

wmmmmm 

3 

.252 

6.400 

H 

.25 


4 

.232 

5.892 

H 

.2343 

155 

5 

.212 

5.384 

A 

.21875 

liiiiii 

6 

.192 

4.876 

A 

.1875 

5SB 

7 

.176 

4.470 

tt 

.172 

BS 

8 

.160 

4.064 

A 

.156 

miBiMi 

9 

.144 

3.657 

A 

.141 

iSSSS 

10 

.128 

3.251 

H 

.125 

iBilHH 

11 

.116 

2.946 

A 

.109 


12 

.104 

2.641 

A 

.10 

■BhB 

13 

.092 

2.336 

A 

.09375 


14 

15 

.080 

.072 

2.032 

1.828 

A 

.078 


16 

17 

.064 

.056 

1.625 

1.422 

A 

.063 


18 

19 

20 

.048 

.040 

.036 

1.219 

1.016 

.914 

A 

.047 

" 

21 

.031 

.787 

A 

.031 



# 

# 
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THE STEEL COMPANY OF CANADA, LIMITED 



IMPERIAL 

STANDARD WIRE GAUGE 


WEIGHTS, 

BREAKING STRAIN AND 

DECIMALS OF INCH 

S.W.G. 

No. 

Decimal 
of Inch 

Sectional 

Area, 

Square 

Inches 

Weight 
of 100 
Feet, 
Pounds 

Weight 

of 

One Mile, 
Pounds 

Length 
of 100 
Pounds, 
Feet 

Breaking 

Strain, 

Annealed, 

Pounds 

Breaking 

Strain, 

Bright, 

Pounds 

7/0 

6/0 

5/0 

4/0 

3/0 

.500 

.464 

.432 

.400 

.372 

.1963 

.1691 

.1466 

.1257 

.1087 

66.7 

57.44 

49.79 

42.69 

36.93 

3,522 

3,033 

2,629 

2,254 

1,950 

150 

174 

201 

233 

271 

10,470 

9.017 

7.814 

6,702 

5,796 

15,700 

13,525 

11,725 

10,052 

8,694 

2/0 

0 

1 

2 

3 

.348 

.324 

.300 

.276 

.252 

.0951 

.0824 

.0707 

.0598 

.0499 

32.31 
28.01 
24.01 

20.32 
16.95 

1,706 

1,479 

1,268 

1,073 

895 

308 

356 

415 

490 

589 

5,072 

4.397 

3,770 

3,190 

2,660 

7,608 

6,595 

5,655 

4,785 

3,990 

4 

5 

6 

7 

8 

.232 

.212 

.192 

.176 

.160 

.0423 

.0353 

.0290 

.0243 

.0201 

14.36 

11.99 

9.85 

8.26 

6.82 

758 

633 

520 

436 

360 

696 

833 

1,018 

1,211 

1,462 

2,254 

1,883 

1,544 

1,298 

1,074 

3,381 

2,824 

2,316 

1,946 

1,608 

9 

10 

11 

12 

13 

.144 

.128 

.116 

.104 

.092 

.0163 

.0129 

.0106 

.0085 

.0066 

5.53 

4.37 

3.60 

2.88 

2.25 

292 

231 

190 

152 

119 

1,808 

2,287 

2,786 

3,466 

4.428 

869 

687 

564 

454 

355 

1,303 

1,030 

845 

689 

532 

14 

15 

16 

17 

18 

.080 

.072 

.064 

.056 

.048 

.0050 

.0041 

.0032 

.0025 

.0018 

1.70 

1.38 

1.10 

.83 

.61 

90 

73 

58 

44 

32.25 

5,855 

7,229 

9.150 

11,952 

16.267 

268 

218 

172 

131 

97 

402 

326 

257 

197 

145 

19 

20 

21 

22 

23 

.040 

.036 

.032 

.028 

.024 

.0013 

.0010 

.0008 

.0006 

.00045 

.42 
.34 . 
.273 
.209 
.154 

22.5 

18.25 

14.425 

11.046 

8.115 

23,424 

28,918 

36,603 

47,799 

65,062 

67 

55 

43 

33 

24 

100 

82 

64 

49 

36 

24 

25 

.022 

.020 

.00038 

.00031 

.129 

.107 

6.818 

5.636 

‘77,440 

93.683 

20.5 

16.9 

31 

25 
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THE STEEL COMPANY OF CANADA, LIMITED 



WIRE 

METAL SHEET AND SCREW GAUGE 





STANDARDS 





In use in Great Britain, Canada and United States 





Dimensions of Sizes in Decimals of an Inch 




1 

2 

3 

4 

5 

6 

7 



Brown & 

Birming- 

ham 

American 
Steel & 

British 

Imperial 

Standard, 

S.W.G. 

Birming- 

ham 

Gauge, 

B.G. 

U.S. 

Machine 
& Wood 



Sharp’s, 

B. & S. 

Wire 

Gauge, 

B.W.G. 

Wire Co., 
A.S. & 
W. 

Standard, 

U.S.G. 

Screw 

Gauge, 

S.G. 


7/0 



.4900 

.500 


.500 


7/0 

6/0 

.5800 


.4615 

.464 


.46875 


6/0 

5/0 

.5165 

.500 

.4305 

.432 


.4375 


5/0 

4/0 

.46 

.454 

.3938 

.400 


.40625 


4/0 

3/0 

.40964 

.425 

.3625 

.372 

.500 

.375 

.03151 

3/0 

2/0 

.3648 

.380 

.3310 

.348 

.4452 

.34375 

.04468 

2/0 

0 

.32486 

.340 

.3065 

.324 

.3964 

.3125 

.05784 

0 

1 

.2893 

-.^300 

.2830 

.300 

.3532 

.28125 

.07100 

1 

2 

.25763 

.284 

.2625 

.276 

.3147 

.265625 

.08416 

2 

3 

.22942 

.259 

.2437 

.252 

.2804 

.25 

.09732 

3 

4 

.20431 

.238 

.2253 

.232 

.250 

.234375 

.11048 

4 

5 

.18194 

.22 

.2070 

.212 

.2225 

.21875 

.12364 

5 

6 

.16202 

.203 

.1920 

.192 

.1981 

.203125 

.13680 

6 

7 

.14428 

.18 

.1770 

.176 

.1764 

.1875 

.14996 

7 

8 

.12849 

.165 

.1620 

.160 

.1570 

.171875 

.16312 

8 

9 

.11443 

.148 

.1483 

.144 

.1398 

.15625 

.17628 

9 

10 

.10189 

.134 

.1350 

.128 

.1250 

.140625 

.18944 

10 

— HT' 

.09Q742_h 
— :05D§^ 

— J-12- — 

.109 

.1205 

.1055 

.116 

.104 

.1113 

.0991 

.125 

.109375 

.20260 

.21576 

11 

12 

13 

.071961 

.095 

.0915 

.092 

.0882 

.09375 

.22892 

13 

14 

.064084 

.083 

.0800 

.080 

.0875 

.078125 

.24208 

14 

15 

.057068 

.072 

.0720 

.072 

.0699 

.0703125 

.25524 

15 

16 

.05082 

.065 

.0625 

.0540 

.064 

.056 

.0625 

.0556 

.0625 

.05625 

.26840 

.28156 

16 

17 





18 

.040303 

.049 

.0475 

.048 

.0495 

.05 

.29472 

18 

19 

.03589 

.042 

.0410 

.040 

.0440 

.04375 

.30788 

19 

20 

.031961 

.035 

.0348 

.036 

.0392 

.0375 

.32104 

20 

21 

.028462 

.032 

.0317 

.032 • 

.0349 

.034375 

.33420 

21 

22 

.025347 

.028 

.0286 

.028 

.03125 

.03125 

.34736 

22 

23 

.022571 

.025 

.0258 

.024 

.02782 

.028125 

.36052 

23 

24 

.0201 

.022 

.0230 

.022 

.02476 

.025 

.37368 

24 

25 

.0179 

.02 

.0204 

.020 

.02204 

.021875 

.38684 

25 

26 

.01594 

.018 

.0181 

.018 

.01961 

.01875 

.40000 

26 

27 

.014195 

.016 

.0173 

.0164 

.01745 

.0171875 

.41316 

27 

28 

.012641 

.014 

.0162 

.0149 

.015625 

.015625 

.42632 

28 

29 

.011257 

.013 

,0150 

.0136 

.0139 

.0140625 

.43948 

29 

30 

.010025 

.012 

.0140 

.0124 

.0123 

.0125 

.45264 

30 

31 

.008928 

.01 

.0132 

.0116 

.0110 

.0109375 

.46580 

31 

32 

.00795 

.009 

.0128 

.0108 

.0098 

.01015625 

.47896 

32 

33 

.00708 

.008 

.0118 

.0100 

.0087 

.009375 

.49212 

33 

34 

.006304 

.007 

.0104 

.0092 

.0077 

.00859375 

.50528 

34 

35 

.005614 

.005 

, .0095 

.0084 

.0069 

.0078125 

.51844 

35 

36 

.005 

.004 

.0090 

.0076 

.0061 

.00703125 

.53160 

36 

37 

.004453 


.0085 

.0068 


.006640625 

; .54476 

37 

38 

.003965 


.0080 

.0060 


.00625 

.55792 

38 

39 

.003531 


.0075 

.0052 



.57108 

39 

40 

.003144 


.0070 

.0048 



1 .48424 

40 
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I 

the steel company of CANADA, LIMITED 


EXPLANATION OF DIFFERENT GAUGES 


No. 1. The standard in Canada and the United States for brass and copper 
wire and sheets made for electrical purposes known by the initials B. & S. 

No. 2. The Birmingham Wire Gauge, also known as Stubbs Iron Wire Gauge. 
Used in England as the standard for iron and steel wire, and by some makers in 
the United States. It is used for gauging all plate made by The Steel Company of 
Canada Limited, and sheets made by the American Sheet and Tin Plate Company* 
Used also by some American makers to gauge hoops, bands and boiler tubes 
thinner than ^ inch. Known by the initials B.W.G. 

No. 3. The most generally used American gauge for iron and steel wire. It is 
the old Washburn & Moen standard. Known by the initials A.S. & W. 

No. 4. The legal wire gauge of Great Britain. It is the Canadian Customs 
standard for metal sheets, plates, and wire. It is the standard of the Steel Company 
of Canada, Limited, for steel and iron wire larger than No. 20. Known by the 
initials S.W.G. Sometimes also called New British Gauge or N.B.G. 

No. 5. Properly called the Birmingham Sheet and Hoop Iron Gauge, or B.G. 
Issued March 31st, 1884, by the South Staffordshire Iron Masters’ Association for 
the use of sheet and hoop iron makers, and is the gauge used by them. Known by 
the initials. B.G. 

No. 6. Established by United States Congress, March 3rd, 1893, as the stan- 
dard for sheets and plates of iron and steel. Known by the initials U.S.G. 

No. 7. Used by machine and wood screw manufacturers in Canada and the 
United States. The difference between consecutive gauges is .01316 inch. Known 
by the initials S.G. 

To avoid errors and doubt as to the gauge referred to use the initials at the top 
of the columns in the table on the previous page. 

As various names and abbreviations, are sometimes applied to exactly the same 
gauge, the following may prove of interest and value. 

New British Standard, N.B.S., sometimes referred to as Standard Wire Gauge, 
S.W.G., Imperial Wire Gauge, I.W.G. 

Brown & Sharpe Gauge, B. & S., sometimes referred to as American Wire Gauge. 
A.W.G. 

Birmingham Wire Gauge, B.W.G., sometimes referred to as Stubbs Wire 
Gauge, S.W.G., Old English Standard, E.S.G., Iron Wire Gauge, I.W.G. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE RODS 


Basic Open Hearth Steel 
Rolled in our Rod Mills at Hamilton, Ont. 


/ 


We furnish these in Gauges A S. & W. No. 5 and larger, and in different qualities 
such as:— Ordinary, Rivet, Chain, Welding, Telegraph, Telephone, Spring, 
High Carbon, Horse Nail and Screw. 


MARKET WIRES FOR GENERAL MANUFACTURING AND 

MERCHANT USE 

Baling and Binding Wire; annealed, in coils or cut to length. 

Barbed Wire. 

Bolt Wire; annealed, annealed cleaned and limed, or bright soft drawn. 
Bookbinders’ Wire; bright, coppered, liquor bright, or tinned, (round or flat). 
Broom Wire; tinned. 

Button Wire. 

Chain Wire; ordinary or welding quality. 

Fence Wires; annealed and oiled, or galvanized. 

Florists’ Wire. 

Hay Baling Wire; in coils or cut to lengths. 

Mattress Wires; coppered, liquor bright, tinned or galvanized. 

Nail Wire; bright hard or mild drawn. 

Netting Wire; bright, annealed or galvanized. 

Pail Bale Wire; bright, coppered, tinned or galvanized. 

Rivet Wire; bright, annealed or mild drawn. 

Screw Wire; for cut or rolled thread. 

Spring Wire; bright or coppered. 

Stitching Wire; coppered, liquor bright or tinned, (round or flat). 

Telephone and Telegraph Wire; galvanized. 

Tinman’s Wire; bright, hard, or mild drawn. 

Weaving Wire; hard or soft. 

Welding Wire; for electric or oxy-acetylene welding; Galvanized Basic Welding 
Wire for electric welded hoops, etc. 

Whisk Wire; tinned. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRES FOR SPECIAL PURPOSES 


In requesting quotations on special wires please state plainly the purpose for 
which it is to be used, accompanying inquiries if possible with practical working 
saniples of wire previously used and giving satisfaction. Samples of wire less than 
15 inches long, are practically useless for test purposes. 


Armour Wire; galvanized for armouring cables. 

Armature Binding Wire. 

Bed Link Wire. 

Bonnet Wire. 

Bolt Wire. 

Bottling Wire. 

Brush Wire. 

Buckle Wire. 

Clothes Pin Spring Wire; galvanized. 

Cotter Pin Wire; half round. 

Hair Pin Wire. 

Hat Wire. 

Hook and Eye Wire. 

Mat Wire; galvanized. 

Mattress Wire; galvanized. 

Pin Wire. 

Poultry Netting Wire. 

Pump Rod; bright or galvanized. 

Rope Wire; bright or galvanized. 

Ramrod Steel. 

Reed Wire. 

Rivet Wire; bright, annealed, cleaned. 

Screw Wire; bright. 

Semaphore Wire; galvanized. 

Shoe Nail Wire. 

Signal Wire; galvanized. 

Spooled Wires; annealed, tinned, galvanized, coppered. 
Stapling Wire. 

Tag Wire. 

Tire Wire; bright or coppered. 

Weaving Wire; bright, bright annealed, galvanized or tinned. 


DRAWN SPECIAL SHAPE STOCK 


Square 

Oval 

Half Oval 


Convex 
Concave 
Half Round 


Grooved 

Triangular 


Made specially when ordered in sufficient quantity. 
Enquiries invited. 


NAIL WIRE 


Soft or Hard, Round, Square, Oval, Triangular or Grooved. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE— Con/. 

SMOOTH STEEL WIRES 

List of Extras for Sizes over Base and Price List on Fine Steel Sizes 

APPLYING TO 

Annealed, Bright Hard, Bright Soft Drawn, Coppered, Oiled, Spring and 

Tinned Wires 

(Corrected to March 10th, 1919) 


LIST OF EXTRAS 
For Sizes Over Base 


NET EXTRAS 


S. W. G. 

No. 

Annealed or 
Bright Hard 
Per 100 Pounds 


Per 100 Pounds 

2/0 and larger 

0 to 9 

10 

$0.40 

Base 

.06 

.12 

.20 

.30 

.40 

.55 

.70 

Bright Soft Drawn 

Coppered, S.W.G. No. 0 to 16... 
Oiled 

$0.15 
$0.60 to .85 
.10 
2.00 
2.00 
.15 
.10 

11 

Spring 

12 

Tinned 

13 

14 

Packing in cases or casks 

Bagging nr papering 

15 

16 



LIST PRICES FINE STEEL SIZES 


S.W.G. No. 

Per 100 Pounds 

S.W.G. No. 

Per 100 Pounds 

17 

$5.00 

5.50 

26 

$ 9.50 

10.00 

11.00 

12.00 . 

13.00 

14.00 

15.00 

16.00 

17.00 

18 

27 

19 

6.00 

28 

20 

6.65 

29 

21 

7.00 

30 

22 

7.30 

.31 

23 

7.65 

32 

24 

8.00 

33 

25 

9.00 

34 


Discount quoted on application 

EXTRAS NET PER 100 POUNDS 

APPLYING TO FINE SIZES 


Annealed 

Bright Hard 

Bright Soft Drawn 

Coppered S.W.G. No. 17 to 34. . 
Oiled 


Base 


Tinned, S.W.G. No. 17 to 25 

Base 


No. 26 to 31 

$0.15 

No. 32 to 34 

$0.75 to 

1.00 

Packing in cases or casks 

.10 

Bagging or papering 


$2.00 

4.00 

5.00 
.15 
.10 


EXTRA FOR WIRE PUT UP IN SMALL EXACT WEIGHT COILS 


Weight of Coil 

100 Lbs. or Over 

50 to 99 Lbs. 

45 Lbs. or Less 


75 to 100 lbs 

$0.05 



j 

51 to 74 lbs 

.10 



1 

26 to 50 lbs 

.20 

.30 


1 

11 to 25 lbs 

.30 

.45 

.50 

I 

10 lbs 

.40 

.60 

.75 

1 

5 lbs 

.80 

1.20 

1.50 

1 

2 lbs 

1.00 

1.50 

2 00 

j 

1 lb 

1.50 

2.25 

3 00 


8 02 

3 00 

4.50 

6.00 

i 

4 02 

6.00 

9.00 

12.00 

i 

1 02 

8 00 

12.00 

16.00 

» 


These Extras are per 100 pounds, and are not subject to discount 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE— Con/. 

CUT AND STRAIGHTENED WIRES 
List of Extras for Cutting to Exact Lengths 
APPLYING TO 

STEEL AND IRON WIRES OF ANY KIND 


Per 100 Pounds 


S.W.G. No. 

Longer than 20 Inches 

10 to 20 Inches 

5 to 10 Inches 

0 to 5 

$0.50 

$0.75 

$1.25 

6 to 9 

.75 

1.25 

2 00 

10 and 11 

1.00 

1.75 

2.50 

12 to 14 

1.50 

2.25 

3.50 

15 and 16 

2.00 

3.00 

4.50 


Discounts according to quantities. 

The above apply only for S. & .C. wire in bundles, not boxed or burlapped, 
or ends burlapped. 


EXTRAS FOR PACKING S. & C. WIRE 



Per 100 lbs. 

Ends burlapped 

$0.05 

.15 

.25 

$0.35 to .50 
.35 

Burlapped entire length 

Papered and Burlapped entire length 





HOMO STEEL RODS 

These are heavy drawn wires, supplied bright, straightened and cut to length. 
They are cut in lengths of 12 feet, and put up in catch weight bundles of about 
100 pounds. Also supplied annealed if requested. 

Sizes: — A, inch. 

Prices on application 
ANNEALED WIRE 

Any quality of wire can be supplied annealed. The annealing is accomplished 
by heating the wire in closed iron pots which renders it soft and pliable, or by draw- 
ing it through molten lead. Several different grades of annealed wire are described 
in this section of the catalogue. These are adapted for special purposes, and we 
can supply any grade desired on receipt of information as to the requirements. 

Prices on application. 

BRIGHT HARD WIRE 

This is the regular market wire ^ade in the same condition in which it leaves 
the last hole in the drawing plate, without further treatment. It has a moderate 
amount of stiffness, and is the grade of wire generally used in the manufacture of 
tinware, and for many other purposes, and is sometimes known as Tinman’s Wire. 
Made in all gauges and put up in catch weight coils weighing 50 to 70 pounds. 

Prices on application. 


i 

i 

{ 

{ 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE— Cant. 


WEAVING WIRE 

• Galvanized Wire for weaving and general purposes. Put up in catch 

weight coils. All gauges. 

Price on application. 

WELDING WIRES 

Band^^*'"^"'^^'^ Welding Wire for making Electric Welded Hoops and Broom 

Sw^ish Iron Welding Wire, also Mild Welding Wire, in coils or cut rods for 
Oxy-acetylene and Electric Welding purposes. 

Price on application. 


WHISK WIRE 


See Broom Wire, page 90. 


ARMATURE BINDING WIRE 

This wire is drawn from high grade steel and has a tensile strength sufficient 
to take care of stresses in adjustment without permanent elongation. Its ductility 
admits of necessary bends for securing the ends without risk of breaking. Supplied 
with a heavy coating of tin which prevents rust and makes it easy to solder bands 
during construction. ^ 


COTTER PIN WIRE 


Half Round Cotter Pin Wire supplied in gauges No. 00 down to No. 
tempered for the manufacture of Spring Cotters. 


11, correctly 


PIANO COVERING WIRE 

Steel Wire, heavily tinned or coppered, used for coiling around steel piano 
strings. Made in S.W.G. No. 14 to 33. Sizes, S.W.G. No. 14 to 23, put up in coill 
8 inches diameter and weighing 10 to 30 pounds. Sizes, S.W.G. No. 20 to 33 out 
Up on spools holding 10 pounds. ^ 

See also Copper Piano Covering Wire, page 97. 

Price on application. 


PIN WIRE 

Pm Wire is put up in coils 8 inches diameter and packed in barrels lined with 
damp P^oof papj holding about 550 pounds. The sizes used are Pin Wire Gauge 
No. 1, 2, 3, 4 and 5, or .0375, .033, .032, .030 and .0285 inch respectively. 

Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE— Con/. 


SINGLE LOOP WIRE BALE TIES 


asc^tain the len^h of bale tie required, add three inches to the measure 
around the bale when under pressure. 



long^^^^ baling purposes; from 12 to 16 gauge wire, and from 3 to 11 feet 

The following are stock sizes, the lengths being measured over all: — 


Gauge 

Length, Feet 

No. 14 

9 

QW 


9H 

9H 


oo 

lOH 


No. 13 

7^ 

9 

Qhi' 

10 

9H 

103^ 




lOM 


In bundles of 250 ties wrapped with burlap on both ends. Also supplied in 
exact weight bundles, if required. 

For oiling or galvanizing an extra charge will be made. 

Any size not listed promptly made to order. 

Price on Application. 

APPROXIMATE WEIGHT OF SINGLE LOOP BALE TIES PER BUNDLE 

OF 250 TIES 


Length in Feet 


6 . . . 
6M. 
6H. 
6H. 

7. . . 


7M. 

7H. 

1^: 

8H. 


8H. 
8H. 
9 . . . 

9M. 

9H. 

9M. 

10 ... 

lOH. 

10^. 

lOH. 


11 . . . 
IIM. 
11>^. 
IIM. 
12 . . . 


No. 12 


46.8 

48.7 

50.5 

52.3 

54.1 

56. 

57.8 

59.6 

61.4 

63.3 

65.1 

66.9 

68.7 

70.6 

72.4 

74*2 

76. 

77.9 

79.7 

81.5 

83.3 

85.2 
87. 

88.8 

90.6 


No. 13 


35.7 

37.1 

38.5 

39.9 

41.3 

42.7 

44.1 

45.5 

46.9 

48.3 

49.7 

51.1 

52.5 

53.9 

55.3 

56.7 

58.1 

59.5 

60.9 

62.3 

63.7 

65.1 

66.5 

67.9 

69.3 


No. 14 


26.7 

27.8 

28.9 

29.9 

31. 

32. 

33. 

34.1 

35.2 

36.2 

37.3 

38.4 

39.4 

40.5 

41.5 

42.6 

43.6 

44.7 

45.7 

46.8 

47.9 

48.9 

50. 

51. 
52.1 


No. 15 


No. 16 


21.5 

22.4 

23.2 

24.1 
25. 

25.8 

26.6 

27.5 

28.4 

29.3 

30.1 
31. 

31.6 

32.7 

33.5 

34.4 

35.2 

36.1 
37. 

37.8 

38.7 

39.5 
40.4 

41.2 
42.1 


16.4 
17. 

17.7 

18.4 
19. 

19.7 

20.3 

21 . 

21.7 

22.3 

23. 

23.6 

24.3 
25. 

25.6 

26.2 

26.9 

27.6 
28.2 

28.9 

29.5 

30.2 

30.8 

31.5 

32.2 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE— Coni. 

BALING AND BINDING WIRES 
Annealed Hay Baling Wire, plain, in coils weighing about 50 pounds. 

Price on application. 

Annealed Hay Baling Wire, plain, in cut lengths of 6 to 11 feet, in bundles of 
100 pounds. 

LIST PRICES 


S.W.G. No. 

Per 100 Lbs. 

S.W.G. No. 

Per 100 Lbs. 

9 

$5.40 

5.50 

133^ 

$5.75 

5.95 

10 

14 

11 

5.55 

15 

6.15 

12 

5.65 

16 

6.35 

13 

5.75 



Discounts quoted on application. 


BOLT AND RIVET WIRE 

Bright annealed and cleaned. In catch weight coils of about 150 pounds. 
Made in all sizes to any gauge desired. Sizes should be given where possible in deci- 
mals of an inch. 

Price on application. 


BOOKBINDERS* WIRE 

Bookbinders’ wire or stitching wire is made both round and flat in any gauge 
and may be coppered or tinned. 

Standard sizes are: 

Round Wire— S.W.G. 18 to 30 

Flat Wire —S.W.G. 18 x 20. 19 x 21H. 20 x 23 

20 X 24, 20 X 25. 21 x 25, 22 x 26 


Wound on spools containing 5 pounds, 20 spools in a case. Also in coils of 4 or 5 
pounds to fit the collapsible standard spools. The spools are billed at 20 cents each 
on the invoice, and the cases at $1.00 each. Both are returnable, and, if received in 
good condition, freight charges prepaid, credit will be allowed at invoice price. 

BROOM AND WHISK WIRE 

A tough, strong and heavily tinned wire put up in coils about 8 inches diameter, 
weighing about 10 to 30 pounds. S. W.G. 17 to 22. Packed in barrels of about 500 
pounds, and kegs of 100 pounds. 

Price on application. 


CHAIN WIRE 

Chain wire is for use in the manufacture of chains, either by forming or welding 
methdds and is specially prepared. We supply it as required in Bright Drawn, 
Bright Soft Drawn, Annealed and Cleaned, Annealed, Cleaned and Limed. Chain 
Wire is supplied in catch weight coils of about 150 pounds. 

Price on application. 


GALVANIZED FENCING WIRE 

Hard drawn open hearth steel wire, for fencing purposes. Heavily galvanized. 
S.W.G. No. 9 and 12 generally used, in catch weight coils of 50 to 70 pounds. 

Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE>-Co»/. 

PUMP RODS 
Bright and Galvanized 

Smooth Drawn stock furnished in diameters of ^ and inch. Put 

up in catch weight bundles of about 100 pounds, 20 foot lengths. 


RAMROD STEEL 

We supply a smooth drawn high carbon steel, drawn to exact decimal, and 
accurately straightened. Can be furnished coppered if desired. 

Price on application. 

STOVE PIPE WIRE 

Stove Pipe Wire is made in S.W.G. No. 18 and 19, and is put up in rings or 
coils of and pound, and the rings in bundles of 10 and 25 pounds. 

Price on application. 

SIGNAL WIRE 

A high carbon wire of great strength, galvanized to stand four immersion tests, 
generally called for in No. 8 and 9 gauges. Put up in catch weight coils of 24 inch 
diameter about 70 to 80 pounds. 

Price on application. 


SPOOLED WIRE 

For some purposes it is more convenient and less wasteful to have wire spooled 
than in coils. We can supply wire on spools in S.W.G. No. 18 to 36 and in weights 
5 to 10 pounds. Spools are billed at 20 cents on the invoice and if returned, freight 
prepaid, in good condition, credit will be allowed at this rate. 

Price on application. 


TAG WIRE 

Bright, Tinned or Annealed Steel Wire, is furnished in coils about 8 inches 
diameter, weighing 10 to 30 pounds, or in bundles of 1,000 pieces, straightened and 
cut to length. Made in any gauge and length required. 

Price on application. 


TIRE WIRE 

For use in solid rubber carriage tires. Made bright or coppered in either regu- 
lar hard drawn or spring qualities. Cut to specified lengths in any gauge desired. 

Price on application. 
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WIRE — Cont. 


WIRE HOOPS 





We furnish two styles of Wire Hoops. The twisted splice and electric welded; 
in plain, galyanized, coppered or japanned wire, and in any gauge and length 
desired. 

The twisted splice hoop is used principally for neck, eighth, quarter and bilge 
hoops, or slack and tight barrels and kegs and wooden ware of all descriptions, and 
also to a small extent as reinforcement in cylindrical concrete work. 

The Electric Welded Hoop, is used for finely finished wooden ware packages, 
broom bands and on jacket cans, or for toy hoops or for any purpose for which a 
smooth wire hoop is wanted. 

To obtain the correct length pass a steel tape around the barrel at a point three- 
quarters of an inch nearer the end of the barrel than the position to which the hoop 
IS to be driven. 

Samples furnished on request. 

Shipped in bundles of 250. 

Price on application. 

GALVANIZED CLOTHES LINE WIRE 



No. 19 

Made of soft, open-hearth steel wire, heavily galvanized with pure spelter. 
Packed for hardware trade in coils of 50, 100 and 200 feet. It is used also for 
other purposes for which any length required can be supplied. 


LIST OF SIZES MADE AND COILS PER BARREL 


S.W.G. 

Approx. 

Diam., 

Inches 

6 Wires 


7 Wires 


Weight 

per 

1,000 Feet, 
Lbs. 

Number 
50-Foot 
Coils, 
per Bbl. 

Number 
100-Foot 
Coils, 
per Bbl. 

Weight 
* per 
1,000 Feet, 
Lbs. 

Number 
50-Foot 
Coils, 
per Bbl. 

Number 
100-Foot 
Coils, 
per Bbl. 

17 


48 

100 

70 

55 

100 

70 

18 

A 

35 

135 

100 

42 

135 

100 

19 


28 

170 

120 

33 

170 

120 

20 

A 




20 

200 

140 


The weights and coils per barrel are approximate. 

Prices on application. 
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MATTRESS WIRE 

Mattress Wire is correctly tempered, heavily tinned; galvanized or coppered. 
Put up in coils 8 inches in diameter and packed in paper lined barrels of about 550 
pounds. The sizes generally used are S.W.G. No. 18 to 24. 

Price on application. 


NAIL WIRE 

Soft or Hard, Round, Square, Oval, Triangular or Grooved. 

Our Hard Nail Wire will be found much stiffer and stronger than the majority 
of nail wires and consequently makes a better nail for either soft or hard wood. 

The soft quality nail wire is particularly suitable for the manufacture of nails 
with large heads, such as roofing, slate and lath nails and other specials. 

NETTING WIRE 

Annealed or galvanized annealed wire, for weaving and general purposes. 
Put up in catch weight coils 50 to 70 pounds, all gauges. 

Price on application. 

PAIL BAIL WIRE 

We supply a special wire of the correct temper, bright, coppered, tinned or 
galvanized, in coils or cut to exact lengths. 

Price on application. 


SCREW WIRE 


Mild drawn in coils or straight lengths, for thread rolling or thread cutting and 
automatic work. 


Price on application. 


SPRING WIRE 

We manufacture Furniture Spring Wire, 16 gauge and heavier. Premier, Crown 
or Acme quality, bright, coppered or tinned. Enquiries should state clearly the 
amount of spring required in the wire and, if possible, should be accompanied by 
a sample of the wire wanted or a sample of the spring. We can also supply spring ^ 
wire drawn from a special grade of rods of a quality to stand knotting. 

Price on application. 


STITCHING WIRE 
See Bookbinders’ Wire, page 90. 

TINMAN’S WIRE 
See Bright Hard Wire, page 87. 
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WIRE— Co«/. 

TELEPHONE AND TELEGRAPH WIRES 


We manufacture various grades of 
wire to conform to all standard speci- 
fications for telegraph and telephone 
work. Orders, or enquiries for prices, 
should state the constant required, the 
quality of galvanizing, gauge, style and 
weight of bundles and other conditions 
to which the wire must conform. 

Galvanizing of a quality to with- 
stand the four one-minute immersion 
test is standard. Trials of our wire 
have repeatedly shown that it is more 
heavily galvanized than this severe 
test requires. 


Our regular wire i s made in the following three classes:— 


Constant 

Constant. 

Constant, 


6.000 to 5,700 
5.600 to 5,500 

5.000 


Recognized sta ndard weights per mile are:- 


B.W.G. 

Decimal 

Weight per Mile, Lbs. 

4 





790 

570 

8 


9 

• xOO 

400 


• 140 

330 

250 


• 104 

ino 

14 


165 


• UOu 

96 


‘rr -r T caicuiaiea oy dividing the constant number 

conductivity^*^ ^ lower constant numbers representing wires of higher 
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WIRE— Co»/. 

GALVANIZED STEEL WIRE STRAND 
Seven Wires Twisted Into One Strand 
Galvanized and Extra Galvanized 



Used for signal and semaphore wires, guy wires on steel stacks and transmis- 
sion towers, telegraph and telephone lines, suspending trolley wires, messenger 
strand for telephone and telegraph cables and many other purposes. 

The wire is drawn to B.W.G. sizes. Three grades are made, of different break- 
ing strains: Soft, Hard, and Crucible. 

The galvanizing is smooth and can be supplied in the regular quality of galvan- 
izing (sometimes referred to as 2 dip) or extra galvanized to withstand the standard 
four one-minute immersion test. 


LIST PRICES 

Approximate Weight Per 1,000 Feet and Breaking Strain 


Diameter 

Finished 

Strand, 

Inch 

List Prices, per 100 Lbs. 

B.W.G. 
Number 
of Wires 
Com- 
posing 
Strand 

Weight 

per 

1,000 

Feet, 

Pounds 

Breaking Strain, ! 

Pounds 

Soft 

Hard 

Crucible 

Soft 

Hard 

Crucible 

H 

$9.00 

$9.00 

$9.00 

m 

564 

10,000 

14,700 



9.00 

9.00 

9 00 

9 

410 

8,000 

10,500 

19,000 

k 

9.00 

9.00 

9.00 

10 

320 

6,000 

7,800 

14,000 

H 

9.00 

9.00 

9.00 

11 

240 

6.000 



A 

9.50 

9.50 

9.50 

12 

220 

5,000 

6,500 

11,000 


10 00 

10.00 

10.00 

13 

174 

3,800 

4,700 

9,360 


10.50 

10.50 

10.50 

14 

120 

2,800 

3,310 

6,300 

A 

11 00 

11.00 

11.00 

15 

100 

2,200 

2,800 


A 

12.00 

12.00 

12.00 

16 

80 

1,700 

2,640 

4,300 

A 

13.00 

13.00 

13.00 

17 

55 

1,300 

2,200 


A 

14.00 

14.00 

14.00 

18 

42 

1,000 



H 

15.00 

15.00 

15 00 

19 

33 

700 



A 

16.00 

16.00 

16.00 

20 

25 

560 



A 

17.00 

17.00 

17.00 

21 

20 

490 




In ordering give size, grade. Soft, Hard or Crucible, and galvanizing required, 
supplied in coils or on reels. 
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WIRE— Con/. 


BRASS WIRE 

Soft and Hard or Spring Temper 

(Adopted April 20th, 1899) 


LIST PRICE 


S.W.G. No. 


3 to 8. . 
9 to 11.. 
12 to 14. . 
15 and 16 
17 and 18 

19 and 20 
21 and 22 , 

23 

24 

25 

26 


Soft and Hard 


Per Pound 


$0.46 

.47 

.48 

.49 

.50 

.51 

.52 

.54 

.56 

.64 

.70 


27 

28 

29 

30 

31 

32. 

33. 

34. 

35. 

36. 


S.W.G. No. 


Per Pound 


$0.76 


.96 

1.02 

1.10 

1.18 

1.28 

1.40 


Discounts quoted on application. 


NET EXTRAS 




Per Pound 


Per Pound 

Coils of 1 pound 

Coils of or pound 

$0.01 

.02 

.04 

Spring Temper 

$0.02 

Coils of 1 or 2 ounces 

Quantity under 50 lbs 

0.03 



SIZE OF COILS 

pounds! wSppld^n “P ^ 


SNARE WIRE 


Soft Brass Snare Wire, S.W.G. No. 21, 23 and 24 
ounce coils, five pounds in a bundle. 


Put up in one and two 
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WIRE— Con/. 


SOFT COPPER WIRE 
Price List and List of Extras 

APPLYING TO 

ANNEALED OR SOFT COPPER WIRE 
(Adopted April 20th, 1899) 


S.W.G. 

No. 

Per Pound, 
List 

S.W.G. 

No. 

Per Pound, 
List 

3 to 10 

$0.56 

.57 

.64 

.66 

.68 

.70 

.72 

.76 

.80 

.86 

.96 

28 

$1.02 

1.08 

1.24 

1.34 

1.46 

1.64 

1.90 

2.60 

11 to 16 

29 

17 and 18 

30. . 

19 and 20 

31. . 

21 

32 

22 

33 

23 

34 

24 

35 

25 


26 

27 



Discounts quoted on application. 


NET EXTRAS 



Per Pound 

■■ ^ ■ 

Per Pound 

Orders under 50 lbs 

$0.03 

.01 

.02 

.04 

Tinning, No. 8 and heavier 

Tinning, No. 9 to 12 

n 

Coils of 1 pound 

Coils of or ^ pound 

Coils of 1 or 2 ounces 

Tinning, No. 13 and 14 

Tinning, No. 15 to 17 


Tinning, No. 18 and 19 

Tinning, No. 20 to 24 



^ Annealed copper wire is regularly put up in coils of 5 and 10 pounds, wrapped 
in paper. 

COPPER PIANO WIRE 

Copper Wire for covering steel piano strings is made of medium temper, pure 
copper, highly polished, and perfectly free from dirt or grease. Sizes A. S. & W. 
Gauge No. 16, 17, 173^, 18, 18^, 19, 193^^, 20, 21, 22, 23, 24, 25, 26, 27 and 28. 
Put up in catch weight coils of 10 to 30 pounds, 8 inches in diameter. The finer 
sizes will be supplied, when desired, on spools containing 5 pounds. 

See also Tinned Steel Piano Covering Wire, page 88. 
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WIRE— Con/. 


WEIGHT AND TENSILE STRENGTH OF PURE COPPER WIRE 


Size, 

B. & S. 

No. 

Weight per 
1,000 Feet, 
Pounds 

Weight 

per 

Mile 

Hard Drawn, Pounds 

Annealed 

, Pounds 

Actual 

Average 
per Square 
Inch 

Actual 

Average 
per Square 
Inch 

0000 

639.8 

3.383.04 

8,260 

49,700 

5.320 

32.000 

000 

507.3 

2,682.85 

6,550 

49,700 

4,220 

32.000 

00 

402.4 

2,127.66 

5,440 

52,000 

3,340 

32,000 

0 

319.4 

1,688.20 

4,530 

54,600 

2,625 

32.000 

1 

253 

1,338.10 

3,680 

56,000 

2,100 

32,000 

2 

200.6 

1,061.17 

2,970 

57,000 

1,670 

32,000 

3 

159.1 

841.50 

2,380 

57,600 

1,323 

32.000 

4 

126.2 

667.38 

1,900 

58,000 

1,050 

32.000 

5 

100.0 

529.23 

1,580 

60,800 

884 

34,000 

6 

79.35 

419.69 

1,300 

63,000 

700 

34,000 

7 

62.96 

332.82 

1,050 

64,200 

556 

34.000 

8 

49.92 

263.96 

843 

65,000 

441 

34.000 

9 

39.57 

209 35 

678 

66,000 

350 

34.000 

10 

31.39 

165.98 

546 

67,000 

277 

34.000 

12 

19.74 

131.65 

343 

67,000 

174 

34,000 

14 

12.42 

65.658 

219 

68.000 

110 

34,000 

16 

7,802 

41.292 

138 

68,000 

68.9 

34.000 

18 

4.910 

25.970 

86.7 

68,000 

43.4 

34,000 

19 

3.897 

20.594 

68.8 

68,000 

34.4 

34.000 

20 

3.096 

16.331 

54.7 

68,000 

27.3 

34,000 


FLORISTS* WIRE 

This wire is prepared especially for florists’ use. It is black or tinned, extra 
soft, straightened and cut in lengths ready for immediate use. Packed in convenient 
form, 12 pounds in a wooden box. Sizes: S.W.G. No. 18 to 36 and in lengths 6, 
9, 12, 15 and 18 inches. 

Florists’ Wire is also furnished in coils about 8 inches diameter and weighing 
10 to 30 pounds, and on spools containing 5 pounds. 


Prices on application. 


THE STEEL COMPANY OF CANADA, LIMITED 


WIRE— Com. 


STRANDED COPPER CABLE 



Concentric Type 


transmission cables larger than B. & S. No. 0000 are difficult to 
r?rL mconvenient to handle owing to their size and stiffness. Large conduc- 

^ ‘ several wires in concentric layers. By this method any de- 

sired degree of flexibility can be obtained by using large or small component wires. 

copper cable is formed by grouping six wires around a central wire, 
InH ^ seven wire cable. The next layer is applied in a reverse direction 

and contains 12 wires, thus producing a cable of 19 wirel This, again, may be in- 
creased by a third layer of IS wires, making a cable of 37 wires, by a fourth layer of 

dfrt^Hnn ^ ® Successive layers are applied in a reverse 

dir^tion to the preceding layer and contain always 6 wires more than the layer 


WIRES IN STRANDED COPPER CABLES 


Number of layers 

1 

2 

3 

4 

5 

6 

7 

Wires in last layer 

6 

12 

18 

24 

30 

36 

42 

Total number of wires 

7 

19 

37 

61 

91 

127 

169 


PRICE PER POUND FOR STRANDING 


B. & S. No. 

Per Pound 

0000 to 8 

9 and 10 

11 to 13 

$0.00>4 

.00^ 

.OOH 

.02 

.05 

17 to 

21 to 24 

Base price quoted on application. 
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WIRE— Con/. 

HARD DRAWN COPPER TROLLEY WIRE 


Round Grooved Figure 8 



Copper Trolley Wire is made of hard drawn copper wire in three shapes, round, 
grooved and figure 8. In general four sizes of trolley wire are used, B. & S. No. 0 
to 0000. Trolley wire is shipped on strongly built wood reels containing approxi- 
mately 3,000 feet. 


NET EXTRAS 



Per Pound 

Round Copper Trolley Wire 

Grooved Copper Trolley Wire 

Base 

$0,001^ 

.01 

Figure 8 Copper T rolley Wire 



WEIGHT AND TENSILE STRENGTH OF ROUND TROLLEY WIRE 


B. & S. No. 

Approximate Weight, Pounds 

Tensile Strength, Pounds 

Per Mile 

Per 1,000 Feet 

Actual 

Per Square Inch 

0 

1,685 

319 

4,522 

54,500 

00 

2,132 

404 

5,550 

52,800 

000 

2,690 

509 

6,735 

51,000 

0000 

3,386 

641 

8,140 

49,000 


DIMENSIONS OF HARD DRAWN COPPER TROLLEY WIRE 


Section of 
Trolley Wire 

Size 

B. & S. 

Sectional 
Area in 
Cir., Mills 



Approximate 

Dimensions 



A 

B 

C 

D 

E 

F 

G 

R 

Round 

0 

105.600 

.325 

.1625 








00 

133.200 

.365 

.1825 








000 

168.100 

.410 

.2045 








0000 

211.600 

.460 

.230 







Grooved American 

00 

133.200 

.392 

.196 


.20 

78° 

27° 

51° 

.015 

Standard 

000 

168.100 

.430 

.215 

A 

.22 

78° 

27° 

51° 

.015 


0000 

211.600 

.482 

.241 


.25 

78° 

27° 

51° 

.015 

Figure 8 

00 

133.200 

.480 

.352 

.108 

.196 






000 

168.100 

.540 

.400 

.130 

.222 






0000 

211.600 

.600 

.450 

.150 

.250 
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GALVANIZED BARBED WIRE 


4 X 6 — Four point, regular barbed cattle fencing wire. Barbs spaced 6 inches 
are wrapped around both strands. No. 12 gauge line wires, No. 13 gauge barbs. 
Weights per mile 352 pounds, or 15 feet weigh one pound. 


4 X 4— Hog Fencing, four point barbs thickset. Barbs spaced 4 inches are 
wrapped around both strands. No. 12 gauge line wires. No. 13 gauge barbs. Weight 
per mile, 384 pounds, or 13^ feet weigh one pound. 

The measurements given are approximate only and are not guaranteed. We 
sell barbed wire and plain twisted wire by weight, and do not guarantee any par- 
ticular length to a given weight. 
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GALVANIZED BARBED WIRE 



fencing, barbs, spaced 5 inches, are wrapped around 

Sndto?t5fS;weU^“nlXd^^^^ 


PLAIN TWISTED FENCING WIRE 


Plain twisted galvanized wire, two wires No. 12 gauge: weight oer mile 2SS 
pounds, or 18}4 feet weigh one pound. weignt per mile 2S8 

=.11 iJ^’k 5 '®a?“''ements |:iven are approximate only and are not guaranteed. We 
sell barbed wire and plain twisted wire by weight only and do not guarantee anv 
particular length to a given weight. guaranree any 


GALVANIZED COILED SPRING WIRE 


rif S- vsSrfs'g. ri 

140 to 160 pounds, or split bundles 60 to 80 pounds. ^ 

Prices on application. 
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FENCING and GATES 



“ Invincible” Fencing is made from High Grade 
Open Hearth” Steel Wire, entirely in our own 
plants, from the ore to the finished article. 

In the manufacture of this Fencing our first 
consideration is quality, and no effort is spared' 'to 
attain this end. Throughout all departments men 
of long and thorough experience are in charge and 
are supported by every modern facility. 

” Invincible” Fencing is fully guaranteed, equal 
strands, straight stays, solid and secure locks, and 
in all respects a perfect fence. 

A summary of our various styles will be found 
on page 105. We issue a Fence and Gate Catalogue, 
giving full details of all styles of Fence and Gates, 
and copy will be mailed upon request. 
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INVINCIBLE FENCING 


POULTRY FENCING 

Style 2060 — Twenty strands, sixty inches high, stays eight inches apart. 

Style 1848 — Eighteen strands, forty-eight inches high, stays eight inches apart. 


Style No. 748-0 — Seven strands, 48 inches high, upright wires 22 inches apart. 
Spacing of line wires graduating from the bottom 5, 63^, 7H» 0, 10, 10. 
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SUMMARY OF STYLES 

HEAVY STYLES STEEL CO. STANDARD FENCE WIRE 


Style No. 

Number of 
Strands 

Height. 

Inches 

Distance 

Between 

Upright 

Wires, 

Inches 

Spacing of Laterals 

433-0 

4 

33 

22 

10 . 11, 12 

540-0 

5 

40 

22 

8 . 9, 11, 12 

630-0 

6 

30 

22 

5, 5. 6. 7. 7 

640-0 

6 

40 

22 

6 . 7. 8. 9. 10 

740-0 

7 

40 

22 

5. 6, 6, 7, 7H, 8H 

748-0 

7 

48 

22 

5. 6H. 7H, 9, 10, 10 

842-0 

8 

42 

22 

6 , 6, 6. 6, 6, 6, 6 

842 

8 

42 

16H 

6 . 6, 6, 6. 6. 6. 6 

847-0 

8 

47 

22 

4, 5. 6. 7, 8, 8, 9 

847 

8 

47 

16H 

4. 5, 6. 7, 8, 8, 9 

936 

9 

36 

16H 

3. 3. 3H, 4)^. 5. 5, 6, 6 

948 

9 

48 

16H 

6 , 6, 6, 6. 6, 6, 6, 6 

948 S 

9 

48 

12 

6 , 6. 6. 6, 6. 6. 6, 6 

950-0 *. . . 

9 

50 

22 

, 3, 4, 5, 6. 7, 8. 8, 9 

950 

9 

50 

16H 

3. 4. 5. 6, 7, 8. 8. 9 

1050 

10 

50 

16H 

3. 3H. 4. 4, 5H. 6. 7, 8, 9 


MEDIUM WEIGHT STYLES 

Top and Bottom Wires Standard Gauge. Intermediates and stays No. 12 Wire. 


Style No. 

Number of 
Strands 

Height, 

Inches 

Distance 

Between 

Upright 

Wires, 

Inches 

Spacing of Laterals 

642 

6 

42 

13 

6. 7, 9, 9, 11 

726 

7 

26 

13 

3, 3. 3H. 4H, 5H, 

726-1 

7 

26 

6 

3. 3. 3H, 4H. 5>4. 6M 

742 

7 

42 

13 

6, 6. 7, 7. 8. 8 

834-1 

8 

34 

6 

3, 3H. 3H, 43^, 5M. 6. 8 

935 

9 

35 

13 

3, 3. 33^. 4, 434, 5, 6, 6 


POULTRY FENCING 

Top and Bottom Wires Standard Gauge. Intermediates and stays No. 13 Wire. 


Style No. 

Number of 
Strands 

Height, 

Inches 

Distance 

Between 

Upright 

Wires, 

Inches 

Spacing of Laterals 

1848 

18 

48 

8 

134. IH, IH. IM. IM. 2 . 2 . 234. 23 .^ 

3. 334 . 3>^. 334 . 4, 4, 4H, 5 


2060 

20 

60 

8 

IH. IH, IH. IM. IH, 2. 2. 2H. 234 . 3 

3M. 334 . 334 . 4, 4, 434 . 5. 6. 6 
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INVINCIBLE LAWN FENCING 



^ Style L. Made in all heights from 2 feet to 4 feet. Upright wires No 9 wire 
horizontal wires two strands No. 13 wire. Put up in rolls of 165 feet. We do not 
cut rolls. Can be supplied plain galvanized, or painted green over the galvanizing. 



LAWN FENCE 

Style C.-— Made in heights of 36 ins., 42 Ins. and 48 ins. Upright wires No 9 
wire, horizontal wires 2 strands No. 13 wire. Put up in rolls of 165 feet. We do 
not cut rolls. Can be supplied plain galvanized, or painted green over the eal- 
vanizing. ^ 
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INVINCIBLE GATES 



THE “PREMIER GATE,” (Patented 1914) 

“rner farm gate, wire braced. Filling No. 9 Galvanized 
annl^ra^nrp"nf ^o. 7, wire heavily galvanized. Note the extra strong 

phWht r% as compared with other makes. The wide set hinges en- 

able the Gate to swing on the posts, impossible to sag, and will last for many years 



DOUBLE LAWN GATES 

Lawn Gates made to order promptly, and to match either style ol 

LTppiS’S.S'grS.';"" ■■ 


our Lawn 
Can also 
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• WIRE PRODUCTS 

FENCE STAPLES 

Bright and Galvanized 



Sizes 


Length inside, inches 

1 


IH 

A 

IH 

A 

Width inside, inches 

A 

S.W.G. No 

9 

9 

9 

9 

Approximate number per pound .... 

110 

89 

74 

67 


Price on application. 


Net Extras 



Per 100 Pounds 

50 pounds boxes 

$0.50 

.50 

25 pound boxes 



POULTRY NETTING STAPLES 



Sizes 


Length inside, inches 

A 


H 

A 

1 

A 


Width inside, inches 


S.W.G. No 

14 

512 

13 

336 

13 

13 

260 

13 

Approximate number per pound. . . . 

284 

212 


List Prices 



1-Pound 

Boxes 

10-Pound 

Boxes 

25- and 50- 
Pound Boxes 

100-Pound 

Kegs 

Galvanized, per 100 pounds 

$13.50 

13.00 

$12.50 

12.00 

$12.25 

11.75 

$12.00 

11.50 

Bright, per 100 pounds 






r 


BED STAPLES 

Round Steel Wire, Bright or Coppered 


List Price per 100 lbs. 


Length inside, inches 


H 

i1 


H 

1 

Width inside, inches 

S.W.G. No 

ri 

H 

14 

H 

14 

Approx, number per pound . 

896 

784 

600 

512 

464 

List Price, 100-pound kegs . . 

$10.50 

$10.50 

$9.75 

$9.50 

$9.00 


Net Extras 



Per 100 Pounds 

50-pound boxes 

$0.50 

.50 

.80 

25-pound boxes 

10-pound boxes 
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Length 

Inside, 

Inch 

Width, Inside 

S.W.G. No. 

Approximate 
Number 
per Pound 

Per 100 Pounds 

Vs 

H 

UH X 19 

1,680 

$25.00 


H 

13H X 18 

1,344 

18.50 

Vs 

A 

13H X 18 

800 

17.50 

H 

A 

12H X 17 

688 

16.50 

% 


12H X 17 

592 

16.00 

1 

A 

12H X 17 

464 

15.00 

1 

A 

lOH X 15 

428 

15.00 


WIRE PRODUCTS— Coni. 



ELECTRICIANS’ STAPLES 
Round or flat crown, made from flat steel wire, bright or 
coppered. 


Net Extras 


50-pound boxes. 
25-pound boxes. 
10-pound boxes. 


Per 100 Pounds 


$0.50 

.50 

.80 


BROOM STAPLES 

Same shape as Electricians’ Staples, Round or Flat Crown, made from flat 
steel wire, bright or coppered. 


Length, 

Inside, 

Inch 


Vs 

% 


Width 

Inside, 

Inch 


8 

H 


S.W.G. No. 


123 ^ 

12H 

12H 


17 

17 

17 


Approximate 
Number 
per Pound 


1,344 

800 

688 


Per 100 Pounds 


$18.50 

17.50 

16.50 


Net Extras 


50-pound boxes. 
2^pound boxes. 
10-pound boxes . 


Per 100 Pounds 


$0.50 

.50 

.80 


n 


COOPERS’ OR HOOP STAPLES 
Made from flat steel wire, coppered or bright. 


Length 

Inside, 

Inch 

Width 

Inside, 

Inch 

S.W.G. No. 

Approximate 
Number 
per Pound 

Per 100 Pounds 



13H X 18 

752 

$18.50 

A 


13^ X 18 

704 

18.00 

Vs 

H 

13H X 18 

655 

17.50 

H 

H 

123^ X 17 

600 

16.50 


A 

133^ X 18 

640 

17.50 

H 


12H X 17 

535 

16.50 


Net Extras 


50-pound boxes . 
25-pound boxes . 
10-pound boxes . 


Per 100 Pounds 


$0.50 

.50 

.80 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE PRODUCTS— Con/. 


BARREL OR BOX STAPLES 



Plain 



Patent 



Flat 



Style 

Round 

Plain 

Wire 

Round 

Patent 

Wire 

Gauge 

Flat Wire 

Gauge 

Length inside, inch 

Width inside, inch 

Per 100 pounds 

Vs 

$16.50 

H 

Vs 

$17.50 

14 

15 

H 

Vs 

$17.50 

12)^ X 17 
13H X 18 


Net Extras 




Per 100 Pounds 

50-pound boxes 

$0.50 

.50 

.80 

25-pound boxes 

10-pound boxes 



DOUBLE POINTED CARPET TACKS 



No. 3 


to 


Blued, coppered or tinned, flat steel wire, 
order. 


No. 12 

Blued tacks are standard, others 


Size No. 


3 

9 

10 

11 

12 

14 


Width 

Inside, 

Inch 

Length 

Inside, 

Inch 

Per dozen papers of 75 

In 25-, 50- or 
100-pound 
Boxes, Blued 
or Coppered 

Approximate 
Number 
per Pound 

Blued or 
Coppered 

Tinned 


Vs 

$1.20 

$1.80 




TjT 

1.20 

1.80 

$20.00 

1,344 



1.30 

1.95 

18.50 

1,248 

¥ 

A 

1.40 

2.10 

18.00 

1,136 

A 


1.60 

2.40 

17.50 

768 



1.85 

2.80 

17.00 

656 


Net Extras 




Per 100 Pounds 

10-pound, boxes 

$0.80 

1.00 

7.50 

1-pound papers 

Tinning in bulk 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE PRODUCTS— Con/. 

STEEL CORRUGATED FASTENERS 



Made of sheet steel of any depth and with any number of corrugations, and with 
either plain or saw edge. These fasteners take the place of dowels and tenons and 
are strong and inexpensive to use. The plain edge fasteners are chiefly used for hard 
woods or for driving into the end grain of soft wood. The saw edge fasteners are 
more suitable for soft wood when driven across the grain as they cut their way 
without crushing the wood. They are largely used by manufacturers of agricultural 
implements, carriages, wagons, coffins, caskets, furniture, packing cases, picture 
frames; by pattern makers, and in all sorts of woodwork. 


List Price Per Thousand, Plain and Saw Edge 





Depth, Inches 



Number of 








Corrugations 










% 

V2 

% 


% 

1 

2 

$0.45 

$0.55 

$0.60 

$0.80 

$0.90 

$1.00 

$1.15 

3 

.60 

.75 

.85 

1.00 

1.15 

1.35 

1.45 

4 

.75 

.95 

1.05 

1.30 

1.45 

1.75 

1.85 

5 

.90 

1.20 

1.30 

1.70 

1.85 

2.20 

■ 2.40 

6 

1.10 

1.40 

1.50 

1.85 

2.15 

2.55 

2.85 

7 

1.30 

1.60 

1.80 

2.20 

2.50 

3.00 

3.35 


Packed in Bulk in Kegs of 100 Pounds. Also supplied in coils. 

Price on Application. 
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SLATIN6 6 ROOFING 
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THE STEEL COMPANY OF CANADA. LIMITED 


WIRE NAILS— Con/. 


WIRE SASH OR DOWEL [PINS 


Length, 

Inches 


K. 

1 ... 

IH. 


S.W.G. 

No. 


8 or 10 
8-or 10 
8 or 10 
8 or 10 


Approxi- 
mate 
Number 
per Pound, 
S.W.G. 
No. 8 


250 

210 

190 

165 


Advance 
Over Base 
per 

100 Pounds 


$2.25 

2.00 

1.75 

1.75 




Length, 

Inches 


IM. 

lys. 

IH. 

IH. 


S.W.G. 

No. 


Approxi- 
mate 
Number 
per Pound, 
S.W.G. 
No. 8 , ‘ 


150 

130 

120 

110 


Advance 
Over Base 
per 

100 Pounds 


$1.40 

1.40 

1.15 

1.15 


Net Extras 



Length, 

Inches 



S.W.G. 

No. 

Diameter 
of Head, 
Inch 

Appipxi- 

mate. 

Number 

ppr 

Pound 

Length, 

Inches 

V 

S.W.G. 

No. 

Diameter 
of. Head, 
Inch 

Approxi- 

mate 

Number 

per 

Pound 

M 

7 


H 

JL 



n 




8 

9 

10 

12 


205 

-252 



i 

8 

9 

10 


128 

156 

183 





7 

A 


K 

7 


A 

: 219 

i 253 



8 

108 

131 

154 


8 

9 

10 


IH 

9 

10 

7 

1 

12 

7 

} 

sN 

) 


8 

9 

93 

113 


8 

9 

10 



r-o 

2 

7 



IH 


K. 

15o 

193 

224^ 

2yi 

8 

9 

7 

Til 


/ 7 


H 

7 



8 

9 

7 



1 8 
\ 9 

Vio 

m 


142 

173 

201 

2H 

H 




IT 

iV 


8 

9 1 



Prices on Application. 
Net Extras 


Barbed .... 
Galvanized . 


Per 100 Pounds 


$0.25 

Price on application 
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WIRE NAILS— Con/. 


WIRE 

NAILS 

Length, 

Inches 

S.W.G. 

No. 

Advance 
Over Base 
per 

100 Pounds 

Length, 

Inches 

S.W.G. 

No. 

Advance 

Over Base 
per 

100 Pounds 

H 

H 

H 

15 or 16 

14 or 15 

14 or 15 

$3.50 

2.00 

1.50 

1 



IH 

14 

14 

\14 

$1.25 

1.25 

.90 

WIRE BASKET NAILS ^ 

! - 

Length, 

Inches 

S.W.G. 

No. 

Advance 
Over Base 
per 

100 Pounds 

Length, 

Inc^s 

S.W.G. 

No. 

Advance 

Over Base 
per 

100 Pounds 

^ 

M 

K 

17 

17 

17 

$3.00 

2.50 

2.50 



IH > 

V-i— 

r 17 

17 

16 



$2.00 

2.00 

1.65 


Net Extras! 


Per 100 Pounds 


Barbed . 
Blued. . 
Coated . 




$0.25 

.25 

.25 


SMOOTH WIRETOOX NAILS 



Size, d 


Length, Inches 


.W.G. N^r^ 


Approximate 
Number 
per Pound 


Advance 
Over Base 
per 100 Pounds 


2d 

3d Fine 
3d 

4d 

5d 

6d 

7d 

8d 

9d 

lOd 

12d 

16d 

20d 

30d 

40d 




1 

IH 

IS 

2H 

3 

3H 

3^ 

4 

4^ 

5 

6 / 


1.143 

1.015 

701 

640 

473 

406 

268 

238 

164 

114 

105 

77 

71 

52 

46 

35 

23 

15 


$1.25 

1.25 

.90 

.90 

.65 

.65 

.55 

.55 

.40 

.40 

.35 

.35 

.35 

.30 

.30 

.25 

.25 

.25 


Net Extras 


Barbed 

Blued 

Coated 

We supply box nails specially adapted for Machine Driv^ 


Per 100 Pounds 


$0.25 

.25 

.25 
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APPROXIMATE NUMBER OF WIRE NAILS PER POUND 
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w 

00 coffin 

rH 

rH 

CO in to 

o 

■^■^loto^- o> 

Oi 

Tj'UOtOt^OO o 

00 

lOUOt^OOO >-H 

t> 

tOtXJOO)^ SninS 

to 

b-ooO'-ico mc30i-tino^ 

rHr-lrH .-H i-t M M 0>3 

lO 

OOOi»-tCOlO 00»-<10010 »hQ 

f-lC'lCOCOCO Tj<lO 


OlOCO-^t^ OT}<oOCOOi touoo 

M CQ OQ CO 00 TflO t> 


Oi-iTj<coa> coto^-tts-oo c^egoico 

rHiHrHr-lr-l C'J CQ CO CO 'cf UO tO O 

00 

S2S2?3 sgsg? SSg 2 S? 

CO 

S22?3S §S?5;SS5 ss?gsg 1 


15 

16 

21 

24 

28 

33 

39 

45 

54 

62 

75 

90 

114 

149 

195 

258 

, <N 

16 

17 

23 

26 

30 

36 

42 

50 

60 

69 

82 

99 

125 

164 

214 

284 

350 

O'! 

ot>int^to cviooscvjoo uoo^oo 

tHrHwcvjco Tj^Ttiotot^ o^<-tcoooco »-iobo 
rHi-lr-lCNJ cocoin 


Of-iOOCVJOO lOCOCVJUOtO COT}<t^rJ<00 OOOiHO^ 

oQc^cvjcoco Ti*Lf5coi>oo ocgiooto iSmcnS 

rH .-1 T-l O') cvj COTj<lOt^ 

S 

KSSSS 88 S 8 S' 

rH»-HrHC<lC0 lO <£) 00 i-H 


27 

29 

38 

44 

50 

60 

71 

82 

100 

115 

138 

165 

209 

274 

357 

473 

584 

761 

1038 

1379 

1778 


33 

34 

45 

52 

60 

72 

85 

99 

120 

137 

165 

198 

251 

329 

429 

568 

701 

913 

1246 

1655 

2133 



50 

58 

67 

80 

94 

111 

133 

153 

184 

220 

279 

365 

476 

631 

778 

1015 

1385 

18391 

2370* 

3333 

- 

57 

65 

76 

90 

106 

123 

149 

172 

207 

248 

314 

411 

536 

710 

876 

1143 

1558 

2069 

2667 

OtJ* 


87 

103 

121 

141 

171 

197 

236 

283 

359 

469 

613 

811 

1001 

1305 

1781 

2364 

2933 

l§ 


100 

120 

141 

164 

200 

229 

276 

333 

418 

548 

714 

947 

1168 

1523 

2077 

2758 

3556 

2 to 00 

OC')^ 

5o>to 

0t>-O) 

50000 

OOOrf 
'^00 I-H 


169 

197 

239 

275 

331 

397 

502 

658 

857 

1136 

1402 

1828 

2495 

3310 

4267' 


211 

247 

299 

345 

414 

496 

628 

822 

1072 

1420 

1752 

2280 

31161 

4138| 

5334* 


663 

837 

1096 

1429 

1893 

2336 

3048 

4156 

5517 

7112 

5Qt^ 

5moo 

5oocv) 

5rHlO 

o'Srto” 

5t^io 

Sc^oo 

-Eh eg 


2840 

3504 

4571 

6233 

8276 

10668 


c 

Wire Gauge 

^ Hs 

o Nco "xtintoc^oo 0 ) 0 »HCNco rj-mtot^oo OO'-HC') 

rH.-lr-lrHrH trH CSJ O') C^) 
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These approximate numbers are an AVERAGE only, and the figures given may be varied either way, by changes in the dimensions of the heads or 
points. Brads and no-head nails will run more to the pound than table shows, and large or thick-headed nails will run less. 



THE STEEL COMPANY OF CANADA. LIMITED 


WIRE NAILS— Com/. 


MISCELLANEOUS WIRE NAIL LIST 
(September 1st, 1899) 

(Confirmed Oct. 22nd, 1918 

Applying to all Nails except Standard Nails 



Net Extras 



In addition to these Extras— Nails on the above list in less than 100 lbs. of one size, 

Ic per lb. extra net. 


THE STEEL COMPANY OF CANADA, LIMITED 
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THE STEEL COMPANY OF CANADA. LIMITED 


WIRE NAUJS-Cont. 


STERILIZED LATH NAILS 


The process we employ for sterilizing and bluing wire nails is such that it 
makes it perfectly safe for a lather to put them in his mouth, which is a common 
practice. | 

These nails are packed in paper-lined kegs for the purpose of keeping thein clean 
and sanitary. ^ 

■ \ y 

An extra charge of 25c per 100 pounds is made for bluijlg these spedal nails. 



WIRE H^^l^AILS 

Lengths, 114 , 2. 2M. 214 , 3, 3J^p^n|:hes. S.W.G. No. 3, 4, 5 and 6. 

Sold on the Standard ComiMn- Wire Nail List at $1.00 net advance on the same 
lengths of Common Wire Nailsi \ ; 




ifND COPPER WIRE NAILS 


Stai^ard wire na^s, Vltnch nails, box nails, roofing nails, slating nails and other 
shapes a^e sometime^ required made of copper or brass. The minimum quantity 
that cai^be made at/a reasonable price is 100 pounds. On receipt of information 
as to styje of nail waited and quantity required we will quote prices. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE NAILS— Co«<. 

ESCUTCHEON PINS 

Round Head and Headless, Steel and Brass 

List Prices per Pound. In any quantity in bulk or 1 pound papers. 

STEEL 







Length, Inches 







S.W.G. No. 
















* 

H 

Vs 




Vs 

1 


IH 


IH 

2 

10 



$0.25 

$0.23 

$0.22 

$0.21 

$0.20 

$0.19 

$0.18 

$0.17 

$0.16 

$0.15 

$0.15 

11 



.26 

.24 

.23 

.22 

.21 

.20 

.19 

.18 


.17 

.16 

.16 

12 



.27 

.25 

.24 

.23 

.22 

.21 

.20 

.19 


.18 

.17 

.17 

13 



.28 

.26 

.25 

.24 

.23 

.22 

.21 

.20 


.19 

.19 

.19 

14 

$0.40 

$0.33 

.30 

.28 

.26 

.25 

.24 

.23 

.22 

.22 


.21 

.21 

.21 

15 

.45 

.35 

.32 

.30 

.28 

.27 

.26 

.25 

.24 

.24 


.24 

.24 

.24 

16 

.50 

.40 

.35 

.32 

.30 

.28 

.27 

.26 

.26 

.26 


.26 

.26 

.27 

17. 

.55 

.45 

.37 

.34 

.32 

.30 

.29 

.28 

.28 

.28 


.28 

.29 

30 

18 

.60 

.50 

.40 

.36 

.34 

.32 

.30 

.30 

.30 

.30 


.32 

.33 

.35 

19 

.70 

.55 

.50 

.45 

.40 

.35 

.35 

.38 

.38 

.38 


.40 



20 

.85 

.65 

.60 

.50 

.45 

.40 

.40 

.45 

.45 

.45 





21 

1.00 

.80 

.70 

.60 

.55 

.55 

.60 

.60 







22 

1.25 

1.00 

.85 

.70 

.65 

.70 














Extras 









Tinned 

add 50% to list prices. Japanned, add 25% to list 

prices. 







BRASS 















Length,' Inches 







S.W.G. No. 
















A 

H 



Vs 

H 

Vs 

1 

IH 

IH 


IH 

2 

10 



$0.75 

$0.73 

$0.72 

$0.71 

$0.70 

$0.69 

$0.68 

$0.67 

$0.66 

$0.65 

$0.65 

11 



.76 

.74 

.73 

.72 

.71 

.70 

.69 

.68 


.67 

.66 

.66 

12 



.77 

.75 

.74 

.73 

.72 

.71 

.70 

.69 


.68 

.67 

.67 

13 



.78 

.76 

.75 

.74 

.73 

.72 

.71 

.70 


.69 

.69 

69 

14 

$0.90 

$0.83 

.80 

.77 

.76 

.75 

.74 

.73 

.72 

.71 


.70 

.70 

.70 

15 

.95 

.85 

.82 

.78 

.77 

.76 

.75 

.74 

.73 

.72 


.72 

.72 

.72 

16 

1.00 

.90 

.85 

.82 

.80 

.78 

.76 

.75 

.74 

.74 


.74 

.74 

.75 

17 

1.10 

1.00 

.92 

.89 

.87 

.85 

.83 

.81 

.80 

.80 


.80 

.81 

82 

18 

1.20 

1.10 

1.00 

.96 

.94 

.92 

.90 

.90 

.90 

.92 


.92 

.93 

.95 

19 

1.35 

1.20 

1.15 

1.10 

1.05 

1.00 

1.00 

1.03 

1.03 

1.03 

1.05 



20 

1.55 

1.35 

1.25 

1.20 

1.15 

1.10 

1.10 

1.15 

1.15 

1.15 





21 

1.75 

1.55 

1.45 

1.35 

1.30 

1.30 

1.35 

1.35 







22 

2.00 

1.75 

1.65 

1.45 

1.40 

1.45 









The above prices apply only on 

orders of 25 pounds or over, exceot underlined 

sizes, which are standard, to which they apply in any quantity. 









Quantity Extras, Net 








When sizes 

not 

underlined (in above tables) are ordered in less than 25-lh. 

lots, the following extras apply. 












Quantities 

Per Pound 

20 to 24 pounds 


$0 05 


15 to 19 pounds 


" 10 


10 to 14 pounds 


!i5 


5 to 9 pounds 


.20 


Less than 5 pounds 













' 2 s 
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THE STEEL COMPANY OF CANADA, LIMITED 


WIRE NAILS-Co«L 


FINISHES 

Blued Wire Nails 


Wuing process is particularly desirable in small sizes of nails that are to 
be driven by machinery. The ^ail is cleaned thoroughly and improves the smooth- 
ness of the finish. 

A nominal charge is made for bluing and is embodied in the Standard and Mis- 
cellaneous wire nail lists. 


CEMENT COATED WIRE NAILS 


Nails are coated with cement while the nail is hot, by a 
all parts of the nail. A coated nail has great holding power. 


process which covers 


An extra charge is made, as in the case of Blued Nails. 


GALVANIZED WIRE NAILS 


The process of galvanizing employed by us enables us to deliver to the trade 
galvanized nails which are thoroughly protected by a heavy and uniform coating 
of pure spelter. The coat is applied by the hot process after the nail is made, and 
covers head, point and shank. We will furnish any style of nail galvanized. 

application^^^ galvanizing wire nails which will be quoted on 


COPPER AND BRASS PLATED NAILS 


It is sometimes desirable that the Standard Nail should be Copper or Brass 
An extra charge is made for this work and prices will be quoted on application. 
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THE STEEL COMPANY OF CANADA. LIMITED 


STANDARD CUT NAILS 



(List of January 6th, 1898) 
In kegs of 100 pounds 


Size, 

d 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approxi- 
mate 
Number 
per Pound 

Size, 

d 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approxi- 
mate 
Number 
per Pound 

2d 

3d. fine 

3d 

4d 

5d 

6d 

7d 

8d 

9d 

1 

IVs 

IH 

2 

2H 

2H 

$1.00 

1.00 

.65 

.40 

.40 

.30 

.30 

.15 

.15 

850 

800 

550 

350 

330 

180 

140 

100 

80 

lOd 
. 12d 

16d 

20d 

30d 

40d 

50d 

60d 

70d 

3 

■ 

4 

5H 1 
6M 1 

$0.10 

.10 

.05 

.05 

Base 

65 

50 

40 

31 

22 

18 

14 

12 

8 


FINE BLUED CUT NAILS 



Size, 

d 

Length, 

Inches 

Advance Over Base, 
100 Pounds 

Approximate Number 
per Pound 

2d 

3d 

1 

lyi 

$1.50 

1.00 

1,000 

800 


CUT CASING AND FLOORING NAILS 



Casing 


Flooring 


Size, 

d 

Length, 

Inches 

Advance- 
Over Base 
per 100 
Pounds 

Approxi- 
mate 
Number 
per Pound 

Size, 

d 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approxi- 
mate 
Number 
per Pound 

3d 

4d 

5d 

6d 

7d 

8d 

IH 

IH 

IH 

2 

2H 

2H 

$1.20 

.95 

.95 

.70 

.70 

.65 

550 

350 

330 

180 

140 

100 

9d 

lOd 

12d 

16d 

20d 

30d 

2H 

3 

2H 

3H 

4 

4H 

$0.65 

.60 

.60 

.60 

.55 

.55 

80 

65 

50 

40 

31 

22 


100 pounds. 


Base Price on application. 
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CUT NAILS-Co«/. 

CUT FINISHING NAILS 



Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approximate 

Number 

per 

Pound 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approximate 

Number 

per 

Pound 

% 

$2.00 


2 

$0.70 

140 

1 

1.50 

560 

2)4 

.70 

88 

\}4 

1.20 

440 

2H 

.65 

80 


.95 

256 

2% 

.65 

69 



m 

.95 

180 

3 and longer. . . . 

.60 

56 


CUT CLAPBOARD NAILS 



Length, Inches 

Size, d 

Advance Over 

Base per 100 
Pounds 

Approximate 
Number 
per Pound 

2 

6d 

$0.70 

180 

2^ 

7d 

.70 

140 

2)4 

8d 

.65 

100 


CUT SLATING NAILS 



Length, 

Inches 

Advance Over Base 
per 100 Pounds 

Length, 

Inches 

Advance Over Base 
per 100 Pounds 

1 

$1.50 


$0 95 

1)4 

1.20 



2_ 

.95 

IH 

.95 




Base price on application. 
Galvanizing extras on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


CUT NAILS-Con/. 

CUT ROOFING NAILS 


Length, Inches 

Per 100 Pounds 

Length, Inches 

Per 100 Pounds 

1.^:;; 

$9.00 

8.00 

8.00 

8.00 



$8.00 

8.00 

8.00 

114... 

m 

114... 

2 



Discounts on application. Galvanizing extras on application. 

^ CUT BARREL NAILS 

41 

Best Blued or Bright 

Length, Inches 

Advance 

Over Base 

Per 100 Pounds 

Length, Inches 

Per 100 Pounds 



$1.75 

1.50 

1.25 

1.00 



$8.75 

8.25 

7.75 

7.50 

7.00 

1 

M 

11^.. 

K 


1 



1 

Base price on application. 

CUT COOPERS’ NAILS 

Bright or Blued 

Length, Inches 

Per 100 Pounds 

Length, Inches 

Per 100 Pounds 

ys 

y. 

$8.75 

8.25 

7.75 

1 

$7.50 

7.00 

y, 






CUT BASKET NAILS 



Discounts on 


application. 


Lengths, Inch 






IH 
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THE STEEL COMPANY OF CANADA, LIMITED 


CUT NAILS-Con/. 


CUT BOAT NAILS 



Black and Galvanized. In boxes of 25 pounds, or in kegs of 100 pounds 
(List of June 1st, 1917) 


Length, Inches 

Galvanized 
and Black, 

Per Pound 

Length, Inches 

Galvanized 
and Black 

Per Pound 

% 

$0.32 


$0 24 

% 

.30 

2_ . . 

.23 

1 

.28 

2M 

.23 

IH 

.28 

2>i 

22 

IM 

.26 

2% 

22 

IH 

.24 

a t.n 6 

21 






Discounts on application. 


CUT DORY NAILS 



Black and Galvanized 
(List Prices 100 Pound Basis) 



Size, 

Length, 

Black, Advance 

Size, 

Length, 

Black, Advance 


d 

Inches 

Over Base 

d 

Inches 

Over Base 

4d 

2 

$1.35 

1.35 

7d 

2^ 

2M 

3 

$1.00 
.80 ' 

.80 

.70 

5d 

8d 

6d 

1.00 

9d. . 




lOd 








Base price on application. 
Galvanizing extras on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


CUT NAILS-Conf. 

SHARP AND FLAT PRESSED NAILS 

In Boxes of 50 Pounds 


Sharp 



Flat 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approximate 

Number 

per 

Pound 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approximate 

Number 

per 

Pound 

IH 



IH 

$4.00 

3.50 

3.00 

2.50 

1.85 

1.85 1 

600 

440 

304 

264 

2 

2H 

2H 

2H 

3 and longer . . 

$1.65 

1.65 

1.50 

1.50 

1.35 

113 

96 

88 

80 

CUT CLINCH NAILS 

In Boxes of 50 Pounds 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approximate 

Number 

per 

Pound 

Length, 

Inches 

Advance 
Over Base 
per 100 
Pounds 

Approximate 

Number 

per 

Pound 

1 



IH 

IH 

2 

$1.50 

1.20 . 

.95 

.95 

.70 

560 

440 

256 

180 

140 

iM;::::::::: 

2H 

3 and longer . . 

$0.70 

.65 

.65 

.60 

88 

80 

69 

56 


Base Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


CUT NAILS-Con/. 


SPECIAL CUT NAILS 

If ordered in sufficient quantity, we are prepared to cut any special 
pattern or size of cut nails. Owing to the expense of making dies, orders 
for special cut nails should amount to a sufficient quantity to cover 
their cost, otherwise the price of the nails will be excessive. 


GALVANIZED CUT NAILS 

The process of galvanizing employed by us enables us to deliver 
to the trade galvanized nails which are thoroughly protected by a heavy 
and uniform coating of pure spelter. The coat is applied by the hot 
process after the nail is made, and covers head, point and shank. We will 
furnish any style of nail galvanized when desired. 

An extra charge is made for galvanizing cut nails, which will be 
quoted on application. 


COPPER CUT NAILS 

Standard Cut Nails and other patterns of cut nails are sometimes 
required made of copper. The minimum quantity that can be made 
at a reasonable price is about 100 pounds. On receipt of information 
as to style of nail and quantit]^ required, we will quote prices. 
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THE STEEL COMPANY OF CANADA. LIMITED 


PRESSED OR SHIP SPIKES 



BLACK AND GALVANIZED 


(List of Extras Adopted January* 2nd, 1913) 


Siie Square, 

Inch 

1 

Length, 

Inches 

Advance Over Base 
per 100 Pounds 

H 

3, 3M -. 

Cl OR 

K • 

4. 5. 6. 8 

OR 

A 

5. 6. 7. . . 


li 

6. 7. 8. - 

• DU 

An 

A 

7, 8, 9. . . 

.4U 

OR 

}4 

8, 9, 10, 12 

• 4&0 

on 



10. 12 

on 

M 

14 

.20 




Base price quoted on application. 


Net Extras 

Quantities less than 100 pounds of a size, 50 cents per 100 pounds. 

Sizes not enumerated take extra of nearest size plus 25 cents net extra per 100 
pounds. ^ 

Galvanized, hot process, price on application. 


PRESSED OR SHIP SPIKES 
Approximate Number per 100 pounds 


Size, 

Square 

Inch 





Length, 

, Inches 




4 


5 

6 

7 

8 

9 

10 

11 

12 

H 

1,100 

976 

920 

862 

774 






^ 

757 

710 

620 

579 

442 

424 

382 




H 

570 


470 

380 

325 

300 

265 

240 



A 




300 

290 

255 

200 

180 


140 

H 




225 

185 

165 

150 

135 


120 

H 

M 






110 

100 

90 


80 
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THE STEEL COMPANY OF CANADA, LIMITED 


SPIKES-C<w/. 


DRIFT OR WHARF SPIKES 

SQUARE ROUND 




15-0 


No. 1. Shear Point. Button Head 


No. 10. Shear Point, Button Head 




No. 2 . Shear Point, Struck to Centre, 
Button Head 


D 




No. 20. Shear Point, Struck to Centre, 
Button Head 


No. 3, Chisel Point, Button Head 

No. 30. Chisel Point. Button Hea^^ 

No. 4. Shear Point, Headless 

No. 40. Shear Point, Headless 

- 1 

No. 5. Shear Point, Struck to Centre, 
Headless 

No. 50. Shear Point, Struck to Centre, 
Headless 

/' 



No. 6. Chisel Point, Headless 


No. 60. Chisel Point, Headless 



No. 7. Shear Point, Countersunk Head 



No. 8. Shear Point, Struck to Centre, 
Countersunk Head 


No. 9. Chisel Point. Countersunk Head 



No. 70. Shear Point, Countersunk Head 



No. 80. Shear Point. Struck to Centre, 
Countersunk Head 

No. 90. Chisel Point, Countersunk Head 
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SPIKES— Cow/. 

RAILROAD TRACK AND SHIMMING SPIKES 
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THE STEEL COMPANY OF CANADA, LIMITED 


SPIKES— Con/. 

RAILROAD TRACK SPIKES 

List of Net Extras and Base Sizes, in Casks or Boxes of 224, or Kegs of 100 Pounds 


Size Square, 

Inches 

Length, 

Inches 

Advance Over Base 

Per 100 Pounds 

Aand 

53^ 

Base 

3^ 

3, 3K, 4, 4H 

$0.15 

A 

33^, 4, 4)4 

.25 


3. 33^. 4. 434 

!40 

A 



234, 3. 3>4. 

95 

A 

2 

i!30 


Additional Net Extras 

Goldie Points. Price on application. Other Lengths than Listed $0.25 per 100 lb. 


SHIMMING SPIKES 
List of Net Extras Over Railroad Spikes 


Size, 

Square, 

Inches 

Length, Inches 

Advance Over Base of 
Railroad Spikes 
per 100 Pounds 

3^ 

8, 9 

Prices on application. 

A 

7, 8, 9 

% 

7, 8, 9 




I^ILROAD AND SHIMMING SPIKES 
Approximate Number in Keg and Quantities per Mile 


Length Measured 
Under the Head, 
Inches 

Average Number 
per Cask of 224 
Pounds 

Quantity of Spikes per Mile of 
Single Track, Ties 2 Feet Centre to 
Centre, 4 Spikes per Tie 

Rail Used, 
Weight per Yard, 
Pounds 

Pounds 

Casks 

9 X ^ 

208 

11,370 

50.75 


9 X tA 

236 

10,040 

44.82 


9 X 34 

286 

7,526 

33.59 


8 X A 

259 

9,172 

40.94 


8 X 34 

314 

8,260 

36.87 


7 X A 

289 

8,184 

36.53 


634 X A 

314 

7,550 

37.70 

100 to 110 

6 X 34 

301 

7,852 

35.05 

90 to 110 

6 X A 

326 

7,150 

31.92 

90 to 110 

534 X 34 

297 

8,000 

35.71 

75 to 90 

534 X A 

377 

6,300 

28.12 

45 to 75 

5 x^ 

337 

7,000 

31.25 

40 to 56 


419 

5,650 

25.22 

40 to 56 

5 X 34 

444 

5,350 

23.88 

40 to 56 

434 X 34 

603 

3,950 

17.63 

40 to 56 

434 X A 

722 

3,300 

14.73 

28 to 30 

434 X 34 

958 

2,750 

12.27 

28 to 30 

4 x34 

633 

3,750 

16.74 

30 to 35 

4 X A 

834 

2,850 

12.72 

28 to 30 

4 X 34 

1,122 

2,100 

9.37 

28 to 30 

334 X 34 

743 

3,200 

14.28 

30 to 35 

3H X A 

963 

2,450 

10.93 

20 to 28 

334 X 34 

1,342 

1,800 

8.03 

16 to 20 

3 xA 

1,093 

2,200 

9.82 

16 to 20 

3 X ^ 

1,531 

1,550 

6.92 

16 to 20 


1,766 

1,594 

7.11 

16 to 20 

234 X 34 

1,618 

1,500 

6.69 

12 

234 X A 

1,976 

1,200 

5.35 

8 
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i 

i 

( 
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THE STEEL COMPANY OF CANADA, LIMITED 


TACKS-Cowf. 


CUT TACKS 

Blued or Tinned 

1 114 2 21^ 3 4 6 8 10 12 14 16 18 Oz. 

3/16 3i/16 4/16 5/16 6/16 7/16 8/16 9/16 10/16 11/16 12/16 13/16 14/16 In. long 



4 6 

7/16 8/16 


CARPET TACKS 

Blued or Tinned 

8 10 12 

9/16 10/16 11/16 


14 16 Oz. 

12 /16 13 /16 Inches long 



GIMP TACKS 


Blued, Tinned or Japanned 


2 

5/16 


2H 

6/16 


3 

7/16 


4 

8/16 


6 

9/16 


T n 1 1 


8 Oz. 

10/16 Inches long 



Packed in half weight or pound papers, 25, 50 or 100 lb. boxes. 
See page 134 and 135 for list prices and full range of sizes. 
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TACKS-Co«/. 


THE STEEL COMPANY OF CANADA, LIMITED 


SOLID HEAD LINING TACKS 
Japanned 



14 Oz. 

12 /16 Inches long 
Packed in one pound papers, 25, 50 and 100 pound boxes. 

See^^pages 134 and 135 for list price, and full range of sizes. 

OVAL HEAD TRUNK TACKS 
Black, Tinned or Brass Plated 



Packed in one pound papers, 25, 50 and 100 pound boxes. 
See.pages 134 and 135 for list price, and full range of sizes. 

BILL POSTERS’ OR RAILROAD TACKS 
Blued or Tinned 


18 Oz. 

14/16 Inches long 



^dCKea m one pound papers, 25, 50 and 100 pound boxes. 
See pages 134 and 135 for list price, and full range of sizes. 

COPPER TACKS 

All sizes in pound papers or bulk — list price $2.25 per lb. 


Price on application. 


ZINC TACKS 



THE STEEL COMPANY OF CANADA, LIMITED 


TACKS— Cow/. 

CHEESE BOX TACKS 
Flat or Oval Heads, Blued Steel 


3/4 11/16 5/8 9/16 1/2 



Made in sizes, ounces 

6 

8 

10 

12 

14 

16 

18 

Length, inches 

1/2 

9/16 

5/8 

11/16 

3/4 

13/16 

7/8 


Same list price as Upholsterers’ Tacks, pages 134 and 135. 
Packed in boxes of 25 pounds. 


PICTURE FRAME POINTS 


4/8 5/8 6/8 7/8 



Made in sizes, inches 

4/8 

5/8 

6/8 

Made in sizes, ounces 

4 

8 

12 


Same list price as Lace Tacks, pages 134 and 135. 

Packed in one pound papers and 25, 50 and 100 pound boxes. 


BERRY BOX TACKS 

T T T T T 

Made in one size only. Size IJ^ oz. Length ^ inches. 
Take same list price as Basket Tacks, pages 134 and 135. 
Packed in one pound papers, 25, 50 or 100 pound boxes. 


139 



THE STEEL COMPANY OF CANADA, LIMITED 


TACKS— Con/. 

CLOUT NAILS 

Bright, Blued, Tinned, Coppered, or Copper 
H 6/8 7/8 1 IH l}4 IK 



Packed in one pound papers, 25, 50 or 100 pound boxes. 

TRUNK NAILS 

Bright, Blued, Tinned, Coppered or Brass Plated 



Made in sizes, inches 

4/8 

5/8 

6/8 

7/8 

1 

IH 

IH 

IH 

IK 


Brass Plating 5c per pound net extra over Blued. 

See page 134 and 135 for list price. 

Packed in one pound papers, 25, 50 or 100 pound boxes. 


2 
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THE STEEL COMPANY OF CANADA, LIMITED 


TACKS— Cont. 


CUT BASKET NAILS 
Blued or Bright 


Made to order only. 

Packed in 25, 50 or 100 pound boxes. 
See pages 134 and 135 for list price. 


CUT CHAIR NAILS 
Blued or Bright 


Length, inches 4/8 5/8 6/8 7/8 8/8 9/8 10/8 


Packed in one pound papers, or 25 pound boxes. 
See pages 134 or 135 for list price. 


BRUSH TACKS 
Blued 

— — — 


Length, inches 4/8 5/8 6/8 7/8 8/8 9/8 


Made to order only. 

Packed in one pound papers, 25, 50 and 100 pound boxes. 
See pages 134 and 135 for list price. 


STEEL CANOE TACKS 
Blued or Tinned 


I^nde in sizes, ounces 

6 

8 

10 

12 

14 

16 

18 










See pages 134 and 135 for list price. 



THE STEEL COMPANY OF CANADA, LIMITED 


TACKS-Con/. 

ASSORTMENT OF CUT TACKS 
B.B. Blued Steel 

100 Quarter Weight Papers Assorted 


Assortment 


Per Box 

No. 410—4- to 10-ounce 

Ten 4-ounce, thirty-five each 6- and 8-ounce, twenty 
10-ounce 

$12.65 

12.65 

No. 414 — 4- to 14-ounce 

Fifteen 4-ounce, twenty-five each 6- and 8-ounce, 
fifteen 10-ounce, and ten each 12- and 14- 
ounce 




Packed in wooden boxes. 


CONTENTS OF FULL CASES OF TACKS SOLD IN DOZENS 
CUT TACKS, LARGE HEAD CARPET, AND GIMP TACKS 


1 

IH 

2 

2H 

3 

4 

6 

8 

10 

12 

14 

16 

18 

20 

22 

24 

Oz. 

48 

48 

48 

48 

48 

48 

48 

48 

30 

30 

16 

16 

16 

16 

16 

16 

Doz. papers. 


DOUBLE POINTED CARPET TACKS 
Packed 48 dozen papers in a case. 

SWEDES AND UPHOLSTERERS’ TACKS 
In Bulk, in 25, 50 and 100 pound boxes, 

TRUNK TACKS, CHEESE BOX TACKS 
In 25, 50 and 100 pound boxes 

SHOE TACKS 

From 1 oz. to 4 oz., packed 48 doz. in a case. 5 oz. and 6 oz., 30 doz. in a case, 

HUNGARIAN NAILS 
In half and one pound papers, in 100 pound cases. 


All other goods in one pound papers, in 100 pound cases (including Shoe, Fin- 
ishing, Trunk, Clout Nails, etc.), 100 pounds per box. 

Goods in bulk in 100 pound packages. 
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THE STEEL COMPANY OF CANADA. LIMITED 


TACKS-Co«/. 


PRICE LIST OF CAPPED GOODS 
(Adopted January 1st, 1916) 

SADDLE NAILS OR TACKS 

. Silvered and Japanned 


No. 4 — ^All lengths, 100 to paper, per paper. 
No. 4 — ^All_lengths, in bulk, per pound 


LINING TACKS 

Silvered and Japanned 

In Papers 


2}/2 to 12 ozs. (75 in a paper), per paper. 
14 to 24 oz. (75 in a paper), per paper. . 


In Bulk 


CAPPED TRUNK TACKS 
(Same Price as Lining Tacks) 

TUFTING BUTTONS 
(22 Line) 


Silver and Japanned (100 Count in doz.), per doz. 
Colors (100 Count in doz.), per doz 


TIN CAPPED TRUNK NAILS 
(In 1 Pound Papers) 


$0.68 

2.25 


$0.25 

.32 


2J4 

3 

4 

6 

8 

10 

12 

14 

16 


$5.10 

$4.90 

$4.25 

$3.65 

$3.20 

$2.90 

$2.65 

$2.65 

$2.65 

....Per lb... 


$6.65 

9.20 



% 

% 

1 and IH 

IK 

IK 

Inch 

$1.50 

$1.35 

$1.28 

$1.20 

$1.10 

$1.00 

Per lb. 


Brass Plating, per 100 pounds extra net. . . 
Copper Plating, per 100 pounds extra net . 


$5.00 

2.00 
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THE STEEL COMPANY OF CANADA, LIMITED 


TACKS-Con/. 


OVAL HEAD SADDLE NAILS 
Silvered or Japanned. Enameled in Colors to Order. 



In papers of 100, 10 papers in a package. 
In boxes of 50 or 100 pounds to order. 


FLAT HEAD SADDLE NAILS 
Made to order only. 


OVAL HEAD CAPPED LINING TACKS 
Silvered or Japanned 



Packed in papers of 75, 20 papers in a package. 
Packed in boxes of 25, 50 or 100 pounds to order. 


TUFTING BUTTONS 

Silvered, Japanned or Green. Enameled in Colors to Order. 



22 line or inch diameter 

Packed in papers of 100, 1 dozen papers per package. 

See page 143 for list price. 

Also in packages. 12 papers of 1 gross =1 great gross (1728 buttons) or in 
bulk by great gross. 

Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


TACKS-Co»/. 


TIN CAPPED TRUNK NAILS 



See page 143 for list price. 


ZINC COATED GLAZIERS* POINTS 
Triangle 

3 2 1 0 00 000 



Full Size Cuts 


In half pound papers only. 

List price, any size, 25 cents per pound. 


GALVANIZED TACKS 

All tacks, other than copper or brass, can be galvanized. 

Price on application. 
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SHOE FINDERS’ LIST. 




THE STEEL COMPANY OF CANADA. LIMITED 


SHOE FINDINGS-Conf. 

SHOE RIVETS 
Steel or Brass Wire 

Bright or blued. JBright shipped unless otherwise specified. 





, 4/8 5/8 6/8 7/8 8/8 

Made in sizes, gauges — 18, 17, 16 

Made in sizes, inches-~3H /8, 4/8, 4>4/8, 5/8, 53^/8, 6/8, 7/8, 8/8, 9/8, 10/8, 11/8, 12/8, 13/8, 14/8 
Packed in one pound papers. 

See Shoe Finders’ List, pages 146 and 147, for list price. 

CLINCH POINT SHOE RIVETS 
Steel or Brass Wire 

Blued or bright. Blued shipped unless otherwise specified. 



4/8 5/8 16/S J/S 8/8 

Made in sizes, gauges — 18, 17, 16 

Made in sizes, inches— 3^/8, 4/8, AH/S, 5/8, 53^/8, 6/8, 7/8, 8/8, 9/8, 10/8, 11/8, 12/8 
Packed in one pound papers. 

See Shoe Finders’ List, pages 146 and 147, for list price. 

COBBLERS’ RIVETS 
Steel or Brass Wire 


i| 


33^/8 4/8 5/8 6/8 

Made in sizes, gauges — 18, 17, 16 

Made in sizes, inches— 33^ /8, 4/8, 43^/8, 5/8, 6/8, 63^/8, 7/8, 8/8 
Packed in one pound papers. 

See Shoe Finders’ List, pages 146 and 147, for list price. 
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THE STEEL COMPANY OF CANADA, LIMITED 


SHOE FINDINGS-Con/. 


SHOE OR HAND LASTING TACKS 




1 

A 


H 


2 

A 


2H 


3 

A 


3HOz. 

H Inches 



Packed in one pound papers or bulk. 

See Shoe Finders’ List, pages 146 and 147. 


PULLERS TACKS 


4 Ounces 



Made in sizes, ounces — 2, 2H. 3 and 4 
Made in sizes, inches — A. A. H 

Packed in one pound papers or bulk. 

See Shoe Finders’ List, page 146 and 147. 


REPLACING TACKS 

4 Ounces 


Made in sizes, ounces — 2, 2^. 3. 4 
Made in sizes, inches — A. Ai M 

Packed in one pound papers or bulk. 

See Shoe Finders’ List, page 146 and 147. 


MACHINE WELT TACKS 

3 Ounces 



Made in sizes, ounces — 2, 2>^, 3, 4 
Made in sizes, inches — A. H. At ^ 

Packed in 

See Shoe Finders’ List, pages 146 and 147. 
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THE STEEL COMPANY OF CANADA^ LIMITED 


SHOE FINDINGS-Co«/. 


MACHINE McKAY 



Made in sizes, ounces 

H 

K 

1 

A 

■»i 

1 

Vs 

2 

A 

2H 

H 

3 

A 

4 

Vs 

Made in sizes, inches 




Packed in one pound papers or bulk. 

See Shoe Finders’List, page 146 and 147. 


IRON HEEL OR SHOE NAILS 

H M H K Inches 



S.W.G. No. 14 and heavier 


Made in sizes, inch— A. A. A. tt. H, Vs, 1. IVs. IH, IVs. IH, IH 

Packed in one pound papers or bulk. 

See Shoe Finders’ List, pages 146 and 147. 


HOB NAILS 




FancyZor Grooved Head 


Made in sizes, inches— 3/8, 3}4/S, 4/8, 4i^/8, 5/8, 5H/8, 6/8 

Packed in one pound papers or bulk. 

See Shoe Finders’ List, pages 146 and 147. 
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THE STEEL COMPANY OF CANADA, LIMITED 


SHOE FINDINGS— Con/. 

HUNGARIAN NAILS 
Round Head 



Cone Head 

3/8 3H/8 4/8 4H/8 5/8 



Pyramid Head 
3/8 



Round, Cone and Pyramid Head Hungarian Nails made in sizes, inches, 3/8, 
3J^/8, 4/8, 5/8. Longer length cut on orders of 100 pounds or more. 


WING SCREW BOOT CALKS 

The spike is round, and the calk is made of high grade steel, hardened and 
tempered in oil. 

No. 8 No. 7 No. 5 No. 4 No. 00 




Boot calk wrench may be used in a 
carpenter’s brace. The boot calk chuck can 
be attached to it. 

Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WOOD SCREWS 



Under the above trade mark we manufacture 
all varieties of Iron, Steel, Copper, Brass and 
Bronze Wood Screws, finished bright, polished, 
blued, silvered, nickeled, coppered, tinned,' 
bronzed, japanned, lacquered or galvanized. 

All our standard screws are packed in paper 
boxes containing one-half and one gross, and 
bundled in packages of five and ten gross. The 
labels have large figures denoting length and size, 
and are of varying color, indicating the different 
kinds of screws. 

Our goods are packed for shipment in sub- 
stantial wooden cases, carefully constructed to 
endure long transit and frequent rehandling, thus 
ensuring their arrival in perfect condition at all 
points of delivery, however remote. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WOOD SCREWS 



Under the above trade mark, we manufacture all 
varieties of Iron, Steel, Copper, Brass and Bronze 
Wood Screws, finished bright, polished, blued, 
silvered, nickeled, coppered, tinned, bronzed, 
japanned, lacquered, or galvanized. 

All our standard screws are packed in paper boxes, 
containing one half and one gross and bundled in 
packages of five and ten gross. The labels have 
large figures denoting length and size, and are of 
varying colors, indicating the different kinds of 
screws. 

Our goods are packed for shipment in substantial 
wooden cases, carefully constructed to endure 
long transit and frequent rehandling, thus en- 
suring their arrival in perfect condition at all 
points of delivery, however remote. 


THE STEEL COMPANY OF CANADA, LIMITED 


1 


SCREWS 


DIAMETER OF WOOD AND MACHINE SCREWS 






Nearest 

Equivalent 

American Gauge No. 

Decimals of Inch 

M/M 





Fraction of Inch 

Decimals of Inch 

1 

.0710 

.0842 

.0973 

1105 




2 

1 .8034 

A 

.078125 

3 

2 . 1386 



4 

2 . 4714 


.09375 

5 

.*1236 

2 . 8067 

* 

Vs 

.109375 


3 . 1394 

.125 

6 

.1368 

1500 

O Ary An 



7 

o . 4747 

A 

.140625 

8 

.'1631 

.1763 

.1894 

3 .8100 

¥ 

.15 

9 

4 . 1427 


.15625 

10 

4 . 4780 

H 

.171875 


4.8107 

A 

.1875 

11 

.2026 

.2158 

.2289 

.2421 

.2552 


H 


12 

o . 14ou 

5.4813 

.203125 

13 

A 

.21875 

14 

5.8140 

H 

.234375 

15 

6 . 1493 




6.4820 

.250 

16 

.2684 

.2816 

.2947 

3079 


H 


17 

6,8173 

.265625 

18 

7 . 1526 

7.4853 

7.8206 

A 

.28125 

19 

H 

.296875 

20 

!3210 

A 

.3125 


8.1534 

H 

.328125 

22 

.3474 

.3737 

.4000 

.4263 

.4526 

o ooor> 

H 


24 


.34375 

26 

9.4919 

H 

.375 

28 

10 . 160 


.40625 

30 

10.838 

ft 

.42188 


11 ,496 

If 

.45313 

32 

4789 

1 O tf' A 

H 


34 

!5053 

. lo4 

.46875 


12 .835 


.5 


The difference between consecutive gauges is .01316 of an inch 
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THE STEEL COMPANY OF CANADA, LIMITED 


WOOD SCREWS— Con/. 


ILLUSTRATION OF 


STANDARD AND SPECIAL SCREWS 



DRIVE 


FLAT 

HEAD 


ROUND 

HEAD 


WINGED PINCHED HEAD HEADLESS 


BUNG HEAD CLOVE HEAD 


OVAL 

FILLISTER 

DOWEL 

HEAD 

HEAD 
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WOOD SCREWS— Cob/. 


THE STEEL COMPANY OF CANADA. LIMITED 


STEEL WOOD SCREWS 


ing discounts”'^'"*^ varieties of Steel Wood Screws are invoiced from this list at vary- 

Kat Hrad Lacquered 

G^vanized Nickel Plated 

Hradless Oval Head 

Japanned Pinched 


Blued 
Brass Plated 
Bright Steel 
Bronze Plated 
Bung Head 


Copper Plated 
Dowel 
Drive 
Felloe 

Filister Head 


List of August 1st, 1903. 


Round Head 
Silver Plated 
Tinned 
Winged 



THE STEEL COMPANY OF CANADA, LIMITED 


WOOD SCREWS— Con/. 


BRASS WOOD SCREWS 


The following varieties of Brass Wood Screws are invoiced from this list at 
varying discounts. 


Made of Brass, Bronze or Phosphor Bronze 

Flat Head 
Fillister Head 
Oval Head 
Round Head 


Made of Brass 

Bronze Plated 
Nickel Plated 
Silver Plated 
Lacquered 


List of August 1st, 1903. 


PRICE PER GROSS 


% inch 

inch 

1 inch 

No. 

$ 

No. 

$ 

No. 

$ 

2 

1.12 

2 

1.40 

3 

1.65 

3 

1.18 

3 

1.50 

4 

1.70 

4 

1.25 

4 

1.55 

5 

1.75 

5 

1.40 

5 

1.60 

6 

1.80 

6 

1.55 

6 

1.65 

7 

2.10 

7 

1.75 

7 

1.90 

8 

2.45 

: 8 

2.00 

2 8 

2.20 

2 9 

2.80 

9 

2.30 

9 

2.50 

10 

3.15 

10 

2.65 

10 

2.90 

11 

3.65 

11 

3.00 

11 

3.35 

12 

4.10 

12 

3.35 

12 

3. 70 

13 

4.55 

13 

3.70 

13 

4.10 

14 

5.05 

14 

4.10 

14 

4.55 

15 

5.60 

15 

4.55 

15 

5.05 

16 

6.65 

16 

5.05 

16 

5.60 



2}4 inch 

2y2 

inch 

3 inch 

No. 

$ 

No. 

$ 

No. 

$ 

8 

6.85 

10 

9.50 

10 

13.70 

9 

6.95 

11 

9.60 

11 

13.85 

10 

7.05 

- 12 

9.70 

12 

14.00 

11 

7.25 

13 

9.85 

13 

14.10 

« 12 

7.90 

14 

10.75 

14 

14.30 

13 

8.80 

15 

11 85 

15 

14.60 

14 

9.80 

16 

13 00 


15.40 

15 

10.75 

17 

14 30 

17 

16.80 

16 

17 

11.90 

13.00 

- 18 
20 

16.95 

19.85 

18 

20 

19.95 

23.40 

18 

15.40 

22 

23.00 

22 

27.10 

- 20 
22 

18.00 

20.95 

24 

25.50 

24 

26 

31 . 15 
35.85 


34 inch 

inch 

34 inch 

^ inch 

No. 

$ 

No. 

$ 

No. 

$ 

No. 

$ 

0 

.84 

0 

.84 

1 

.92 

2 

1.00 

1 

.84 

1 

.87 

2 

.96 

3 

1.08 

2 2 

.88 

2 

.92 

3 

1.02 

4 

1.15 

3 

.92 

2 3 

.97 

4 

1.08 

5 

1.30 

4 

.97 

4 

1.04 

2 5 

1.20 

2 6 

1.40 



5 

1.12 

6 

1.30 

7 

1.60 



6 

1.20 

7 

1.45 

8 

1.85 



7 

1.35 

8 

1.65 

9 

2.10 





9 

1.90 

10 

2.40 





10 

2.15 

11 

2.65 







12 

3.00 

IJi 

inch 










inch 

m 

inch 

2 inch 

No. 

3 

9 

2.10 

No. 

$ 

No. 

$ 

No. 

$ 

4 

2.20 

4 

2.95 

6 

3.95 

6 

5.15 

5 

2.25 

5 

3.05 

7 

4.00 

7 

5.20 

6 

2.35 

6 

3.10 

2 8 

4.10 

8 

5.25 

7 

2.45 

2 7 

3.20 

9 

4.20 

9 

5.30 

2 8 

2.85 

8 

3.30 

10 

4.70 

10 

5.40 

9 

3.20 

9 

3.65 

11 

5.35 

11 

6.15 

10 

3.50 

10 

4.25 

12 

6!05 

- 12 

6.85 

11 

4.10 

11 

4.65 

13 

6.70 

13 

7.55 

12 

4.65 

12 

5 35 

14 

7 35 

14 

8.45 

13 

5.35 

13 

5.95 

« 15 

8!65 

15 

9.75 

14 

5.85 

14 

6.65 

16 

9.50 

16 

10.70 

15 

6.55 

15 

7.60 

17 

10.45 

17 

11 . 70 

16 

7.20 

• 16 

8.35 

18 

12.40 

18 

13.90 

- 17 

7.85 

17 

9.15 

20 

14.50 

20 

16.30 

18 

9.35 

18 

10.85 

22 

16 85 

-22 

18.90 

20 

10.45 

20 

12.65 

" 24 

18.90 

24 

21.00 


The number of gross in a package is indicated by the small figures on the side, and the division 
is made by a line. 
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THE STEEL COMPANY OF CANADA, LIMITED 


WOOD SCREWS— Con/. 


WOOD SCREWS 


WEIGHT 


Approximate Weight per Gross of Steel Wood Screws 


(For Weights of Brass add to these Weights) 


34 inch 

No. lb. 

0 .0260 

1 .0391 

2 .0562 

3 .0764 

4 .0992 


134 inch 


No, 

lb. 

4 

.3684 

5 

.4649 

6 

.5734 

7 

.6942 

8 

.8275 

9 

.9734 

10 

1.1324 

11 

1.3046 

12 

1.4902 

13 

1.6895 

14 

1.9027 

15 

2.1300 

16 

2.3720 

17 

2.6282 

18 

2.8994 

20 

3.4875 

22 

4.1378 

24 

4.8524 


3 inch 

No 

•. lb. 

10 

2.5527 

11 

2.9291 

12 

3.3326 

13 

3.7636 

14 

4.2220 

15 

4.7084 

16 

5.2230 

17 

5.7656 

18 

6.3370 

20 

7.5665 

22 

8.9131 

24 

10.3787 

26 

11.9653 


Vs 

inch 

No. 

lb. 

0 

.0366 

1 

.0545 

2 

.0773 

3 

.1039 

4 

.1331 

5 

.1677 

6 

.2031 

7 

.2492 

8 

.3009 

9 

.3585 


134 inch 


No. 

lb. 

4 

.4374 

5 

.5514 

6 

.6792 

7 

.8213 

8 

.9779 

9 

1.1491 

10 

1 .3353 

11 

1.5367 

12 

1.7534 

13 

1 .9858 

14 

2.2340 

15 

2.4984 

16 

2.7793 

17 

3.0764 

18 

3.3905 

20 

4.0702 

22 

4.8200 

24 

5.6419 

33 ^ inch 


No. lb. 

10 2.9585 

11 3.3932 

12 3.8590 

13 4.3561 

14 4.8846 

15 5.4450 

16 6.0376 

17 6.6620 

18 7.3192 
20 8.7319 
22 10.2774 
24 11.9577 
26 13.7745 


34 inch 


No. 

lb. 

1 

.0694 

2 

.0978 

3 

.1303 

4 

.1654 

5 

.2056 

6 

.2560 

7 

.3128 

8 

.3762 

9 

.4464 

10 

.5237 

11 

.6084 

12 

.7006 


154 inch 


No. 

lb. 

6 

.7850 

7 

.9485 

8 

1.1283 

9 

1.3248 

10 

1.5382 

11 

1.7687 

12 

2.0166 

13 

2.2821 

14 

2.5653 

15 

2.8667 

16 

3.1865 

17 

3.5246 

18 

3.8816 

20 

4.6529 

22 

5.5022 

24 

6.4313 

4 inch 


No. lb. 
12 4.3854 
14 5.5473 
16 6.8522 
18 8.3014 
20 9.8973 
22 11.6418 
24 13.5366 
26 15.5837 


5^ 

inch 

No. 

lb. 

1 

.0840 

2 

.1177 

3 

.1557 

4 

.1959 

5 

.2489 

6 

.3089 

7 

.3763 

8 

.4514 

9 

.5342 

10 

.6252 

11 

.7244 

12 

.8322 

13 

.9488 

14 

1.0744 


2 inch 

No. 

lb. 

6 

.8908 

7 

1.0756 

8 

1.2788 

9 

1.5005 

10 

1.7411 

11 

2.0008 

12 

2.2798 

13 

2.5784 

14 

2.8966 

15 

3.2350 

16 

3.5938 

17 

3.9728 

18 

4.3727 

20 

5.2356 

22 

6 . 1843 

24 

7.2208 


4}4 inch 

No. lb. 
16 7.6667 
18 9.2836 
20 11.0628 
22 13.0061 
24 15.1156 
26 17.3929 


H inch 


No. 

lb. 

2 

.1369 

3 

.1801 

4 

.2304 

5 

.2921 

6 

.3618 

7 

.4399 

8 

.5266 

9 

.6221 

10 

.7266 

11 

.8404 

12 

.9638 

13 

1.0969 

14 

1.2400 

15 

1.3934 

16 

1.5574 


2}4 inch 

No. 

lb. 

8 

1.4292 

9 

1.6762 

10 

1 .9440 

11 

2.2329 

12 

2.5430 

13 

2.8747 

14 

3.2280 

15 

3.6034 

16 

4.0011 

17 

4.4210 

18 

4.8638 

20 

5.8183 

22 

6.8665 

24 

8.0103 

5 inch 

No. 

lb. 


18 10.2657 
20 12.2282 
22 14.3705 
24 16.6945 
26 19.2021 
28 21.8952 


14 inch 

1 inch 

No. lb. 

No. lb. 

2 .1554 

3 .2302 

3 .2034 

4 .2994 

4 .2649 

5 .3785 

5 .3353 

6 .4676 

6 .4147 

7 .5671 

7 .5033 

8 .6770 

8 .6018 

9 .7978 

9 .7099 

10 .9295 

10 .8281 

11 1.0725 

11 .9565 

12 1.2270 

12 1.0954 

13 1.3932 

13 1.2451 

14 1.5714 

14 1.4057 

15 1.7617 

15 1.5776 

16 1.9647 

16 1.7610 

17 2.1800 

18 2.4084 

20 2.9047 

2J^ inch 

2H inch 

No. lb. 

No. lb. 

8 1.5796 

10 2.3498 

9 1 8519 

11 2.6970 

10 2.1469 

11 2.4649 

12 2.8062 

13 3.1710 

14 3.5593 

15 3.9717 

16 4.4084 

17 4.8692 

18 5.3549 
20 6.4010 
22 7.5487 
24 8.7998 

12 3.0694 

13 3.4673 

14 3.8906 

15 4.3400 

16 4.8157 

17 5.3052 

18 5.8460 

20 6.9838 

22 8.2309 

24 9.5893 

26 11.0607 

6 inch 


No. lb. 

20 14.5590 
22 17.0992 
24 19.8525 
26 22.8205 
28 26.0054 

30 29.4091 
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THE STEEL COMPANY OF CANADA, LIMITED 


WOOD SCREWS— Co»<. 

STEEL WOOD SCREWS 


CONTENTS (Number of gross) OF FULL CASES 


34 inch 

Vs 

inch 

34 inch 

Vs 

inch 

^ inch 

Vs 

inch 

1 inch 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

0 

480 

0 

480 

1 

480 

1 

480 

2 

360 

2 

300 

3 

200 

1 

480 

1 

380 

2 

450 

2 

450 

3 

300 

3 

200 

4 

200 

2 

360 

2 

480 

3 

450 

3 

360 

4 

200 

4 

200 

5 

360 

3 

480 

3 

450 

4 

360 

4 

300 

5 

200 

5 

200 

6 

360 

4 

450 

4 

450 

5 

300 

5 

200 

6 

200 

6 

360 

7 

360 



5 

360 

6 

200 

6 

200 

7 

360 

7 

360 

8 

360 



6 

300 

7 

200 

7 

200 

8 

360 

8 

360 

9 

300 



7 

200 

8 

200 

8 

360 

9 

360 

9 

360 

10 

300 



8 

200 

9 

360 

9 

360 

10 

360 

10 

300 

11 

240 



9 

200 

10 

360 

10 

360 

11 

300 

11 

300 

12 

240 





11 

360 

11 

360 

12 

300 

12 

240 

13 

180 





12 

360 

12 

300 

13 

240 

13 

240 

14 

180 







13 

300 

14 

240 

14 

180 

15 

180 

134 inch 

134 inch 



14 

240 

15 

180 

15 

180 

16 

180 





16 

180 

16 

180 

18 

100 

No. 

Gro. 

No. 

Gro. 

inch 

2 inch 













4 

200 

4 

200 











5 

200 

5 

200 

No. 

Gro. 

No. 

Gro. 

234 inch 

234 inch 

2M inch 

6 

360 

6 

300 

6 

240 

6 

180 







7 

300 

7 

240 

7 

180 

7 

180 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

8 

300 

8 

240 

8 

180 

8 

180 

8 

100 

8 

100 

10 

48 

9 

240 

9 

180 

9 

180 

9 

100 

9 

100 

9 

100 

11 

50 

10 

240 

10 

180 

10 

180 

10 

100 

10 

100 

10 

100 

12 

50 

11 

180 

11 

180 

11 

100 

11 

100 

11 

100 

11 

100 

13 

50 

12 

180 

12 

180 

12 

100 

12 

100 

12 

100 

12 

100 

14 

50 

13 

180 

13 

100 

13 

100 

13 

100 

13 

100 

13 

90 . 

15 

50 

14 

180 

14 

100 

14 

100 

14 

100 

14 

100 

14 

90 

16 

50 

15 

100 

15 

100 

15 

100 

15 

100 

15 

90 

15 

50. 

17 

48 

16 

100 

16 

100 

16 

100 

16 

100 

16 

90 

16 

50 

18 

48 

18 

100 

18 

100 

18 

100 

18 

90 

18 

48 

18 

48 

20 

48 

20 

100 

20 

90 

20 

90 

20 

48 

20 

48 

20 

48 

22 

36 







22 

48 

22 

48 

22 

36 

24 

36 







24 

48 

24 

36 

24 

36 

26 

36 

3 inch 

3J4 inch 

4 inch 

4 34 inch 

5 inch 

6 inch 



No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 

No. 

Gro. 



10 

50 

10 

48 

T2 

48 

16 

36 

18 

24 

20 

20 



11 

50 

11 

48 

14 

48 

18 

36 

20 

24 

22 

20 



12 

48 

12 

50 

16 

36 

20 

36 

22 

24 

24 

20 



13 

50 

13 

50 

18 

36 

22 

24 

24 

20 

26 

12 



14 

50 

14 

48 

20 

36 

24 

24 

26 

20 

28 

12 



15 

50 

15 

48 

22 

36 

26 

20 

28 

12 

30 

12 



16 

48 

16 

48 

24 

24 









17 

18 

20 

48 

48 

36 

17 

18 
20 

48 

36 

36 

26 

20 



















22 

36 

22 

36 











24 

36 

24 

36 











26 

24 

26 

20 












For Weight per Gross see previous page 
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THE STEEL COMPANY OF CANADA, LIMITED 


WOOD SCREWS— Con/. 


COLD FORGED DRIVE SCREWS 



These Screws are inserted by blows from a hammer and will 
not break the wood fibres as they revolve when being driven in 
and may be removed with a screw driver. Manufacturers having 
employees working on piece work will find it to their advantage 
to use drive screws for some purposes. 

We can supply these without slots, so that a case made 
with these screws can only be opened by breaking the boards, 
thus assuring packers and shippers that cases cannot be tam- 
pered with in transit without it being noticed. 

We do not carry drive screws in stock but make them up 
to order promptly. 

Drive Screws are sold from the list of Steel Wood Screws, 
page 156. 



MACHINE SCREW STANDARDS 
DIMENSIONS IN DECIMALS OF INCHES 


THE STEEL COMPANY OF CANADA, LIMITED 





THE STEEL COMPANY OF CANADA, LIMITED 


STEEL MACHINE SCREWS 



The following varieties of Steel Machine Screws are invoiced from this list at varying 


discounts: Flat Head, Round Head, Fillister Head 


PRICE PER GROSS 
(List of September, 1919) 


Threads 

64 

56 

48 

44 

40 

36 

36 

32 

30 

28 

24 

22 

20 

20 

16 
















per Inch 



36 

36 

32 

30 

30 

24 

24 








56 

48 

40 

40 

36 

32 

32 

30 

32 

24 

20 

20 

18 

18 

18 

No 

2 

3 

4 

5 

6 

7 

8 

9 

10 

12 

14 

16 

18 

20 

24 

Inch 
















A 

.30 

.30 

.3Q 

.35 

.35 











H 

.30 

.30 

.30 

.35 

.35 

.40 

.40 

.60 

.60 







A 

.32 

.32 

.32 

.37 

.37 

.44 

.44 

.65 

.65 







H 

.32 

.32 

.32 

.37 

.37 

.44 

.44 

.65 

.65 

.75 

.90 

1.15 

1.50 

1.90 

2.30 

A 

.34 

.34 

•34 

.39 

.39 

.48 

.48 

.70 

.70 

.80 

.95 

1.20 

1.60 

2.00 

2.40 

H 

.34 

.34 

.34 

.39 

.39 

/.48 

.48 

.70 

.70 

.80 

.95 

1.20 

1.60 

2.00 

2.40 



.37 

.37 

.37 

.42 

.42^ 

.52 

.52 

.75 

.75 

.85 

1.00 

1.25 

1.70 

2.10 

2.50 

H 

.37 

.37 

.37 

.42 

.42 

.52 

. .52 

.75 

.75 

.85 

l.OQ 

n.25 

1.70 

2.10 

2.50 

H 

.41 

.41 

.41 

.46 


.56 

.56 

.80 

.80 

.90 

1.05 

1.30 

1.80 

2.20 

2.60 

Vb 

.45 

.45 

.45 

.50 

.50 

.60 

.60 

.85 

.85 

.95 

1.15 

1.40 

1.90 

2.30 

2.70 

1 



.50 

.55 

.55 

.65 


.90 

.90 

1.00 

✓1.25 

^1.50 


2.40 

2.80 

IH 



.55 

.60 

.60 

.70 

.70 

1.00 

1.00 

1.10 

‘ 1.35 

1.60 

2.25 

2.60 

3.00 

IH 



.60 

.65 

.65 

.75 

.75 

1.10 

1.10 

1.20 

1.45 

-1.75 

2.40 

2.80 

3.20 

IH 



.65 

.70 

.70 

.80 

.80 

1.20 

1.20 

1.30 

1.55 

1.90 

2.60 

^3.00 

3.40 





.70 

.75 

.75 

.85 

.85 

1.30 

1.30 

1.40 

1.65 

2.10 

2.80 

3.20 

3.60 

IH 



.90 

.95 

.95 

1.05 

1.05 

1.50 

1V50 

1.60 

1.85 

2.50 

3.20 

3.60 

4.20 

2 



1.10 

1.15 

1.15 

1.25 

1.25 

1.70 

i:70 

1.80 

2.20 

2.90 

3.60 

4.00 

4.60 






1.25 

1.25 

1.45 

1.45 

1.90 

1.90 

,2.20 

2.60 

3.30 

4.00 

4.40 

4.80 

2K 






1.65 

1.65 

2.20 

2.20 

^.50 

2.80 

3.50 

4.40 

4.90 

5.30 

2^ 






1.90 

1.90 

2.50 

2.50 

2.90 

3.20 

4.00 

4.90 

5.40 

5.90 

3 






2.30 

2.30 

2.90 

2.90 

3.50 

3.80 

4.50 

5.60 

6.00 

7.40 

3H 








3.30 

3.30 

4.25 

4.50 

5.50 

6.50 

7.00 

8.80 

3H 








3.75 

3.75 

5.00 

5.25 

6.50 

7.50 

8.50 

10.10 

SH 











6.00 

7.50 

8.50 

9.25 

12.20 

4 











6.75 

8.50 

9.60 

10.25 

13.50 
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BRASS MACHINE SCREWS 



The following varieties of Brass Machine Screws are invoiced from this list at varying 
discounts: Flat Head, Round Head, Fillister Head 


PRICE PER GROSS 
(List of September, 1919) 


Threads 
per Inch 

64 

56 

48 

44 

40 

36 

36 

32 

30 

28 

24 

22 

20 

20 

16 



36 

36 

32 

30 

30 

24 

24 








56 

48 

40 

40 

36 

32 

32 

30 

32 

24 

20 

20 

18 

18 

18 

No 

2 

3 

4 

5 

6 

7 

8 

9 

10 

12 

14 

16 

18 

20 

OA 










Inch 
















tV 

.32 

.32 

.36 

.46 

.46 

.70 

.70 

1.00 

1.00 







H 

.32 

.32 

.36 

.46 

.46 

.70 

.70 

1.00 

1.00 

1.25 

1.65 





A 

.34 

.34 

.38 

.49 

.49 

.75 

.75 

1.05 

1.05 

1.35 

1.75 





H 

.36 

.36 

.40 

.52 

.52 

.80 

.80 

1.10 

I.IQ 

1.45 

1.85 

2.90 

3.70 

4.60 

5.50 

tV 

.38 


.42 

.55 

.55 

.85 

.85 

1.15 

1.15 

1.55 

2.00 

3.05 

3.90 

4.80 

5.60 

Ut 

.40 

.40 

.44 

.58 

.58 

.90 

.90 

1.25 

1.25 

1.65 

2.15 

3.20 

4.10 

5.00 

5.75 

A 

.43 

.43 

.47 

.62 

.62 

.95 

.95 

1.35 

1.35 

1.75 

2.30 

3.35 

4.30 

5.25 

6.30 


.46 

.46 

.50 

.66 

.66 

1.00 

1.00 

1.45 

1.45 

1.85 

2.45 

3.50 

4.50 

5.50 

6.50 

.52 

.52 

.56 

.74 

.74 

1.10 

1.10 

1.65 

1.65 

2.05 

2.75 

3.80 

4.90 

6.00 

6.70 

, 

.58 

.58 

.62 

.82 

.82 

1.20 

1.20 

1.85 

1.85 

2.25 

3.05 

4.10 

5.30 

6.50 

7.40 

1 



.70 

.90 

.90 

1.30 

,1.30 

2.05 

2.05 

2.45 

3.35 

4.40 

5.70 

7.00 

8.50 





.80 

1.05 

1.05 

1.45 

1.45 

2.20 

2.20 

2.65 

3.55 

4.65 

6.00 

7.50 

9.00 

IK 



.90 

1.20 

1.20 

1.60 

1.60 

2.35 

2.35 

2.85 

3.75 

4.90 

6.30 

8.00 

9.90 

IK 



1.00 

1.35 

1.35 

1.75 

1.75 

2.50 

2.50 

3.05 

3.95 

5.20 

6.60 

8.50 

11.50 

IK 



1.10 

1.50 

1.50 

1.90 

1.90 

2.65 

2.65 

3.25 

4.15 

5.50 

6.90 

9.00 

12.00 

IK 



1.40 1.90 

1.90 

2.30 

2.30 

3.05 

3.05 

3.75 

4.65 

6.20 

7.70 

10.00 

12.70 

2 



1.70 

2.30 2.30 2.70 2.70 

3.45 

3.45 

4.25 

5.15 

7.00 

8.60 

11.00 

13.50 

2K 




2.70 

2.70 

3.10 

3.10 

3.85 

3.85 

4.75 

5.65 

8.00 

9.75 

12.00 

14.90 

2K 








4.65 

4.65 

5.80 

6.80 

9.00 

10.50 

13.50 

15.50 

2K 








6.00 

6.00 

7.00 

8.00 

10.00 

12.50 

15.00 

17.00 

3 








7.50 

7.50 

8.50 

9.50 

11.00 

15.00 

16. 50 

19.00 

3^;. : 








9.00 

9.00 

10.50 

11.50 

15.00 

17.50 

18.50 

22.50 








11.00 

11.00 

12.50 

15.00 

18.00 

19.50 

22.00 

25.50 

3K 








13.50 

13.50 

15.00 

18.50 

20.00 

22.50 

25.00 

28.00 

4 








16.50 

16.50 

18.00 

22.00 

25.00 

26.50 

28.00 

32.00 
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MACHINE SCREW TAPS 

A.S.M.E. Standard 

We recommend the adoption of this standard. 

Sizes, lengths and threads not listed are subject to special prices. 
Left-hand taps are special. 


SIZES AND PRICES 


Screw 

Gauge 

No. 

Basic Outside 
Diameter, 
Inches 

Price 

Number of Threads to the Inch 

Each 

Per Dozen 

Standard 

Special 

Also Furnished 

0 

.060 

$0.50 

$6.00 

80 



1 

.073 

.50 

6.00 

72 

64 

56 

2 

.086 

.45 

5.40 

64 

56 


3 

.099 

.40 

4.80 

56 

48 


4 

.112 

.40 

4.80 

48 

36,40 

32 

5 

.125 

.35 

4.20 

44 

36, 40 


6 

.138 

.35 

4.20 

40 

32, 36 


7 

.151 

.35 

4.20 

36 

30. 32 


8 

.164 

.35 

4.20 

36 

30, 32 

40 

9 

.177 

.35 

4.20 

32 

24, 30 


10 

.190 

.40 

4.80 

30 

24. 32 

28 

12 

.216 

.45 

5.40 

28 

24 

32 

14 

.242 

.45 

5.40 

24 

20 


16 

.268 

.45 

5.40 

22 

20 


18 

.294 

.50 

6.00 

20 

18 


20 

.320 

.50 

6.00 

20 

18 

16 


SIDE KNOB SCREWS 



Made in brass, bronze, or phosphor bronze in any finish; or in steel bright, 
blued, nickel plated, or any other finish desired. 

Prices on application. 

LOCK CAP SCREWS 

Made in brass, bronze or phosphor bronze in any finish; or in steel bright, 
blued, nickel plated or any other finish desired. 

Prices on application. 
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STOVE PIPE SCREW EYES 

(Actual Size) 



BRIGHT WIRE 


Screw Gauge No 

5 

6 

7 

8 

3 

Length, Inches 

$2.80 

2 


List Price 

$3.50 

$4 25 

$5 00 






THE STEEL COMPANY OF CANADA, LIMITED 



SCREW EYES 


BRIGHT GOODS— Con/. 
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bright goods— Cow/. 

SCREW EYES 



SUITS “A”, "B” AND “G” 
List Prices Per Gross 


Screw Gauge No. 

Bright Wire, Suits A, B and C 

Brass Wire, Suits A, B and C 

1 

$ 1.50 

$ 3.50 

2 

1.50 

3.50 

3 

1.50 

4.50 

4 

1.70 

5.50 

5 

2.00 

7.00 

6 

2.50 

9.00 

7 

2.80 

10.00 


3.30 

13.00 


3.80 

16.00 

10 

4.50 

21.00 

11 

5.80 

26.00 


6.50 

28.00 

13 

7.00 

30.00 


9.00 

37.00 


10.00 

42.50 

16 

11.00 

48.00 


16.00 

57.50 

20 

30.00 

70.00 


i 
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BRIGHT GOODS— Com/. 

SCREW HOOKS 
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BRIGHT GOODS— Conr. 

SCREW HOOKS 


LIST PRICES PER GROSS 


Screw 

Gauge 

No. 

Bright Wire, Suit M 

Brass Wire, Suit M 

Length 

2 

$ 2 .00 

$ 4.00 

IVs 

3 

2.30 

5.00 


4 

2.50 

6.50 


5 

2.80 

8.00 

IH 

•6 

3.00 

10.00 

IH 

7 

3.50 

12.00 

2 

8 . 

4.00 

15.00 

2H 

9 

4.50 

21.00 


10 ‘ 

6.00 

30.00 

2H 

11 

8.00 

37.00 

3 

12 

9.00 

41.00 

3H 

13 

10.00 

45.00 

3H 

14 

12.50 

65.00 

3H 

15 

13.75 

75.00 

4 

16 

15.00 

85.00 

4M 

18 

21.00 

105.00 

4H 

20 

30.00 

125.00 

4H 


SQUARE CORNERED SCREW HOOKS 

OR 

CORNICE HOOKS 



List Prices Per Gross 


Screw Gauge No. ..... 

4 

5 

6 

7 

8 

9 

10 

10 

Length 

IH 

1^ 

IH 

2 

2M 

2H 

2M 

3 

List 

$2.50 

$2.80 

$3.00 

$3.50 

$4.00 

$4.50 

$6.00 

$8.00 


169 



THE STEEL COMPANY OF CANADA, LIMITED 


BRIGHT GOODS— Con/. 

GATE HOOKS AND EYES 



BRIGHT WIRE 
List Price Per Gross 


6 

7 

8 
9 

10 

11 

12 

13 

13 

13 

13 

13, 

13, 

13, 

13, 


S. 


W. G. No. 


Length, Inches 

Per Gross 


$ 6.50 

2 

8.00 


10.00 

3 

12.00 


14.50 

4 

17.00 

m 

20.00 

5 

24.00 


27.00 

6 

30.00 

8 

36.00 

10 

42.00 

12 

48.00 

14 

55.00 

16 

70.00 


S. W. G. No. 


6 

7 

8 
9 

10 

11 , 

12 , 

13, 

13. 


BRASS WIRE 
List Price Per Gross 


Length, Inches 


Per Gross 



$ 24.00 

2 

30.00 

2H 

36.00 

3 

46.00 

3H 

58.00 

4 

64.00 

iy2 

76.00 

5 

82.00 

6 

110.60 


2]/2 inches and shorter, one gross in a box. 

3 to 6 inches, one-half gross in a package. 

7 inches and longer, one-quarter gross in a package. 
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BRIGHT GOODS— Coni. 

JACK CHAIN 

BRIGHT STEEL, BRASS AND COPPER WIRE 



No. 16 — Single 
No. 16 — Double 

Bright Steel Wire and Brass Wire 
Price per Dozen Yards 



Steel 

Brass 


S.W.G. No. 

Single Link 

Double Link 

Single Link 

Double Link 

Copper 

7 

$0.90 

$1.20 

$6.50 

$7.50 

6.15 


8 

.80 

.96 

5.25 


9 

.75 

.86 

4.25 

5.15 

4.25 


10 

.65 

.75 

3.50 


11 

.45 

.60 

2.55 

3.45 


12 

.38 

.53 

2.05 

3.00 

Price on 
Application 

13 

.34 

.47 

1.70 

2 . 15 

14 

.32 

.42 

1.35 

1.90 


15 

.28 

.36 

1.00 

1 .50 

1.20 


16 

.25 

.33 

.86 


17 


.32 

.60 

1.00 

.75 

.62 


18 

.23 

.30 


20 

.22 

.30 

.50 









SPECIAL SCREW MACHINE PRODUCTS 

We are constantly making screw machine products of a special nat^e for other 
manufacturers who are not equipped for the purpose, or who have insufficient work 
of the kind to warrant the installation of the machines necessary. The illustrations 
on page 172 show a few of these, and we have facilities for the production ot an 
innumerable variety of such articles. 

Requests for quotations should be accompanied by drawings or samples, and 
a statement of the quantity wanted and degree of exactness required in the finished 
article. 
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BRIGHT GOODS— Con/. 

THREADED WIRES FOR BEDSTEAD WORK 



THE STEEL COMPANY OF CANADA, LIMITED 


BRIGHT GOODS-Co«<. 

SPRING COTTERS 

MADE FROM HALF ROUND, BRIGHT STEEL SPRING WIRE 

All Measurements made Under the Eye 

Size 

Price 

per 

1,000 

Quantity 

in 

Package 

Approxi- 
mate 
Weight 
per 1,000 

Size 

Price 

per 

1,000 

Quantity 

in 

Package 

Approxi- 
mate 
Weight 
per 1,000 

Ax H ... 

Ax M 

Axl 

AxIM 

AxIH 

Axl^ 

Ax H 

Ax M 

Axl 

AxIM 

AxIH 

Axiji 

Ax2 

HxH 

VsxH 

Hxl 

VsxlH 

HxIM 

VsxlH 

ysx2 

K X 2M 

H X 2M 

Ax y 

AxiM 

A X 

A X 1% 

Ax2 

Ax2M 

Ax2>^ 

AxM 

Axl 

AxIM 

AxIH 

A X 1^ 

Ax2 

Ax2M 

Ax 23^ 

Ax2% 

Ax3 

Axl 

Ax 1^ 

Axl^ 

AxIM 

Ax2 

Ax2M 

Ax2M 

$3.50 

4.15 

4.80 

5.45 

6.10 

6.75 

3.50 

4.15 
4.80 
5.45 
6.10 
6.75 

7.40 

5.00 
5.85 
6.70 
7.55 

8.40 
9.25 

10.10 

10.95 

11.80 

7.00 

8.15 
9.30 

10.45 

11.60 

12.75 

13.90 
15.05 
16.20 

11.10 

12.80 

14.50 

16.20 

17.90 

19.60 
21.30 

23.00 
24.70 
26.40 

18.00 
20.80 

23.60 
26.40 
29.20 
32.00 
34.80 

1,000 

1,000 

1,000 

1,000 

1,000 

1,000 

1,000 

1,000 

1,000 

500 

500 

500 

500 

500 

500 

500 

500 

500 

500 

500 

500 

500 

1,000 

1,000 

1,000 

500 

500 

250 

250 

250 

250 

500 

500 

500 

250 

250 

250 

250 

250 

250 

250 

500 

500 

500 

500 

250 

250 

250 

Lbs. Oz. 
13 

15 

1 2 

1 5 

1 9 

1 11 

1 7 

2 0 

2 5 

2 12 

3 9 

4 1 

4 10 

2 12 

3 10 

4 0 

4 14 

5 9 

6 0 

7 3 

9 0 

9 12 

4 6 

5 10 

7 0 

8 5 

9 5 

9 13 

10 14 

13 8 

14 0 

8 0 

9 5 

10 10 

13 8 

14 4 

16 8 

17 10 

20 0 

21 2 

22 14 

15 7 

17 14 

20 5 

20 14 

25 3 

27 10 

30 1 

Ax2M 

A X 3 

Mxl 

HulH 

Kxl>^ 

Hxl% 

Kx2 

Kx2M 

^ X 3 

Mx3M 

^x3>^ 

Mx3M 

Axl 

AxlJi 

A X \]4 

AxIM 

A X 2 

Ax2M 

Ax2H 

Ax 2% 

A X 3 

Ax 3^ 

Ax3H 

Ax 3^ 

Ax4 

Hxl>^ 

y% X 1% 

Hx2 

Hx2^ 



^x2^ 

Hx3 

Mx3>^ 



^x3M 

X 4 

Axl^ 

Ax2 

Ax2K 

Ax2H 

Ax2M 

Ax3 

Ax3K 

Ax3H 

Ax3M 

A X 4 

$37.60 

40.40 

20.00 

23.50 

27.00 

30.50 

34.00 

37.50 

41.00 

44.50 

48.00 

51.50 

55.00 

58.50 

32.50 

37.50 

42.50 

47.50 

52.50 

57.50 

62.50 

67.50 

72.50 

77.50 

82.50 

87.50 

92.50 

72.00 
79.20 
86.40 
93.60 

100.80 

108.00 

115.20 

122.40 

129.60 

136.80 

144.00 

108.00 

119.50 

131.00 

142.50 

154.00 

165.50 

177.00 

188.50 

200.00 

211.50 

250 

250 

500 

500 

500 

500 

250 

250 

250 

250 

250 

250 

250 

250 

500 

250 

250 

250 

250 

250 

250 

250 

250 

250 

125 

125 

125 ' 

250 

250 

250 

100 

100 

100 

100 

100 

100 

100 

100 

Bulk 

Bulk 

Bulk 

Bulk 

Bulk 

Bulk 

Bulk 

Bulk 

Bulk 

Bulk 

Lbs. Oz. 

32 8 

34 15 

17 13 

20 8 

23 0 

26 8 

29 0 

32 8 

35 0 

36 4 

40 2 

43 1 

46 0 

48 15 

29 8 

34 1 

38 0 

44 0 

47 13 

52 6 

57 10 

61 9 

67 0 

70 11 

75 5 

79 14 

84 7 

60 

66 

70 

78 

84 

91 

95 

103 

109 

116 

123 

108 

118 

128 

138 

148 

159 

169 

180 

189 

198 
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BRIGHT GOODS— Cowf. 

SPRING COTTERS 

RETAILERS’ ASSORTMENT 

100 Bright Steel Spring Cotters, 1, 2, 234 and 2J4 inches long assorted as 

follows: — 


5 each 1 inch x A. A. 

inch X A» A. 

2 inch X A, M. A 

2M inch X H 

2}^ inch X A. H. A. 

Price on application. 


H: 






AUTOMOBILE ASSORTMENT 



No. 5'Assortment 



A X K 


A X 


Ax H 


Ax 5^ 


A X 1 


A X 1^ 


H X H 


ys X 1 



No. 7 “Ford” Assortment 



A X 1 


A X M 


A X 1 


H X H 


y X 1 


H X ly 


H X ly 

10 

A X 1 


•A X ly 



A very handy and useful article for the motorists’ tool box. Assortment No. 7 
is made up of sizes particularly adapted to “Ford” cars while No. 5 assortment 
consists of the sizes generally called for in cars of other makes. 

Packed in neat tin boxes. 

Price on application. 
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BRIGHT GOODS— Co»f. 

WIRE HAT AND COAT HOOKS 



Length, 

Inches 

Coppered, 
per Gross 

Japanned, 
per Gross 

Brass Plated, 
per Gross 

Nickel Plated, 
per Gross 

Tinned, 
per Gross 

3 

$9.00 

9.50 

$10.00 

12.00 

$12.00 

12.50 

$13.50 

14.00 

$13.50 

14.00 





Brass Hat and Coat Hooks, price on application. 

Packed in one-half gross packages. Twenty-four packages to case. 


WIRE DOOR PULLS 



Length 5 inches 



Per Gross 

Copper Plated 

$4.25 

Japanned 

4 ’25 


6 00 

Nickel Plated 

6!50 



STOVE SCRAPERS 



Handles made of S.W.G. No. 8 steel wire with steel blades, 3x1^ inches. 


Length, Inches 

Per 1,000 

Length, Inches 

Per 1,000 

18 

$14.00 

15.00 

28 

$19.00 

20.00 

21.00 

22.00 

23.00 

20 

30 

22 

16.00 

32 

24 

17.00 

34 

26 

18.00 

36 
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HORSE SHOES 


BRAND 


Brand Horse Shoes are considered by their users as Standard. They 
have been long and favorably known by the blacksmiths throughout Canada. Such 
results have been achieved by a constant study of the requirements of the farrier, 
with the object of furnishing a Horse Shoe as nearly perfect as possible and adapted 
in the highest degree to the needs of the trade. 

Bars for Brand Horse Shoes are rolled in our own mills, from Double 

Refined Iron which is worked under a powerful steam hammer from specially selected 
material, which we have found to give the very best results. Our Steel Shoes are 
made from high grade Soft Welding Steel, specially adapted to the purpose. 

PATTERN. The natural form of the Horse’s Hoof has been followed as closely 
as possible in designing the patterns, heels well drawn and turned in order to save the 
greatest amount of labour in the fitting of the Shoes. The crease is designed to give 
full space for the toe calk and to provide the fullest bearing surface for the Horse 
Nails. Nail holes are punched at a proper angle, cleanly cut, spaced correctly, at 
the proper distance from the outer edge of the Shoe, in order to prevent any damage 
being done to the outer wall of Hoof, and to avoid the possibility of the Nail entering 
the sensitive part. 

FINISH. Our process of manufacture includes a special patented machine 
which gives the Shoes a high polish and a clean finished appearance. 

UNIFORMITY. We realize the importance of this feature and give it par- 
. ticular attention. Standards which we have adopted are strictly adhered to and the 
consumer can always rely upon the uniformity of our Shoes in shape, weight and 
.quality. Every stage of their manufacture is closely supervised, and the finished 
oi».oe carefully inspected. Any showing the slightest imperfection are thrown out, 
ensuring satisfaction to the purchaser and an entire freedom from imperfect Shoes! 

Brand Horse Shoes are manufactured in the various styles shown in 
the following pages. 

PACKED in Kegs of 100 lbs. of a size. Fronts or Hinds, separately or assorted. 
We also pack one or more sizes of the same pattern Shoe. We do not pack different 
Brands in the same keg. 
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THE STEEL COMPANY OF CANADA. LIMITED 


HORSE SHOES— Cow/. 

.LIGHT IRON PATTERN 


0 

Front 


Size Nos 

0 

1 

2 

3 

4 

5 

6 

7 

Weight each, ounces 

12 

14H 

17H 

21 

25}4 

31H 

38 

44 


Sizes Nos. 0 to 5, heels turned in. 

Sizes Nos. 6 to 7, heels turned out. 

HIND 


Size Nos 

0 

1 

2 

3 

4 

5 

6 

7 

Weight each, ounces 

9 

12 

153^ 

18 

21H 

25H 

30 

34 


Sizes Nos. 0 to 7, heels turned out. 

Packed in kegs of 100 pounds. 
Price on application. 



Hind 

FRONT 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Con/. 

LIGHT IRON— LONG HEEL PATTERN 



Front Hind 

FRONT 


Size Nos 

3 

4 

5 

6 

7 

Weight each, ounces 

22H 

27H 

33H 

40H 

46H 


HIND 


Size Nos 

3 

•4 

5 

6 

7 

Weight each, ounces 

19H 

23 

28^ 

32H 

37 


Packed in kegs of 100 pounds. 
Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Con/. 


MEDIUM IRON PATTERN 


Brand 




Front 


Hind 


FRONT 


Size Nos 

1 

2 

3 

4 

5 

6 

7 

8 

Weight each, ounces 

17 

21 

25 

30 

35H 

42 

47 

55 

Size Nos. 1 to 5 , Heels turned in. 

Size Nos. 6 to 8 , Heels turned out. 

HIND 

Size Nos 

1 

2 

3 

4 

5 

6 

7 

8 

Weight each, ounces 

14 

17 

21H 

26 

30 

34 

39 

50 

Size Nos. 1 to 8 , Heels out. 

Packed in kegs of 100 pounds. 

Price on application. 


180 



THE STEEL COMPANY OF CANADA, LIMITED 



Size Nos 

6 

7 

8 


Weight each, ounces. . . . 

46 

51 

55 




HIND 


Size Nos. 


Weight each, ounces. 


Packed in kegs of 100 pounds. 
Price on application. 


HORSE SHOES— Con<. 

HEAVY IRON PATTERN 

Brand 


Front 


Hind 


FRONT 



THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Cont. 

SNOW PATTERN 


Brand 

0 

Front Hind 

Made from best quality Welding Steel 

FRONT 



Size Nos 

1 

2 

3 

4 

5 

6 

Weight each, ounces 

12 

1 

14 

1 

17 

21 

24H 

28 

HIND 

Size Nos 

1 

2 

3 

4 

5 

6 

Weight each, ounces 

10 

12 

14 

17 

20 

24 


Packed in kegs of 100 pounds. 
Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Cowi. 


‘^XL” STEEL, NEW LIGHT PATTERN 


4 ^ 


Brand 




Front 


Hind 


Made from best quality Welding Steel 


FRONT 


Size Nos 

1 

2 

3 

4 

5 

6 

Weight each, ounces 

12H 

15 

19 

22H 

26 

31 

HIND 

Size Nos 

1 

2 

3 

4 

5 

6 

Weight each, ounces 

10 

13 


18 

21 

2514 

Packed in kegs of 100 pounds. 







Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SUOES-Cont. 

“XXL" STEEL FEATHERWEIGHT PATTERN 



Front Hind 

Made from best quality Welding Steel 


FRONT 


Size Nos 

0 

1 

2 

3 

4 

Weight each, ounces 

8H 

10 

12 

14 

17H 

HIND 

Size Nos 

0 

1 

2 

3 

4 

Weight each, ounces 

7H 


10 

12H 

15 

Packed in kegs of 100 pounds. 





Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Conf. 

SPECIAL COUNTERSUNK PATTERN 



Front Hind 

Made from best quality Welding Steel 


FRONT 


Size Nos 

0 

1 

2 

3 

4 

Weight each, ounces 

No. of holes each side 

3 

10 

3 

12H 

3 

15 

4 

18 

4 

HIND 

Size Nos 

0 

1 

2 

3 

4 

Weight each, ounces 

No. of holes each side 

7H 

3 

3 

10 

3 

12 

4 

14 

4 

Packed in kegs of 100 pounds. 

Price on application. 
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THE STEEL COMPANY OF CANADA. LIMITED 


HORSE SHOES— 


TOE WEIGHT PATTERN 



Front 

Made from best quality Welding Steel 


FRONT 


Size Nos 

1 

2 

3 


Weight each, ounces 

12 

3 

14H 

3 

17H 

4 

No. of holes each side 



Packed in kegs of 100 pounds. 
Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Con/. 



Brand 


/gy Brand Horse Shoes are manufactured at the works of the Belleville Iron and 
^ Horse Shoe Company. They have been on the market for a number of years 
and have, by reason of their quality and superior merit, established the high repu- 
tation in which they have been held since their introduction on the Canadian market. 
The success with which they have been sold, and the many friends which they have 
made, could only have been possible with a Horse Shoe of the highest grade. 

ygy Brand Shoes are today considered by many the equal of the best manufactured 
^ in this or any other country. In placing these shoes on the market, special 
patterns were designed after a careful study and with a thorough knowledge of the 
requirements of the Canadian trade, and the same care and attention have been 
continually used towards effecting any changes or improvements which experience 
has rendered necessary and desirable. 

^ Brand Iron Shoes are made from best double refined Iron, specially adapted 
^ for this purpose and rolled in our mill. 

A Brand Steel Horse Shoes are made from a special quality of soft steel in our own 
^ mills. The quality of the material is that which experience has demonstrated 
to be the most suitable for making horse shoes, and will render the longest service, 
and at the same time possesses the requisite welding qualities. 

/gy Brand Shoes are uniform in weight and style, well creased, with holes punched 
^ clean and properly spaced so that the blacksmith can readily finish up the shoes 
in the shortest possible time. The shapes are in accordance with modern ideas and 
have met with the approval of practical horse shoers wherever used. 

The inspection of our shoes is always most thorough and the ultimate user 
can always depend on finding only perfect shoes in a keg. The operations at all 
stages of manufacture of these Horse Shoes are watched by experts, and the 
increasing demand evidences the high merit of this brand. 

A Brand Horse Shoes are manufactured in the various styles shown in the fol- 
w lowing pages. 

Packed in kegs of 100 lbs. of a size. Fronts or Hinds, separately or assorted. 
We also pack one or more sizes of the same pattern Shoe. We do not pack different 
Brands in the same keg. 


ALL SHOES BRANDED 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Cow/. 

LIGHT IRON PATTERN 



Hind 


FRONT 



Size Nos 

0 

1 

2 

3 

4 

5 

6 

7 

Weight each, ounces 

12 

15 

17H 

21H 

24H 

30 

36 

41 

HIND 

Size Nos 

0 

1 

2 

3 

4 

5 

6 

7 

Weight each, ounces 

9H 

12H 

14H 

18 

21M 

25J^ 

29H 

34 


Packed in kegs of 100 pounds. 
Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Con/. 

MEDIUM IRON PATTERN 



Front Hind 


FRONT 

Size Nos 

1 

2 

3 

4 

5 

6 

7 

8 

Weight each, ounces 

17 

21 

26H 

30H 

36 

43H 

50 

55 

HIND 

Size Nos 

1 

2 

3 

4 

5 

6 

7 

8 

Weight each, ounces 

14 

18 

22 

27 

31 

36 

413^ 

48H 

Packed in kegs of 100 pounds. 









Price on application. 
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THE STEEL^COMPANY OF CANADA, LIMITED 


HORSE SHOES— Cob/. 

SNOW PATTERN 



Brand 


00 

Front Hind 

Made from best quality Welding Steel 
FRONT 


Size Nos 

1 

2 

3 ■ 

4 

5 

6 

Weight each, ounces 

12M 


18M 

21H 

25 

31 

HIND 

Size Nos 

1 

2 

3 

4 

5 

6 

Weight each, ounces 

lOH 

13 

16 

18^ 

21H 

26 

Packed in kegs of 100 pounds. 

Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Con/. 

LIGHT STEEL PATTERN 



Front Hind 

Made from best quality Welding Steel 

FRONT 


Size Nos 

0 

1 

2 

3 

4 

5 

6 

Weight each, ounces 

11 

13>4 

16 

19H 

23 

27 

31 

HIND 

Size Nos 

0 

1 

2 

3 

4 

5 

6 

Weight each, ounces 

8^ 

10 ^ 

13M 

16 

19 

21H 

26H 

Packed in kegs of 100 pounds. 

Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


HORSE SHOES— Con/. 


LIGHT IRON LONG LEFT AND RIGHT HEEL PATTERN 



Brand 



LEFT 



Size Nos 

2 

3 

4 

5 

Weight each, ounces 

15H 

18 

21H 

26 

RIGHT 

Size Nos 

2 

3 

4 

5 

Weight each, ounces. . . . 

... 

15H 

18 

21H 

26“ 


Packed in kegs of 100 pounds. 
Price on application. 



THE STEEL COMPANY OF CANADA. LIMITED 





COLD PROCESS HORSE NAILS 

to the greater density^of^ tC^mr^faran^b tougher nails due 

the stock, more uniform and more highly finished “LfpiSduS*" 

and -wtyTetolXlh^f;rtesr"^^^^^^ P— 

. largest makers of Horse 

Canadi" Our^knowlMg^^harfo throughout 

y»~’ «p.t»o. ix: ^at th« a"'",:'’'” ‘X ““ »“ 

requirements. exactly meet the blacksmith’s 

r ““ ■” 

set perfectly in the crease of the shoe Part* *t ^“ge, which enables it to 

taper and also to th, bevel ,t ,h, poi„,'t„ ensure proSXvTng" "™“ “ '''' 

ProctrrX“fi,ltrrX'd“± r;”*""’ «' Coid 

terial, and the eaactneX 2 oX ' ‘.‘‘''f P""*' Tlte strength of th. n..- 

drive and clinch better and at the same 1 ^™"* "“t'® "’’‘e'' 

and at the same time are possessed of greater holding power. 

theyir.;x“Ld"S'«r!;?x 

jected. We guarantee the deli’verv of ’ f * ‘mperfect nails are re- 

any found defective. ^ °"'y and will replace free of charge 

ThisS' treVa?u"rfofa tradt ‘'’® ^ead. 

a trade mark and genuine nails may be so distinguished. 

tainiiilteTsKrloVs?^^^^^^^^^ corners con- 

tons of the smaller lei twenty-five one pound car- 


193 


THE STEEL COMPANY OF CANADA, LIMITED 


COLD PROCESS HORSE NAILS— Conf. 




10 


REGULAR HEAD 



12 


Size Nos. 


iNi-ii 

Length, Inches. 


m 


IH 


2H 


2H 


2)^ 


2H 


10 


2V8 


11 


3* 


12 


3^ 


Packed Nos. 3 and 4, put up in 1 lb. net weight cartons. 

Nos. 5 to 12, put up in 5 lb. net weight cartons. 

Nos. 5 to 12, on request in 1 lb. net weight cartons with a net extra 
of one cent per pound. 

All packed in 25 lb. boxes. 

Price on application. 


194 


THE STEEL COMPANY OF CANADA, LIMITED 


COLD PROCESS HORSE NAILS— Co«/. 



5 6 7 8 9 


CITY HEAD 


Size Nos 

5 

6 

7 

8 

9 

Length, inches 


2y8 

2h 

234 

2H 


Packed in 5 lb. net weight cartons and shipped 25 lbs. per box. 
Price on application. 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS 

INSTRUCTIONS FOR ORDERING 


Measurements— A ll Square, Hexagon, Button, Round, Cone, Round 
Head Square Neck, and Square Head Square Neck Bolts are measured from 
UNDER HEAD tO point. 


All Countersunk, Elevator and Plow Bolts, Bolt Ends, and Table or 
Hanger Bolts, are measured from end to end. 


Stud Bolts— G ive length of thread required on each end, also length of part 
not threaded, and whether with or without nut. 


Joint Bolts Will be sent with square nuts unless otherwise specified. 


Plow Bolts— S pecify style of head by number, or submit sample and state 
whether right or left hand thread. 


Eye Bolts— ( a) Give diameter of bolt. 

(b) Give length from below eye to end. 

(c) Give inside diameter of eye. 




Staple or “U” Bolts — (a) Give diameter of bolt. 

(b) Give length from centre of bend to ends. 

(c) Give width between threads at ends. 

(d) Say whether square or round bends. 

Hook Bolts— (a) Give diameter of bolt. 

(b) Give length from centre of bend inside to end. 

(c) Give width of hook end inside. 

(d) Give lengths of hook ends inside. 

Stove Bolts— Specify style of head. 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cont, 


CARRIAGE BOLTS 



Countersunk, measured over all 



Black, Full Square, measured under the head 
Price Per 100 


Length, Inches 

Diameter 

A and K 
Inch 

Diameter 

Inch 

Diameter 

H 

Inch 

Diameter 

A 

Inch 

Diameter 

K 

Inch 

Diameter 

A. and H 
Inch 

1 

$2.40 

$3.00 

$3.70 

$5.20 

$6.25 

$11.80 

IK 

2.40 

3.00 

3.70 

5.40 

6.50 

12.20 



2.40 

3.00 

3.70 

5.60 

6.75 

12.60 

1% 

2.45 

3.10 

4.00 

5.80 

7.00 

13.00 

2 

2.50 

3.20 

4.00 

6.00 

7.25 

13.40 

2K 

2.55 

3.30 

4.15 

6.20 

7.50 

13.80 

2K 

2.60 

3.40 

4.30 

6.40 

7.75 

14.20 

2% 

2.65 

3.50 

4.45 

6.60 

8.00 

14.60 

3 

2.70 

3.60 

4.60 

6.80 

8.25 

15.00 

3M 

2.75 

3.70 

4.75 

7.00 

8.50 

15.40 

3H 

2.80 

3.80 

4.90 

7.20 

8.75 

15.80 

3M 

2.85 

3.90 

5.05 

7.40 

9.00 

16.20 

4 

2.90 

4.00 

5.20 

7.60 

9.25 

16.60 

4^ 

2.95 

4.10 

5.35 

7 80 

9.50 

17.00 

4H 

3.00 

4.20 

5.50 

8.00 

9.75 

17.40 

m 

3.05 

4.30 

5.65 

8.20 

10.00 

17.80 

5 

3.10 

4.40 

5.80 

8.40 

10.25 

18.20 

5H 

3.20 

4.60 

6.10 

8.80 

10.75 

19.00 

6 

3.30 

4.80 

6.40 

9.20 

11.25 

19.80 

6K 


5.00 

6.70 

9.60 

11.75 

20.60 

7 


5.20 

7.00 

10.00 

12.25 

21.40 

7K 


5.40 

7.30 

10.40 

12.75 ■ 

22.20 

8 


5.60 

7.60 

10.80 

13.25 

23.00 

8H 


5.80 

7.90 

11.20 

13.75 

23.80 

9 


6.00 

8.20 

11.60 

14.25 

24.60 

9H . *. 



8.50 

12.00 

14.75 

25.40 

10 



8.80 

12.40 

15.25 

26.20 

11 




13.20 

16.25 

27.80 

12 




14.00 

17.25 

29.40 

13 




14.80 

18.25 

31.00 

14 





19.25 

32.60 

15 





20.25 

34.20 

16 





21.25 

35.80 


The following extras are understood as part of this lisi;: 
Bolts without nuts, 10% extra discount. 

Bolts with hexagon nuts, add 10% to list price. 

Bolts with left hand threads add 25% to list price. 
Intermediate lengths charged at price of next larger sizes. 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cont . 


CARRIAGE BOLTS 


Round Neck, 


Fin Head. Common 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cont. 

CARRIAGE BOLTS 

MANUFACTURERS’ STANDARD LIST 

From this list the following bolts are sold at varying discounts: 

Askew Head Carriage Bolts, Common Carriage Bolts, Convex Head 
Fluted Carriage Bolts, Fin Head Carriage Bolts, Round Neck Carriage 
Bolts. 

Price Per 100 

Length 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Under the 

A and H 

A 

% 

A 


Ar and % 

% 

Head, Inches 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 



$1.00 

$1.40 

$1.90 

$2.20 




2 

1.10 

1.52 

2.06 

2.40 




2H 

1.20 

1.64 

2.22 

2.60 

$3.25 

$5.75 

$8.50 

3 

1.30 

1.76 

2.38 

2.80 

3.53 

6.13 

9.00 

3^ 

1.40 

1.88 

2.54 

3.00 

3.81 

6.51 

9.50 

4 

1.50 

2.00 

2.70 

3.20 

4.09 

6.89 

10.00 

4K 

1.60 

2.12 

2.86 

3.40 

4.37 

7.27 

10.50 

5 

1.70 

2.24 

3.02 

3.60 

4.65 

7.65 

11.00 

5M 

1.80 

2.36 

3.18 

3.80 

4.93 

8.03 

11.50 

6 

1.90 

2.48 

3.34 

4.00 

5.21 

8.41 

12.00 

6H 

2.00 

2.60 

3.50 

4.20 

5.49 

8.79 

12.50 

7 

2.10 

2.72 

3.66 

4.40 

5.77 

9.17 

13.00 

73^ 

2.20 

2.84 

3.82 

4.60 

6.05 

9.55 

13.50 

8 

2.30 

2.96 

3.98 

4.80 

6.33 

9.93 

14.00 

83^ 

2.40 

3.08 

4.14 

5.00 

6.61 

10.31 

14.50 

9 

2.50 

3.20 

4.30 

5.20 

6.89 

10.69 

15.00 



2.60 

3.32 

4.46 

5.40 

7.17 

11.07 

15.50 

10 

2.70 

3.44 

4.62 

5.60 

7.45 

11.45 

16.00 

11 

2.90 

3.68 

4.94 

6.00 

8.01 

12.21 

17.00 

12 

3.10 

3.92 

5.26 

6.40 

8.57 

12.97 

18.00 

13 

3.30 

4.16 

5.58 

6.80 

9.13 

13.73 

19.00 

14 

3.50 

4.40 

5.90 

7.20 

9.69 

14.49 

20.00 

15 

3.70 

4.64 

6.22 

7.60 

10.25 

15.25 

21.00 

16 

3.90 

4.83 

6.54 

8.00 

10.81 

16.01 

22.00 

17 

4.10 

5.12 

6.86 

8.40 

11.37 

16.77 

23.00 

18 

4.30 

5.36 

7.18 

8.80 

11.93 

17.53 

24.00 

19 

4.50 

5.60 

7.50 

9.20 

12.49 

18.29 

25.00 

20 

4.70 

5.84 

7.82 

9.60 

13.05 

19.05 

26.00 

The following extras are understood as part of this list: 



Bolts without nuts 10% extra discount. 





Bolts with hexagon nuts add 15% to list price. 




Bolts with left hand threads add 25% to list price. 



Round neck carriage bolts add 10% to list price. 




Intermediate lengths charged at price of next larger sizes. 



For inch diameter and larger use machine bolt list. 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cofii, 

COMMON CARRIAGE BOLTS 


Approximate Weight of 100 Bolts, in Pounds 


Length, 

Inches 

Diam. 

A Inch 

Diam. 

K Inch 

Diam. 

A Inch 

Diam. 

% Inch 

Diam. 

A Inch 

Diam. 

K Inch 

Diam. 

% Inch 

Diam. 

% Inch 

1 

1.9 

2.8 

4.8 

7.3 

10.5 

14.4 

30. 

39. 

IK 

2.2 

3.1 

5.2 

8. 

11.5 

15.7 

32. 

42. 

IK 

2.4 

3.5 

5.7 

8.7 

12.5 

17. 

34. 

45. 

2 

2.9 

4.2 

6.7 

10.1 

16.5 

19.6 

36. 

51. 

2K 

3.3 

4.9 

7.7 

11.5 

18.5 

22.2 

40. 

57. 

3 

. 3.7 

5.6 

8.7 

13. 

20.4 

24.7 

44. 

63. 

3K 

4.1 

6.3 

9.7 

14.4 

22.3 

27.3 

48. 

69. 

4 

4.6 

7 

10 6 

15 8 

24 2 

29 8 

52 

75 

4K 


7.7 

11.6 

17.2 

26.2 

32 .'4 

56] 

81 ; 

5 


8.4 

12.6 

18.6 

28.1 

34.9 

60. 

88. 

5K 


9.1 

13.6 

20. 

30. 

37.5 

64. 

94. 

6 


9 8 

14.5 

21.5 

32. 

40. 

68. 

100. 

6K 


10.5 

15 5 

22.9 

34. 

42.6 

72. 

106. 

7 


11.2 

16.5 

24.3 

35.9 

45.1 

77. 

112. 

7K 


11.9 

17.5 

25.7 

37.8 

47.7 

81. 

118. 

8 


12.6 

18.4 

27.1 

39.8 

50.2 

85. 

124. 

9 


14. 

20.4 

30. 

43.7 

55.3 

93. 

136. 

10 


15.4 

22.3 

32.8 

47.6 

60.4 

101. 

148. 

11 


16.8 

24.3 

35.6 

51.5 

65.5 

109. 

160. 

12 


18.2 

26.2 

38.4 

55.4 

70.6 

117. 

172. 

13 




41.2 

59.3 

75.7 

125. 

184. 

14 




44. 

63.2 

80.8 

133. 

196. 

15 




47. 

67.1 

85.9 

141. 

208. 

16 




50. 

71. 

91. 

150. 

221. 

17 




53. 

74.9 

96.1 

158. 

233. 

18 




55.5 

78.8 

101.2 

166. 

245. 

19 




58. 

82.7 

106.3 

174. 

257. 

20 




61. 

86.6 

111.4 

182. 

269. 
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BOLTS— Co«/. 


AUTOMOBILE RIM BOLTS 



N? I 




N°3 


N95 


N94 


No. 1 — A" Short Demountable Rim Bolt. 

No. 2 — Long Demountable Rim Bolt. 

No. 3—^" Felloe Bolt. 

No. 4—^" Rim Bolt, Knurl Neck. 

No. 5—H" Rim Bolt, Square Neck. 

The above bolts furnished in Black, Galvanized or Sheradized. 
Price quoted on application. 




THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Coni. 

FANCY HEAD CARRIAGE BOLTS 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cont, 

CARRIAGE BOLTS 

FANCY HEAD LIST 


Price Per 100 


Length, Inches 

Diam. 

A and ^ 
Inch 

Diam. 

A 

Inch 

Diam. 

K 

Inch 

Diam. 

Inch 

Diam. 

K 

Inch 

Diam. 

A and K 
Inch 

Diam. 

H 

Inch 

1 

$3.00 

$4.00 

$5.40 

$7.30 

$9.50 



IM 

3.10 

4.00 

5.40 

7.30 

9.50 





3.20 

4.00 

5.40 

7.30 

9.50 





3.30 

4.00 

5.40 

7.50 

9.80 



2 

3.40 

4.10 

5.40 

7.70 

10.10 

$16.75 


2M 

3.50 

4.20 

' 5.60 

7.90 

10.35 

17.25 


2H 

3.60 

4.40 

5.80 

8.15 

10.65 

17.75 


2H 

3.70 

4.50 

6.00 

8.35 

10.90 

18.25 


3 

3.80 

4.70 

6.20 

8.55 

11.20 

18.75 

$21.50 

3M 

3.90 

4.90 

6.50 

8.75 

11.50 

19.25 

22.35 

3H 

4.00 

5.00 

6.70 

8.95 

11.75 

19.75 

23.25 

m 

4.10 

5.20 

6.90 

9.15 

12.00 

20.25 

24.50 

4 

4.20 

5.30 

7.10 

9.40 

12.30 

20.75 

25.00 

4M 

4.35 

5.50 

7.30 

9.60 

12.60 

21.25 

26.85 

4H 

4.50 

5.70 

7.50 

9.80 

12.90 

21.75 

27.80 

m 

4.65 

5.85 

7.70 

10.00 

13.15 

22.25 

28.30 

5 

4.80 

6.00 

7.90 

10.25 

13.45 

22.75 

28.75 

5>^ 

5.10 

6.30 

8.40 

10.65 

14.00 

23.75 

30.50 

6 

5.40 

6.60 

8.80 

11.05 

14.55 

24.75 

32.50 

6M 


7.00 

9.30 

11.50 

15.10 

25.75 

33.50 

7 


7.30 

9.70 

11.85 

15.70 

26.75 

36.25 

m 


7.60 

10.10 

12.35 

16.25 

27.75 

38.00 

8 


7.90 

10.50 

12.75 

16.80 

28.75 

40.00 

m 


8.20 

10.90 

13.15 

17.35 

29.75 

42.00 

9 


8.50 

11.40 

13.60 

17.90 

30.75 

43.75 

9H 



11.90 

14.00 

18.50 

31.75 

45.75 

10 



12.40 

14.45 

19.00 

32.75 

47.50 

10^ 




14.85 

19.60 

33.75 

49.30 

11 




15.25 

20.15 

34.75 

51.25 

UK 




15.70 

20.70 

35.75 

53.00 

12 




16.15 

21.30 

36.75 

55.00 


The following extras are understood as part of this list. 

Bolts without nuts, 10% extra discount. 

Bolts with hexagon nuts, add 10% to list price. 

Bolts with left-hand threads, add 25% to list price. 

Intermediate lengths and diameters charged at price of next larger size. 

From this list the following bolts are sold at varying discounts: 

Cone Head Carriage Bolts, Pan Head Carriage Bolts, Shaft Bolts, 
Steeple Head Bolts, Step Bolts. 
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DECK ROUND NECK 

BUTTON HEAD 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cont. 


MACHINE BOLTS 


Price Per 100 


Length Under 
the Head, 
Inches 

Diam. 

H 

Inch 

Diam. 

A 

Inch 

Diam. 

H 

Inch 

Diam. 

Inch 

Diam. 

)^ 

Inch 

Diam. 

Inch 

Diam. 

H 

Inch 

Diam. 

Vs 

Inch 

Diam. 

1 

Inch 

Diam. 

IVs 

Inch 

Diam. 

Inch 



$1.70 

$2.00 

$2.40 

$2.80 

$3.60 

$5.20 

$7.70 

$10.50 

$15.10 

$22.50 

$30 00 

2« 

1.78 

2.12 

2.56 

3.00 

3.86 

5.58 

8.25 

11.20 

16.00 

23.70 

31 50 



1.86 

2.24 

2.72 

3 20 

4.12 

5.96 

8.80 

11.90 

16.90 

24.90 

33.00 


1 .94 

2.36 

2.88 

3.40 

4.38 

6.34 

9.35 

12.60 

17.80 

26.10 

34.50 

3H 

2.02 

2.48 

3.04 

3.60 

4.64 

6.72 

9.90 

13.30 

18.70 

27.30 

36.00 

4 

2.10 

2.60 

3.20 

3.80 

4.90 

7.10 

10.45 

14.00 

19.60 

28.50 

37.50 

4)4 

2 . 18 

2.72 

3.36 

4.00 

5.16 

7.48 

11.00 

14.70 

20.50 

29 70 

39.00 


2.26 

2.84 

3.52 

4.20 

5.42 

7.86 

11.55 

15.40 

21.40 

30 90 

40.50 

5)4 

2.34 

2.96 

3.68 

4.40 

5.68 

8.24 

12.10 

16.10 

22.30 

32.10 

42.00 

6 

2.42 

3.08 

3.84 

4.60 

5.94 

8.62 

12.65 

16.80 

23.20 

33.30 

43.50 

W 

2.50 

3.20 

4.00 

4.80 

6.20 

9.00 

13.20 

17.50 

24.10 

34.50 

45.00 

7 

• 2 .58 

3.32 

4.16 

5.00 

6.46 

9.38 

13.75 

18.20 

25.00 

35.70 

46 50 



2.66 

3.44 

4.32 

5.20 

6.72 

9.76 

14.30 

18.90 

25.90 

36.90 

48.00 


2.74 

3.56 

4.48 

5.40 

6.98 

10.14 

14.85 

19.60 

26.80 

38.10 

49.50 

9 

2.90 

3.80 

4.80 

5.80 

7.50 

10.90 

15.95 

21.00 

28.60 

40.50 

52.50 

10 

3.06 

4.04 

5.12 

6.20 

8.02 

11.66 

17.05 

22.40 

30.40 

42.90 

55 50 

11 

1 O 

3.22 

4.28 

5.44 

6.60 

8.54 

12.42 

18.15 

23.80 

32.20 

45.30 

58 50 

IZ 

3.38 

4.52 

5.76 

7.00 

9.06 

13.18 

19.25 

25.20 

34.00 

47.70 

61 50 

13 

3.54 

4.76 

6.08 

7.40 

9.58 

13.94 

20.35 

26.60 

35.80 

50.10 

64 50 

14 

3.70 

5;oo 

6.40 

7.80 

10.10 

14.70 

21.45 

28.00 

37.60 

52.50 

67.50 

15 

3.86 

5.24 

6.72 

8.20 

10.62 

15.46 

22 55 

29.40 

39.40 

54.90 

70 50 

16 

1 n 

4.02 

5.48 

7 04 

8.60 

11.14 

16.22 

23.65 

30.80 

41.20 

57.30 

73.50 

1 / 

1 Q 

4 . 18 

5.72 

7.36 

9 00 

11.66 

16.98 

24.75 

32.20 

43.00 

59.70 

76.50 

lo 

4.34 

5.96 

7.68 

9.40 

12.18 

17.74 

25.85 

33.60 

44.80 

62.10 

79 50 

ly 

4.50 

6.20 

8.00 

9.80 

12.70 

18.50 

26.95 

35.00 

46.60 

64.50 

82.50 

20 

91 

4.66 

6.44 

8.32 

10.20 

13.22 

19.26 

28.05 

36.40 

48.40 

66.90 

85.50 



22 







29.15 

37.80 

50.20 

69.30 

88.50 

2.3 







30.25 

39.20 

52.00 

71.70 

91.50 

24 







31.35 

40.60 

53.80 

74.10 

94.50 








32.45 

42.00 

55.60 

76.50 

97.50 

25 

26 







33.55 

43.40 

57.40 

78.90 

100.50 

27 







34.65 

44.80 

59.20 

81.30 

103.50 

28 







35.75 

46.20 

61.00 

83.70 

106.50 

2q 







36.85 

47.60 

62.80 

86.10 

109.50 

.30 







37.95 

49.00 

64.60 

88.50 

112.50 








39.05 

50.40 

66.40 

90.90 

115.50 

Add per Inch . ; . . . 

$0.16 

$0.24 

$0.32 

$0.40 

$0.52 

$0.76 

$1.10 

$1.40 

$1.80 

$2.40 

$3.00 


„ snorter wicnoui nuts, lO/b additional discount. 

Bo ts longer than 6 inches without nuts. 5% additional discount. 

Bo ts with our standard hexagon nuts, add 10% to list price. 

Bo ts with U.S. standard square nuts, add 5% to list price. 

Bo ts with U.S. standard hexagon nuts, add 15% to list price. 

Bolts with hexagon heads, add 10% to list price. 

Tee head bolts, add 10% to list price. 

Bolts with askew heads, add 10% to list price. 

Bolts with eccentric heads, add 10% to list price. 

Bolts with square neck, add 25% to list price. 

Joint bolts with square nuts, add 10% to list price. 

Joint bolts with oblong nuts, add 20% to list price. 

Countersunk head bolts, add 25% to list price. 

Bo ts with cotter pin holes, add 25% to list price. 

Bolts with left hand threads, add 25% to list price. 

Intermediate lengths charged at prices of next larger sizes, 
speciaf p^rkes irregular threads and unusual dimensions of heads or nuts will be charged at 

specil^prtce^® ordered in quantity only. Small lots will be charged at 

Hea(f sold at va^ing discounts: Countersunk Head. Hexagon 

Head, Button Head, Round Neck, Square Head, Joint Bolts. Deck Bolts. 
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BOLTS — Cont. 



MACHINE BOLTS 






SQUARE HEADS AND SQUARE NUTS 






Approximate Weight Per 100 





Diameter < 

K 

A 

% 



% 

% 

Vs 

1 

V/% 

1^ 

1 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Length, Inches 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 

Lbs. 



3.6 

6.2 

8.8 

13 

18 

33 

52 

78 

114 

165 

225 

2 

4.2 

7.2 

10.2 

15 

21 

37 

58 

86 

125 

178 

242 



4.8 

8.2 

11.6 

17 

24 

41 

64 

94 

136 

191 

259 

3 

5.4 

9.1 

13. 

19 

26 

45 

70 

103 

146 

205 

275 



6. 

10.1 

14.4 

21 

29 

49 

76 

111 

157 

219 

292 

4 

6.6 

11. 

15.8 

23 

31 

53 

82 

119 

167 

232 

308 

43^ 

7.2 

12. 

17.2 

25 

34 

57 

88 

128 

178 

246 

325 

5 

7.8 

12.9 

18.6 

27 

37' 

61 

94 

136 

189 

259 

342 



8.4 

13.9 

20. 

29 

39 

65 

100 

144 

199 

273 

359 

6 

9. 

14.8 

21.4 

31 

42 

69 

106. 

152 

210 

286 

375 

6H 

9.6 

15.8 

22.8 

33 

44 

73 

112 

161 

220 

300 

392 

7 

10.2 

16.7 

24.2 

35 

47 

77 

118 

169 

231 

313 

409 

734 

10.8 

17.7 

25.6 

37 

50 

81 

124 

111 

242 

327 

425 

8 

11.4 

18.6 

27. 

39 

52 

85 

130 

186 

252 

340 

442 

9 

12.6 

20.5 

29.8 

43 

57 

93 

142 

200 

273 

367 

475 

10 

13.8 

22.4 

32.6 

47 

63 

101 

154 

217 

295 

394 

509 

11 

15. 

24.3 

35.4 

51 

68 

109 

166 

233 

316 

421 

542 

12 

16.2 

26.2 

38.2 

55 

73 

118 

178 

250 

338 

448 

575 

13 

17.4 

28.1 

41. 

59 

78 

126 

190 

267 

358 

475 

609 

14 

18.6 

30. 

43.8 

63 

83 

134 

202 

283 

379 

502 

642 

15 

19.8 

31.9 

46.6 

67 

■ 89 

142 

214 

300 

401 

529 

675 

16 

21. 

33.8 

49.4 

71 

94 

150 

226 

316 

422 

556 

708 

17 

22.2 

35.7 

52.2 

75 

99 

158 

238 

333 

443 

583 

742 

18 

23.4 

37.6 

55. 

79 

104 

166 

250 

350 

464 

610 

775 

19 

24.6 

39.5 

57.8 

83 

109 

175 

262 

366 

485 

637 

808 

20 

25.8 

41.4 

60^6 

87 

115 

183 

274 

383 

507 

664 

842 

21 





120 

191 

286 

399 

528 

691 

875 

22 





125 

199 

298 

416 

549 

718 

908 

23 





130 

207 

310 

433 

570 

745 

942 

24 





135 

215 

322 

449 

591 

772 

975 

25 





140 

223 

334 

466 

613 

799 

1008 

26 





145 

231 

346 

482 

634 

826 

1041 

27 





150 

239 

358 

499 

655 

853 

1075 

28 





155 

247 

370 

516 

676 

880 

1108 

29 





160 

255 

382 

532 

697 

907 

1141 

30 





165 

263 

394 

550 

719 

934 

1175 

The ab(^e weights are for bolts with bolt size nuts, and with heads of diameter equal to 1 times 

diameter of Bolt, and thickness equal to % times diameter of Bolt. For weights of Bolts with 

heads or nuts, add or subtract as follows per 100. 








With Hexagon Nut 

.2 

.25 

.3 

.4 

.55 

1.1 

1.75 

2.60 

3.5 

—7.5 • 

—12.2 

With Hexagon 












Head and Nut. . 

1.1 

1.48 

1.9 

2.6 

3.45 

5.2 

6.9 

8.85 

10.9 

—4.8 ■ 

—11.3 
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THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cont, 


BOLT ENDS 

WITH SQUARE NUTS 



Diameter of Bolt, 
Inches 

Length, 

Inches 

Per 

Pound 

Weight 

Per 100 

Length of 
Thread, Inches 

A 

6 

$0.32 

5 


H 

6 

.25 

9 


A 

6 

.20 

14 

2 

H 

7 

.18 

24 

2 

iV 

7 

.16 

34 

2K 

H 

8 

.14 

49 

3 

A 

8 

.14 



H 

9 

.12 

84 

3K 



10 

.10 

145 

3K 

y% 

11 

.10 

210 

4 

1 

12 

.10 

300 

4 



13 

.10 

445 

4K 



14 

.11 

644 

4K 



15 

.11 

865 

5 

w 

16 

.11 

1,075 

5 

IVs 

17 

.12 

1,350 

5K 

}y 

18 

.12 

1,670 



19 

.12 

1,900 

6^ 

2 

20 

.12 

2,400 

6 

2K 

22 

.14 

3,150 

6K 

2K 

24 

.14 

4,200 

6K 

2% 

24 

.16 

5,100 

7 


26 

.18 

6,400 

7K 


The following extras are understood as part of this list. 

Bolt Ends with hexagon nuts add 10% to the list price. 

Bolt Ends with left hand threads add 25% to list price. 

Bolt Ends shorter than the above standard lengths will be charged at the list 
of Machine Bolts of the same size. 
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BOLTS — Cont. 


BLANK BOLTS 

WITH SQUARE HEADS 



Price Per 100 


Length ’ Under 
the Head, 
Inches 

Diam. 

H 

Inch 

Diam. 

Inch 

Diam. 

Vs 

Inch 

Diam. 

Inch 

Diam. 

Inch 

Diam. 

Inch 

Diam. 

H 

Inch 

Diam. 

Vb 

Inch 

Diam. 

1 

Inch 

Diam. 

IVb 

Inch 

Diam. 

IH 

Inch 


$ 1.20 

$1.40 

$1.60 

$ 2.00 

$2.50 

$4.00 

$ 6.10 

$7.80 

$10.40 

$16.00 

$21.60 



2 

1.30 

1.52 

1.74 

2.18 

2.74 

4.36 

6.65 

8.50 

11.30 

17 20 

23.10 

214 

1.40 

1.64 

1.88 

2.36 

2.98 

4.72 

7.20 

9.20 

12.20 

18.40 

24.60 

3 

1.50 

1.76 

2.02 

2.54 

3.22 

5.08 

7.75 

9.90 

13.10 

19.60 

26.10 

3H 

1.60 

1.88 

2.16 

2.72 

3.46 

5.44 

8.30 

10.60 

14.00 

20.80 

27.60 

4 

1.70 

2.00 

2.30 

2.90 

3.70 

5.80 

8.85 

11.30 

14.90 

22.00 

29.10 


1 .80 

2.12 

2.44 

3.08 

3.94 

6.16 

9.40 

12.00 

15.80 

23.20 

30.60 



5 

1.90 

2.24 

2.58 

3.26 

4.18 

6.52 

9.95 

12.70 

16.70 

24.40 

32.10 

514 

2.00 

2.36 

2.72 

3.44 

4.42 

6.88 

10.50 

13.40 

17.60 

25.60 

33.60 

6. 

2.10 

2.48 

2.86 

3.62 

4.66 

7.24 

11.05 

14.10 

18.50 

26.80 

35.10 

e}4 

2.20 

2.60 

3.00 

3.80 

4.90 

7.60 

11.60 

14.80 

19.40 

28.00 

36.60 

7 

2.30 

2.72 

3.14 

3.98 

5.14 

7.96 

12.15 

15.50 

20.30 

29.20 

38.10 

714 

2.40 

2.84 

3.28 

4.16 

5.38 

8.32 

12.70 

16.20 

21.20 

30.40 

39.60 

8 

2.50 

2.96 

3.42 

4.34 

5.62 

8.68 

13.25 

16.90 

22.10 

31 .60 

41.10 

9 

2.70 

3.20 

3.70 

4.70 

6.10 

9.40 

14.35 

18.30 

23.90 

34.00 

44.10 

10 

2.90 

3.44 

3.98 

5.06 

6.58 

10.12 

15.45 

19.70 

25.70 

36.40 

47.10 

11 

3.10 

3.68 

4.26 

5.42 

7.06 

10.84 

16.55 

21.10 

27.50 

38.80 

50.10 

12 

3.30 

3.92 

4.54 

5.78 

7.54 

11.56 

17.65 

22.50 

29.30 

41.20 

53.10 

13 



4.82 

6.14 

8.02 

12.28 

18.75 

23.90 

31.10 

43.60 

56.10 

14 



5.10 

6.50 

8.50 

13.00 

19.85 

25.30 

32.90 

46.00 

59.10 

15 



5.38 

6.86 

8.98 

13.72 

20.95 

26.70 

34.70 

48.40 

62.10 

16 



5.66 

7.22 

9.46 

14.44 

22.05 

28.10 

36.50 

50.80 

65.10 

17 





9.94 

15.16 

23.15 

29.50 

38.30 

53.20 

68.10 

18 





10.42 

15.88 

24.25 

30.90 

40.10 

55.60 

71.10 

19 





10.90 

16.60 

25.35 

32.30 

41.90 

58.00 

74.10 

20 





11.38 

17.32 

26.45 

33.70 

43.70 

60.40 

1 77.10 

Add per Inch 

$0.20 

$0.24 

$0.28 

$0.36 

$0.48 

$0.72 

$1.10 

$1.40 

$1.8C 

1 $2.4C 

) $3.00 


The following extras are understood as part of this list. 
Bolts with hexagon heads, add 10% to list price. 
Intermediate lengths charged at price of next larger sizes. 
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BOLTS — Cont. 

BLANK BOLTS 

WITH SQUARE HEADS 


Approximate Weight per 100 


Length 

Under 

the 

Head, 

Inches 

Diam. 
H Inch, 
Pounds 

Diam. 

Inch, 

Pounds 

Diam. 
H Inch, 
Pounds 

Diam. 
H Inch, 
Pounds 

Diam. 
% Inch, 
Pounds 

Diam. 
Vi Inch, 
Pounds 

Diam. 

1 Inch, 
Pounds 

Diam. 

Inch, 

Pounds 

Diam. 
IH Inch, 
Pounds 

1 

6.4 

9.7 

12.6 

23.0 






IH 

7.2 

10.7 

14.0 

24.9 

39.5 







8.0 

11.7 

15.4 

27.1 

42.5 

63.0 




IH 

8.8 

12.7 

16.8 

29.0 

45 5 

67.0 

90 



2 

9.6 

13.7 

18.2 

31.0 

48.5 

71.0 

95 



2H 

10.4 

14.7 

19.6 

33.0 

51.5 

75.2 

100 



2H 

11.2 

15.7 

21.0 

35 0 

54.5 

79.4 

105 



2H 

12.0 

16.7 

22.4 

37.0 

57.5 

83.7 

110 



3 

12.8 

17.7 

23.8 

39.0 

60.5 

88.0 

115 

215 

370 



14.4 

19.7 

26.6 

43.5 

66.5 

96.3 

125 

232 

392 

4 

16.0 

21.7 

29.4 

48.0 

72.7 

104.5 

136 

249 

414 

4H 

17.5 

23.7 

31.2 

52.5 

78.9 

112.8 

147 

266 

437 

5 

19.0 

25.7 

35.0 

56.5 

85.1 

121.0 

158 

283 

461 

5H 

20.5 

27.7 

37.8 

60.5 

91.3 

129.3 

169 

300 

485 

6 

22.0 

29.7 

40.6 

64.6 

97.5 

137.5 

180 

317 

510 

7 

25.0 

33.7 

46.0 

72.8 

109.0 

154.0 

202 

'351 

560 

8 

28.0 

37.7 

51.5 

81.0 

121 .0 

171.0 

223 

386 

610 

9 


41.7 

56.7 

89.0 

133.0 

188.0 

245 

420 

660 

10 


45.7 

62.0 

97.0 

145.0 

205.0 

267 

453 

710 

11 



67.5 

105.0 

157.0 

222.0 

288 

488 

760 

12 



73.0 

114.0 

170.0 

239.0 

310 

523 

810 

13 



78.5 

123.0 

183.0 

256.0 

332 

558 

860 

14 



84 0 

132.0 

196.0 

273 0 

354 

593 

910 

15 



89.5 

141.0 

209.0 

290.0 

376 

628 

960 

16 



95.0 

150.0 

222.0 

307.0 

398 

663 

1,010 

17 



100.5 

159.0 

235.0 

324.0 

420 

698 

1,060 

18 



106.0 

168.0 

248.0 

341.0 

442 

733 

1,110 

19 



111.5 

177.0 

261.0 

358.0 

464 

768 

1,160 

20 



117.0 

186.0 

274.0 

375.0 

486 

803 

1,210 

Add per Inch 

3.0 

4.0 

5.5 

9.0 

13.0 

17.0 

22.0 

35.0 

50.0 
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BOLTS — Cont. 

CANT DOG BOLTS 


SQUARE HEAD AND NUT 



Price per 100 


Length under the Head, Inches 

Diameter, H Inch 

Diameter, Inch 

Diameter, Clinch 

IH 

$2.40 

$2.80 

$3.60 

IVs 

2.56 

3.00 

3.86 

IH 

2.56 

3.00 

3.86 

2 

2.56 

3.00 

3.86 


EXTRA NUTS 

Use List Prices of Nuts, pages 248 and 249, with discounts. 


STANDARD LENGTH OF THREADS ON OUR BOLTS 


Length 

of 

Bolt 

H Inch 

A Inch 

Vs Inch 

^ Inch 

H-A In. 

H Inch 

% Inch 

H Inch 

1 Inch 

Inches 

1 to Ui. 
IHto 4... 
4Hto 7... 
7H to 12. . . 
12H to 20. . . 
20 to 30. . . 

Inches 

IH 

Inches 

Inches 

% 

1 

IH 

IH ’ 

Inches 

iM 

Inches 

IH 

IH 

Inches 

1 

IH 

2H 

Inches 

1 

IH 

IH 

2 

2H 

2H 

Inches 

IH 

Inches 

IH 

2H 

2H 

For each ad- 
ditional 
in. of Thread 
per 100 Bolts 

$0.02 

$0.02 

$0.02H 

$0.03 

$0.04 

$0.06 

$0.08 

$0.10 

$0.12 
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BOLTS — Cont, 

STUD BOLTS 


ROUGH IRON WITH HEXAGON NUTS 



Price per 100 



Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 

Diam. 


H 

fir 


fir 

Vs 

H 

Vs 

1 

IVs 

IH 


Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Inch 

Threads to In. 

16 

14 

13 

12 

11 

10 

9 

8 

7 

7 

Inches 











IH 

$4.00 

$5.10 

$5.50 








IH 

4.10 

5.25 

5.65 








2 

4.20 

5.40 

5.80 

$8.50 

$8.50 

$12.40 





2M 

4.30 

5.55 

5.95 

8.75 

8.75 

12.70 





2H 

4.40 

5.70 

6.10 

9.00 

9.00 

13.00 

$18.00 




2M 

4.50 

5.85 

6.25 

9.25 

9.25 

13.30 

18.50 




3 

4.60 

6.00 

6.40 

9.50 

9.50 

13.60 

19.00 

$27.80 



3M 

4.70 

6.15 

6.55 

9.75 

9.75 

13.90 

19.50 

28.40 



3H 

4.80 

6.30 

6.70 

10.00 

10.00 

14.20 

20.00 

29.00 



3M 

4.90 

6.45 

6.85 

10.25 

10.25 

14.50 

20.50 

29.60 



4 

5.00 

6.60 

7.00 

10*50 

10.50 

14.80 

21.00 

30.20 

$45.00 

$64.00 

4H 

5.25 

6.90 

7.30 

11.00 

11.00 

15.40 

22.00 

31.40 

46.50 

66.50 

5 

6.00 

7.60 

7.60 

11.50 

11.50 

16.00 

23.00 

32.60 

48.00 

69.00 

5^ 

7.25 

8.00 

8.00 

12.00 

12.00 

16.60 

24.00 

33.80 

49.50 

71.50 

6 

8.00 

8.45 

8.45 

12.50 

12.50 

17.20 

25.00 

35.00 

51 .00 

74.00 

7 




13.60 

13.60 

18.60 

27.00 

37.50 

54.00 

79.50 

8 




14.80 

14.80 

20.10 

29.10 

40.10 

58.00 

85.00 

9 






21.60 

31.20 

42.80 

62.50 

90.50 

10 






23.20 

33.40 

45.50 

67.00 

96.00 


In ordering Studs, give length of thread wanted on each end, and length of 
body. The shorter threaded end has a tight fit. 

Studs without Nuts will be charged at a reduction of 15 per cent, from list 
prices; and Studs with two Hexagon Nuts are sold at list price. 
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LAG SCREW 


GIMLET POINT COACH SCREW 
FETTER DRIVE SCREW 
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BOLTS — Coni. 

COACH AND LAG SCREWS 

WITH SQUARE HEADS AND GIMLET POINTS 


Price per 100 


Length Under 
the Head, 

Inches 

Diam. 

T ^ 

Inch 

Diam. 

Vs 

Inch 

Diam. 

A 

Inch 

Diam. 

Inch 

Diam. 

A & ^ 
Inch 

Diam. 

H 

Inch 

Diam. 

Vs 

Inch 

Diam. 

1 

Inch 

2}^ 

3 

$2.25 

2.45 

2.65 

2.85 

$2.70 

2.96 

3.22 

3.48 

$3.15 

3.47 

3.79 

4.11 

$3.75 

4.11 

4.47 

4.83 

$6.00 

6.50 

7.00 

$9.20 

9.90 

$15.00 


3H 

3.05 

3.74 

4.43 

5.19 

7.50 

10.60 

16.00 

$22.00 

4 

3.25 

4.00 

4.75 

5.55 

8.00 

11 30 

17.00 

23 30 

4H 

3.45 

4.26 

5.07 

5.91 

8.50 

12.00 

18.00 

24.60 

5 

3.65 

4.52 

5.39 

6.27 

9.00 

12.70 

19.00 

25.90 

5H 

3.85 

4.78 

5.71 

6.63 

9.50 

13.40 

20.00 

27.20 

6 

4.05 

5.04 

6.03 

6.99 

10 00 

14.10 

21 00 

28 50 



4.25 

5.30 

6.35 

7.35 

10 50 

14.80 

22.00 

29.80 

7 

4.45 

5.56 

6.67 

7.71 

11.00 

15.50 

23.00 

31:10 

7H 

4.65 

5 82 

6 99 

8.07 

11.50 

16.20 

24.00 

32.40 

8 

4.85 

6.08 

7.31 

8.43 

12 00 

16 90 

25 00 

33 70 

9 

5.25 

6.60 

7.95 

9.15 

13.00 

18.30 

27 00 

36 30 

10 

5.65 

7.12 

8.59 

9.87 

14.00 

19.70 

29.00 

38.90 

11 

6.05 

7.64 

9.23 

10.59 

15.00 

21.10 

31 .00 

41.50 

12 

6.45 

8.16 

9.87 

11.31 

16.00 

22.50 

33.00 

44.10 


The following extras are understood as part of this list. 

Hexagon Heads, 10% extra. 

Tee Heads, 20% extra. 

Skein Screws, list price, same as Lag Screws. 

Length of thread is approximately three-fifths of length of screw. 
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BOLTS-Co»/. 

COACH SCREWS 

NUMBER OF THREADS PER INCH 


Matching the Threads of Expansion Bolt Shields 


Diameter, 

Inch ■ 

Threads 
per Inch 

Diameter, 

Inch 

Threads 
per Inch 


10 

A 

6 


9 


5 

H 

7 


414 

■A 

7 

Vs 

4 

H . 

6 

1 

314 


COACH SCREWS 

With Square Heads 


APPROXIMATE WEIGHT IN POUNDS PER 100 


Length 
Under the 
Head, Inches 

Diam. 

H 

Inch 

‘ Diam. 

A 

Inch 

Diam. 

Vs 

Inch 

Diam. 

A 

Inch 

Diam. 

Inch 

Diam. 

A 

Inch 

Diam. 

Vs 

Inch 

Diam. 

H 

Inch 

Diam. 

K 

Inch 

Diam. 

1 

Inch 

114 

2.7 

3.5 

5.8 

9.1 







2 

3.5 

4.4 

7.1 

11.0 

15.0 

22.8 

26.3 




214 

4.2 

5.3 

8.5 

12:9 

17.3 

25.3 

29.9 




3 

4.7 

6.2 

9.8 

14.8 

19.5 

27.8 

33.5 

46.1 

71.8 

103.0 

314 

5.2 

7.1 

11.1 

16.5 

21.6 

30.4 

37.1 

51.5 

78.5 

112.0 

4 

5.7 

8.0 

12.5 

18.2 

23.8 

33.0 

40.7 

57.1 

85.3 

121.0 

414 

6.5 

9.0 

13.8 

19.9 

26.3 

35.5 

44.5 

62.9 

92.0 

130.0 

5 

7.0 

10.0 

14.9 

21.8 

28.8 

38.0 

48.3 

68.8 

98.6 

141.0 

514 

7.5 

11.0 

16.0 

23.5 

31.3 

40.7 

52.0 

74.7 

105.3 

153.0 

6 

8.0 

12.0 

17.2 

25.2 

33.8 

43.3 

55.7 

80.5 

112.0 

164.0 

7 





38.9 

50.0 

63.2 

92.3 

125.4 

185.0 

8 





44.0 

56.8 

69.3 

104.0 

138.8 

205.0 

9 





48.5 

63.5 

76.4 

115.4 

156.3 

225.0 

10. 





53.0 

70.3 

83.5 

126.8 

173.8 

245.0 

11 





57.5 

77.0 

90.6 

138.2 

191.3 

265.0 

12 





62.0 

83.7 

97.8 

149.5 

208.8 

285.0 
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BOLTS — Cont. 


HANGER OR TABLE BOLTS 

WITH SQUARE NUTS, GIMLET POINTS 


Price per 100 


Length 

Over All, 

Inches 

Diam. 

M& A 

Inch 

Diam. 

% 

Inch 

Diam. 

A 

Inch 

Diam. 

Inch 

Diam. 

% 

Inch 

Diam. 

Inch 

Diam. 

14 

■ Inch 

Diam. 

1 

Inch 

2 

$3.00 

$3.60 

$4.24 

$ 5.06 

$ 6.19 




2H 

3.19 

3.83 

4.54 

5.44 

6.75 

$ 9.90 



3 

3.38 

4.05 

4.84 

5.81 

7.31 

10.73 





3.57 

4.28 

5.14 

6.19 

7.88 

11.55 

$ 5.00 


4 

3.75 

4.50 

5.44 

6.56 

8.44 

12.38 

16.00 


4^ 

3.94 

4.73 

5.74 

6.94 

9.00* 

13.20 

17.00 


5 

4.13 

4.95 

6.04 

7.31 

9.56 

14.03 

18.00 

$26.25 

53^ 

4.32 

5.18 

6.34 

7.69 

10.13 

14.85 

19.00 

27.50 

6 

4.50 

5.40 

6.64 

8.06 

10.69 

15.68 

20.00 

28.75 

63^ 


5.62 

6.94 

8.43 

11.25 

16.50 

21.00 

30.00 

7 


5.84 

7.24 

8.80 

11.82 

17.33 

22.50 

31.25 

7H 


6.06 

7.54 

9.17 

12.38 

18.15 

23.44 

32.50 

8 


6.28 

7.84 

9.55 

12.95 

19.03 

24.37 

33.75 

9 



8.14 

9.92 

13.51 

19.85 

26.25 

35 62 

10 




10.30 

14.08 

20.68 

27.50 

37.50 

11 





14.64 

21.50 

28.75 

39.38 

12 





15.21 

22.32 

30.00 

41.25 


Hanger Bolts with Hexagon Nuts, add 10% to list price. 
The length of Hanger Bolts is measured over all. 
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BOLTS — Cofit. 


PLOW AND CULTIVATOR BOLTS 


Price per 100 

Order by number and state whether right or left hand threads are required. 
Styles No. 1, 2, 3 and 4 are carried in stock: No. 5 to 10 will be made to order 
promptly. 


Length Over 
All, Inches 

Diameter 

A Inch 

Diameter 

H Inch 

Diameter 

A Inch 

Diameter 

M Inch 

Diameter 

A Inch 

Diameter 

H Inch 

IH 

$1.70 

$2.00 

$2.60 

$3.50 

$4.50 

$5.70 

1/4 

1.80 

2.10 

2.75 

3.70 

4.75 

6.00 

IM 

1.90 

2.20 

2.90 

3.90 

5.00 

6.30 

2 

2.00 

2.30 

3.05 

4.10 

5.25 

6.60 

2M 

2.10 

2.40 

3.20 

4.30 

5.50 

6.90 

2H 

2.20 

2.50 

3.35 

4.50 

5.75 

7.20 

2H 

2.30 

2.60 

3.50 

4.70 

6.00 

7.50 

3 

2.40 

2.70 

3.65 

4.90 

6.25 

7.80 

3M 

2.50 

2.80 

3.80 

5.10 

6.50 

8.10 



2.60 

2.90 

3.95 

5.30 

6.75 

8.40 

3M 

2.70 

3.00 

4.10 

5.50 

7.00 

8.70 

4 

2.80 

3.10 

4.25 

5.70 

7.25 

9.00 



2.90 

3.20 

4.40 

5.90 

7.50 

9.30 

4H 

3.00 

3.30 

4.55 

6.10 

7.75 

9.60 

m 

3.10 

3.40 

4.70 

6.30 

8.00 

9.90 

5 

3.20 

3.50 

4.85 

6.50 

8.25 

10.20 


3.30 

3.60 

5.00 

6.70 

8.50 

10.50 


3 40 

3.70 

5.15 

6.90 

8.75 

10.80 

5^ 

3.50 

3.80 

5.30 

7.10 

9.00 

11.10 

6 

3.60 

3.90 

5.45 

7.30 

9.25 

11.40 


Right-Hand Threads will be sent unless Left-Hand Threads are ordered. 
Left Hand Threads, add 10% to list price. 

Hexagon Nuts, add 10% to list price. 

APPROXIMATE WEIGHT PER 100 
No. 1 Key Head No. 2 Round Countersunk Head 


Size 


A Inch 


H Inch 


A Inch 


H Inch 


Size 

A Inch 

% Inch 

A Inch 

H Inci 

H 

3.81 

6.06 

8.25 


1 

4.37 

7. 

9.19 

13.18 

IH 

5. 

7.56 

10. 

14.56 

IH 

5.5 

8.25 

11.19 

15.75 

IH 

6.12 

9. 

12.12 

17.18 

2 

6.68 

9.81 

13.5 

18.37 

2H 

7.12 

10.62 

14.37 

20.18 

214 

7.62 

11.31 

15.56 

21.62 

2M 

8. 

12.18 

16.43 

22.37 

3 

8.5 

13. 

17.81 

24. 


IM 

2^ 

2M 

3... 


3.74 

4.37 

5. 

5.62 

6 . 

6.44 
6.87 
7.5 
8 . 

8.44 


6.25 
7. 

7.87 

8.62 

9.25 
10 . 
10.62 
11.44 
12.5 
13. 


9.37 

10.56 

11.31 
12.44 
13.5 

14.31 
16.25 

17. 

18. 


14. 

14.75 

15.75 

17.5 
18.56 

20.5 

21.5 

22.75 
24.25 


No. 3 Round Countersunk Square Neck No. 4 Square Countersunk Head 


A Inch 

Vs Inch 

A Inch 

H Inch 

Size 

A Inch 

Yi Inch 

A Inch 

Inch 

3.81 

4.31 

6.12 

6.87 

10. 

14.37 

H 

1 

3.94 

4.37 

6.75 

7.31 

10.44 


4.87 

7.5 

11.12 

15.31 

IM 

5. 

7.87 

10.81 

15.5 

5.12 

8.75 

12.5 

16.68 

IH 

5.5 

8.87 

12. 

16.56 

5.87 

9.37 

13.56 

18.43 

IH 

6.18 

9.87 

13.12 

17.81 

6.06 

10.25 

14.18 

19.62 

2 

6.68 

10.38 

13.75 

19.62 

6.94 

11. 

15.37 

21. 

2H 

7.31 

11. 

14.81 

20.62 

7.56 

11 .75 

16.62 

22.5 

2M 

7.75 

12.18 

16. 

22 12 

8. 

12.5 

17.5 

23.25 

2% 

8.37 

12.75 

16.56 

23 25 

8.5 

13.18 

18.68 

25.25 

3 

9.12 

13.56 

17.56 

23.87 


Size 


1 ... 

2 ... 

2M 

2H 

2H 

3... 
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BOLTS — Cofit. 
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BOLTS — Cofit, 

SLEIGH SHOE BOLTS 


Price per 100 


Length 
Over All, 
Inches 

Diameter 

H 

Inch 

Diameter 

A 

Inch 

Diameter 

H 

Inch 

Diameter 

A 

Inch 

Diameter 

Inch 

Diameter 

A and 54 
Inch 



$1.00 

$1.40 

$1.90 

$2.20 



2 

1.10 

1.52 

2.06 

2.40 



2H 

1.20 

1.64 

2.22 

2.60 

$3.25 

$5.75 

3 

1.30 

1.76 

2.38 

2.80 

3.53 

6.13 



1.40 

1.88 

2.54 

3.00 

3.81 

6.51 

4 

1.50 

2.00 

2.70 

3.20 

4.09 

6.89 

434 

1.60 

2.12 

2.86 

3.40 

4.37 

7.27 

5 

1.70 

2.24 

3.02 

3.60 

4.65 

7.65 



1.80 

2.36 

3.18 

3.80 

4.93 

8.03 

6 

1.90 

2.48 

3.34 

4.00 

5.21 

8.41 

634 

2.00 

2.60 

3.50 

4.20 

5.49 

8.79 

7 

2.10 

2.72 

3.66 

4.40 

5.77 

9.17 

734 

2.20 

2.84 

3.82 

4.60 

6.05 

9.55 

8 

2.30 

2.96 

3.98 

4.80 

6.33 

9.93 

8)4 

2.40 

3.08 

4.14 

5.00 

6.61 

10.31 

9 

2.50 

3.20 

4.30 

5.20 

6.89 

10.69 


The following extras are understood as part of this list. 
Bolts with hexagon nuts, add 15% to list price. 

Bolts with left hand threads, add 25% to list price. 
Intermediate lengths charged at price of next larger size. 
Sleigh and Special Sleigh Shoe Bolts sell off this list. 

TIRE BOLTS 


Plain and Fluted 


Length 
Over All, 
Inches 


1 

IH.. 
1^... 
1 ^... 
2 

2M..- 

2H... 

2H... 

3 

3M... 

3M... 


Price per 100 


Diam. 
)4& A 

Inch 

Diam. 

H 

Inch 

Diam. 

A 

Inch 

Diam. 

Vs 

Inch 

Length 
Over All, 
Inches 

Diam. 
)4& A 

Inch 

Diam. 

H 

Inch 

Diam. 

A 

Inch 

$0.60 

$0.95 

$1.40 

$2.20 

3H 

$1.05 

$1.40 

$1.96 

.60 

.95 

1.40 

2.20 

4 

1.10 

1.45 

2.03 

.60 

.95 

1.40 

2.20 

4)i 

1.15 

1.50 

2.10 

.65 

1.00 

1.40 

2.20 

4)4 

1.20 

1.55 

2.17 

.70 

1.05 

1.47 

2.20 

4M 

1.25 

1.60 

2.24 

.75 

1.10 

1.54 

2.30 

5 

1.30 

1.65 

2.31 

.80 

1.15 

1.61 

2.40 

5H 

1.35 

1.70 

2.38 

.85 

1.20 

1.68 

2.50 

5)4 

1 40 

1 75 

2 45 

.90 

1.25 

1.75 

2.60 

5M 

1.45 

i!80 

2.52 

.95 

1.30 

1.82 

2.70 

6. 

1 50 

1.85 

2.59 

1.00 

1.35 

1.89 

2.80 




Diam. 

Vs 

Inch 


$2.90 

3.00 

3.10 

3.20 

3.30 

3.40 

3.50 

3.60 

3.70 

3.80 


The following extras are understood as part of this list. 

Bolts without nuts 10% extra discount. 

Bolts with left-hand threads, add 25% to list price. 

Intermediate lengths charged at price of next larger size. 

^ Tire bolts of larger size than shown in this list are charged^at list prices of 
Sleigli Shoe Bolts and Discount. 


219 



THE STEEL COMPANY OF CANADA, LIMITED 


BOLTS — Cont. 

END SPRING BOLTS 



Oval Head and Nut Oval Head, Square Nut Bevel Head 


Price per 100 with Square Nuts 


Length, 

Inches 

Diameter 

A Inch 

Diameter 

Vi Inch 

Diameter 

A Inch 



$4.00 

$5.00 

$7.40 

1% 

4.00 

5 00 

7.40 

2 

4.10 

5.00 

7.40 

2M 

4.20 

5.20 

7.60 

2H 

4.40 

5.40 

7.80 

2M 

4.50 

5.60 

8.00 

3 

4.70 

5.80 

8.20 

3M 

4.90 

6.00 

8.40 

3K .... 

5.00 

6.20 

8.60 


Prices for Bolts with Oval Nuts will be quoted on application 

FELLOE PLATES 



Width of Felloe, Inches 


% 

Vs 

1 

IH 


IVs 


IVs 



Price on application. 


5 pounds in a box. 
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BOLTS — Cont. 

SHAFT COUPLING BOLT 


SQUARE HEAD AND NUT 


Length Under 
the Head, Ins. 

Diameter 

A inch 

Diameter 

H Inch 

Diameter 

A inch 

Diameter 

H Inch 

2 

$5.00 




2M 


$5.50 

$6.00 


2H 



6.25 


2H 



6.50 


3 



6.75 

$7.75 

SH 




8.00 

33^ 




8.25 

3M 




8.50 


WHIFFLETREE BOLTS 



WITH SQUARE 'NUTS, BENT PATTERN 
Made of Best Refined Iron 


Price per 100 


Length Under the Head, 

Inches 

Diameter 

I’j Inch 

Diameter 

H Inch 

3H 

$8.35 

$10.45 

10.45 

4 f 

8.35 

4H 

8.35 

10.45 



50 in a box 
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BOLTS — Cont. 

BRIDGE AND ROOF BOLTS OR RODS 



Not Upset 

Made with square head on one end and square nut on the other, or square 
nuts on each end as required. Fitted also with hexagon nuts when desired. 

Any length up to 3 inches diameter. 

Price quoted on receipt of specification. 



Upset Ends 

Made with both ends upset and fitted with square or hexagon nuts. 
Any length up to 3 inches diameter. 

Price quoted on receipt of specification. 


DIMENSIONS OF UPSET ENDS ON BRIDGE AND ROOF BOLTS AND RODS 


Diameter 
of bar, 
Inches 

Diameter 
of upset, 
Inches 

Length of 
upset. 
Inches 

Threads 

per 

Inch 

Diameter 
of bar. 
Inches 

Diameter 
of upset. 
Inches 

Length 
of upset. 
Inches 

Threads 

per 

Inch 


% 

3 


IH 

134 

534 

434 

% 

% 

3H 


IH 

2 


434 


y% 

3H 

8 

134 

234 

6 

434 

y% 

134 

4 

7 

2 

2H 

6 

4 

1 


4 

7 

2 

234 

6 



IH 

4H 

6 

234 

2H 

634 

4 

134 

IH 

134 

lys 

434 

5 

6 

5 

234 

2H 

2y 

334 

634 

7 

334 

134 

IH 

5 

5 

3 

334 

7 


134 

ly 

5 







SILO RODS 


Made of round bars of any diameter and length required, with square or hexa- 
gon nuts and heads, and with cut or rolled threads. 

Price on application. 
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Length Over 
All, Inches 


Diameter 
A and Minch 


Diameter 
A Inch 


Diameter 
% Inch 


$2.20 


$3.00 


2.30 


3.00 


2.40 


3.20 


2.50 


3.40 


2.60 


$4.00 

4.00 

4.00 

4.30 

4.60 

4.90 


THE STEEL COMPANY OF CANADA, LIMITED 


Round steel rods with 6-inch thread and hexagon nut and washer on one end. 
The other end is made with a square head to fit a pressed steel shoe. Sizes of rod 
generally used, and J^-inch diameter. 

Pipe Band Shoes are made of heavy steel plate, pressed into shape, are light and 
strong, and made in sizes to fit the rods. 

Prices on application. 

FOUNDATION BOLTS 

We are prepared to furnish all sizes up to 4 inches diameter, any length required, 
with square or hexagon heads and nuts. 

Prices on application. 


BOLTS — Cont. 

ELEVATOR BOLTS 

For Bolting Buckets to Grain Elevator Belts 


Corrugated Head 


Large Head 


WOODEN PIPE BANDS AND SHOES 
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BOLTS — Cont. 


STOVE BOLTS 
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BOLTS — Cont. 


(List of June 1st, 1907) 


STOVE BOLTS 


Price per 100 


Length Over 
All, Inches 

Diam. 

K Inch 

Diam. 

A Inch 

Diam. 

A Inch 

Diam. 

A Inch 

Diam. 

K Inch 

Diam. 

A Inch 

Diam. 

% Inch 


$0.85 

$0.85 

$0.85 / 





.85 

.85 

.85 ^ 

$1.20 

$1.20 



H 

.85 

.85 

.85 

1.20 

1.20 



% 

% 

.85 

.85 

.85 

1.20 

1.20 

$1.75 x- 

$2.65 

.90 

.90 

.90 

1.25 

1.25 

1.80 

2.70 

1 

.90 

.90 


1.30 

1.30 

1.85 

2.75 



.95 

.95 

.95 

1.35 

1.35 

1.90 

2.85 



1.00 

1.00 

1.00 

1.40 

1.40 

1.95 

2.90 



1 .05 

1.05 

1.05 

1.45 

1.45 

2.00 

3.00 

IK 

1.10 

1.10 

1.10 

1.50 

1.50 

2.05 

3 10 

m 

1.15 

1.15 

1.15 

1.55 i 

1.55 

2.15 

3.20 

2 

2K 

2K 

2K 

1.20 

1.20 

1.20 

1.60 

1.60 

2.30 

3.40 



1.25 

1.70 

1.70 

2.40 

3.60 



1.30 

1.80 

1.80 

2.50 

3.80 



1.40 

1.90 

1.90 

2.60 

4.00 

3 

3K 

3K 

3M 



1.50 

2.00 

2.00 

2.70 

4.20 



1.60 

2.10 

2.10 

2.85 

4.40 



1.70 

2.20 

2.20 

3.00 

4.60 



1.80 

2.30 

2.30 

3.15 

4.80 

4 



1.90 

2.40 

2.40 

3.30 

5.00 

4K 



2.00 

2.50 

2.50 

3.45 

5.20 

4K 



2.10 

2.60 

2.60 

3.60 

5.40 

4K 



2.20 

2.70 

2.70 

3.75 

5.60 

5 

5M 



2.30 

2.85 

2.85 

3.90 

5.80 



2.40 

3.00 

3.00 

4.10 

6.00 

5K 

5K 



2.50 

3.15 

3.15 

4.30 

6.20 



2.60 

3.30 

3.30 

4.50 

6.40 




2.75 

3.45 

3.45 

4.70 

6.60 



2.90 

3.60 

3.60 

4.90 

6.80 



3.05 

3.75 

3.75 

5.10 

7.00 


Lengths longer than inches charged as stove rods. 

The following stove bolts are sold on the above list at varying discounts: Flat 
Head, Round Head, Bung Head, Oval Head, Rose Head, and Small Oval 
Head or Band Bolts. 
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BOLTS— Conf. 

STOVE BOLTS 

APPROXIMATE NUMBER OF ROUND OR FLAT STOVE BOLTS WITH 
NUTS— IN 100 POUNDS 


Size, Inches 



* 


A 


^ 

23,800 

16,050 

11,300 

4,890 

3,140 

2,130 


21,800 

14,750 

10,450 

4,590 

2,930 

1,992 


20,100 

13,650 

9,550 

4,310 

2,750 

1,870 

M 

18,600 

12,700 

8,850 

4,070 

2,585 

1,760 

% 

17.400 

11,900 

8,250 

3,850 

2,445 

1,660 

1 

16,300 

11,150 

7,700 

3,650 

2,315 

1,575 

l]k • 

15,300 

10,500 

7,270 

3,475 

2,200 

1,500 

IM • • 

14,500 

9,950 

6,850 

3,315 

2,095 

1,425 


13,700 

9,450 

6,490 

3,170 

2,000 

1,360 





13,000 

9,000 

6,160 

3,035 

1,910 

1,305 

1% 

11,800 

8,200 

5,600 

2,795 

1,760 

1,200 

2 

10,800 

7,500 

5,130 

2,595 

1,630 

1,110 

2H .... 

9,900 

6,950 

4,730 

2,420 

1,515 

1,035 


9,250 

6,450 

4,380 

2,265 

1,400 

969 

2% 

8,650 

6.000 

4,090 

2,130 

1,330 

910 

3 

8,100 

5,650 

3,840 

2,010 

1,255 

859 


7,600 

5,300 

3,610 

1,905 

1,910 

813 



3^ 

7,200 

5,050 

3,410 

1,810 

1,125 

771 

3^ 

6,800 

4,800 

3,230 

1,730 

1,070 

734 

4 

6,450 

4,550 

3,060 

1,645 

1,025 

700 


6,200 

4,300 

2,920 

1,570 

977 

669 

41 ^ 

5,900 

4,200 

2,780 

1,500 

935 

641 


5,600 

3,950 

2,660 

1,445 

897 

614 



5. 

5,400. 

3,800 

2,550 

1,385 

862 

590 

5M 

5,200 

3,650 

2,450 

1,335 

830 

568 

5^ 

5,000 

3,500 

2,360 

1,290 

799 

547 

5^ . • . 

4,800 

3,350 

2,270 

1,245 

771 

528 

fi . .. . 

4,650 

3,250 

2,190 

1,200 

745 

511 

eji 

4,450 

3,140 

2,110 

1,160 

720 

494 

6H 

4,300 

3,030 

2,040 

1,125 

698 

478 

6 ^ 

4,200 

2,940 

1,970 

1,090 

676 

464 

7 

4,050 

2,850 

1,910 

1,060 

656 

450 


NICKEL PLATED STOVE BOLTS 

Stove Bolts and Mica or Fancy Nuts are supplied nickel plated and polished 
when required. The extra charge will be quoted on receipt of information as to 
quantity and size required. 
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PIANO PINS 


Standard for Piano Pins 


Gauge 

Diameter, Inches 

Lengths, Inches 

Weights per 1000, Pounds 

0 

.275 

2, 2M 

35 

00 

.280 

2M. 2H 

41 

000 

.285 

2M. 2y2 


0000 

.290 

2H 



Sizes Principally Supplied to Piano Manufacturers 

0 X Blued Piano Tuning Pins 
00 X 2^ Blued Piano Tuning Pins 

Pins are put in packages containing 250, shipped in tin-lined wooden cases 
containing 15,000 pins. 

STOVE PINS 




Taper Headless Pointed Ribbed Bung Head 

Stove Pins are made in various styles and lengths. They are sold at Standard 
Iron Rivet List and discount with special quantity extra when ordered in less than 
100 pounds in one shipment. 

Headless pointed pins are subject to a net extra charge of one cent per pound. 

HINGE PINS 



Stove Hinge Pins are made to order in any length required. 

The diameters most in use are ^ and ^ inch. 

Prices on application. 
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STOVE, RANGE, FURNACE AND CHAIR RODS 

Made Any Length of and M'" Diameter 

Price quoted on application. 

All Stove and Chair Rods furnished Flat Head unless otherwise specified. 
Stove and Chair Rod heads are not slotted unless so specified. 

Stove Rods shorter than 7 inches charged as Stove Bolts. 


WEIGHT OF STOVE RODS PER 100 


Length, Inches 

Pounds 

Length, Inches 

Pounds 

Length, Inches 

Pounds 

7 

IIH 

15 

22^ 

23 

34 


12^ 

15>^ 

233^ 

23H . 

34M 

3534 

8 

12^ 

16 

23H 

24 


13H 

IGH 

24H 

24^ 

3634 

9 

14 

17 

25)4 

25 

3734 


14^ 

17^ 

26H 

25H 

37 Vs 

10 

15^ 

18 

26^ 

26 

38 Vs 

lOH 

16 H 

18H 

27)4 

263^ 

39 Vs 

11 

17 

19 

28 H 

27 

40 


17H 

19H 

28 K 

273^ 

4034 

12 

im 

20 

293^ 

28 

4134 


19H 

20^ 

30 A 

29H 

42 Vs 

13 

20 

21 

30^ 

29 

4334 


20>^ 

21 H 

31 

29)4 

44 

14 

14H 

21>^ 

21 Vs 

22 

22)4 

32H 

33)4 

30 

44 J4 
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Sizes 3 ^ and carried in stock and supplied with or without bolts. 

In ordering state quantity and size wanted and, if bolts are required, state 
length desired. 


Prices on application. 


STEEL SINK BOLTS 



With Two Square Nuts 


Price per 100 


Length Over All, 
Inches 

Diameter, 

H-lnch 

Length Over All, 
Inches 

Diameter 

K-Inch 

1 

$1.70 

2K 

$2.30 

IK 

1.80 

2K 

2.40 

IK 

1.90 

3 

2.50 

IK 

2.00 

3K 

2.70 

2 

2.10 

4 

2.90 

2K 

2.20 




BRASS SINK BOLTS 


Made also in brass in the same sizes. Prices on application. 
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DROP-FORGED STEEL STANDARD TURNBUCKLES 



OPENING BEl WEEJN Ha^auS, 6 INC HES 


Diameter of 
Stub Ends, 
Inches 

List Price 
Each, With 
Ends 

Length of Buckle 
With Ends, 
Inches 

Weights 

With Stub 

Without Stubs 




Lb. Oz. 

Lb. Oz. 

Vs 

$0.40 

22 

1 

8 

fir 

.42 

22 

1 6 

12 

K 

.45 

22 

1 8 

12 

fir 

.48 

22 

2 3 

1 2 

Vs 

.50 

22 

23^ 

1 2 

H 

.63 

23 

SH 

1 6 

K 

.75 

24 


2 

1 

.88 

25 


2 14 

IH 

1.00 

25 

8^ 


IM 

1.25 

26 

lOH 

5 

IH 

1.38 

27 

13 

6 

IH 

1.50 

27 

16 

7 



1.75 

28 

19 


IH 

2.00 

28 

21H 

10 

IK 

2.25 

29 

26H 

12^ 

2 

2.65 

29 

30}4 

14 

2H 

3.50 

30 

45 

19 

2H 

4.50 

32 

60 

27H 


Above prices are for Standard length buckles, viz.: 6 inches clear between 
heads. U.S. Standard threads supplied unless otherwise specified. 

These Turnbuckles are drop-forged from the bar, are free from welds and seams, 
thus making them absolutely reliable and giving a. tensile strength of 60,000 pounds 
or more per square inch. 

BOLTS 

Contents of Packages 

CARRIAGE AND MACHINE BOLTS 


Diameter, Inch 

Lengths 

Quantity in Package 

M 

All 

100 


All 

50 



To 10 in 

50 



Over 10 in. . 

25 

K. K 

To 10 in 

25 


COACH SCREWS 


M 

All 

100 

A. 8XA. 

All 

50 

K. M 

. , 

To 10 in 

25 


TIRE AND SLEIGH SHOE BOLTS 


K. 


All 

100 

A. 



A. K 

All 

50 


All 

50 


PLOW BOLTS 


^ to 

All 

50 

fir. K 

All 

25 


STOVE, SINK AND ELEVATOR BOLTS 


1 All Sizes I 100 
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COLD ROLLED HARVEY GRIP THREAD 
& IDEAL RECESSED NUT 


SAHE BOLT SHOWING 
RECESS IN THE NUT 


COLD ROLLED HARVEY GRIP THREAD 
RECESSED HEXAGON NUT 


U.S.STANDARD CUT THREAD 
SQUARE OR HEXAGON NUT 


RAILWAY TRACK BOLTS 
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BOLTS — Cont. 

RAILWAY TRACK BOLTS 

Extras Applying to 
OVAL OR SQUARE NECK BOLTS 

In Casks of 224 Pounds 


Per 100 Lbs. 


Diameter 

Inch 

Length under the head 
Inches 

With square nuts. Extra 
over base, 100 lbs. 

With hexagon nuts. Extra 
over base, 100 lbs. 

1 

4 and longer 

Base 

$0.20 

K 

3^ and longer 

Base 

.20 

% 

314 and longer 

.15 

.35 


SH 

.20 

.40 


3 

.30 

..50 

% 

2}4 and longer 

.75 

1.00 


2 and longer 

1.60 

2.00 


IH 

1.85 

2.25 


IH 

2.10 

2.50 

• 

IH 

3.15 

3.75 

H 

W 

3.40 

4.00 


IH 

3.65 

4.25 


Base price quoted on application. 

Bolts with Pear necks add 50c per 100 pounds net extra. 

For lengths shorter than enumerated, add 25c per 100 pounds net, extra. 
For orders less than 224 pounds, add 50c per 100 pounds net, extra. 


TIE RODS 

Tie Rods can be made to practically any dimensions desired, excepting in the 
case of swaged ends, on which the diameter of the round end depends entirely on 
the sizes of the flat. 

Submit specification with drawings, quantity, size and gauge. 

Price on application. 
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SIZES OF BOLTS 

TRACK BOLTS 
USED FOR RAILS OF 

VARIOUS WEIGHTS 

Rails Used, 
Pounds 

Size of 

Bolts 

Diam. of 
Nuts 

Number in Keg of 
200 Lbs. 

Kegs per Mile 

4-Bolt Joint 

Square 

Hexagon 

Square 

Hexagon 

70 

to 

100 

1 

X 

5 

ly 

105 

110 

13.4 

13.0 

70 

to 

100 

1 

X 

4H 

ly 

110 

115 

12.8 

12.3 

70 

to 

100 

1 

X 

4y 

ly 

115 

120 

12.2 

11.8 

70 

to 

100 

1 

X 

4M 

ly 

120 

125 

11.7 

11.2 

70 

to 

100 

1 

X 

4 

ly 

125 

130 

11.2 

10.8 

70 

to 

100 

1 

X 

3^ 

ly 

130 

135 

10.8 

10.4 

70 

to 

100 

1 

X 

3y 

ly 

135 

140 

10.4 

10. 

70 

to 

LOO 

1 

X 

3M 

ly 

140 

145 

10.1 

9.7 

70 

to 

100 

1 

X 

3 

ly 

145 

150 

9.8 

9.4 

70 

to 

100 

K 

X 

sy 

1 iV 

136 

143 

10.1 

9.8 

70 

to 

100 

K 

X 


lA 

140 

148 

10. 

9.5 

70 

to 

100 

Vi 

X 

5 


144 

153 

9.8 

9.2 

70 

to 

100 

K 

X 

4H 


149 

158 

9.5 

8.9 

70 

to 

100 

% 

X 

^y 


155 

163 

9.1 

8.6 

70 

to 

100 

% 

X 

4M 

lA 

159 

168 

8.9 

8.4 

70 

to 

100 

K 

X 

4 


163 

173 

8.6 

8.1 

45 

to 

85 

% 

X 

sy 


166 

178 

8.5 

7.9 

45 

to 

85 


X 

3H 

lA 

170 

183 

8.3 

7.7 

45 

to 

85 


X 

sy 

1 A 

174 

188 

8.1 

7.5 

45 

to 

85 

y% 

X 

3M 

lA 

178 

193 

8. 

7.3 

45 

to 

85 

y 

X 

3 

1 A 

182 

198 

7.7 

7.1 

45 

to 

85 


X 

5H 

liV 

178 

200 

7.9 

7. 

45 

to 

85 

% 

X 

5y 

liV 

186 

205 

7.6 

6.8 

45 

to 

85 

% 

X 

5H 

1 iV 

196 

210 

7.2 

6.7 

45 

to 

85 


X 

5 

lA 

205 

215 

6.8 

6.6 

45 

to 

85 

y 

X 

4^ 

lA 

212 

220 

6.6 

6.4 

45 

to 

85 

% 

X 

4y 

ItV 

218 

225 

6.4 

6.3 

45 

to 

85 

% 

X 

4H 

lA 

224 

230 

6.3 

6.2 

45 

to 

85 


X 

4M 

lA 

229 

235 

6.2 

6.1 

45 

to 

85 


X 

4 

lA 

231 

240 

6.1 

6. 

45 

to 

85 


X 

sy 

lA 

235 

247 

6. 

5.8 

45 

to 

85. 

K 

X 

SH 

lA 

239 

254 

5.. 9 

5.7 

45 

to 

85 


X 

sy 


242 

257 

5.8 

5.6 

45 

to 

85 

H 

X 

sy 

1 A 

245 

260 

5.7 

5.5 

45 

to 

85 


X 

sy 

lA 

250 

266 

5.6 

5.3 

45 

to 

85 

H 

X 

3 


268 

283 

5.2 

5. 

30 

to 

40 

% 

X 

2y 


286 

300 

5.0 

4.7 

30 

to 

40 


X 

sy 

lA 

304 

317 

4.6 

4.4 

30 

to 

40 

% 

X 

sy 

iVs 

360 

375 

4. 

3.8 

30 

to 

40 

% 

X 

sy 

ly 

375 

392 

3.8 

3.6 

30 

to 

40 

% 

X 

3 

ly 

395 

410 

3.6 

3.4 

30 

to 

40 

H 

X 

sy 

ly 

420 

435 

3.3 

3.2 

30 

to 

40 

% 

X 

sy 

ly 

445 

465 

3.1 

3. 

20 

to 

30 

y 

X 

sy 

ly 

470 

495 

3. 

2.8 

20 

to 

30 

y 

X 

2 

ly 

495 

525 

2.9 

2.7 

20 

to 

30 

H 

X 

3 

y 

665 

715 

2.2 

2. 

20 

to 

30 

H 

X 

sy 

y 

690 

737 

2.1 

.1.9 

20 

to 

30 

y 

X 

sy 

y 

715 

760 

2. 

1.9 

20 

to 

30 

y 

X 

sy 

y 

750 

800 

2. 

1.8 

20 

to 

30 

y 

X 

2 

y 

775 

820 

2. 

1.7 

12 

to 

16 

y 

X 

ly 

y 

870 

890 

1.5 

1.6 

12 

to 

16 

y 

X 

ly 

y 

960 

980 

1. 

1.4 

12 

to 

16 

y 

X 

ly 

y 

1,050 

1,070 

1. 

1.2 

12 

to 

16 

y 

X 

ly 

y 

1,140 

1,160 

1. 

1.2 

12 

to 

16 

y 

X 

2 


1,560 

1,590 

1. 

1. 

12 

to 

16 

y 

X 

ly 

H 

1,680 

1,710 

1. 

1. 

12 

to 

16 

y 

X 

ly 

H 

1,800 

1,830 

1. 

1. 

8 

to 

12 

y 

X 

ly 

H 

1,975 

2,010 

1. 

1. 
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ROUND WROUGHT WASHERS 

Canadian Manufacturer’s Standards 
(List of Sept. 23rd, 1918) 








In ordering specify only the size of hole wanted. 
Round Plain. 

In Boxes of 60 Pounds 


Size of 

Hole, 

/ Inches 

Outside 

Diameter, 

Inches 

Size of 

Bolt, 

Inches 

Price 

per 

100 Lbs. 

A 

Yi^' 

' Estimated 

No, 

in 100 Lbs. 

* 



A 

H 

Tr 

$32.00 * 

64,000 

M 

A 

A- 

— - 28 00 - — 

39 400 > 

A 

M 

H 

24^40 ' 

isiooo 

% 



22.80 

11,250 

iV 

1 


21.00 

6,800 


IH 

A 

19.60 

4,300 



IVs 


18.80 

2,600 

% 


A 

18.60 

2,250 

M 

IH 


18.40 

1,300 

ii 

IH 

H 

18.20 

1,580 

H 

2 

% 

18.20 

1,010 

H 

2 


18.20 

1,110 

H 

2H 

y% 

18.00 

860 

1 A 

2H 

1 

18.00 

625 



2y2 

lA 

18.00 

670 

IH 

2H 


18.00 

520 

1 A 

2H 


18.00 

570 

IVs 

3 


18.40 

400 



2H 


18.40 

300 



3H 


18.40 

280 

IH 

3% 


19.00 

240 

IVs 

4 

IM 

19.00 

215 

2 

4M 

IK 

19.00 

190 

2H 

4K 

2 

19.00 

175 


Net Extras 



Per 100 Pounds 

26 to 49 pounds of a size 

$1.00 

2.00 

25 pounds of a size or less 



PACKAGE ALLOWANCE 

If taken in kegs about 175 lbs. each, allowance 10c. per 100 lbs. 

If taken in bags about 100 lbs., allowance 15c. per 100 lbs. 

For special Washers, prices will be quoted on application. 

GALVANIZED WROUGHT WASHERS 
Washers are galvanized by the hot process. Extra quoted on application. 
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CLINCH RINGS 

FOR USE WITH SHIP BOLTS 








_t 







^ 





( 

1 




T 




Size 

Vs 


Vs 

1 

IVs 

IH 

IVs 


A — Size of Hole 


Vs 

H 

Vs 

1 

IVs 

IM 



B — ^Width over all 


IVs 

m 

2ys 

2K 

2H 

2^ 

2H 

2ys 

C — Thickness 



H 

A 

A 

A 

A 

A 

A 


Note. — Clinch Rings, hole same size as stock. 


DRIVE RINGS 

FOR USE WITH SHIP BOLTS 



In ordering, please specify whether Clinch or Drive Rings required, based on 
the Dimensions as listed above. 
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SCREW HOOK HINGES AND WASHERS 



SCREW HOOK HINGE 
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SCREW HOOK HINGES 

Made with wrought steel strap and forged hook with coach screw thread. 
Lengths: 6, 8, 10, 12, 15, 18, 21, 24, 27, 30, 33 and 36 inches. 

Prices on application. 


STANDARD ROUND CAST WASHERS 


Size of 
Bolt, 
Inches 

Outside 

Diameter, 

Inches 

Thick- 

ness, 

Inches 

Approxi- 
mate 
.Weight 
per 100 

Size of 
Bolt, 
Inches 

Outside 

Diameter, 

Inches 

Thick- 

ness, 

Inches 

Approxi- 
mate 
Weight 
per 100 


2 ' 

H 

17 

1 

4)4 

14 

176 

^ 

2 

H 

22 

1 

5 

1 

94 


3 


88 

*lli 

5 

1 

300 


3H 

A 

100 

*1)4 

6 

1 

425 


314 


88 

*1H 

6 

1 

425 

% 

3}4 

H 

92 

*114 

8 

IH 

1,244 


3}4 

H 

100 , 

*2 

8 

1)4 

1,300 

*1 

4 

H 

133 






Sizes marked thus (*) will be sent unless otherwise directed. 
Prices on application. 


SQUARE WROUGHT WASHERS 


Size Square, 
Inches 

Thickness, 

Inches 

Size of Hole, 
Inches 

Size of Bolt, 
Inches 

•Average Number 
per 100 Pounds 

m 


A 

H 

1,300 

1% 

H 


A 

1,100 

2 

A 

A 

3^ 

500 

2)4 

A 

H 

H 

390 

2M 

H 


y 

315 

2)4 

A 

H 


426 


A 

H 

H 

i 

409 

250 

3 

K 

H 

H 

166 

3 

y 


Va 

165 

3)4 

H 

1 A 

1 

87 

4 

Vi 

IM 

IH 

65 

4)4 

H 

1% 

IH 

48 

5 


1)4 

iVs 

40 

6 

% 

IH . 

ly 

28 

6 

y% 

IH 

IH 

24 

6 

% 

2H 

2 

21 


Price on application. 
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EYE BOLTS, NUTTED STAPLES, PLOW CLAMPS AND 

FLOOR HOOKS 



ROUND EYE 
WELDED 


PEAR SHAPE 
WELDED 


ROUND EYE 
NOT WELDED 


DROP 

FORGED 


PLOW CLAMP 


NUTTED STAPLE 


HOOK BOLT 


FLOOR HOOK 
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EYE BOLTS 

Made in any size desired with eye welded or not welded. The welded eye bolts 
are made with either round or pear shaped eyes. Orders should state diameter 
of iron, inside diameter of eye, length from centre of eye to end, if pear shaped, 
and also whether eye is to be welded or i^ot. Eye bolts are fitted with square nuts 
unless otherwise ordered. 

Prices on application. 

DROP FORGED EYE BOLTS 

Drop forged eye bolts are made with round eyes and with blank shank. Made 
to order on receipt of sample or drawing showing dimensions. 

Prices on application. 

' NUTTED STAPLES 

Nutted staples are made of round iron with round or square bends and are 
fitted with square nuts unless otherwise ordered. In requesting prices or giving 
orders be careful to give the diameter of the iron, inside width, length inside to ends, 
and specify whether round or square bends. 

Prices on application. 

PLOW CLAMPS 

Made of round iron, square bend, and fitted with square nuts unless otherwise 
ordered. In asking for prices give diameter of iron, inside width, and length inside 
to ends. 

Prices on application. 

HOOK BOLTS 

Made of round iron with any length of bend and fitted with square nuts unless 
otherwise ordered. In asking for prices state diameter of iron, width inside and length 
inside to both plain and threaded ends. 

Prices on application. 


FLOOR HOOKS 


Diameter, Inches 

Length over all, Inches 

Weight per 100, pounds 

Price per 100 pounds 


5 

36 

$5.00 

ys 

6 

76 

4.40 

H 

7 

115 

4.00 
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I 

i 

i 
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POLE LINE HARDWARE— Coni. 

POLE STEPS 
Black or Galvanized 

Made hook head with coach screw thread or button head with twist drive thread. 
Sizes 8, 9 and 10 inches long, ^ and J^-inch diameter. 

Prices on application. 

CROSS ARM BRACES 

These are made 1 x 1^ x ^ and inches, in any length desired, 

and are punched i^-inch hole, one end, and ^^-inch hole in the other end, both 
holes being one inch from centre to the end. 

Specifications should give the above dimensions and should state whether 
black, japanned or hot galvanized are wanted. 

Prices on application. 

INSULATOR PINS 

For use with glass or porcelain insulators. Made of high carbon steel to secure 
stiffness. Wooden screw block is boiled in paraffine. Provided with square nut 
and round clipped washer. Tests show that a 3^-inch diameter steel pin has less 
conductivity than a IJ^-inch wooden pin. The larger wooden pin also weakens the 
cross arm much more than the small steel pin, and has a much shorter life. 

Standard size, 85^ inches long, J^-inch diameter. 

Prices on application. 

GUY OR ANCHOR RODS 

^ Made with long welded eye on one end and fitted with square nut on the other. 
Plain or hot galvanized. Made any length and diameter of iron desired. 

Prices on application. 

ROLLED STEEL GUY CLAMPS 
Heavy Pattern 


Rolled steel with curve in the longitudinal groove which ensures a perfect 
grip on the wire. Galvanized by the hot process. For strand to H-inch diameter. 
Bolts J^-inch diameter. 


Stock No. 

Type 


Approximate Weight 

Length, Inches 

per 

100 Pounds 

10 

3-Bolt 

6 

237 

20 

2-Bolt 

3 

143 


Prices on application. 

Light Pattern 


Rolled steel with raised grip in the groove to prevent strand from slipping. 
Galvanized by the hot process. For strand to J^-inch diameter, Bolts H-inch 
diameter. 


Stock No. 

Type 

Length, Inches 

Approximate Weight 
per 

100 Pounds 

30 

3-Bolt 

5 

155 

40 

2-Bolt 

3 

100 


Prices on application. 
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POLE LINE HARDWARE— Cowl 

ROUND WROUGHT WASHERS 
See list of sizes Wrought Washers, page 239. 

SQUARE WROUGHT WASHERS 
See list of sizes Wrought Washers, page 239. 

POLE SHIMS 


Dimensions in Inches 


Weight per 100, Pounds 


Pole Shim — 1 x A x 8. 
Pole Shim — IH x x 8. 


45 

57 


GUY HOOKS 



All of the hooks are made of half oval steel, bent with the flat side to the pole, 
so as not to injure the guy strand. 


Dimensions in Inches 


Size Steel 

Length 

Diameter Holes 

Weight per 100, Pounds 



3y2 


38 

IMx H 

4 


75 



6 


75 


Prices on application. 

EYE BOLTS 

Made with eye welded or not welded, with square nut, and plain or hot galvan- 
ized. Made in any length or diameter desired. Welded eye galvanized will be 
shipped unless otherwise ordered. 

Prices on application. 

EYE BOLTS WITH COACH SCREW THREAD 

Made with eye welded or not welded, with coach screw thread, plain or hot 
galvanized. Made any length or diameter desired. Welded eye galvanized will 
be shipped unless otherwise ordered. 

Prices on application. 
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POLE LINE HARDWARE— Con/. 



DOUBLE 
ARH BOLT 


CROSS ARM 
BOLT 


TWIST DRIVE 
SCREW 


FETTER ^ 
DRIVE SCREW 


CARRIAGE 

BOLT 


COACH SCREW EYE BOLT 


NUTTED EYE BOLT 


245 


THE STEEL COMPANY OF CANADA, LIMITED 


POLE LINE HARDWARE— Con/. 

GALVANIZED CARRIAGE BOLTS 

OR 

CROSS ARM BRACE BOLTS 

Hot galvanized carriage bolts with square nut. 

See page 197, Carriage Bolts, for list of sizes. 

Prices on application. 

CROSS ARM BOLTS 

Galvanized square head bolts with square nuts. Sizes 13 inches long and shorter 
have 4 inches of thread, sizes longer than 13 inches have 6 inches of thread. Generally 
5^-inch diameter. 

Prices on application. 

DOUBLE ARM BOLTS 

Made any length and diameter desired with two square nuts on each end and 
with 4 inches of thread on each end. Generally ^-inch diameter. Plain or hot gal- 
vanized. 

Prices on application. 

GALVANIZED COACH SCREWS 

Square head, gimlet point coach screws, with cut thread. Galvanized by the 
hot process. 

Price on application. 

TWIST DRIVE SCREWS 

Square head, cone point, twist drive screw with rolled thread. Galvanized 
by the hot process. 

Price on application. 

FETTER DRIVE SCREWS 

Square head, cone point drive screws, with cut thread. Galvanized by the hot 
process. 

Prices on application. 
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H. P. HEXAGON NUT 
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NUTS— Con/. 

HOT PRESSED AND FORGED SQUARE NUTS 


United States Standard List 


Width, 

Inches 

Thickness, 

Inches 

Hole, 

Inches 

B«lt, 

Inches 

Price per 100 Pounds, in 
100- or 200-Lb. Packages 

Average 
Number 
per 100 
Pounds 

Blank 

Tapped 

H 

M 

A 

H 

$13.00 

$15.00 

7,875 

M 

A 


A 

12.00 

13.50 

4,410 



H 

« 


10.50 

11.60 

2,791 

H 

iV 

H 

A 

10.00 

10.90 

1,935 

H 


H 


9.00 

9.70 

1,354 

H 

lAr 

if 

A 

9.00 

9.60 

1,034 



Vs 

H 


8.70 

9.20 

798 

IM 

H 



8.50 

8.90 

463 

ItV 

H 

fi 

K 

8.40 

8.80 

290 



1 


1 

8.40 

8.80 

197 

IH 

IVs 

H 

m 

8.40 

8.80 

143 

2 


1 A 

IM 

8.40 

8.80 

106 

2 A 

1 % 

J A 

iH 

8.50 

9.00 

79 

2^ 

• 

1 A 

13^ 

8.80 

9.40 

61 

2 A • 


IM 

IH 

9.00 

9.70 

48 

2H 



IH 

9.30 

10.00 

40 

2H 



iVs 

9.50 

10.30 

34 



2 

IH 

2 

9.70 

10.60 

28 

3]^ 

2H 

i4 

2H 

Pt*1PA f\Ty Q rfcT^li/^o^ir^n 

97 

3K 

2M 

itf 

2H 

X uix cipiJXiL^ciLiUli 

Pricp nil 

1Q 

3« 

2H 

2* 

2H 

X i L/XX d^j^XXL^lrXvlXX 

Pripp nn ir^n 

1 7 

SVs 



2H 

X i 1V..C L/XX cX^^XXIJaLXUXX 

Pt’IPA 2J fir^n 

1 f 

1 A 

4M..‘ 

2H 

2fi 

2^ 

X X xv.,c uxx ct^J^XXCctLXUIX 

Pt*IPA Q r\t^l ir*o f" ir\n 

1 1 

4^ 

3 

2ys 

3^ 

X XXI.C LFXX dppXXLdtXUXl 

Price on application 

11 

8 


Net Extras 



Per 100 Pounds 

50 to 99 pounds of a size 

$0.50 

1.00 

2.00 

25 per cent 

26 to 49 pounds of a size 

25 pounds of a size or less 

Left hand threads, add to net prices 
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NUTS-Conf. 


HOT PRESSED AND FORGED HEXAGON NUTS 


United States Standard List 


Width. 

Inches 

Thickness, 

Inches 

Hole, 

Inches 

Bolt, 

Inches 

Price per 100 Pounds, in 
100- or 200-Lb. Packages 

Average 
Number 
per 100 
Pounds 

Blank 

Tapped 

H 

¥ 

A 

M 

$20.00 

$22.50 

9,715 

H 

A 

¥ 

A 

18.00 

20.00 

5,839 

H 

% 

« 

% 

14.00 

15.60 

3,105 

ff 

iV 


A 

13.00 

14.30 

2,229 

K 

Pi 


K 

11.20 

12.20 

1,665 

H 

A 

ft 

A 

11.20 

12.10 

1,236 

1 A 


H 

% 

10.50 

11.20 

881 



H 


% 

10.00 

10.60 

547 



y% 


% 

9.90 

10.50 

362 


1 


1 

9.90 

10.50 

230 

IH 



IH 

9.90 

10.50 

179 

2 

iM 

1 A 


9.90 

10.50 

127 

2 A 


lA 


10.00 

10.70 

92 

2H 



IK 

10.30 

11.10 

75 

2 A 


iH 

IK 

10.50 

11.40 

59 

2% 



IK 

10.80 

11.70 

50 

2if 



IK 

11.00 

12.00 

40 



2 

IM 

2 

11.20 

12.30 

32 

3 A 

2M 

111 

2K 

Price on appl 

cation. ....... 

28 

3^ 

2)4, 

IH 

2M 

Price on application 

24 

3H 

2yz 

2A 

2K 

Price on aonlioation 

18 

3K 

2^ 

2H 

2K 

X X V/Xl CX^|,/ilL.CtLXlJIi 

Price on application 

17 

4H 

2M 

2H 

2M 

Price on application 

13 

4^ 

3 

2H 


Price on application 

10 


Net Extras 



Per 100 Pounds 

50 to 99 pounds of a size 

$0.50 

1.00 

2.00 

25 per cent 

26 to 49 pounds of a size 

25 pounds of a size or less 

Left hand threads, add to net prices 
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NUTS-Cow/. 

HOT PRESSED AND FORGED SQUARE NUTS 


United States Standard Over Size 


Width. 

Inches 

Thickness, 

Inches 

Hole, 

Inches 

Bolt, 

Inches 

Price per 100 Pounds, in 

100- or 200-Lb. Packages 

Blank 

Tapped 

H 

H 

tt 

M 

$13.00 

$15.00 

u 



A 

12.50 

14.20 

H 



Vb 

10.70’ 

11.80 

If 

A 

h 

A 

10.10 

11.00 

Vs 



H 

9.25 

10.00 

If 

A 

K 

A 

9.10 

9.70 

lA 



% 

8.80 

9.30 

IM 



H 

8.60 

9.00 

lA 

Vb 

If 

K 

8.50 

8.90 

ik 

1 


1 

8.70 

9.10 


HOT PRESSED AND FORGED SQUARE NUTS 


Extra Sizes 


Width. 

Inches 

Thickness, 

Inches 

Hole, 

Inches 

Bolt, 

Inches 

Price per 100 Pounds, in 

100- or 200-Lb. Packages 

Blank 

Tapped 

If 

■h 

■h 

A 

$21.00 

$24.50 

■A 



H 

14.50 

17.50 

A 



A 

12.70 «« 

=« 15.00 

V 

u 

A 

Vb- 

11.50 

13.00 



Vb 

H 

Vb 

10.10 

11.10 

if 

Vb 


A 

10.70 

11.90 

if 

If 

n 


9.60 

10.60 

Vb 




9.10 

9.80 

1 




8.70 

9.40 

1 


H 

A 

9.40 

10.20 

1* 

A 

if ' 

Vb 

9.20 

9.90 

IVb 

Vb 


Vb 

8.80 

9.30 

iy2 

H 

If 

H 

8.60 

9.10 

IM 

H 

If 

H 

8.60 

9.00 

IH 

Vb 

If 

H 

8.90 

9.40 

IVb 

H 

If 

H 

8.60 

9.10 

IVb 

H 

n 

Vb 

8.80 

9.30 

IVb 

Vs 


Vb 

8.50 

8.90 

IVb 

Vb 

U 

1 

8.50 

8.90 


For sizes inches and larger, See U.S. Standard List, page 248. 


Net Extras 



Per 100 Pounds 

50 to 99 pounds of a size 

$0.50 

1.00 

2.00 

25 per cent 

26 to 49 pounds of a size 

25 pounds of a size or less 

Left hand threads, add to net prices 
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NUTS— Con/. 

HOT PRESSED AND FORGED HEXAGON NUTS 

United States Standard over size 


Width,' 

Inches 

Thickness, 

Inches 

Hole, 

Inches 

Bolt, 

Inches 

Price per lOO Pounds, in 

100- or 200-Lb. Packages 

Blank 

Tapped 

H 

h 



$20.00 

$22.50 

H 

A 

if 


18.15 

20.15 

H 

H 


Vs 

14.15 

15.75 

M 

A 

if 

A 

13.15 

14.45 

H 


if 


11.50 

12.60 

e 

A 


A 

11.35 

12.25 

1* 

ys 


Vs 

10.65 

11.35 

IH 


ff 

■ H 

10.15 

10.75 

ItV 

Vs 


Vs 

10.05 

10.65 

1^8 

1 

if 

1 

9.90 

10.50 


HOT PRESSED AND FORGED HEXAGON NUTS 

Extra Sizes 


Width, 

Inches 

Thickness, 

Inches 

Hole, 

Inches 

Bolt, 

Inches 

Price per 100 Pounds, in 

100- or 200-Lb. Package 

Blank 

Tapped 

H 

A 

A 

A 



A 

iV 

T* 

K 

$24.00 

$27.70 

A 


tf 


20.00 

23.00 

Vs 

H 

A 

K 

16.00 

18.00 

M 

K 

H 

K 

13.00 

14.60 

H 

K 

if 

A 

13.50 

15.40 

if 

U 

ii 

K 

11.90 ‘ 

13.40 

Vs 

K 

A 

K 

11.35 

12.35 

1 

K 

A 

K 

10.50 

11.50 

1 

K 

H 

A 

11.50 

12.70 

1* 

A 


K 

11.30 

12.20 



K 

A 

K 

10.60 

11.30 

IK 

K 


K 

10.10 

10.80 

IM 

K 

if 

K 

10.50 

11.30 

IM 

K 

ii 

K 

10.15 

10.75 

IK 

K 

ii 

K 

10.00 

10.60 

IK 

K 

if 

K 

10.40 

11.20 

IK 

K 


K 

9.90 

10.50 

IK 

Vs 

if 

1 

9.90 

10.50 


For sizes 1 )/$ inches and larger, see U.S. Standard Lists, page 249. 


Net Extras 


f 

Per 100 Pounds 

50 to 99 pounds of a size 

$0.50 

1.00 

2.00 

25 per cent 

26 to 49 pounds of a size 

25 pounds of a size or less 

Left hand threads, add to net prices 
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NUTS— Coni. 



COLD PRESSED TAPPED NUTS 

For Machine Screws 

SQUARE 


o 


Iron 

Approximate 
Number 
per lb. 

Brass 


Threads 





Threads 


Size No. 

per 

Per Gross 

Blank 

Tapped 

Size No. 

per 

Per Gross 


Inch 





Inch 


4 

36. 40, 48 

$0.23 



4 

36,40, 48 

$0.72 

- 6 

32, 36, 40 

.23 



6 

32. 36, 40 

.72 

8 

30. 32. 36 

.26 

^ 260 

271 

8 

30. 32. 36 

.80 

10 

24, 30, 32 

.29-. 

180 

187 

10 

24. 30. 32 

.87 

12 

24. 28 

•32., 

145 

152 

12 

24, 28 

.94 

. v'^4 

20. 24 


‘ 126 

130 

14 

20. 24 

1.08 

16 

20. 22 

.48 

79 

81 

16 

20, 22 

1.44 

18 

18, 20 

.62 

54 

55 

18 

18. 20 

1.88 

20 

18,20 

.82 

47 

48 

20 

18. 20 

2.45 

^22 

16, 18 

.93 

34 

35 

22 

16,18 

2.70 

• 24 

16, 18 

1.06 

35 

36 

24 

16, 18 

3.17 

26 

14. 16 

1.20 

24 

25 

26 

14, 16 

3.60 

. 28 

14. 16 

1.35 



28 

14, 16 

4.10 

30 

iviS 

14, 16 

1.50 



30 

14, 16 

4.55 




HEXAGON 


Iron 

Approximate 
Number 
per lb. 

Brass 


Threads 





Threads 


Size No. 

per 

Per Gross 

Blank 

Tapped 

Size No. 

per 

Per Gross 


Inch 





Inch 



36, 40. 48 

$0.36 



4 

36. 40. 48 

$1.08 

6 

32. 36. 40 

.36 



6 

32. 36. 40 

1.08 

K 8 

30. 32, 36 

.40 ^ 

277 

294 

8 

30, 32; 36 

1.22 

10 

24, 30, 32 

.43^ 

, 200 

208 

10 

24, 30, 32 

1.30 

V.*. 12 

24, 28 

.48 

' / 166 

175 

12 

24, 28 

1.44 




/ 





14 

20. 24 

.55 

/ 105 

107 

14 

20. 24 

1.66 

16 

20. 22 

.72 



16 

20. 22 

2.16 

18 

18. 20 

.94 

97 

99 

18 

18. 20 

2.81 

20 

18. 20 

1.22 

52 

53 

20 

18, 20 

3.67 

22 

16, 18 

1.44 



22 

16, 18 

4.32 

» 24 

16, 18 

1.58 

37 

37 

24 

16. 18 

4.75 

^ 26 

14, 16 

1.80 



26 

14. 16 

5.40 

28 

14, 16 

2.02 



28 

14. 16 

6.05 

30 

14, 16 

2.30 



30 

14. 16 

6.91 
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THE STEEL COMPANY OF CANADA, LIMITED 


NUTS— Conf. 



STOVE BOLT NUTS 

Cold Pressed, Tapped 
Square and Hexagon 

(List of October, 1883) 



Size, 

Inch 

Threads, 
per Inch 

Square, 
per 100 

Hexagon, 
per 100 

Approximate Number per Pound 

Square, 

Blank 

Square, 

Tapped 

Hexagon, 

Blank 

Hexagon, 

Tapped 

Vs 

32 

$0.18 

$0.28 





-h 

28 

.18 

.28 

260 

271 

310 

330 

A 

24 

.20 

.30 

180 

187 

200 

213 

A 

22 

.22 

.35 

145 

152 



H 

18 

.28 

.50 

91 

94 

105 

119 

- 1 ^ 

18 

.50 

.85 

44 

47 

52 

56 

Vs 

16 

.64 

i.oe 

34 

35 

37 

37 




Jv ^ 


O 


TIRE BOLT NUTS 
Cold Pressed 
Square, Tapped 


For Plain Bolts 


Size, 

Inch 

Threads, 
per Inch 

Per 

100 

Approximate 
Number, 
per Pound 

Blank 

Tapped 

Vs 

28 

$0.22 

315 

325 



24 

.23 

182 

190 


20 

.24 

125 

130 

H 

20 

.34 

78 

80 

■h 

18 

.50 

47 

49 

Vs 

16 

.62 

31 

33 


For Fluted Bolts 


Size, 

i[Tnch^ 


Threads, 
per Inch 


Per 

100 


Approximate 
Number, 
per Pound 


Blank Tapped 


X 

Vs 


24 

20 

18 

16 


$0.22 

.28 

.42 

.58 


222 

118 

73 

34 


235 

123 

75 

35 


THUMB OR WING NUTS 



Malleable Iron, Tapped 


Size, Inch 

Per 100 

Size, Inch 

Per 100 



$4.50 

H . 

$10.00 

Va 

5.00 

^ 

12!oO 

^ 

5 50 


16 00 

•5^ 

6.00 

^ 

21 !oo 

K 

7.00 


26 00 

A 

8.00 

■ 

H 

37.00 


253 


THE STEEL COMPANY OF CANADA, LIMITED 


FORMS AND DIMENSIONS OF THREADS 


lIRRI MU 


Diam., Inches 

United States 
Standard 

V 

Standard 

Whitworth 

Standard 

S.A.E. & 
A.L.A.M. 

Threads 

per 

Inch 

Diam. 

at 

Root 

of 

Thread 

Width 

of 

Flat 

Threads 

per 

Inch 

Diam. 

at 

Root 

of 

Thread 

Threads 

per 

Inch 

Diam. 

at 

Root 

of 

Thread 

Rad- 

ius 

Inch 

Threads 

per 

Inch 

Diam. 

at 

Root 

of 

Thread 

H 

20 

.185 

.0062 

20 

.163 

20 

.186 

.0069 

28 

.2036 

A 

18 

.240 

.0069 

18 

.216 

18 

.241 

.0076 

24 

.2584 

% 

16 

.294 

.0078 

16 

.267 

16 

.295 

.0086 

24 

.3209 



14 

.345 

.0089 

14 

.314 

14 

.346 

.0098 

20 

.3726 

H 

.13 

.400 

.0096 

12 

.356 

12 

.393 

.0114 

20 

.4351 



12 

.454 

.0104 

12 

.418 

12 

.456 

.0114 

18 

.4903 

% 

11 

.507 

.0114 

11 

.468 

11 

.508 

.0125 

18 

.5528 

H 









16 

.6063 

M 

10 

.620 

.0125 

10 

.577 

10 

.622 

.0137 

16 

.6688 

K 

9 

.731 

.0139 

9 

.683 

9 

.732 

.0152 

14 

.7822 

K 









18 

.8028 

1 

8 

.838 

.0156 

8 

.783 

8 

.840 

.0176 

12 

.8918 

1 









14 

.9072 



7 

.939 

.0179 

7 

.878 

7 

.942 

.0196 

12 

1.0168 



7 

1.064 

.0179 

7 

1.003 

7 

1.067 

.0196 

12 

1.1418 



6 

1.159 

.0208 

6 

1.086 

6 

1.161 

.0229 

12 

1.2668 

IH 

6 

1.284 

.0208 

6 

1.211 

6 

1.286 

.0229 

12 

1.3918 

1% 

5K 

1.389 

.0227 

5 

1.279 

5 

1.368 

.0275 



1% 

5 

1.490 

.0250 

5 

1.404 

5 

1.494 

.0275 



IK 

5 

1.615 

.0250 

m 

1.490 

4K 

1.590 

.0305 



2 

4K 

1.711 

.0278 

4K 

1.616 

4K 

1.715 

.0305 



2K 

m 

1.961 

.0278 

4K 

1.87 

4 

1.930 

.0343 



2}4 

4 

2.175 

.0313 

4 

2.07 

4 

2.180 

.0343 



2% 

4 

2.425 

.0313 

4 

2.32 

m 

2.384 

.0393 



3 

3K 

2.629 

.0357 

3K 

2.51 

3H 

2.634 

.0393 



3K 

3K 

2.879 

.0357 

3K 

2.76 

3H 

2.856 

.0422 



3K 

3K 

3.100 

.0385 

3K 

2.97 

3K 

3.105 

.0422 



m 

3 

3.317 

.0417 

3 

3.17 

3 

3.320 

.0458 



4 

3 

3.567 

.0417 

3 

3.42 

3 

3.573 

.0458 




S.A.E. (Society of Automobile Engineers) Standard and A.L.A.M. (Association 
of Licensed Automobile Manufacturers) Standard threads are same angle and shape 
as United States Standard, differing only in number of threads per inch. 

United States Standard, 60 degrees; V Standard, 60 degrees; Whitworth 
Standard, 55 degrees. 

The United States Standard Thread has been adopted by the Steel Company 
of Canada, Limited, as the standard thread for all bolts and nuts except stove bolts 
and machine screws. 
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and Diameters 

and Diameters 

Rivets larger than in Diameter 

Lengths 1" and shorter 

Lengths between I" and 2*^ 

Lengths over 5" ^ ! 

Flat Head Rivets 

All Standard Countersunk Head Rivets 

Rivets, Swell Necks 

Cone Head 

Pan Head ^ 

Special Heads, other than our regular standards, minimum charge. ! 

Cold or Hot made Solid Die Rivets, and specially specified 

Annealing Cold Made Rivets. Diameter and Larger 


Per 100 Lbs. 


.50 

15 

25, 

50 

25 

25 

25 

25 

25 

10 

10 

25 

25 

35 


No shipments made of less than 100 lbs. of one size. If customer must have 
small odd quantities, less than 100 lbs., extras will be as follows: — 



Per 100 Lbs. 

Boxes of 50 to 99 lbs 

$0 50 

Boxes of 26 to 49 lbs 

iloo 

1.50 

Boxes of 25 lbs. or less 


Cost of testing and inspection, if any, to be at customer’s expense. 

High carbon, or special Alloy Rivets, special extra price upon application. ‘ 
Rivets of less diameter than ^-inch are sold on the Standard Iron Rivet List. 


Our rivets are made from a special grade of soft open-hearth steel of our own 
manufacture, possessing a high percentage of elongation, combined with maximum 
strength. 

LIST OF BASE SIZES AND EXTRAS 

Base Sizes 

^-inch to l}^-inch diameter, 2-inch and up to 5-inch in length inclusive. 
Above in kegs weighing approximately 200 to 300 pounds. 

Standard Extras 


BOILER, BRIDGE, SHIP AND STRUCTURAL RIVETS 
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RIVETS— Co«(. 


BOILER RIVETS 


ESTIMATED NUMBER OF CONE OR OVAL HEAD RIVETS IN A KEG 

OF 200 POUNDS 






Diameter of Rivets, : 

Inch 




Length, 










Inches 











K 

A 


H 

H 

K 

1 

IH 

IK 

M 

2,286 

1,459 

1,234 









2,138 

1,388 

1,161 







1 

2,000 

1,315 

1,096 

921 

753 







1,868 

1,250 

1,037 

865 

714 







1,754 

1,190 

984 

816 

679 

434 

333 



IH 

1,652 

1,136 

937 

772 

647 

416 

317 

210 




1,562 

1,087 

894 

732 

618 

400 

307 

204 

150 

IH 

1,481 

1,041 

854 

696 

591 

384 

298 

198 

145 



1,408 

1,000 

818 

664 

567 

370 

289 

192 

141 

IK 

1,342 

961 

785 

635 

545 

357 

281 

186 

138 

2 

1,282 

926 

755 

607 

524 

344 

270 

181 

134 

2H 

1,226 

893 

726 

583 

505 

333 

259 

175 

130 



1,176 

862 

700 

560 

487 

322 

250 

169 

127 

2H 

1,129 

833 

676 

539 

470 

312 

241 

165 

124 

2K 

1,086 

806 

653 

519 

455 

302 

232 

161 

121 

2H 

1,047 

781 

632 

501 

440 

294 

224 

157 

118 

2H 

1,010 

757 

612 

484 

426 

285 

217 

153 

115 

2^ 

975 

735 

593 

468 

414 

277 

210 

150 

113 

3 

943 

714 

575 

453 

402 

270 

204 

145 

110 

3H 

913 

694 

559 

439 

390 

263 

198 

141 

108 

3M 

885 

673 

543 

426 

379 

256 

194 

138 

105 

3H 

858 

653 

528 

414 

369 

250 

188 

135 

103 

3K 

833 

634 

514 

402 

360 

243 

185 

132 

101 

3H 

809 

617 

501 

391 

351 

238 

180 

129 

99 

3H 

787 

600 

488 

381 

342 

232 

177 

126 

97 

3K 

766 

584 

476 

371 

334 

227 

172 

123 

95 

4 

746 

568 

465 

361 

325 

222 

169 

121 

93 

4K. • ■ 

727 

554 

454 

352 

318 

217 

165 

118 

92 

4K 

709 

542 

444 

344 

311 

212 

161 

116 

90 

4K 

692 

529 

434 

336 

304 

208 

157 

113 

88 

4K 

675 

518 

424 

328 

297 

204 

153 

111 

87 

4K 

660 

506 

415 

321 

291 

200 

150 

109 

85 

4H 

645 

496 

406 

314 

285 

196 

147 

107 

84 

4K 

630 

485 

392 

307 

279 

192 

143 

105 

83 

5 

617 

476 

390 

300 

274 

188 

140 

103 

81 

5K 

604 

466 

382 

294 

268 

185 

137 

101 

80 

fK 

591 

457 

375 

289 

263 

181 

135 

100 

78 ' 

5H 

579 

448 

368 

283 

258 

178 

132 

98 

77 ■ 

5H 

568 

440 

361 

277 

253 

175 

129 

97 

76 

5H 

557 

431 

354 

272 

249 

172 

127 

95 

74 

5K 

546 

424 

348 

267 

244 

169 

125 

94 

73 

5K 

536 

416 

342 

262 

240 

166 

122 

93 

72 

6 

526 

409 

336 

257 

236 

163 

120 

91 

71 
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RIVETS— Con/. 

LENGTHS OF RIVETS REQUIRED FOR VARIOUS GRIPS. 
Including amount necessary to form one Head 




Diameter of Rivets, Inches 


incnes 

H 


4 

4 

4 

4 

1 

14 

H 

1 


14 

14 





^ 

IVs 

m 

14 

14 





^ 


1)4 

14 

2 





- ^ 



14 

24 





1 

IH 


2 

24 

24 

24 

24 

24 



1 ^ 

1 ji 

24 

24 

24 

24 

24 

24 


IH 

2 

24 

24 

24 

24 

24 

3 



iVs 

2)4 

24 

24 

24 

3 

3 

24 



2 

2)4 

24 

24 

3 

24 

24 

24 


2H 

2% 

24 

24 

24 

24 

24 

24 


2H 


24 

3 

24 

24 

24 

24 




2% 

24 

24 

24 

24 

24 

24 


2)4 

2M 

24 

24 

24 

24 

24 

24 

2y8 

2% 

24 

24 

24 

24 

24 

24 

4 

2M 

2% 

3 

24 

24 

24 

24 

4 

4H 

2H 

2% 

3>| 

24 

24 

24 

4 

m 

44 

2H 

3 

3J€ 

24 

24 

4 

44 

A4 

45^ 

2H 

2% 

2)4 

24 

4 

44 

44 

^4 

44 

2% 

2)4 

24 

24 

44 

44 

44 

^4 

44 

2Vi 

2% 

2H 

4 

44 

44 

44 

^4 

• 44 


2y 

24 

44 

44 

44 

44 

A4 

44 

3H 


4 

44 

44 

44 

44 

5 

5 

3M 


44 

44 

44 

44 

5 

54 

54 

2% 


4)4 

44 

44 

5 

54 

54 

54 

2y 


44 

44 

5 

54 

54 

54 

54 

2% 


44 

44 

54 

54 

54 

54 

54 

2H 



44 

54 

54 

54 

54 

54 

2% 



5 

54 

54 

54 

54 

54 

4 


44 

54 

54 

54 

54 

54 

6 





54 

54 

54 

54 

6 

64 

4M 



54 

54 

54 

6 

64 

64 

4^ 



54 

54 

6 

64 

64 

64 

4H 



54 

6 

64 

64 

64 

64 

4^ 



54 

64 

64 

64 

64 

64 

45i 



6 

64 

64 

64 

64 

64 

4K 



64 

64 

64 

64 

64 

64 




64 

64 

64 

64 

7 

7 

5H 




64 

64 

7 

74 

74 

2)4 




64 

7 

74 

74 

74 

5H 




7 

74 

74 

74 

74 

5^ 




74 

74 

74 

74 

74 

2H 




74 

74 

74 

74 

74 

5^ 




74 

74 

74 

74 

74 

5 14 




74 

74 

74 

74 

74 

6 




74 

74 

74 

8 

84 


Amount in Inches to be deducted for Countersunk Heads 


1 H i \ H \ H \ H ! H j H j H 
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FIAT 

HEAD 


ROUND! 

HEAD 


RIVETS— Con/. 


STANDARD IRON RIVETS 


TRUSS 

HL4D 


STEEPLE 

HEAD 


:ONE 

HEAD 


BUNG 


HEAD 


WAGON 


BOX 


WHEEL 
L HEAD 


COUNTERSUNK 
HEAD A 


OVAL ^ 
COUNTERSUNK 
HEAD 
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THE STEEL COMPANY OF CANADA, LIMITED 


RIVETS— Cont, 

STANDARD IRON RIVET LIST 
RIVETS ANY STYLE HEAD 
LARGER SIZES 

Larger sizes than listed above are charged on the Boiler Rivet list, see page 257. 
SMALLER SIZES 

Smaller diameters than 14 B.W.G., any length, list price per pound $0.80. 

Special Heads 

Lengths other than standard and rivets with special heads when ordered in 
quantities of less than 100 pounds, the following net extras will be added: 



Per Pound 

Quantities, 75 to 100 pounds 

$0.03 

.04 

Quantities, 50 to 75 pounds 

Quantities, 25 to 50 pounds 

.05 

Quantities, 10 to 25 pounds 

.10 

Quantities less than 10 pounds 

.25 



INTERMEDIATE SIZES 

Certain intermediate sizes are charged as follows: 

lA inch diameter charged at list of 13 B. W. G. 

^ inch diameter charged at list of 11 B. W. G. 

^ inch diameter charged at list of 8 B. W. G. 

A inch diameter charged at list of 5 B. W. G. 

inch diameter charged at list of 2 B. W. G. 

Net Extras 


Per Pound 


Tinned 

Coppered 

All rivets in 3^ pound boxes 

All rivets except tinned or coppered in 1 pound boxes. 

Tinned or coppered in 1 pound boxes 

Brightened or Polished 

Galvanized, hot process 

Brass plated 


$0.08 
. 023 ^ 
.01 
.OOH 
No Extra 
.01 


Extra on application 
Extra on application 


Bulk Allowance From List 



Per Pound 

For boxes of 25 or 50 pounds of a size 

$0.02 

.04 

For kegs of 100 or 200 pounds of a size 



From the Standard Iron Rivet List are sold rivets with any standard style 
head such as: Round, Flat, Wagon- Box, Truss, Countersunk, Belt and Cone, in all 
diameters, 14 B.W.G. to inch, in all lengths from ^ to 1 inch, and in lengths 
1 inch and longer when advancing by inch. 

The following styles of rivets are sold from special lists: Cooper’s, Hame, 
Tinners’ or Thousand, Wheel and Belt Rivets with Burrs. 
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RIVETS— Con/. 


RIVETS 


T 

3 D 

COOPERS 



ED 

RIVETS 





COPPER RIVETS 
AND BURRS 



THE STEEL COMPANY OF CANADA, LIMITED 


RIVETS— Co«i. 


COOPERS’ RIVETS 


Size d 

Length, 

Inches 

Diameter, 
B. W. G. 
No. 

Per pound in 
5 and 10 
pound boxes 

Size d 

Length, 

Inches 

Diameter, 
B. W. G. 
No. 

Per pound in 
5 and 10 
pound boxes 

IH 


4 

$0.21 

.20^ 

.20 

4d 

U 

1 

$0.20 

2(1 

3 

5d 

0 

.20 

3d 

2 

6d 

S 

00 

.20 


BARREL RIVETS 
Black 


Size, 

Pound 

Length, 

Inches 

Diameter, 
B. W. G. 
No. 

Per pound in 
5 and 10 
pound boxes 

Size, 

Pound 

Length, 

Inches 

Diameter, 
B. W. G. 
No. 

Per pound in 
5 and 10 
pound boxes 

5 

H 

6H 

6 

5^ 

$0.22 

.21 

.21 

8 

H 

4H 

4H 

4 

$0.21 

.21 

.20 

6 

9 

7 

10 




HAME RIVETS 


Flat, Round and Bevel Heads. Price per pound in 5 and 10 pound boxes. 


Diameter, , 
Inches or 

B. W. G. 


Length, 

Inches 


1 

Vs 

M 

H 

6 

$0.21 

$0.21H 

$0,213^ 

$0.22 



.21 

.213^ 

.21>^ 

.22 

7 

.21 

.21H 

.22 

.23 

8 

.21 

.21H 

.22 

.23 


V^HEEL RIVETS 



Length, 

Inches 

Diameter 

Per 

Pound 

No. 

Length, 

Inches 

Diameter 

Per 

Pound 

No. 

B.W.G. 

Inch 

B.W.G. 

Inch 

0 

1 A 
1^8 
IH 
IH 

5 

.220 

$0.21 

.21 

13 

23^ 

2H 

2H 

2H 

2 

.284 

$0.20 

1 

5 

.220 

21 

2 

.284 

.20 

3 

5 

.220 

.21 

33 

00 

.380 

.19 

9 

4 

.238 

.21 

39 

00 

.380 

.19 


Special lengths and diameters made to order. 

Net Extras 


Applying to Rivets on this Page 



Per Pound 

Packing in one pound boxes 

$0,003^ 

.01 

Packing in half pound boxes 


.08 



Bulk Allowance from List 

Applying to all Rivets on this Page 



Per Pound 

Boxes of 25 and 50 pounds of a size 

$0.02 

Kegs of 100 and 200 pounds of a size 

.04 



BUTT PINS 

Made for all sizes of butts and hinges. Always made to order of any gauge 
of shank and shape and size of head required. 

Prices on application. 
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RIVETS—Con/. 


COPPER RIVETS AND BURRS 
Best Lake Superior Copper 
LENGTHS MADE 

Inches 



A 

H 



■h 

% 


% 

1 

IH 




PRICE LIST 
(August 1st, 1913 


B. W. G. Numbers 

3 to 7 

8 

9 

10 

11 

12 

13 

14 

15 

Cents per Pound 

Uniform lengths, packed in 1-lb- 










boxes 

Assorted lengths, Vs to H in.. 

49 

50 

52 

54 

56 

58 

60 

65 

70 

packed in 1-lb. boxes 

Assorted lengths, ^ to M in.. 

52 

53 

55 

57 

59 

61 

63 

68 

73 

packed in 3^-lb. boxes and 










in 5-lb. cartons 

55 

56 

58 

60 

62 

64 

66 

71 

76 


^ r ' qudiiucy oi ourrs suppiiea exceeds the usual proportion of 
only^wilUpply pounds of Rivets, the regular discount applicable to Burrs 

APPROXIMATE NUMBER OF COPPER BELT RIVETS AND BURRS 


B.W.G. No. 

H 

A 

Vs 

A 


A 

ys 

M 

Vs 

1 


IH 


Burrs 

No. 7 

267 

214 

185 

170 

157 

152 

134 

118 

101 

92 

89 

79 

65 

314 

No. 8 

281 

260 

226 

208 

191 

175 

155 

129 

120 

108 

96 

85 

75 

490 

No. 10 

472 

390 

360 

320 

298 

269 

248 

210 

180 

163 




963 

No. 12 

539 

468 

415 

370 

340 

301 

282 

243 

222 





1045 


IRON BELT RIVETS 
With Burrs 

Tinned and Copper Plated. Price per Pound, Tinned or Coppered. 


Description 


B. W. G. No. 



7 

8 

9 

10 

11 

12 

13 

14 

Uniform lengths, one-pound 









boxes 

Uniform lengths, one-half-pound 

$0.35 

$0.36 

$0.37 

$0.39 

$0.41 

$0.45 

$0.48 

$0.51 

boxes 

Uniform lengths, one-quarter^- 

.39 

.40 

.41 

.43 

.45 

.49 

.52 

.55 

pound boxes 

Assorted, Vs, % and % inch. 

.43 

.44 

.45 

.47 

.49 

.53 

.56 

.59 

one-pound boxes 

Assorted, Vs, ^ and M inch, 

one-half-pound boxes 

.39 

.40 

.41 

.43 

.45 

.49 

.52 

.55 

.43 

.44 

.45 

.47 

.49 

.53 

.56 

.59 
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RIVETS— CoM<. 


THOUSAND OR TINNERS’ RIVETS 
(List of January, 1915) 


Size 

In Papers, per 1,000 

Black, 
per Pound, 
in 5- & 10- 
Pound 
Packages 

Size 

In Papers, 

, per 1,000 

Black, 
per Pound, 
in 5- & 10- 
Pound 
Packages 

Black 

Tinned 

Black 

Tinned 

8 Ounce. . . 

$0.22 

$0.31 

$0.42 

4 Pound. . . . 

$0.79 

$1.49 

$0.22 

10 Ounce. . . 

.24 

.35 

.38 

5 Pound. . . . 

1.00 

1.88 

.22 

12 Ounce... 

.26 

.39 

.35 

6 Pound. . . . 

1.12 

2.17 

.21 

14 Ounce... 

.28 

.43 

.33 

7 Pound 

1.31 

2.54 

.21 

1 Pound. . 

.29 

.47 

.30 

8 Pound. . . . 

1.50 

2.90 

.21 

IH Pound. . 

.32 

.54 

.27 

9 Pound .... 

1.68 

3.26 

.21 

13^ Pound. . 

.37 

.64 

.26 

10 Pound. . . . 

1.77 

3.52 

.20 

Pound. . 

.41 

.72 

.25 

12 Pound. . . . 

2.06 

4.16 

.193^ 

2 Pound. . 

.44 

.79 

.24 

14 Pound. . . . 

2.40 

4.85 

.193^ 

2H Pound. . 

.56 

1.00 

.24 

16 Pound. . . . 

2.77 

5.57 

.19>^ 

3 Pound. . 

.62 

1.15 

.23 

18 Pound .... 

3.15 

6.20 

.193^ 

33^ Pound. . 

.72 

1.34 

.23 

20 Pound. . . . 

3.50 

6.90' 

.193^ 


NET EXTRAS 


Per Pound 


Tinned — In 5- and 10-pound packages. 


$0.08 


BULK ALLOWANCE FROM LIST 


Per Pound 


Boxes of 25 and 50 pounds of a size . . . 
Boxes of 100 and 200 pounds of a size . 


$0.02 

.04 


APPROXIMATE DIMENSIONS OF TINNERS’ RIVETS 


Size 

Length, 

Inches 

B.W.G. 

No. 


Size 

Length, 

Inches 

B.W.G. 

No. 

Size 

Length, 

Inches 

B.W.G. 

No. 

8 Ounce.. 

A 


t 

Pound . . . 

H 

9.i*f 

f 

7 Pound .... 

H 

5 

10 Ounce.. 


13 

23^ Pound. . . 

A 

9 

8 Pound .... 


4*“ 

12 Ounce.. 

A 

12 

3 

Pound. . . 

A 

8 

9 Pound.’ . . 

k 

4 

14 Ounce.. 

A 

12 

3H Pound. . . 


8 

10 Pound. . . . 

H 

4 

1 Pound.. 

k 

11 

4 

Pound. . . 

H 

7 

12 Pound. . . . 


3 * ^ 

Pound.. 

A 

11-rL 

5 

Pound ... 


6 

14 Pound. . . . 

H 

2 -5 

13^ Pound.. 

a 

10 

6 

Pound . . . 

k 

6 

16 Pound. . . . 

H 

1 *3i 

1^ Pound.. 

H 

10 









110 
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RIVETS— Coni. 


IRON BURRS 


Black. In one pound boxes. 


Diameter Hole, 
B. W. G. No. 
or Inch 

Per Pound 

Diameter Hole, 
B. W. G. No. 
or Inch 

Per Pound 

Diameter Hole, 
B. W. G. No. 
or Inch 

Per Pound 

Vs 

$0.36 

4 

$0.37 

.38 

.42' 

.42 

.43 

.44 


$0.45 

.47 

.50 

.60 

.70 

.80 

H 

.36 

5 

10 

A 

.36 

6 

1 1 

1 

.36 

A 

15> 

2 

.36 

7 

1?l 

3 

.36 

8 

14 

H 

.36 




Net Extras 



Per Pound 

Tinned 

$0 08 

Coppered 

.02H 


Bulk Allowance From List 



Per Pound 

For boxes of 25 and 50 pounds of a size 

$0.02 

.04 

For kegs of 100 pounds of a size 


COUNTERSUNK CHISEL POINT RIVETS 
Standard Sizes 

Other Sizes and Shapes Sold on Miscellaneous List 
Price per Pound in 100 Pound Boxes 


Length, 

B. W. G. 

Per 

Length, 

B. W. G. 

Per 

Inches 

No. 

Pound 

Inches 

No. 

Pound 

1 

8 

$0.15>4 

.13^ 

.12M 

.12 

2 

4 

$0.11M 

.lOM 

.1014 

IH 

7 

2U 

3 

IH 

6 

2^ 

3 

IH 

5 




MISCELLANEOUS LIST 

From this list are sold at varying discounts the following chisel point rivets: 
Countersunk Head, sizes other than Standard. 

Round Head, All Sizes. 


Price per Pound in Boxes of 100 Pounds 


Diameter, 


Length, Inches 


‘No. 

1 

, 

IH 

IH 

2 

214 

214 

2H 

3 

8 

$0.17 

$0.16H\ 

$0.16 

$0.15 

$0.1514 

$0.15 

$0.15 

$0.15 

$0.15 

7 

.16 


.15 

.14 

.1414 

.14 

.14 

.14 

.14 

6 

.15 

.14H 

.14 

.1314 

.1314 

.13 

.13 

.13 

.13 

5 

.14H 

.14 

.14 

.13 

.13 

.1214 

.1214 

.1214 

.1214 

4 

.14 

.13H 

.1314 

.13 

.13 

.1214 

.1214 

.1214 

.12 

3 


. 13^ 

.1314 

.12 

.12 

.12 

.12 

• .12 

.1114 



THE STEEL COMPANY OF CANADA, LIMITED 


STANDARD IRON RIVETS 

RIVETS ANY STYLE HEAD 


Round Head Rivets 

Approximate number per pound 


B. W. G. No. or Inch 


Length, 


Inches 

% 

0 

A 

1 

2 

3 

H 

^ 

32 

42 

51 

57 

65 

75 



29 

37 

45 

50 

57 

67 



26 

33 

41 

45 

51 

59 


24 

30 

37 

41 

46 

54 

1 

22 

28 

34 

37 

42 

49 



20 

26 

31 

34 

39 

45 

IM 

19 

24 

29 

32 

36 

42 



18 

22 

27 

29 

33 

39 



17 

21 

25 

28 

31 

37 

IM 

15 

18 

22 

24 

27 

33 

2 

13 

17 

20 

22 

25 

29 

2M 

12 

15 

18 

19 

22 

27 



11 

14 

17 

18 

20 

24 

2M 

10 

13 

15 

17 

19 

22 

3 

9 

12 

14 

15 

17 

21 

3M 

8K 

11 

13 

14 

16 

19 

3^ 

8 

lOH 

12 


15 

18 

3M 

m 

9H 

llH 

12H 

14 

17 

4 

m 

9H 

11 

12 

13 

16 

W 

7 

m 

lOH 

llH 

12H 

15 

4^ 


8M 

10 

lOH 

12 

14 

4M 

6M 

8 

9H 

10 


ISH 

5 

6 

7H 

9 

9H 

11 

13 

5M 

5^ 

7H 


9H 

103^ 

123^ 

5H 

5H 

7 

SH 

9 

10 

12 

5M 

5M 

en 

7H 

SH 

9H 

11^ 

6 

5 


7H 

SH 

9H 

11 


H 

4 

5 

6 

A 

7 

8 

9 




154 

188 

221 

256 

334 

SO 

89 

108 

131 

159 

185 

215 

278 

70 

78 

94 

114 

138 

158 

185 

238 

63 

70 

84 

101 

122 

139 

163 

208 

57 

63 

75 

91 

109 

123 

145 

185 

52 

57 

68 

82 

98 

111 

131 

166 

47 

53 

63 

75 

90 

101 

119 

151 

44 

49 

58 

69 

83 

93 

109 

138 

41 

45 

54 

54 

76 

86 

101 

127 

38 

42 

51 

59 

71 

80 

94 

119 

34 

40 

44 

55 

63 

70 

82 

104 

30 

35 

40 

47 

56 

62 

73 

92 

28 

32 

36 

42 

50 

56 

66 

83 

25 

29 

33 

39 

46 

50 

60 

75 

23 

26 

30 

36 

42 

46 

55 

67 

22 

24 

28 

33 

39 

43 

51 

64 

20 

23 

26 

31 

36 

40 

47 

59 

19 

21 

24 

29 

34 

38 

44 

55 

18 

20 

23 

27 

32 

35 

41 

52 

17 

18 

21 

25 

30 

33 

38 

39 

16 

17 

20 

24 





15 

16 

19 

23 





14M 

15^ 

18 

22 





14 

15 

17 

21 





13^ 

143^ 

163^ 

20 





13 

14 

16 

19 






133^ 

15 

17 





12 

13 

14 

18 






SPECIAL COPPER RIVETS 


We are prepared to make any size or shape of copper rivets. On receipt of 
quot^e^pro^pdy particulars as to size, shape, and quantity required, we will 
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THE STEEL COMPANY OF CANADA, LIMITED 


SHOT— Co)i<. 

SHOT 

STANDARD DROP SHOT 

Standard Drop Shot is packed in canvas bags containing 5, 10 or 25 pounds 
and IS made in the following twenty-four sizes: s , v or zo pounas, 

RR No. 12 Seal, AAA, AA, A, BBB, 

BB, Air Rifle, B, 1, 2, 3, 4, 5, 6, 7, 7}^, 8, 9, 10, 12 or Dust. 

DOUBLE CHILLED SHOT 

o„,i Chilled Shot is put up in canvas bags containing 5, 10 or 25 pounds 

and IS made in the following twelve sizes: s , o ui pounas, 

1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 12 or Dust. 

PRICE LIST 


St andard Drop Shot, sizes AAA to No. 12 or Dust. . 


Per 100 Pounds 


$18.00 


NET EXTRAS 




Per 100 Pounds 

Sizes AAA and larger. . . 

No. 28 Ball 

$0.80 

1.20 

1.50 

Chilled Shot 

Bags less than 25 lbs 


.50 



SIZES OF SHOT 


No. Diam., Inch 



x.'idiu., men 

Dust 

.046 

10 

.07 

9 

.08 

8 

.09 


.095 

7 

.10 

6 

.11 

5 

.12 

4 

.13 

3 

.14 

2 

.15 

1 

.16 


Standard 
pellets 
per ounce 

Chilled 
pellets 
per ounce 

1963 

848 

868 

568 

585 

399 

409 

338 

345 

291 

299 

218 

223 

168 

172 

132 

136 

106 

109 

86 

88 

71 

73 


No. 

Diam., Inch 

B 

.17 

BB or • 
Air Rifle 

.18 

BBB 

.19 

A 

.20 

AA 

.21 

AAA 

.22 

AAAA or 1 
12 Seal / 

.25 

SS or i 

10 Seal / 

.28 

SG 

.30 

SSG 

.32 


Standard 
pellets 
per ounce 


59 

50 

42 

36 

31 

27 

24 

15 

11 

9 
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WHITE LEAD 

GROUND IN REFINED LINSEED OIL 



“TIGER” PURE 

A chemically pure white lead ground in Refined Linseed Oil. Packages bear 
the yellow label of the White Lead Association of Canada, guaranteeing purity of 
the contents. 

Packages: 12^, 25, 50 and 100 pound irons, 500 pound hardwood kegs. 

Price on application. 

“DECORATOR’S PURE” 

A chemically pure white lead ground in Refined Linseed Oil. Quality guaranteed 
by the yellow label of the White Lead Association of Canada. 

Packages: 123^, 25, 50 and 100 pound irons, and 500 pound hardwood kegs. 

Price on application. 

“DECORATOR’S SPECIAL” 

The process to which this lead is subjected makes it particularly adapted for 
indoor use on account of its brilliant and enduring whiteness. Ground in pure 
linseed oil. 

Packages: 123^ and 25 pound irons. 

Price on application. 

“MAPLE LEAF EXTRA” 

White lead ground in Refined Linseed Oil. 

Packages: 12}^ and 25 pound irons. 

Price on application. 

“MAPLE LEAF SPECIAL” 

White lead ground in Refined Linseed Oil and put up in a large variety of small 
packages for the retail trade. 

Packages: 1, 2, 3, 4 and 5 pound tins; 1234 and 25 pound irons. 

Price on application. 


WHITE LEAD PRICE SCHEDULE 

The above brands of white lead are sold on the following schedule of package 
extras above the various base prices for each. 



Per 100 Pounds 

25, 50 and 100 pound irons 

Base 

500 pound hardwood kegs 

$0 . 15 less than base 

12^ pound irons 

.50 advance over base 

3, 4 and 5 pound tins 

2.00 advance over base 

1 and 2 pound tins 

2.50 advance over base 
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PUTTY 

PER 100 POUNDS IRON DRUMS 

Bulk, in 800 pound barrels. 

Bulk, in barrels of 400 pounds. 

Bulk, in 100 pound iron drums. 

Bulk, 25 pound irons. 

Bulk, 25 pound tins, 4 in a case. 

Bulk, 123^ pound tins, 8 in a case. 

Bladders, in 400 pound barrels. 

Bladders, in 100 pound cases. 

Prices on application. 

Also put up in 1, IJ^, 2, 3 and 5 pound tins. 

prepared to supply Pure Linseed Oil Putty at an advance over 


LEAD PIPE 

Weight per yard in pounds 


Inside 

Diam. 

Inches 

Description 

Weight 
per yard 

Pounds 

Inside 

Diam. 

Inches 

Description 

Weight 
per yard 
Pounds 

H 

Light 

Medium 

2H 

3 

iy2 

Extra Ught 
Light 

8. 10 

11 


Strong 

4, 5 


Medium 

12 

}4 

Extra Light 
Light 

3, 3H 

4 


Strong 

Extra Strong 

14 

16. 18 


Medium 

Strong 

Extra Strong 

43^ 

5. 6 

7, 8. 9 

IH 

Light 

Medium 

Strong 

14 

16 

18 

Vb 

Light 

5 


Extra Strong 

2p 


Medium 

Strong 

Extra Strong 

6 

7 

8. 9 

2 

Extra Light 
Light 

Medium 

15. 16 

18 

20 

H 

Light 

Medium 

6 

7 


Strong 

Extra Strong 

22 

24. 27, 29. 32, 35 


Strong 

Extra Strong 

8 

9. 10 

2K 

Light 

Strong 

23. 24 

35 

1 

Light 

Medium 

Strong 

Extra Strong 

6 

7 

8 

9, 10, 11. 12, 13, 

3 

Extra Light 
Light 

Medium 

Strong 

23 

26 

28 

36 



14, 15, 16 


Extra Strong 

46 

IH 

Light 

Medium 

Strong 

Extra Strong 

8 

10 

12 

14 

3K 

Medium 

Strong 

Extra Strong 

42 

45 

49 




4 

Extra Light 

33 





Light 

36 

1 


1 


Strong 

50 


^ anu Oindiici, put up m COllS \ 

larger sizes in lengths of 8 feet 6 inches to 20 feet. 
Prices on application. 
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PATENT SOIL OR WASTE PIPE 

In Lengths of 8 Feet 


WEIGHT PER YARD IN POUNDS 


Inside 

Diam., 

Inches 

Description 

Weight 
per yard, 

Pounds 

Inside 

Diam., 

Inches 

Description 

Weight 
per yard. 
Pounds 

IH 

Light 

Medium 

Strong 

Extra Strong 

6 

7 

8 

2H 

Light 

Medium 

Strong 

13 

16 

19 

IH 

Light 

Medium 

Strong 

5H 

7 

8 

3 

Light 

Medium 

Strong 

16 

18 

21 


Extra Strong 

9 

4 

Light 

18 

2 

Light 

8 


Medium 

24 


Medium 

lOH 





Strong 

12 





Prices on application. 


PACKING OF WASTE PIPE 
Number of lengths in a box 


Inside Diameter. Inches 


1 

o 

IM 


— 

Lengths in a box 

oc 

c, 

3 

4 



16 

9 

6 

3 


SPECIAL SIZES 


. prepared to make special sizes or weights of lead or waste Dioe and'can 

orTer^is X ton.'"^"'^®* quantity that can be undertaken on a special 
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METRIC CONVERSION TABLE 


Millimetres x .03937= inches. 

Millimetres-f-25.4=inches. 

Centimetres x .3937= inches. 

Cen ti metres ^ 2 .54 = inches. 

Metres x 39.37= inches 
Metres x 3.281 =feet. 

Metres x 1.094= yards. 

Kilometres x .621 = miles. 

Kilometres 4- 1 .6093 = miles. 

Kilometres x 3280.833= feet. 

Square millimetres x .00155=square inches. 

Square millimetres-i- 645.2= square inches. 

Square centimetres x .155=square inches. 

Square centimetres-E6.452=square inches. 

Square metres x 10. 764= square feet. 

Square kilometres x 247.1 =acres. 

Hectare x 2.471=acres. 

Cubic centimetres-^16.387=cubic inches. 

Cubic centimetres-r- 3.69= fluid drams 
Cubic centimetres-?- 29.57= fluid ounce 
Cubic metres x 35.315=cubic feet. 

Cubic metres x 1.308=cubic yards. 

Cubic metres x 264.2=gallons (231. cubic inches). 

Litres x 61.023=cubic inches 

Litres x 33. 84= fluid ounces 

Litres x .2642= gallons (231. cubic inches). 

Litres -E 3. 785= gallons (231. cubic inches). 

Litres-?- 28.317=cubic feet. 

Hectolitres x 3.531 =cubic feet. 

Hectolitres x 2.84= bushels (2150.42 cubic inches). 

Hectolitres x .131= cubic yards. 

Hectolitres x 26.42=gallons (231. cubic inches). 

Grammes x 15.432= grains 
Grammes x 981.= dynes. 

Grammes (water)-?- 29.57= fluid ounces. 

Grammes-?- 28.35= ounces avoirdupois. 

Grammes per cubic centimetre-?- 27.7= pounds per cubic inch. 

Joule X .7373=foot pounds. 

Kilogrammes x 2.2046= pounds. 

Kilogrammes x 35.3=ounces avoirdupois. 

Kilogrammes-^ 907.2= tons (2,000 pounds). 

Kilogrammes per square centimetre x 14.223=pounds per square inch. 
Kilogram-metres x 7.223=foot pounds. 

Kilogrammes per metre x .672= pounds per foot. * 

Kilogrammes per cubic metre x .062= pounds per cubic feet. 
Kilogrammes per cheval x 2.235= pounds per horse-i)ower. » 
Kilowatts X 1.34= horse-power. 

Watts-?- 746. = horse-power. 

Watts X .7373= foot pounds per second. 

Calorie x 3.968= B.T.U. 

Cheval vapeur x .9863= horse-power. 

(Centigrade x 1. 8) -|-32= degrees Fahrenheit. 

Franc x .193= dollars. 

Gravity Paris=980.87 centimetres per second. 

Tonneau x 1.1023=tons (2,000 pounds). 
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39.37 Inches=l Meter=10 Decimeters =100 Centimeters =1,000 Millimeters. 
24 Inches= 0.6096 Meters. 

1 Yard =0.9143 Meters. 

1 Mile= 1,609.3 Meters. 
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INDEX 


A 

Adjustable Suspension Straps 77 

Ammonia, Sulphate of 12 

Anchor Rods 243 

Angle, Barrel 34 

Angles, Equal Legs, List of Sizes, 

Rolled 34 

Splice, Bars 50-51 

Blued Cut Nails. Fine 124 

Blued Wire Nails 123 

Blunt Ovals 31 

Boat Nails, Cut. . . . 127 

Boiler Rii^ts 255. 256 

Bolt and Rivet Wire ... 90 

Bolt Ends 207 

Bolts, Band 224,225 

Blank. . . ona onQ 

Unequal Legs. List of Sizes, Rolled.. 35 

Annealed Copper Wire 97 

Annealed Wire 87 

Areas of Square and Round Bars 58 59 

Armature Binding Wires 88 

Assortment of Cut Tacks 142 

Automobile Rim Bolts . . 201 

Bridge and Roof Bolts 222 

Automobile Rim 201 

Bung Head 224 

Cant Dog 2 10 

Carriage ; 196-200 

Common Carriage 198, 199 

Conehead .... ono 

Axles, Car 16 

B 

“Bell” Horse Shoes 187 IQ? 

Contents of Packages 231 

Countersunk Carriage 197 

Cross Arm 246 

Cross Arm Brace 246 

Deck .... 204 *^05 

Bale Ties, Wire 89 

Baling and Binding Wires 89 90 

Band Bolts 224,225 

Band, Furnace 46 

Demountable Rim ’ 201 

Directions for ordering 196 

Double Arm 246 

Klevator ooq 

Steel 28 

Bands, Wood Pipe 223 

Barbed Wire, Galvanized 101 102 

Barrel Angles 34 

Barrel Nails, Cut 126 

Barrel Nails, Wire II 7 

Barrel or Box Staples 110 

Barrel Rivets 261, 262 

Bars. Angle Splice 50 51 

Bars, Concrete ’57 

End Spring 220 

Eye- 240, 241, 244 

Fancy Head Carriage 202, 203 

Fin Head Carriage 198, 199 

Foundation 223 

Full Square Carriage 197 

Glavanized Carriage 246 

Hanger 215 

Hexagon Head 204, 205 

Hook ' *^41 

Cylinder and Reach, List of Sizes, 

Rolled 36 

204, 205 

Machine oha ontz 

Diamond 43 

Mica Frame 224 

Dominion Schedule of Extras 22 24 

Fire or Screen ’46 

Hexagon 44 

Piano. 39 

Specifications for Concrete 54 56 

Thresher Cylinder ’45 

gasket NaUs, Cut 126. 141 

Packing of 231 

Plow and Cultivator 216, 217 

Railway Track 232-235 

Shackle, See Shaft Coupling Bolt. . . 221 

Shaft. 202. 203 

Shaft Coupling 221 

Sink . . OQo 

Basket Wire Nails 117 

Basket Tacks 137 

Sleigh Shoe 218,219 

Snrinfif 00 a 

Beaded Tire 42 

Souare TTmH OdA one 

Beams, Plow 40 41 

Bed Screws i?q 

Bed Staples 108 

Standard Length of Threads 210 

Steeple Head 202, 203 

Sten ono ono 

Belt Rivets and Burrs 261, 263 

Bevel Edge Flats 38 

Bevel Edge Steel 38 

Stove 224, 226 

Stove, Number per 100 pounds 226 

Stud . 01 1 

Bevel Shaft Steel 38 

Table oik 

Beveled Corner Squares 44 

Bevels 38 

“T” Head 204, 205 

Tire oic 010 

Bill Poster’s Tacks 138 

Whimetree 221 

Billets 01 

Binding, Armature Wire 88 

g}ank Bolts 208, 209 

Bookbinders’ Wire 90 

Boot Calks, Wing 151 

Bottlincr Wire 85 

Blind Staples HI 

Blooms 01 

Blued BB Steel Tacks I 37 

Box Edging, Beveled 38 

Box Edging, Round 38 

Box Nails, Wire Cigar 120 
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Box Nails, Wire 

...113, 117 

Classification, Freight 

. . 8-11 

Box Nails. Wire Salmon 

120 

Clinch Nails, Cut 

128 

Box Nails, Wire Tobacco 

. ..113-115 

Clinch Nails, Wire 

..113,115 

Box or Barrel Staples 

110 

Clinch Rings 

237 

Braces, Cross Arm 

243 

Clinching Point Shoe Rivets 

148 

Brads, Common Wire 

. . .113-115 

Clothes Line Wire, Galvanized 

92 

Brass and Copper Nails 

121 

Clout Nails 

140 

Brass and Copper Plated Nails. . . 

123 

Coach Screws 

. .212-214 

Brass Machine Screws 

163 

Coach Screws, Galvanized 

246 

Brass Escutcheon Pins 

122 

Coat and Hat Hooks 

176 

Brass Wire 

96 

Coated Wire Nails 

123 

Brass Wood Screws 

157 

Cobblers’ Rivets 

148 

Bridge and Roof Bolts 

222 

Coiled Spring Wire 

102 

Bridge Rivets 

255 

Coke 

12 

Bright Hard Wire 

87 

Cold Pressed Nuts 

. .252, 253 

Bright Soft Drawn Wire 

86 

Cold Twisted Steel Bars 

57 

Broom and Barrel Nails 

117 

Common Carriage Bolts 

..197, 198 

Broom Staples 

109 

Common Wire Brads 

. .113, 115 

Broom and Whisk Wire 

90 

Common Wire Spikes 

..113-115 

Brush Tacks 

141 

Comparative Sizes Wire and Sheet 

Bundles of Steel and Iron Bars. . . 

26 

Gauges , 

82 

Bung Head Bolts 

. . . ; 224 

Concrete Bars 

57 

Burrs and Rivets, Belt 

. . .261, 263 

Concrete Rods 

54 

Burrs, Iron 

265 

Conditions of Sale 

6, 7 

Butt Pin Rivets 

261 

Contents of Bolt Packages 

231 

Buttons. Tufting 

. . .143, 144 

Contents of Full Cases of Tacks. . . . 

142 

Button Wire 

84 

Contents of Cases of Wood Screws. . 

159 



Coopers’ Nails, Cut 

126 

C 


Coopers’ or Hoop Staples 

109 



Coopers’ Rivets 

. .261, 262 

Cable, Stranded Copper 

99 

Copper and Brass Nails 

121 

Calks, Wing Boot 

151 

Copper and Brass Plated Nails 

123 

Canoe Tacks 

, . . .134, 135 

Copper Belt Rivets 

. .261-263 

Cant Dog Bolts 

210 

Copper Cable, Stranded 

99 

Canvas Staples, Tinned 

111 

Copper Cut Nails 

129 

Canvas Steel Tacks 

111 

Copper Piano Wire 

97 

Cap Screws, Lock 

164 

Copper Rivets 

261 

Capped Trunk Tacks 

143 

Copper Tacks 

138 

Car Axles 

16 

Copper Trolley Wire 

100 

Car Nails, Wire 

113 

Copper Wire, Soft 

97 

Carpet Tacks, Double Pointed. . . 

110 

Copper Wire, Weight and Tensile 

Carpet Tacks 

....134-136 

Strength 

98 

Carpet Tacks, Tinned 

. . . .134-136 

Corrugated Steel Fasteners 

112 

Carriage Bolts 

196-200 

Cotter Pin Wire 

88 

Carriage Bolts, Common 

. . . .198, 199 

Cotters. Spring 

. .174, 175 

Carriage Bolts, Countersunk 

197 

Countersunk Carriage Bolts 

197 

Carriage Bolts, Fancy Head 

. . . .202, 203 

Countersunk Chisel Point Rivets . . . 

. .261, 265 

Carriage Bolts, Fin Head 

. . . .198, 199 

Coupling Bolts, Shaft 

221 

Carriage Bolts, Full Square 

197 

Couplings, Wrought Pipe 

76 

Carri^age Bolts, Galvanized 

246 

Crate or Basket Wire Nails 

117 

Casing Nails, Cut 

124 

Cross Arm Bolts 

246 

Casing Nails, Wire 

113 

Cross Arm Brace Bolts 

246 

Cast Washers 

239 

Cross Arm Braces 

243 

Catalogue, Supplement 

5 

Cultivator and Plow Bolts 

..216, 217 

Cement Coated Wire Nails 

123 

Cut Barrel Nails 

126 

Chain, Jack 

171 

Cut Basket Nails 

. .126, 141 

Chain Wire 

90 

Cut Boat Nails 

127 

Chair Nails, Cut 

141 

Cut Casing Nails 

124 

Chair Rods 

. . . .228, 229 

Cut Chair Nails 

141 

Channel Sleigh Shoe Steel 

39 

Cut Clapboard Nails 

125 

Channels, Dash 

39 

Cut Clinch Nails 

128 

Double Harrow 

42 

Cut Coopers’ Nails 

126 

Round Back 

44 

Cut Copper Nails 

129 

Single Harrow 

43 

Cut Dory Nails 

127 

Cheese Box Tacks 

139 

Cut Finishing Nails 

125 

Chilled Shot 1 

267 

Cut Flooring Nails 

124 

Chisel Point Rivets 

265 

Cut Roofing Nails 

126 

Cigar Box Wire Nails 

120 

Cut Slating Nails 

125 

Clamps, Guy 

243 

Cut Nails. Coopers’ 

126 

Plow 

. . . .240, 241 

Cut Nails, Fine Blued 

124 

Clapboard Nails, Cut 

125 

Cut Nails, Galvanized 

129 

Clapboard Nails, Wire 

120 

Cut Nails. Standard 

124 
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Cut Nails, Special 129 

Cut Tacks 136 

Cut Tacks, Assortment 142 

Cylinder and Reach Bars 36 


D 


Dasn Channels 39 

Decimal Equivalents 79 

Deck Bolts 204, 205 

Demountable Rim Bolts 201 

Diamond Bars 43 

Diameter of Screws 154 

Dimensions of Bridge and Roof Bolts. 222 

Dimensions of Bolt Threads 254 

Dimensions of Wrought Pipe 67-69 

Dimensions oi Trolley Wire 100 

Dominion Schedule of Extras on Iron 

and Steel Bars 22-24 

Door Pulls 176 

Dory Nails, Cut 127 

Double Arm Bolts 246 

Double Harrow Channels 42 

Double Pointed Carpet Tacks 110 

Dowel Pins, Wire 116 

Drawn Wire, Heavy 86 

Drift or Wharf Spikes 131 

Drive Rings 237 

Drive Screws 160 

Drive Screws, Twist 246 

Drive Screws, Fetter 246 

Double Chilled Shot 268 

Drop Shot 268 


Fencing Wire, Galvanized 

Fencing Wire, Plain Twisted 

Fetter Drive Screws 

Field Fencing 

Fillers, Frog 

Guard Rail 

Reinforce Rail 

Fin Head Carriage Bolts 

Fine Blued Cut Nails 

Finishing Nails, Cut 

Finishing Nails, Wire 

Fire or Screen Bar 

Fish Plates, see Splice Bars 

Fish Plates, Quantity per Mile of Track 

Flat Pressed Nails 

Flats, List of Sizes Rolled 

Nut Steel 

Round Edge 

Square Edge 

Floor Hooks 

Flooring Nails, Cut 

Flooring Nails, Wire 

Florists’ Wire 

Flow of Water, Velocity 

Forgings 

Foundation Bolts 

Foundry Wire Nails 

Freight Classification 

Frog Fillers 

Full Square Carriage Bolts 

Furnace Band 

Furniture Spring Wire 


90 

102 

246 

103-107 

46 

48 

49 

198, 199 

124 

125 
113 

46 
50, 51 
234 
128 
28-30 
28 
29 

240-241 

124 

113 

84 

78 

17 

223 

116 

8-11 

46 

197 

46 

93 


G 


E 


Eave Trough Spikes, Wire 113 

Edging, Beveled Box 38 

Round Box 38 

Electricians’ Staples 109 

Elevator Bolts 223 

End Spring Bolts 220 

Ends, Bolt 207 

Equivalents, Decimals 79 

Escutcheon Pins, Steel 122 

Excutcheon Pins, Brass 122 

Extension Bars 77 

Extras for Miscellaneous Sections, 

Rolled 37 

Extras on Wire, Smooth Steel 86 

Extras on Wire, Brass 96 

Extras on Wire, Copper 97 

Eye Bolts 240-244 

Eyes and Hooks, Gate 170 

Eyes, Screw 165-167 

Stove Pipe Screw 165 

Explanation of Different Gauges 83 


Galvanized Barbed Wire 101, 102 

Galvanized Carriage Bolts 246 

Galvanized Clothes Line Wire 92 

Galvanized Coach Screws 246 

Galvanized Cut Nails 130 

Galvanized Fencing Wire 90 

Galvanized Steel Wire Strand' 95 

Galvanized Tacks 145 

Galvanized Washers 236 

Galvanized Weaving Wire 88 

Galvanized Wire Nails 123 

Galvanizing, Extras on Steel and Iron 

Bars 25 

Gate Hooks and Eyes 170 

Gates, Farm 103-107 

Gauges. Wire and Sheet 82 

Gimlet Point Coach Screws 212 

Gimp Tacks 136 

Glaziers’ Points 145 

Grooved Tire 42 

Guard Rail Fillers • 48 

Guy Clamps 243 

Guy Hooks 244 

Guy Rods 243 


F 

Fancy Head Carriage Bolts 202, 203 

Fancy or Mica Nuts 230 

Farm Gates 103-107 

Fasteners, Corrugated Steel 112 

Felloe Plates 220 

Fence Gates 106, 107 

Fence Nails. Wire 113 

Fence Staples 108 

Fencing, “Invincible” 103, 107 

Poultry 104 


H 


Half Ovals 32 

Half Oval Sleigh Shoe Steel 30 

Half Rounds. List of Sizes Rolled 33 

Half Round Bevel Edge 38 

Hame Rivets 261, 262 

Hand Lasting or Shoe Tacks 142, 149 

Hanger Bolts 215 

Hanger Screws 215 

Hard Steel Shoe Nails 150 

Hardware, Pole Line 242, 243, 245 
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Hardware Tack List 134, 135 

Harrow Channels, Double 42 

Harrow Channels, Single 43 

Harrow Tooth Steel 43 

Hat and Coat Hooks 176 

Hay Baling Wire 89, 90 

Hexagon Head Bolts 204, 205 

Hexagon Nuts 249-251 

Hexagon Steel 44 

Hinge Nails, Wire 121 

Hinge Pins 227 

Hinges, Screw Hook 238, 239 

Hob Nails 150 

Homo Steel Rods 87 

Hook Bolts 241 

Hook, Guy 244 

Hook Hinges, Screw 238 

Hooks, Moor 240, 241 

Guy 244 

Hat and Coat 176 

Pipe, Wrought “U” 77 

Screw 168, 169 

Square Cornered Screw 169 

Hooks and Eyes, Gate 170 

Hoop Staples, Single Leg Ill 

Hoop or Coopers’ Staples 109 

Hoops, Steel . 36 

Wire 92 

Horse Shoe Nails, “M.R.M.” 193-195 

Horse Shoes, ‘ ‘Bell ” 187-192 

Horse Shoes, ‘ ‘M.R.M. ” 177-186 

Hot Forged Nuts 247-251 

Hot Pressed Nuts 247-251 

Hungarian Nails 151 


List of Products 4 

List of Wires 84, 85 

List of Extras, Smooth Steel Wire .... 86 

List of Standard Steel Wire Nails. . . . 114, 115 

List, Miscellaneous Wire Nails 119 

List of Hardware Tacks 134, 135 

List of Capped Goods 143 

List, Shoe Finders’ 146, 147 

Lock Cap Screws 164 

Loss in Pressure 78 


M 


“M.R.M.” Horse Shoe Nails 193-195 

“M.R.M.” Horse Shoes 177-186 

Machine Bolts 204, 205 

Machine Lasting Tacks . .149, 150 

Machine Products Special Screws 172, 173 

Machine Screw Nuts 252 

Machine Screw Standards 161 

Machine Screw Taps 164 

Machine Screws 162, 163 

Machinery Steel 27, 28 

Market Wires 84 

Mattress Wire 93 

Metric Conversion Table 273 

Mica Frame Bolts 224 

Mica or Fancy Nuts 230 

Mild Steel Plate 19 

Mild Steel 22 

Miscellaneous Sections, Rolled, Extras 

for 37 

Miscellaneous Wire Nail List 119 

Moulding Nails 113 


Imperial Standard Wire Gauge, Com- 
parison of Dimensions. . . . .' 80 

Imperial Standard Wire Gauge, 

Weights, Breaking Strain, etc 81 

Insulator Pins 243 

‘ ‘Invincible ” Fencing 103-107 

Iron Belt Rivets 263 

Iron Burrs 265 

Iron Shoe Nails 150 

Iron and Steel Bars, Bundles of 26 

Dominion Schedule of Extras 22, 24 

Galvanizing Extras 25 

List of Sizes Rolled 22-36 

Iron, “M.R.M.” Brand Horse Shoes. . 177-186 
Pig 13,14 


J 


Jack Chain 


171 

Joint Bolts 


204, 205 


K 


Knob Screws, Side. . 


164 


L 


Lag Screws 


213 

Large Head Carpet Tacks. . . . 

136 

Lasting Tacks 


149, 150 

Lath Nails, Wire, Sterilized. . . 

121 

Lead Pipe 


271, 272 

Lead in Oil, White.. 


269, 270 

Lining Tacks 


. . . 138-142-144 


N 


Nail, Wire 

Nail List, Miscellaneous Wire 

Nails, Blued Wire 

Brass and Copper 

Brass and Copper Plated . . 

Broom 

Cement Coated Wire 

Chair, Cut 

Clout 

Copper, Cut 

Cut Barrel 

Cut Basket 

Cut Boat 

Cut Casing 

Cut Clapboard 

Cut Clinch 

Cut Coopers’ 

Cut Dory 

Cut Finishing 

Cut Flooring 

Cut Roofing 

Cut Slating 

Cut Special 

Fine Blued Cut 

Flat Pressed 

Galvanized Cut 

Galvanized Wire 

Hard Steel Shoe 

Hob 

Hungarian 

“M.R.M.” Horse Shoe. . . . 

Number per Pound 

Saddle 

Sharp Pressed 


85-93 

119 

123 

121 

123 

117 

123 
141 
140 
129 
126 

126, 141 

127 

124 

125 

128 

126 

127 

125 

124 

126 

125 
129 
124 

128 
129 
123 
150 

150 

151 
. 193, 195 

118 
143 
128 
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Nails, Shoe 

150 

Pipe Nipples 

. 72-75 

Soft Steel Shoe 

150 

Pipe Shoes, Wood 

223 

Standard Common Wire. . . . 

113 

Pipe, 

. 65-71 

Standard Cut 

124 

Bundles of Wrought 

70 

Trunk 

. . 140, 143, 144 

Extra Charge for Cutting to Length 70 

Wire Barrel 

117 

Extra Strong Butt Welded 

66 

Wire Box 

113-117 

Extra Strong, Table of Dimensions 

69 

Wire Car 

113 

Lead 

271 

Wire Casing 

113 

Railway Signal 

71 

Wire Cigar 

120 

Soil or Waste 

272 

Wire Cigar Box 

120 

Standard Butt Welded 

66 

Wire Clapboard 

120 

Standard Lap Welded 

66 

Wire Clinch 

113 

Standard, Table of Dimensions. . . . 

. 67, 68 

Wire Fence 

113 

Wrought “U” Hooks 

77 

Wire Finishing 

113 

Wrought 

. 65-71 

Wire Flooring 

113 

Plain Twisted Fencing Wire 

102 

Wire Foundry Nails 

116 

Plates, Felloe 

220 

Wire Hinge 

121 

Plate, Mild Steel 

19 

Wire Lath, Sterilized 

121 

Plated Nails, Copper and Brass 

123 

Wire Moulding 

113 

Plates, Tie 

. 52. 53 

Wire Roofing 

113 

Plow and Cultivator Bolts 

.216, 217 

Wire Roofing, extra large. . . 

116 

Plow Clamps 

.240, 241 

Wire Salmon Box 

120 

Plow Beams 

. 40, 41 

Wire Siding 

120 

Plow Reinforcement 

43 

Wire Slating 

113 

Points, Glaziers’ 

145 

Wire Tobacco Box 

113 

Picture Frame 

139 

Nipples, Extra for Special Threading . 72 

Pole Line Hardware 

.242-245 

Wrought Pipe 

72-75 

Pole Shims 

244 

Nut Steel Flats 

28 

Pole Steps 

243 

Nuts, Cold Pressed 

252, 253 

Poultry Netting Staples 

108 

Extra Sizes 

250, 251 

Premier Sleigh Shoe Steel 

30 

Hot Forged 

247-251 

Pressed Nails, Flat 

128 

Hot Pressed 

247-251 

Pressed Nails, Sharp 

128 

Machine Screw 

252 

Pressed or Ship Spikes 

130 

Mica or Fancy 

230 

Pressure, Loss in 

78 

Stove Bolt 

253 

Products, List of 

4 

Thumb 

253 

Pullers’ Tacks 

149 

Tire Bolt 

253 

Pump Rods 

.91 

U.S. Standard 

248, 249 

Putty 

271 

Wing 

253 



Nutted Staples 

240, 241 

R 


O 


Rail Fillers, Guard 

48 



Rail Fillers, Reinforce 

49 

Ovals, Sharp 

31 

Railway Accessories 

234 

Blunt 

31 

Railway Signal Pipe 

71 

Half 

32 

Railway Tack ^ 

138 

Special Half 

33 

Railway Track Bolts 

.232-235 



Railway Track Spikes 

. 132, 133 



Ramrod Steel 

91 

P 


Reach and Cylinder Bars 

36 



Reinforce, Web 

47 

Pale Bale Wire 

93 

Reinforce Rail Fillers 

49 

Patent Soil or Waste Pipe .... 

272 

Reinforcing Concrete Bars 

57 

Piano Bars 

39 

Reinforcement Bars 

. 54, 56 

Piano Pins 

227 

Reinforcement, Plow 

43 

Piano Wire, Copper 

97 

Replacing Tacks 

149 

Piano Wire, Steel 

88 

•Ribbed Tire 

42 

Picture Frame Points 

139 

Rim, Automobile Bolts 

201 

Pig Iron 

13. 14 

Rings, Clinch 

237 

Pin, Wire 

88 

Rings, Drive 

237 

Pin, Cotter 

174, 175 

Rivet and Bolt Wire 

90 

Pins, Escutcheon 

122 

Rivets and Burrs, Belt 

261 

Hinge 


Rivet Steel 

27 

Insulator 

243 

Rivets, Barrel 

261, 262 

Piano 


Belt 

263 

Stove 

227 

Boiler 

.255-257 

Wire Sash or Dowel 

114, 116 

Boiler, Number per Pound 

256 

Pipe Adjustable Suspension Straps. ... 77 

Bridge 

255 

Pipe Bands. Wood 

223 

Butt Pin 

.261, 262 

Pipe Couplings 


Bung Head 

258 
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Rivets, Chisel Point 

Clinching Point Shoe 

Cobblers’ 

Cone Head 

Coopers’ 

Copper. 

Countersunk Head 

Flat Head 

Hame ! 

Lengths of Various Grips 

Number per Pound 

Oval Countersunk Head 

Round Head 

Ship 

Shoe 

Standard, any Style Head. . . . 

Steeple Head 

Structural 

Thousand or Tinners’ 

Truss Head 

Wagon Box 

Wheel 

Wheel Head 

Wire Shoe 

Rods, Anchor 

Chair 

Concrete 

Guy 

Homo Steel 

Pump 

Silo 

Stove 

Threaded 

Tie 

Wire 

Roof and Bridge Bolts 

Roofing Nails, Cut 

Roofing Nails, Wire 

Roofing Nails, Extra Large Head 

Round Back Channels 

Round Edge Flats 

Round Edge Tire Steel 

Round Head Rivets 

Round Wrought Washers 

Rounds, List of Sizes Rolled 

Half 


. 261,265 
. 146-148 
. 146-148 
. 255, 258 
. 261 , 262 
. 261-263 
258 
258 

. 261 , 262 

257 
266 

258 
258 
255 

. 146-148 
. 258, 260 
258 
255 
. 261,264 
258 
258 

. 261 , 262 
258 
. 146-148 
243 
. 228 , 229 
54 
243 
87 
91 
222 
, 228 , 229 
173 
233 
84 
222 
126 
113 
116 
44 
29 
29 
258 
. 236 , 238 
27 
33 


S 


Saddle Nails 

Saddle Tacks 

Sale, Conditions of 

Salmon Box Nails, Wire 

Sash Pins, Wire 

Scrapers, Stove 

Screen Bar 

Screw Eyes 

Screw Hook Hinges 

Screw Hooks 

Screw, Wire 

Screws, Bed 

Brass Machine 

Brass Wood 

Coach 

Contents of Cases of Wood 

Diameter of Wood 

Drive 

Fetter Drive 

Galvanized Coach 

Hanger 

Lag 


143 , 144 
143 , 144 
6 . 7 
120 
116 
176 
46 

. 165-167 
238 , 239 
168 , 169 
Q3 

172 , 173 
163 
157 
, 212-214 

159 
154 

160 
246 
246 
215 
213 


Screws, Lock Cap 

Machine, Standards of 

Side Knob 

Skein 

Standard and Special 

Steel Machine 

Steel Wood 

Twisted Drive 

Weights of Wood 

Shaft Coupling Bolts 

Sharp Ovals 

Sharp Pressed Nails 

Sneet, Open Hearth Steel 

Shims, Pole 

Shimming Spikes 

Ship or Pressed Spikes 

Sfiip Rivets 

Shoe Finders’ List 

Shoe Nails 

Shoe or Hand Lasting Tacks 

Snoe Rivets, Wire 

Shoes, “Bell” Horse 

‘ ‘M.R.M.” Horse 

Wood Pipe 

Shot, Chilled 

Double Chilled 

Drop 

S^ndard 

Side Knob Screws 

Siding Nails, Wire 

Signal, Railway Pipe 

Signal Wire 

Single Harrow Channels 

Single Leg Hoop Staples 

Sink Bolts 

Silo Rods 

Skein Screws 

Slabs 

Slating Nails, Cut 

Slating Nails, Wire 

Sleigh Shoe Bolts 

Sleigh Shoe Steel 

Sleigh Shoe Steel Channel 

Smooth Steel Wire 

Snare Wire 

Soft Copper Wire 

Soft Drawn Wire, Bright 

Soft Steel Shoe Nails 

Soil or Waste Pipe 

Solid Head Lining Tacks 

Specifications, Reinforcement Bars. . . 

Special Cut Nails 

Special Half Ovals 

Special Screw Machine Products .... 

Special Sections 

Spikes, Common Wire 

Drift or Wharf 

Pressed or Ship 

Railroad Track 

Shimming 

Wire Eave Trough 

Splice Bars * . . . . 

Spooled Wire 

Spring Bolts 

Spring Cotters 

Spring Steel 

Spring Wire 

Spring Wire, Qoiled 

Spring Wire, Furniture 

Square Cornered Screw Hooks 

Square Nuts 


164 

161 

164 

212 

155 
162 

156 
246 
158 
221 

31 
128 
. 18 , 19 

244 
. 132 , 133 

130 
255 

. 146 , 147 
150 
149 
. 146-148 
. 187-192 
. 177-186 
223 
. 267 , 268 
268 
268 
. 267, 268 
164 
120 
71 
91 
43 
111 
230 
222 
212 
21 
125 
113 
. 218 , 219 
30 
39 
86 

96 

97 
86 

. 146 , 150 
272 
138 
. 54-56 

129 

, 172 , 173 
. 37-53 

113 

131 

130 
132 , 133 
132 , 133 
113 , 114 
. 50 , 51 

91 
220 
174 , 175 
30 
93 
102 
93 
169 
, 247-250 
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Square Wrought Washers 238, 239 

Squares. Beveled Corners 44 

List of Sizes, Rolled 27 

Square Edge Flats 28 

Standard Common Wire Nails 113-115 

Standard Cut Nails 124 

Standard Shot 267 

Staples, Barrel or Box 110 

Bed 108 

Blind Ill 

Broom 109 

Coopers’ or Hoop 109 

Electricians’ 109 

Fence 108 

Flat Coppered Wire 110 

Nutted 240, 241 

Poultry Netting 108 

Single Leg Hoop Ill 

Tinned Canvas Ill 

Steel, Band 28 

Diamond 43 

Channel Sleigh Shoe 39 

Harrow Tooth 43 

Hexagon 44 

Hoop 36 

Mild or Machinery 27,28 

Ramrod 91 

Rivet ’ 27 

Round Edge Tire, See Round Edge 

Flats 29 

Sleigh Shoe 30 

Spring 30 

Toe Calk 36 

Steel and Iron Bars, Bundles of . . . . 26 

Dominion Schedule of Extras 22-24 

Galvanizing Extras 25 

Steel Corrugated Fasteners 112 

Forged Axles 16 

Forgings 17 

Machine Screws 162 

Piano Covering Wire 88 

Steel Reinforcement Bars 54-57 

Sheets, Black Open Hearth 18, 19 

Wire, Smooth 86 

Wire Strand, Galvanized 95 

Wood Screws 155, 156 

Steeple Head Rivets 258 

Step Bolts 202, 203 

Steps, Pole 243 

Sterilized Lath Nails 121 

Stitching Wire 93 

Stove Bolt Nuts 253 

Stove Bolts 224-226 

Stove Bolts. Number per ICK) pounds . 226 

Stove Scrapers 176 

Stove Pins 227 

Stove Pipe Screw Eyes 165 

Stove Pipe Wire 91 

Stove Rods 228, 229 

Strand, Copper Wire 99 

Galvanized Steel Wire 95 

Strawberry Box Tacks 139 

Structural Rivets 255 

Stud Bolts 211 

Sulphate of Ammonia 12 

Supplementary Catalogue 5 

Suspension Straps, Adjustable 77 

Swedes Iron Tacks 137 

Swedes Iron Shoe Nails 147, 150 

Swedish Iron Welding Wire 88 


Table Bolts 215 

Tables, Area of Rounds 58, 59 

Areas of Squares 58, 59 

Comparative Sizes of Wire and Sheet 

Gauges 82 

Copper Wire, Weight and Tensile * 

Strength 98 

Decimal Equivalents of an Inch. ... 79 

Dimensions of Wrought Pipe 67-69 

Dimensions of Trolley Wire 100 

Forms and Dimensions of Threads. . 254 

Gross Ton Prices 15 

Imperial Standard Wire Gauges .... 81 

Loss of Pressure in Pipes 78 

Metric Conversion. 273 

Net Ton Prices 15 

• Number of Wire Nails per Pound. . . 118 

Railway Accessories 234 

Screws, Dimensions of Wood and 

Machine 161 

Standard Gauges and Weights on 

Steel Sheets 20 

Velocity of Flow of Water in Pipes. . 78 

Weights of Round and Square Bars. 58, 59 

Weights of Flat Bars 60-64 

Tack Assortment, Cut 142 

Tack List 134, 135 

Tacks, Basket 137 

Berry Box 139 

Bill Posters’ 138 

Brush 141 

Canoe 134, 141 

Carpet 134, 136 

Cheese Box 139 

Contents of Full Cases 142 

Copper 138 

Cut 136 

Double Pointed Carpet. 110 

Galvanized ^ 145 

Gimp 136 

Hide 135 

Large Head Carpet 136 

Lining 138, 144 

Machine Lasting • 149, 150 

Pullers’ 149 

Replacing 149 

Saddle 144 

Shoe or Hand Lasting 146, 149 

Swedes Iron 137 

Trimmers’ 137 

Trunk ' 138, 145 

Upholsterers’ 137 

Zinc 138 

Tagging Wire 91 

Taps for Machine Screws 164 

Telegraph Wire 94 

Telephone Wire 94 

Tensile Strength of Copper Wire 98 

Thousand or Tinners’ Rivets 264 

Threaded Rods 222 

Threaded Wires 172, 173 

Threads, Dimensions of 254 

Thresher Cylinder Bar 45 

Thumb Nuts 253 

Tie Plates 52,53 

Tie Rods 233 

Ties. Wire Bale 89 

Tinned Canvas Staples Ill 

Tinned Piano Covering Wire 88 

Tin Capped Trunk Nails 143-145 
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Tinman’s Wire 

93 

Wire*Eave"Trough[Spikes 

,113-115 

Tire, Beaded 

42 

Wire Escutcheon Pins 

122 

Grooved 

42 

Wire Extras, Smooth Steel 

86 

Ribbed 

Tire Bolt Nuts 

Tire Bolts 

Tire Steel, Round Edge 

253 

. . .218, 219 

29 

Wire Extras, Brass 

Wire Extras, Copper 

Wire Fence Nails 

96 

97 

113-115 

Tire Wire 

91 

Wire Finishing Nails 

,113-115 

Tobacco Box Nails, Wire 

113 

Wire Flooring Nails 

113-115 

Toe Calk Steel 

36 

Wire Foundry Nails 

116 

Track Bolts, Quantity in a Cask. . . 

235 

Wire Gauge, Imperial Standard, Com- 


Track Bolts, Quantity per mile. . . . 

234 

parison of Dimensions 

80 

Track Bolts, Railway 

. . .232-235 

Imperial Standard, Weights, Break- 


Track Spikes, Railway 

Trimmers’ Tacks 

. . .132, 133 

ing Strain, etc 

81 

137 

Notes on 

83 

Trolley Wire 

100 

Wire Hat and Coat Hooks 

176 

Trunk Nails 

140 

Wire Hinge Nails 

121 

Trunk Tacks 

. . . 138-143 

Wire Hoops 

92 

Tufting Buttons 

. . .143, 144 • 

Wire Lath Nails, Sterilized 

121 

Turnbuckles 

231 

Wire, List of 

. 84, 85 

Twisted Concrete Bars 

57 

Wire Moulding Nails 

.113-115 

Twisted Drive Screws 

246 

Wire Roofing Nails 

.113-115 

Twisted Fencing Wire 

102 

Wire Roofing Nails, Extra Large Head 116 


Wire Salmon Box Nails 

120 

U 


Wire Sash Pins 

116 



Wire Slating Nails 

.113-115 

Upholsterers’ Tacks 

137 

Wire Spikes, Common 

.113-115 


Wire Tobacco Box Nails 

.113-115 

V 


Wire Nails 

113 123 



Wire Nail List, Miscellaneous 

•119 

Velocity of Flow of Water 

78 

Wire Nail List, Standard 

114, 115 


Wire Nails, Cement Coated 

123 

W 


Wire Nails, Blued 

123 



Wire Nails, Galvanized 

123 

Washers, Cast 

239 

Wire Nails, Standard Common 

114 

Galvanized 

236 

Wire Rods 

84 

Round Wrought 

236 

Wire Staples, Flat Coppered 

110 

Square Wrought 

239 

Wire Shoe Rivets 

148 

Waste or Soil Pipe 

272 

Wire Strand, Galvanized Steel 

95 

Weaving Wire, Galvanized 

88 

Wire, Annealed 

87 

Web Reinforce 

47 

Armature Binding 

88 

Bale Ties 

89 

Bale Tie 

89 

Weights, Blank Bolts 

209 

Bolt and Rivet 

90 

Coach Screws 

214 

Bookbinders’ 

90 

Common Carriage Bolts 

200 

Bottling 

85 

Copper Wire 

98 

Brass 

96 

86 

Flat Bars, Steel 

. . . 60-64 

Bright Hard 

Machine Bolts 

206 

Bright Soft Drawn 

86 

Square and Round Bars 

... 58, 59 

Broom 

90 

Stove Rods 

229 

Button 

84 

Trolley and Tensile 

100 

Chain 

90 

Wood Screws 

158 

Coiled Spring Galvanized 

102 

Welding Wire 

88 

Copper 

97 

Wharf or Drift Spikes 

131 

Copper Piano Covering 

97 

Wheel Head Rivets 

258 

Cotter Pins 

88 

Whiffletree Bolts 

221 

Extras, Smooth Steel 

86 

Whisk Wire 

88 

Brass 

96 

White Lead in Oil 

. . .269, 270 

Copper 

97 

Wing Boot Calks 

151 

Extras for Cutting to Exact Lengths 

87 

Wing Nuts 

253 

Florists’ 

98 

Wire Bale Ties 

89 

Furniture Spring 

93 

Wire Barrel Nails 

117 

Galvanized Barbed 

,101, 102 

Wire Basket or Crate Nails 

117 

Galvanized Clothes Line 

92 

Wire Box Nails 

. . .113-117 

Galvanized Fencing 

90 

Wire Brads, Common 

...113-115 

Galvanized Weaving 

88 

Wire Broom Nails 

117 

Galvanized Welding 

88 

Wire Car Nails 

. . .113-115 

Hay Baling 

. 89,90 

Wire Casing Nails 

. . .113-115 

Heavy Drawn 

86 

Wire Cigar Box Nails 

120 

Mattress 

93 

Wire Clapboard Nails 

120 

Nail 

93 

Wire Clinch Nails 

. . .113-115 

Pail Bale 

93 

Wire Door Pulls 

176 

Pin 

88 
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Wire, Plain Twisted Fencing 

Screw 

Signal 

Smooth Steel 

Snare 

Soft Copper 

Spooled 

Spring 

Spring. Coiled 

Steel Piano Covering 

Stitching 

Stove Pipe 

Stranded Copper Cable 

Strand Steel 

Straightened Wire 

Swedish Iron Welding 

Tacks 

Tagging 

Telegraph and Telephone. . 

Tinman’s 

Tire 
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102 

93 

91 

86 

96 

97 
91 
93 

102 

88 

93 
91 
99 
95 

87 

88 

134-151 

91 

94 
93 
91 


Wire, Trolley 100 

Weaving ^ 


Weight and Tensile Strength of Cop- 


per 

Welding 

Whisk 

Wires, Threaded 

Wood Pipe Bands 

Wood Pipe Shoes 

Wood Screws, Brass 

Wood Screws, Steel 

Wrought Couplings 

Wrought Pipe 

Wrought Pipe Nipples . . . 
Wrought Washers, Round . 
Wrought Washers, Square 


100 

88 

88 

172, 173 
223 
223 
157 
156 
76 

, 65-71 

. 72-75 

236 
239 


Z 


Zinc Glaziers’ Points , 145 

Zinc Tacks 138 
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